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CRAGE 30.47 GCRAGE 30.49 NOTES:
INV. 29 68 INV. 29.32 ELEVATION Crown I. THE CONSTRUCTION SITE 1S NOT LOCATED IN A FEMA FLOOD HAZARDOUS ZONE.
, FIRM # 3701713117K, APRIL 3, 2006.
C ft ded f \ )
\ leof growth to produce. oxygen, 2. THERE ARE NO WETLANDS ON THE SITE.
PARKING VENTURES L|LC filter the air, reduce wind, 3. THERE ARE NO EXISTING TREES ON THE SITE.
- “ soften voice and provide 4. TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT MARKINGS) IN AREAS
o DB 5346 PG 1540 W @ @ . wmﬂ_c@w__ﬁ_ appearance. 0o not | OPEN TO PUBLIC TRAFFIC ARE TO MEET MUTCD (MANUAL ON UNIFORM TRAFFIC CONTROL
. - , DEVICES) STANDARDS.
© ZONING: CBD & prunning! 5. IF THE CONTRACTOR DESIRES WATER FOR CONSTRUCTION, HE SHALL APPLY IN
< 207 pe . ADVANCE FOR THIS SERVICE FROM CAPE FEAR PUBLIC UTILITY AUTHORITY (CFPUA) AND
20 7 . d MUST PROVIDE A REDUCED PRESSURE ZONE (RPZ)BACKFLOW PREVENTION DEVICE ON THE
EXISTING L . 1L DEVELOPER'S SIDE OF THE METER BOX. ANY BACKFLOW PREVENTION DEVICES REQUIRED WILL
>ﬂ,ﬁui>h1ﬁ @>EX:/O \ | OlD:.:@ : NEED TO BE ON THE LIST OF DEVICES APPROVED BY USCFCCCHR OR ASSE.
2 (874 | Imaginary line 6. ANY IRRIGATION SYSTEM SUPPLY BY CFPUA WATER SHALL COMPLY WITH THE CFPUA
+— 564 directly beneath tree CROSS CONNECTION CONTROL REGULATIONS.
d 103 SF SF extending out to the 7. CONTACT THE NORTH CAROLINA ONE CALL CENTER PRIOR TO DOING ANY DIGGING. I-800-632-494
L i o g Cermes PLAN ®. THE BELLSOUTH CONTACT IS STEVE DAYVAULT. HE IS THE BUILDING INDUSTRY
N 84724 77 E o CONSULTANT (410) 392-8712. PLEASE CONTACT HIM PRIOR TO STARTING THE PROJECT
IN ORDER TO FACILITATE GOOD COMMUNICATION AND MAXIMUM FLEXIBILITY.
: ‘ - 9. ALL PLANTED AND RETAINED LIVING MATERIAL REQUIRED TO MEET THE PROVISIONS OF
. THE CITY OF WILMINGTON LAND DEVELOPMENT CODE, SHALL BE PERPETUALLY PROTECTED
‘ o — Srotective Barrier AND MAINTAINED TO PROFESSIONAL ACCEPTED STANDARDS BY JOINT AND SEVERAL
| Ny R NIR4 22 05 = Stoke 3 feet min. RESPONSIBILITY OF THE OWNER, TENANT AND RESPECTIVE AGENTS OF THE PROPERTY ON
% 7 , T % r _ 39@3# above @10&@. OZ _\/_I_OI |_..Im _/\_>|_..mm_>_l _Mw _lom}u_\mg
| See note 1. 0. ANY PLANT MATERIAL THAT WAS PREVIOUSLY INSTALLED ON THE SITE TO MEET THE
asiy PROVISIONS OF THE CITY OF WILMINGTON LAND DEVELOPMENT CODE THAT HAS NOT BEEN
MAINTAINED MUST BE REPLACED.
Feeder Roote Il. AS PART OF THE FINAL ZONING INSPECTION FOR THIS PROJECT, A SURVEY OF THE SITE
4l Feeder roots ore located LANDSCAPING WILL BE CONDUCTED. PLANT MATERIAL THAT HAS NOT BEEN MAINTAINED MUST
PROPOSED at "dripline” of tree Structural Roots BE REPLACED BEFORE A FINAL ZONING APPROVAL IS ISSUED.
ADJACENT and provide tree with Structural roots located 12.  ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL BE WHITE.
ANNE CLINE Mt moisture and nutrients. near base of trunk are I3. ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT-OF-WAY ARE TO BE MAINTAINED
WALL See note 1 & 3. needed to give support to BY THE PROPERTY OWNER IN ACCORDANCE WITH MUTCD STANDARDS.
DB 2/59 PG 1 n tree can fall and damage 14. A RAIN/FREEZE SENSOR SHALL BE INSTALLED AS PART OF ANY IRRIGATION SYSTEM USED ON
NO_/:ZO O@U v . ’ propterty. See note 2 & 3. THE SITE.
: 2’ CONC. TREE PROTECTION DURING CONSTRUCTION I5. CONTACT TRAFFIC ENGINEERING AT 9Ql0-341-7888 48 HOURS PRIOR TO ANY EXCAVATION IN THE
VACANT Al CURB RIGHT-OF-WAY TO ENSURE THAT ALL TRAFFIC SIGNAL FACILITIES AND EQUIPMENT ARE PROPERLY
o\ 1. CLEARLY MARK THE TREE TO BE SAVED PRIOR TO CONSTRUCTION AND LOCATED.
i ERECT A PROTECTIVE BARRIER AT THE DRIPLINE. DO NOT COMPACT 6. A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY STREET. NOTE THIS ON THE.
g X o\ 535.0 T TS PP PR i il A PLAN AND CONTACT 341-5888 FOR MORE DETAILS. IN CERTAIN CASES AN ENTIRE RESURFACING
2 SU N i RESULTS OF COMPACTION CAUSE WATER AND AIR NOT TO REACH THE OF THE AREA BEING OPEN CUT MAY BE REQUIRED.
O | WILMINGTON HOTEL GROUP. LIC ROOTS AND THE TREE WILL DIE. THESE "FEEDING ROOTS” OCCUR WELL I7. TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS.
. — N | ) AWAY FROM THE BASE OF THE TREE TO THE EDGE OF THE OVERHEAD oAl
; - o Ui OB 5346 PG 1340 AN R e LS L I 16, CONTACT KAREN DIXON AT Ql0-341-7888 TO DISCUSS STREET LIGHTING OPTIONS.
. — i CONSTRUCTION EQUIPMENT, OR ANYTHING ELSE IS PROHIBITED. THE 19.  ANY BACKFLOW PREVENTION DEVICES REQUIRED BY THE CFPUA WILL NEED TO BE ON THE
. O |y /ONING: CBD PROTECTIVE BARRIER SHOULD PREVENT DAMAGE FROM OCCURRING DURING LIST OF APPROVED DEVICES BY USCFCCCHR OR ASSE.
. M . SROPOSED HOTEL CONSTRUCTION. 20. CONTRACTOR TO FIELD VERIFY EXISTING WATER AND SEWER SERVICE LOCATIONS, SIZES AND
g = ) NO CUTTING OF LARGE STRUCTURAL ROOTS LOCATED NEAR THE BASE MATERIALS PRIOR TO CONSTRUCTION. ENGINEER TO BE NOTIFIED OF ANY CONFLICTS.
. - > b OF THE TRUNK. REMOVAL OF THESE ROOTS ALONG ONE SIDE IS OFTEN 21, CONTRACTOR SHALL MAINTAIN ALL-WEATHER ACCESS FOR EMERGENCY VEHICLES AT ALL TIMES
% ol = It DONE BECAUSE OF A WALK, PAVING OR BUILDING WHICH IS BEING DURING CONSTRUCTION.
o= S e e oE ARE S a Ak [N SUPPORTING TTHE (TREE AND 22. ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS-OF-WAY AND FOR DRIVEWAYS ARE TO BE
., L0 m THERMOPLASTIC AND MEET CITY AND/OR NCDOT STANDARDS.
. M = o 3 AVOID CUT AND FILL WITHIN - DIAMETER OF TREE CROWN DURING 23. TRAFFIC ENGINEERING MUST APPROVE OF PAVEMENT MARKING PRIOR TO ACTUAL STRIPING.
% ] % ALm ar ‘ 24. ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS AND CURBING WILL BE REPLACED.
|5 i 25. PROJECT SHALL COMPLY WITH CFPUA CROSS CONNECTION CONTROL REQUIREMENTS. WATER
Nt Z 5 | METER(S) CANNOT BE RELEASED UNTIL ALL REQUIREMENTS ARE MET AND THE STATE HAS
NEW CURB INLET aRl GIVEN THEIR FINAL APPROVAL. CALL 910-343-3910 FOR INFORMATION.
RIM=52.5 - 1L Sl s 26. EXISTING SERVICES MUST BE ABANDONED PER CFPUA SPECIFICATIONS.
INV=28 8 TlE . 27. ALL NEW UTILITIES SHALL BE INSTALLED UNDERGROUND, EXCEPT WHERE SUCH PLACEMENT
=l g IS PROHIBITIED OR DEEMED IMPRACTICAL BY THE UTILITY PROVIDER. UNDERGROUND TERMINAL
| ] ® FACILITIES FOR STREET LIGHTING ALONG ALL PUBLIC STREETS ABUTTING THE SUBJECT SITE
woll:] 34 SHALL BE INSTALLED BY THE DEVELOPER.
108 CRACE. LLC Ml 28. IMMEDIATELY NOTIFY CITY OF WILMINGTON TRAFFIC ENGINEERING AT dl0-34i-7888 IF ANY TRAFFIC
v ol .\ o SIGNAL FACILITIES OR CITY-OWNED STREETLIGHT FACILITIES ARE DAMAGED.
DB 5675 PG 11/ Ol 12°RCP B LANDSCAPE LEGEND 29. DAMAGED FACILITIES SHALL BE REPLACED BY AN APPROVED CONTRACTOR, ACCORDING TO
ZONING: CBD o)l IS . STANDARD NCDOT REPLACEMENT SCHEDULES AND CURRENT NCDOT DESIGN STANDARDS.
=l B SYMBOL PLANT SIZE/SPEC. | QUANTITY 30. ALL REPAIR/REPLACEMNT OF TRAFFIC SIGNAL INFRASTRUCTURE SHALL BE COORDINATED WITH THE
EX. PARKING | S— CITY OF WILMINGTON TRAFFIC ENGINEERING DIVISION.
- 60’ .\ : PROPOSED LAGERSTROEMIA INDICA MIN = 2.5” 3
= N Y *TOWNHOUSE’ CALIPER
e Oy .\ ADJACENT UNIFORM COLOR
BUILDING
= HOLLY MIN = 2.5” .
~ b ILEX OPACA CALIPER
o Ll — 'TINGA’
N A
¥ 18’ 181, Ly
S N e : S Y 3 x 3 IRON AGE TREE : CRATE SRR -3/ GTON
I GRATE, "SONOMA”
* ) Ay B & o NORTH CAROLINA
.\m\ - 39.5 y Public Services e Engineering Division
% B DWARF MOCK ORANGE MIN 3 GAL. APPROVED DRAINAGE PLAN
e Lo | % PITTOSPORUM TOBIRA 4.5 0.C. 25 S @ » » ot permit #
> v , "CREAM DE MINT Y ate: ___ ermi
; - 2 CONC. — I N,
) 1/2” NELSON STUD Sianed:
, CURB PINK MUHLY GRASS MIN 1 GAL Igned:
B . : s WELDED TO FRAME
N (| | REE.! \ E & MUHLENBERGIA CAPILLARIS | 3.5" 0.C. (MIN)
> .v... {
R A\ - Q( INLE T B000000E Approved Construction Plan
) RIM 354.08 »..+..+.=.-.-.| BERMUDA 'CELEBRATION’ SOD 284 SF 18” Name Date
N\_Q w_ll T ! 7Z< M@ ,me eeeeeeeeeeeeeeee
N/ o2 \ - 29, SEOOEONE Planning
! | .\ = _ Traffic
= . : | PLASTIC ROOT ——m— Fire
CONCRETE WALK PAE o B
/ n
o~
ags WAM \ 4 \ NW\Me@ - | = .
Q X 34 4 12/19/2014
C.0O. :
Scale:
S TREE GRATE FRAME INSTALLATION DETAIL GRACE STREET PARKING o
CONSTRUCTION NORTH CAROLINA
WILMINGTON NEW HANOVER COUNTY -
ENTRANCE SO RIM 5549 NOT TO SCALE N ) [orawm
- . INV 29727 ( ~ [ Y
_Nmz O/\ﬁ- g M ‘ ;.-.___...G/-__- 'y Checked:
> arkINE W — S\ CA mq SITE AND LANDSCAPE PLAN WSl
> aoedene, |y ,
08 o mw e, N/, \\..\ Project No:
METER 0 , a X ..a..\_m\n Z OPTION 3 MPO114
SRACE ST & SWMH SEAL ~} i|\ ) J
" PUBLIC E\.<< NEW S.D. U RIM 36.44 PE 023017 .m HilNe N e
MANHOLE INV. 28.49 @m_zmmw..s%% RIGHT ANGLE
v \j mmZI \_O m O \_O NO 1 ‘eangon &d:. ENGINEERING, P.C.
C @ ., | NE LS. \ 212 PRINCESS STREET
RIM=54.0 18 RCP RIM ﬂ”ﬂl REV_NO. DESCRIPTION DATE s _5\? WILMINGTON, NC 28401

NVEPTY 7 NV GRAPHIC SCALE: 1" = 10’ L REVISIONS DAN JAN (910) 251-8544  FAX (910) 251-2208 )L )




STEEL POST

\ WIRE FABRIC

MIN. 12 3 GA. WIRES

>

Y

8" MAX. . \gﬂ FILTER FABRIC 13_0" N
—m™ m WA STEEL I — o _NH‘_IA\A:
20575 = MINIMUM N\
— m -T— N
\ Sk ! 2" SF 95A ( N
— - 36" bl 3 PROPERTY LINE :
S| m/\oAv ©
_ | = A DRIVEWAY AND PARKING — 4 .
Q= AREAS CROSS SECTION 8"AGGREGATE BASE COURSE
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#3 WASHED STONE MAY BE USED 3’ RADIUS o CONCRETE CURB
TO ANCHOR SKIRT N | NOT TO SCALE
< o RETURN (TYP.)
GENERAL NOTES: MAINTENANCE NOTES: _ !
FENCE FABRIC SHALL BE A MINIMUM OF uNH IN WIDTH AND SHALL FILTER BARRIERS SHALL BE INSPECTED IMMEDIATELY AFTER EACH RAINFALL ” »
HAVE A MINIMUM OF 6 LINE WIRES WITH 12" STAY SPACING. AND AT LEAST DAILY DURING PROLONGED RAINFALL. ANY REQUIRED REPAIRS 6 - 6 -
FILTER FABRIC SHALL BE _,\___w>_.|_ 100 OR EQUIVALENT AND SHALL BE MADE IMMEDIATELY. GRANITE GRANITE CURB V
SHALL BE A MINIMUM OF 36" IN WIDTH. SHOULD THE FABRIC DECOMPOSE OR BECOME INEFFECTIVE PRIOR TO HTE END CURB 3-0" 30" -
BURLAP CAN NOT BE USED WHERE SILT FENCE IS TO REMAIN FOR OF THE EXPECTED USABLE LIFE AND THE BARRIER STILL BE NECESSARY, THE — -— - — 1 B L
A PERIOD OF MORE THAN 30 DAYS. FABRIC SHALL BE REPLACED PROMPTLY. MINIMUM MINIMUM
STEEL POSTS SHALL BE 3'—0” IN HIGHT AND BE OF THE SEDIMENT DEPOSITS SHOULD BE REMOVED AFTER EACH STORM EVENT. THEY MUST Dm_<m<<>< Dm|_|>__l Am_”u mIONv
SELF—FASTENER ANGLE STEEL TYPE.
SILT FENCES SHALL BE INSTALLED AROUND ALL CATCH BASINS. ANY SEDIMENT DEPOSITS REMAINING IN PLACE AFTER THE SILT FENCE OR FILTER NOT TO SCALE %
SILT FENCES SHALL BE PROVIDED AS NECESSARY TO PREVENT A 3" SF 9.5A
EXCESSIVE EROSION. GRADE, PREPARED AND SEEDED. ,W_
TEMPORARY SILT FENCE ! 20: v
NOT TO SCALE |
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=M CONCRETE BASE General Notes: Precast Catch Basins
A 1. Precast concrete structures shall be in accordance 12" SUBBASE
© SECTION X with NCDOT section 1077 for "precast concrete units” 1'-0" ~
— Y FRAME & GRATE » D - -— — 3
N.C.D.0.T. STD. #840.16 of the most recent "Standards Specifications for Roads and CUTBACK 19—GAUGE HARDWARE CLOTH
o STANDARD BRICK D.I. T : : Structures” And ASTM—C—913 for "Reinforced Concrete Water TYP. B (1/4 MESH OPENINGS)
N.C.D.O.T. STD. #840.15 <~ - o 3” and Wastewater Structures”.
”AJ 2. Concrete compressive strength shall be 4000 PSI Minimum and BACKFILL S FOOT STEEL POSTS 4
shall meet the requirements as specified in NCDOT section ° SLOPE WALLS TO ANGLE N_M_V/A\_m\_cmh »_z_..qooo%mmwﬂﬂom\ﬂ_oz (TYP.)
1077. ;
» . OF REPOSE OR SHORING W 5 STONE
= 3. Reinforcing steel shall be of deformed steel bars conforming to m,_/m_omp_,/__um_ﬂmﬂo<mo BY TMNT T & WIRE MESH (OPTIONAL)
w = the requirements of ASTM—A—-615, grade 60, or welded wire 2 MIN.__ 31 SLOPE \
Q_u fabric conforming to the requirement of ASTM—A—-82 or both. 2:1 SLOPE —— 1
\D/ \ " - 4. Reinf teel d hall b d to C—890-78 f N THICKNE SS -
. Reinforcing steel design shall be according to C— - or 3 (1" MIN. THICKNESS)
4 H—20—44 Loading. EMBEDMEN | ©
CATCH BASIN
. 5. Steps required on structures over 42" deep shall be on steel
L > © SECTIONY D AXB H reinforced copolymer polypropylene plastic. L
’v< . .. . M
12" 20"y 3 o4 6. NMoDﬁ%_.: joints Mjo__ UM mmﬂ_mm: s_ﬁ:ﬁch_ ﬁ?%UQ mwo_oﬁ or \%mw STONE PIPE BEDDING
PLAN 15" 2.0y 3 o.g" approved mortar a e option o e contractor. 4
‘_ m: N_IN: MW_ N_Im:
o4 w.xw_ 40" 7. Pipe connections shall be sealed with approved mortar. NCDOT
30" 4y 4 44 approved brick may be used in conjunction with mortar at the —
36" 4 x4 5.0" contractors option.
o>w._-|_2|n_l>om Mw wxw wm 8. Lift holes shall be located as required for handling and sealed
om zgozm* X after installation with NCDOT approved mortar. _U><m_<_mZ|_| _Nm_U>__Nm Dm|_|>__l Amo \_lomv
CATCH BASIN NOT TO SCALE
NOT TO SCALE NOT TO SCALE
PAVEMENT REPAIR NOTES
1. BACKFILL SHALL BE SUITABLE MATERIAL THAT IS FREE FROM HEAVY CLAY, GUMBOS, DEBRIS,
ORGANICS AND LITTLE TO NO EXCESSIVE MOISTURE.
2. SELECT BACKFILL MAY BE SUBSTITUTED OR REQUIRED BY CITY TO ACHIEVE COMPACTION,
(I.E. #57, ABC, CRUSHED LIMESTONE, CLEAN SAND, FLOWABLE FILL, ETC.)
3. 8 INCH OF ABC BASE MATERIAL SHALL BE USED ON CITY STREETS.
4. BACKFILL AND BASE MATERIALS SHALL BE COMPACTED 12" MINIMUM LIFTS
5. SOIL SHALL BE COMPACTED BY A MECHANIZED TAMPER (I.E. JUMPING JACK), HOWEVER
nom>m< mmmc_zo VIBRATORY ROLLERS > 18" WIDTH MAY BE USED FOR LARGER EXCAVATIONS. THE PLATE TAMP
n_lmz METHOD SHALL NOT BE USED.
6. ALL APPROVED CASTINGS SHALL BE SET FLUSH TO GRADE AND SUPPORTED IF APPLICABLE.
7. ABC BASE AND SUBBASE COMPACTED TO 98% AND BACKFILL AND EMBEDMENT COMPACTED
TO Q0% AS DETERMINED BY THE MODIFIED PROCTOR AASHTO METHOD T-9q.
GRASS TYPE AMOUNT /1000 SF TIME OF SEEDING INITIAL FERTILIZATION /1000 SF MAINTENANCE 8. | FOOT CUTBACKS OF ASPHALT SHALL BE PREPARED ON UNDISTURBED SOIL. MINIMUM
ASPHALT DENSITY IS Q0%.
RYE GRAIN 1-2 LBS NOV. THRU JAN. 25 LBS 10-10-10 N/A N/A N /A s N (o N
BROWN TOP MILLET 1-2 LBS JUNE THRU AUG. 25 LBS 10-10-10 N/A N/A N/A Qm>om m‘ﬁmmmﬂ Hv>mHAHZQ 12/19/2014
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4 - N (7 R NNC
Approved Construction Plan s, DETAILS Checkes
GRASS TYPE AMOUNT /1000 SF TIME OF SEEDING INITIAL FERTILIZATION /1000 SF MAINTENANCE N Dat ol A.ﬂﬁov WSL
ame ate 9 “ -
MARCH—APRIL EACH 4-8 WKS |AUG— SEPT - - ~ & m.m%A .._.a\“w\w Project No:
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SERICEA 3 Can 3 F o i
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PARKING VENTURES, LLC
DB 2346 PG 1540

NOTES: LOCATION MAF

ZONING: CBD I. THE CONSTRUCTION SITE IS NOT LOCATED IN A FEMA FLOOD HAZARDOUS ZONE. NOT TO SCALE ,
. FIRM # 37017I3117K, APRIL 3, 2006.
30.7 2. THERE ARE NO WETLANDS ON THE SITE.
3. THERE ARE NO EXISTING TREES ON THE SITE.
4

30.7/
=XISTING 7\ . TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT MARKINGS) IN AREAS
ASPHALT PARKING OPEN TO PUBLIC TRAFFIC ARE TO MEET MUTCD (MANUAL ON UNIFORM TRAFFIC CONTROL
DEVICES) STANDARDS.
5. IF THE CONTRACTOR DESIRES WATER FOR CONSTRUCTION, HE SHALL APPLY IN
ADVANCE FOR THIS SERVICE FROM CAPE FEAR PUBLIC UTILITY AUTHORITY (CFPUA) AND
N 84:04°09” F MUST PROVIDE A REDUCED PRESSURE ZONE (RPZ)BACKFLOW PREVENTION DEVICE ON THE
DEVELOPER'S SIDE OF THE METER BOX. ANY BACKFLOW PREVENTION DEVICES REQUIRED WILL
32 00 NEED TO BE ON THE LIST OF DEVICES APPROVED BY USCFCCCHR OR ASSE.
6. ANY IRRIGATION SYSTEM SUPPLY BY CFPUA WATER SHALL COMPLY WITH THE CFPUA
14’ CROSS CONNECTION CONTROL REGULATIONS.
N 84°00'53” 7. CONTACT THE NORTH CAROLINA ONE CALL CENTER PRIOR TO DOING ANY DIGGING. 1-800-632-4949
\ , 8. THE BELLSOUTH CONTACT IS STEVE DAYVAULT. HE IS THE BUILDING INDUSTRY
_ CONSULTANT (4l0) 3a2-8712. PLEASE CONTACT HIM PRIOR TO STARTING THE PROJECT
52.0 3210 IN ORDER TO FACILITATE GOOD COMMUNICATION AND MAXIMUM FLEXIBILITY.
v 9. ALL PLANTED AND RETAINED LIVING MATERIAL REQUIRED TO MEET THE PROVISIONS OF
mE THE CITY OF WILMINGTON LAND DEVELOPMENT CODE, SHALL BE PERPETUALLY PROTECTED
AND MAINTAINED TO PROFESSIONAL ACCEPTED STANDARDS BY JOINT AND SEVERAL
PROPOSED RESPONSIBILITY OF THE OWNER, TENANT AND RESPECTIVE AGENTS OF THE PROPERTY ON
il ON WHICH THE MATERIAL 1S LOCATED.
ADJACENT 10.  ANY PLANT MATERIAL THAT WAS PREVIOUSLY INSTALLED ON THE SITE TO MEET THE
WAL L PROVISIONS OF THE CITY OF WILMINGTON LAND DEVELOPMENT CODE THAT HAS NOT BEEN
MAINTAINED MUST BE REPLACED.
Il. AS PART OF THE FINAL ZONING INSPECTION FOR THIS PROJECT, A SURVEY OF THE SITE
, LANDSCAPING WILL BE CONDUCTED. PLANT MATERIAL THAT HAS NOT BEEN MAINTAINED MUST
2 CONC. BE REPLACED BEFORE A FINAL ZONING APPROVAL IS ISSUED.
CURB 2. ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL BE WHITE.
I3, ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT-OF-WAY ARE TO BE MAINTAINED
232 () BY THE PROPERTY OWNER IN ACCORDANCE WITH MUTCD STANDARDS.
4. A RAIN/FREEZE SENSOR SHALL BE INSTALLED AS PART OF ANY IRRIGATION SYSTEM USED ON
THE SITE.
; I5. CONTACT TRAFFIC ENGINEERING AT dl0-341-788% 48 HOURS PRIOR TO ANY EXCAVATION IN THE
. WILMINGTON HOTEL GROUP, LIC RIGHT-OF—WAY TO ENSURE THAT ALL TRAFFIC SIGNAL FACILITIES AND EQUIPMENT ARE PROPERLY
LI DB 5346 PG 1540 LOCATED.
- 6. A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY STREET. NOTE THIS ON THE.
1 /ONING: CBD PLAN AND CONTACT 341-588% FOR MORE DETAILS. IN CERTAIN CASES AN ENTIRE RESURFACING

PROPOSED HOTEL OF THE AREA BEING OPEN CUT MAY BE REQUIRED.

I7. TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS.

1&. CONTACT KAREN DIXON AT 9l0-34]-7868% TO DISCUSS STREET LIGHTING OPTIONS.

. 9. ANY BACKFLOW PREVENTION DEVICES REQUIRED BY THE CFPUA WILL NEED TO BE ON THE
LIST OF APPROVED DEVICES BY USCFCCCHR OR ASSE.

20. CONTRACTOR TO FIELD VERIFY EXISTING WATER AND SEWER SERVICE LOCATIONS, SIZES AND
MATERIALS PRIOR TO CONSTRUCTION. ENGINEER TO BE NOTIFIED OF ANY CONFLICTS.

| 21. CONTRACTOR SHALL MAINTAIN ALL-WEATHER ACCESS FOR EMERGENCY VEHICLES AT ALL TIMES
DURING CONSTRUCTION.

22. ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS-OF-WAY AND FOR DRIVEWAYS ARE TO BE
THERMOPLASTIC AND MEET CITY AND/OR NCDOT STANDARDS.

23. TRAFFIC ENGINEERING MUST APPROVE OF PAVEMENT MARKING PRIOR TO ACTUAL STRIPING.

24.  ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS AND CURBING WILL BE REPLACED.

® 25. PROJECT SHALL COMPLY WITH CFPUA CROSS CONNECTION CONTROL REQUIREMENTS. WATER
METER(S) CANNOT BE RELEASED UNTIL ALL REQUIREMENTS ARE MET AND THE STATE HAS
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131.99°

9" ALLEYWAY ACCESS (DB 55

N 05°3538" W

NEW CURB INLET
RIM=32.5

INV=28.6

341 GIVEN THEIR FINAL APPROVAL. CALL 9l0-343-3910 FOR INFORMATION.

108 GRACE, LLC \. 26. EXISTING SERVICES MUST BE ABANDONED PER CFPUA SPECIFICATIONS.

DB 56735 PG 117/
/ONING: CBD
EX. PARKING

AM:EO I 27. ALL NEW UTILITIES SHALL BE INSTALLED UNDERGROUND, EXCEPT WHERE SUCH PLACEMENT
\«... IS PROHIBITIED OR DEEMED IMPRACTICAL BY THE UTILITY PROVIDER. UNDERGROUND TERMINAL

132.00°
//
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: FACILITIES FOR STREET LIGHTING ALONG ALL PUBLIC STREETS ABUTTING THE SUBJECT SITE
SHALL BE INSTALLED BY THE DEVELOPER.

N 05°35°38" W

GTON

NORTH CAROLINA

407 \ PROPOSED 28. IMMEDIATELY NOTIFY CITY OF WILMINGTON TRAFFIC ENGINEERING AT Ql0-341-7888 IF ANY TRAFFIC
- SIGNAL FACILITIES OR CITY-OWNED STREETLIGHT FACILITIES ARE DAMAGED.
A O ADJACENT 29. DAMAGED FACILITIES SHALL BE REPLACED BY AN APPROVED CONTRACTOR, ACCORDING TO
BUILDING STANDARD NCDOT REPLACEMENT SCHEDULES AND CURRENT NCDOT DESIGN STANDARDS.

v
.

Public Services e Engineering Division

30. ALL REPAIR/REPLACEMENT OF TRAFFIC SIGNAL INFRASTRUCTURE SHALL BE COORDINATED WITH THE APPROVED DRAINAGE PLAN
CITY OF WILMINGTON TRAFFIC ENGINEERING DIVISION. Date: Permit #

g S —

/
B —
)i

N\

!

A

1
1 ©®

1 353

N SITE DATA TABLE

<+ I PIN R04817-001-002-000

V<.
\ . Nv OOZO ADDRESS 205 GRACE ST

L]
T
i
? ) S .
- N 18 18.1° L2 |
L1
i
@)
L]

<
>

WILMINGTON, NC 28401
CURB OWNER 3RD STREET PROPERTIES, LLC

1201 GLEN MEADE RD.
WILMINGTON, NC 28401
INLE T 1201 GLAN MEADE RD.

“m . RIM54.08 ZONING CENTRAL BUSINESS DISTRICT

4.5

\ INV. 29.56 ACREAGE 0.10 (4223 SQ FT
: EX, BLDG & SIDEWALKS & WALLS 32 SF WALL

.....% EX. PARKING & DRIVES 0
q.. TOTAL EXISTING IMPERVIOUS 0
pe N ] PROPOSED IMPERVIOUS 3,616 SF (867

CONCRETE WALK| [684°23'007W | 348 |

PROPOSED LANDSCAPING 607 SF

AR

O A C n " o DISTURBED AREA 4,223 SF = 010 AC
e )\ pproved Construction an SETBACKS CAMA LAND USE DESIGNATION DEVELOPED
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