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AT ~_ (MATCH EXISTING) SEE DETAL. re b @// > <" ~, / \ .
: s P - T e core
~ & P 0()3 T, ZONED RB
i > ~ / RETAIL SALES
»_‘1 uﬁ/qu / / 7/ /
W G /i j T / /
\ (R g A / Ay 0 41.45 / / .
\ ImexsT. ' 5;3’9% / N / / P/ -
\ g / o MRy 2k, / INSTALL NEW Ty LiGHT PoLe ‘ S
J FQ\%’;Y cuU AND / W/ ? | . . / \\
DROP INLET GU 57 / | Approved Construction Plan / ™~
TOP 40,86 87 s 3 ~
Ny, 3866 ~ / 4 Name Date / N~
> 8 IS | ' Nl / i M@'@%‘W =~ ,
i 75 TURN DOWN CURB/ S pianning_4) 2LV LT ,/ .
18"% CURB/AND <ol SIDEWALK. , () /

STEVENSON JOHN O
BOCK 1751 PAGE 0764
ZONED RB
BUSINESS CAR SALES

For each open utility cut of
City streets, a $325 permit
shall be required from the
City prior to occupancy
and/or project acceptance.

SCALE: 1" = 30

NCDENR PWSS WATER PERMIT # !
] WATER CAPACITY: __/ GPD
?SXO%R A %%héﬁéf?fif‘g DWQ SEWER PERMIT #: _¢ |
CBOOK 1231 P A({g 0893 SEWER CAPACITY: 4 GPD
ZONED CB  SEWER SHED # AND PLANT;/
BUSINESS SEWER TO FLOW THROUGH NEf:  YES or NO (CIRCLE ONE)

/

/

0 30 60 90

NORRIS & TUNSTALL
CONSULTING ENGINEERS, INC.

HARRIS TEETER BUILDING EXPANSION AND

RENOVATION, STORE #158

GRADING, DRAINAGE AND EROSION CONTROL
820 S. COLLEGE RD.
WILMINGTON, N. C. 28403

OWNER/DEVELOPER
MR. WILL DICKSON, MANAGER

LEGACY PROPERTIES
COLLEGE ROAD INVESTMENTS, LLC

2600 FAIRVIEW ROAD, SUITE 210

RALEIGH, NC 27608

704-962-0466

(910) 343-9604
ofﬁce@nﬁteng.com
C—-3641

PHONE (910) 343-9653
licence

FAX

1127 FLORAL PARKWAY

SUITES 300 & 400
WILMINGTON, NC 28403

12050/12055

DES. JST
CKD. JPN
DRW. NKS

DATE 1/14/13

“‘.“”.."’ "'

CARO 'l,'

T CP 1265
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\ END OF PIPE =R 3;@
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s
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APPROXIMATE LOCATION
OF BLIND NUNCTION BOX

T e

(%)
: %ROP ANLET

TOP 40.86
INV. 38.66

NORRIS & TUNSTALL
CONSULTING ENGINEERS, INC.

1127 FLORAL PARKWAY
SUITES 300 & 400
WILMINGTON, NC 28403

Approved Construction Plan |
Name Date For each open utility cut of

City streets, a $325 permit
Planning B“""h" é”‘%ﬂ( -3/ ”‘3/ 20/3 shall be required from the
Public Utiliies- U C(;;y priox: totoccupz:ncy
T V gy and/or project acceptance.
Trafﬁcﬂ/;/g’ %’f%z@&) \J/ Z@/ 20/
Fire @ w@ ' B/Mé&{ 3

Fmg\f\
ity H YDRANT

N

12050/12055

DES. JST
— oo, JPN
Y R DRWN. NKS
NGTON
NORTH CAROLINA DATE 1/17/13
Public Services @ Engineering Division Wy,
\} 8,
APPROVED DRAINAGE PLAN é‘f‘\ ?égo’zo," \
SURVEY LEGEND : _ S ST
ELP. EXISTING IRON PIPE Date: 2J21)3 _ Permit# 213 00% s ";'S% ?Q ‘? 2
i.P.S. IRON PIPE SET , F R AT
Réw RIGHT og WAY Signed: VZ_))( &L" H m&g\*?g‘é’
MANHOL 2 o WELS
x LIGHT POLE %90 PV
(/ & 8
0 DROP INLET “ s J-'**‘:\'g&f
3 POWER POLE NCDENR PWSS WATER PERMIT # / gyt S
® CLEANOUT WATER CAPACITY: ; GPD
ohp OVERHEAD POWER DWQ SEWER PERMIT #: /
X TELEPHONE PEDESTAL - SEWER CAPACITY: : GPD
® WATER METER SEWER SHED # AND PLANT: |
' SEWER TO FLOW THROUGH NEI:  YES or NO (CIRCLE ONE)

>
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|
VICINITY MAP

SANITARY SEWER
CLEAN OUT AND
SAMPLING STATION

FIELD VERIFY ELEV. OF EXIST.
SS SERVICE. IF GRADE IS NOT
SUFFICIENT THEN INSTALL NEW
6" SS SERVICE TO MANHOLE.

NOW OR FORMERLY

22.5° BENDS (2)

- BEASLEY JEAN B HRS ETAL
BOOK 9903 PAGE 1706

ZONED CB
RETAIL

CONVENIENCE /GAS

\ FIRE

ZONED CB
RETAIL
FLORIST

SURVEY LEGEND

ELP.
i.P.S.

R/W

@®@oix0

o
)
o 5

®0

EXISTING IRON PIPE
IRON PIPE SET
RIGHT OF WAY
MANHOLE

LIGHT POLE

DROP INLET
POWER POLE

CLEANOUT

OVERHEAD POWER
TELEPHONE PEDESTAL

WATER METER

~ HYDRANT

“\\.2" USC APPROVED RPZ

BACKFLOW PREVENTOR | ©
(WATTS 909) IN A CFPUA
APPROVED ABOVE GROUND
ENCLOSURE.

AMERCIAL INC
PAGE 0385

[ = CLUSTER

! / CONCRETE

h DRAINAGE
. STRUCTURE

/ COULD NOT
/ OPEN

}
i
=
/ B8"PINE
/ 9”CHERRY
: 6"CHERRY I

23" AND 187

. TWIN CHERR

i
I

NOW OR FORMERLY

WINWIL REALTY 818 LLC

¢ BOOK 3009 PAGE 213
~ ZONED RB

ETHAN ALLAN FURNITURE

MAD-DATE

i
* o= INSTALL 2" WL SERVICE ON
EXIST. 2" WL AFTER THE
EXIST. METER. 2" X 2" TEE
AND 2" G.V.

CRAPE

'6”X6" TEE AND
6" G.V.

APPROXIMATE LOCATION OF 1

EXIST. 2" WL. 2" BFP
WITHIN BUILDING.

ePROXATE. LocandNE: STORY BLOCK BUILDING
AFPROX 57,530 SQ.FT. + /-

A EXIST. 6" FIRE WL. 4” . e
ped . DCDA WITHIN BUILDINGSZ20 SOUTH COLLEGE ROAD

BULDING HEIGHT 25’

EXISTING HARRIS S
TEETER FDC FPE=42.68

LOCATION.

45" BEND

.,

6" C900 PVC
FIRE WATERLINE.

45" BENDS (2)

6" PVC SS SERVICE
AT 1% SLOPE, MIN.

! S

45 BENDS (2)

BACKFLOW
PREVENTER

FDC LOCATION

4" USC APPROVED
DCDA, FOR FIRE
'SPRINKLER LOCATED
WITHIN BUILDING.
SEE MECH. PLANS.

EXISTING FIRE

HYDRANT
/ﬁ
/

T W e
e

6" PVC SS SERVICE
AT 1% SLOPE, MIN.

|

/ NCRAPE
MYRTLE

. FFE=42.68
(MATCH EXISTING)

E

|
9

N25°38"12)

ry

/ /
- \/Kﬁ LIGHT HOLE
FUTURE._GREASE ; WG

BAP/ /

NOW OR FORMERLY
McDONALDS CORPORATION
BOOK 1396 PAGE 614
ZONED RB

NOW OR FORMERLY
RIDDLE GENE C KYONG K
BOOK 1382 PAGE 1245
ZONED CB
BUSINESS

NOW OR FORMERLY
TAYLOR HERBERT A
BOOK 1231 PAGE 0893
ZONED CB
BUSINESS

For each open utility cut of /
City streets, a $328 permit
shall be required from the /

City prior to occupancy ’
and/or project acceptance. /

/
~ LIGHT POLE ~ /
W/ GUY

BY

\
DESCRIPTION

\
REVISIONS

© 2013 NORRIS & TUNSTALL

™~
DATE

&
\
SYMBOL

Approved Construction Plan
Name Date

Planning &w ”'\M"{j %?7};-8

Public Utilities |
Trafﬁc% d %«%@B 3/267/'22/ 7/
Fire @«m 3[32,/ 9(3

NORTH CAROLINA /
Public Services @ Engineering Division /
APPROVED DRAINAGE PLAN /

Déte: 3!2))'5 Permit# 2 DI 3vo7) ,
RUNAL /

Signed:

NCDENR PWSS WATER PERMIT #: /
WATER CAPACITY: / GPD
DWQ SEWER PERMIT #: /
SEWER CAPACITY: / GPD
SEWER SHED # AND PLANT: )
SEWER TO FLOW THROUGH NEL  YES or NO (CIRCLE ONE)
/

/

UTILITY NOTES FOR FIRE HYDRANTS

1. FIRE HYDRANTS MUST BE WITHIN 150’ OF THE FIRE
DEPARTMENT CONNECTION.

2. THE FIRE DEPARTMENT CONNECTION MUST BE WITHIN
40" OF FIRE APPARATUS PLACEMENT.

3. LANDSCAPING CANNOT BLOCK OR IMPEDE THE FIRE
DEPARTMENT CONNECTIONS OR FIRE HYDRANTS, A 3’
CLEAR SPACE SHALL BE MAINTAINED AROUND THE
CIRCUMFERENCE OF THE FIRE HYDRANT CONNECTION
AND THE FIRE HYDRANT. :

4.U géRE HYDRANTS MUST BE LOCATED WITHIN 8’ OF THE
CURB.

5. NEW HYDRANTS MUST BE AVAILABLE FOR USE PRIOR
TO CONSTRUCTION OF THE BUILDINGS.

6. THE CONTRACTOR SHALL MAINTAIN AN ALL WEATHER
ACCESS FOR EMERGENCY VEHICLES AT ALL TIMES DURING
CONSTRUCTION.

7. TEMPORARY STREET SIGNS SHALL BE INSTALLED AT
EACH STREET INTERSECTION WHEN CONSTRUCTION OF
NEW ROADWAYS: ALLOWS PASSAGE BY VEHICLES.

8. UNDERGROUND FIRE LINE AND PRIVATE WATER MAINS
MUST BE PERMITTED AND INSPECTED BY THE WILMINGTON
FIRE DEPARTMENT FROM THE PUBLIC RIGHT—OF-WAY TO
THE BUILDING. CONTACT THE WILMINGTON FIRE DEPARTMENT
DIVISION OF FIRE AND LIFE SAFETY AT 910-343—0696 FOR
ADDITIONAL INFORMATION.

9. A MINIMUM OF 5’ SHALL SEPARATE UNDERGROUND
FIRE LINES OR PRIVATE WATER MAINS FROM OTHER
UNDERGROUND UTILITIES,

UTILITY NOTES:

1. BACKFLOW DEVICES SHALL USE A USC APPROVED WATTS 909
REDUCED PRESSURE ZONE BACKFLOW PREVENTOR OR APPROVED
EQUAL. FIRE LINE SHALL USE A USC APPROVED WATTS 909 DOUBLE
DETECTOR CHECK ASSY. OR APPROVED EQUAL.

2. BUILDING CONSTRUCTION TYPE IS 2B.
3. PUBLIC SEWER SERVICE TO SERVE PROPOSED EXPANSION.
4, PUBLIC WATER SERVICE TO SERVE PROPOSED EXPANSION.

5. SURVEY AND BOUNDARY INFORMATION BY MICHAEL UNDERWOOD AND
ASSOCIATES.

6. WETLANDS DO’ NOT EXIST WITHIN SITE AREA.

7. WATER: RESTAURANT: 150 SEATS @ 40 GPD/SEAT= 6,000 GPD
RETAIL: 20 EMPLOYEES @ 25 GPD/PERSON= 500 GPD.

TOTAL: 6,500 GPD
SEWER: RESTAURANT: 150 SEATS @ 40 GPD/SEAT= 6,000 GPD

RETAIL: 20 EMPLOYEES @ 25 GPD/PERSON= 500 GPD.
TOTAL: 6,500 GPD

8. A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF
A CITY STREET. CONTACT SKEET CARR AT 341-5888 FOR MORE
DETAILS. IN CERTAIN CASES AN ENTIRE RESURFACING OF THE
AREA BEING OPEN CUT MAY BE REQUIRED.

9. ALL UTILITY ADJUSTMENTS IN THE RIGHT—OF-WAY ARE THE
RESPONSIBILITY OF THE DEVELOPER.

SCALE: 1" = 30'

0

HARRIS TEETER BUILDING EXPANSION AND

UTILITY SITE PLAN
RENOVATION, STORE #158
820 S. COLLEGE RD.
WILMINGTON, N. C. 28403

COLLEGE ROAD INVESTMENTS, LLC
2600 FAIRVIEW ROAD, SUITE 210

RALEIGH, NC 27608

MR. WILL DICKSON, MANAGER
704-962-0466

OWNER/DEVELOPER
LEGACY PROPERTIES

"S64T"

(910) 343-9604
5]

ofﬁce@n#t
licence #C

PHONE (910) 343-9653

NORRIS & TUNSTALL
CONSULTING ENGINEERS, INC.
FAX

1127 FLORAL PARKWAY
SUITES 300 & 400
WILMINGTON, NC 28403

12050/12055

DES. JST
CKD., JPN
DRWN. NKS

DATE 1/17/13
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VICINITY MAP

INSTALL NEW CURB

NOW OR FORMERLY
BEASLEY JEAN B HRS ETAL
BOOK 9903 PAGE 1706
ZONED CB
RETAIL
CONVENIENCE /GAS

PAVEMENT SHALL BE STRIPED
IN ACCORDANCE WITH C.O.W.,

SEE DETAIL OF ISLAND
FOR CURBING.

. ,
FIRE
\\ HYDRANT
~.

NOW OR FORMERLY
COOK JEFEREY D DANA A
BOOK 5356 PAGE 1807
ZONED CB
RETAIL
FLORIST

SURVEY LEGEND :
E.LP. EXISTING IRON PIPE

i.P.S. IRON PIPE SET
R/W RIGHT OF WAY
(o) MANHOLE

o LIGHT POLE

a DROP INLET

g POWER . POLE

O] CLEANOUT

ohp, OVERHEAD POWER

TELEPHONE PEDESTAL
WATER METER

ex

TO MATCH EXISTING.

NCDOT AND MUTCD STANDARDS:

P. SEE DETAIL.

?:-IEEL STOPS,

E

/ N25°38"12['W

= 41.95’

O0Q
7/

18"% CURB ™

GUTTER_
%

, / TWIN CHERR
=

/ INV. 33.35 &

P

=
/ RED TIF
® CLUSTER
h CONCRETE
i DRAINAGE
s STRUCTURE
/ COULD NOT
=
i

)
16"PINE-1]
/ 8"PINE
9" CHERR Y i
! / 6"CHERRY i".
kS

23" AND 18"

[}
NTS | /'
/ o
s !
| ‘B
NOW OR FORMERLY K 5
LANDMARK COMMERCIAL INC ,
BOOK 1655 PACE 0385
ZONED CB / / |
RETAIL .
! o ! /
Y
X~ f;‘ ' ,I
! / | ; g 9 1
[
I . U |
! ' / Lu' |
—
5 = > m |
s | ¥2

N

~

EXIST. WHEEL STOP3NC
TO REMAIN. | RN

= - ~
Q‘> NOW OR FORMERLY ~

RIDDLE GENE C KYONG K
BOOK 1382 PAGE 1245
ZONED CB

' !
BL‘S)«'}/%S@ENT SHALL BE

IN ACCORDANCE WITH C.OW.,
NCDOT AND MUTCD STANDARDS.

DIRECTIONAL ARROWS SHALL BE-N&W OR FORMERLY

[55 MANMHOLL PAD
/ - TOP 40.64 @.“\BACKFLOW

- PREVENTER

e
/’P\ | \~S§"2@’06”E 154,27 RETAIL
— T 12 i
) | N
] _
N g

CO® W
MANHOLE © /(N
MANHOLE 9)/ N
co®

4
Y/

STRIPED

(N ACCORDANCE WITH C.OW., _ TAYLOR HERBERT A

1231 PAGE 0893

BOOK
NCDOT AND MUTCD STANDARDS. ZONED CB

BUSINESS

HEAVY DUTY CONCRETE AT
10’X10" DUMPSTER AREA

HC ACCESSIBLE
" SIGNS AND RAMP.

NORTON YARN REALTY CORPORATION

BOOK 3707 PAGE
ZONED RB

891

DICK'S SPORTING GOODS /

NEW SIDEWALK IN ACCORDANCE
WITH ADA STANDARDS. SEE ARCH.
PLANS.

ONE STORY BLOCK BUILDING
57,530 SQ.FT. +/—
820 SOUTH COLLEGE ROAD

NEW VANEER AT ExisTINg BULDING HEIGHT 25°
BUILDING WALLS. TYP. FFE=42.68

SCREENING FOR DUMPSTER AREA SHALL
BE 6’ HIGH MIN. ON FRONT OR CORNER
SIDE AND 8' HIGH MIN. ALONG SIDE OR
REAR OF PROPERTY, SCREENING SHALL
CONSIST OF BOTH LIVING AND NON-LIVING
MATERIAL. SEE ARCHITECTURAL AND
LANDSCAPE PLAN FOR DETAILS.

NEW BRICK VANEER TO

NEW ASPHALT  COLUMNS. TYPICAL. (HT
~ RENOVATION)

EXIST. CURB TO REMAIN.
NEW TURNDOWN CURB

CURB.

HC RAMP. 2’ CURB
TAPER. WALK FLUSH
WITH ASPHALT.

FFE=42.68
(MATCH EXISTING)

NEW VANEER AT EXISTING
BUILDING WALLS. TYP.

PLACED AROUND EXISTING

SHALL MITER INTO EXIST. A

NEW CONCRETE CURB.
SEE DETAIL.

BE

»
NSJALL /NEW/ WHEEL STOPS ‘44

2" TAPER TO TRANSITION
FROM 18" CURB AND

GUTTER TO 18" HEADER
CURB

18" HEADER CURB

2" TAPER TO TRANSITION
FROM 18" CURB AND

GUTTER TO 18" HEADER
CURB

2" WIDE FLUME

18" CURB AND
GUTTER

FROM 18" CURB
CURB

FROM 18" CURB AND

GUTTER TO 18" HEADER

CURB

2’ TAPER TO TRANSITION

GUTTER TO 18" HEADER

18" HEADER CURB

2’ TAPER TO TRANSITION EXISTING BUILDING

CURBED ISLAND DETAIL -

g HC RAMP. 2" CURB
7.6, TAPER. WALK FLUSH
~ ;\WITH ASPHALT.

CRAPE «_
MYRTLE

HC RAMP. 2’ CURB
TAPER. WALK FLUSH
WITH ASPHALT,

/y‘fé b /
‘BIRYEMENT SHALL
STRIPED IN ACCORDANCE
WITH C.0.W., NCDOT AND
TCD STANDARDS.

/r//v

BE INSTALLER.
(HT RENOVATIO

NEW CONCRETE CURB.

W 9 V.
&)
o /
s Sy 5’&"“’&/@ /
ASPHALT RE—-SURFAUMA/NG

E ASPHALT. WEDGE ASPHALC® FRSY

DOWN WALK. TIE NEW ASPHALT INTO
EXISTING ASPHALT.

TURN DOWN CURB

g | NEW ASPHALT

PREFINISHED WHITE
ALUMINUM FENCE AT
PATIO AREA. SEEOARCH.FORMERLY

PLANS FOR BDEFAMNSLDS CORPORATION
BOOK 1396 PAGE 614

ZONED RB

18" CURB AND
GUTTER

PROPOSED LIGHT LOCATION,
TYP. REFER TO ELECTRICAL
LIGHTING PLAN.

2’ WIDE RAISED CONCRETE
MEDIAN. ON TOP OF EXIST.

&4, ASPHALT. CENTERED ON

DRIVE ISLE. SEE DETAIL.

JEEXISTING
0679:1571»10
ASPHALT TO PROPOSED GRADES AT TURN

TING' HG/ SPACE
A

S.
S.
n /

AVEMENT SHALL BE._
TRIPED IN ACCORDANCE,
Dc/t).w., NCDOT AND ™

G
STALL HC SJGNS EXIST. SIDEWALK
: ETALS.
,; oy
7
% /
- @ /
/

/
\/Qﬁ
/

SCALE: 1"=20"

NOW OR FORMERLY
WINWIL REALTY 818 LLC
BOOK 3009 PAGE 213

ZONED RB

ETHAN ALLAN FURNITURE

-/ HYBRANT

v %27”35%
/
/

RETAIL

B

LIGHT f/OLE

W/ {7‘\/

SITE DATA TABLE %
USE: GROCERY sroas/af:w.g/azsmumm
SITE AREA: 4,88 ACRES (212,842 SF)
PARCEL 1D#: R05515-002~-002~000
MAP lD#: 313715.62.8990.000
- ZONING: RB REGIONAL BUSINESS
CAMA LAND USE: URBAN
UILDING SETBACKS: FRONT SETBACK: 25° , %
REQUIRED INTERIOR SIDE SETBACK: O’, Q
CORNER SIDE SETBACK: 25 &
REAR SETBACKS: 15’ =
AND UILDING SETBACKS: FRONT SETBACK: 228' . Q
ISTING) INTERIOR SIDE SETBACK: 60.1 7]
i CORNER SIDE SETBACK: 173.18’ 8
REAR SETBACKS: 31.5° ,
UILDING S KS: FRONT SETBACK: 57°
PROPOSED CORNER SIDE SETBACK: 83'
‘ REAR SETBACKS: 116’
MAX. LOT COVERAGE: 40% EEXlST. LOT COVERAGE: 27.0%
. (PROPOSED LOT COVERAGE: 29.7%)
MAX. BUILDING HEIGHT:
&
EXISTING BUILDING SQUARE FOOTAGE: 57;530 SF (a1
EXISTING BUILDING HEIGHT: 25
EXIST. BUILDING CONSTRUCTION TYPE: 2B
EXIST. PARKING: 275 (8 ARE HC) .._OJ
PROPOSED BUILDING EXPANSION: 5,736 SF e
EXPANSION RETAIL SQUARE FOOTAGE: 1,661 SF 5
EXPANSION RESTAURANT SQUARE FOOTAGE: 4,075 SF

EXPANSION BUILDING HEIGHT:
 EXPANSION BUILDING HEIGHT:

PARKING REQUIREMENT

‘ PARKING REQ'D: RETAIL
EXISTING BUILDING:

/ NEW BUILDING:
PARKING REQ'D: RESTAURANT

/ NEW BUILDING:

TOTAL PARKING REQUIRED:

ACCESSIBLE PARKING REQUIRED:

TOTAL PARKING PROVIDED:
ACCESSIBLE PARKING PROVIDED:
BICYCLE PARKING:

EXISTING IMPERVIOQUS AREA:

EXIST. BUILDING:

EXIST. SIDEWALK/CONCRETE:
EXIST, ASPHALT:

EXIST TOTAL:

EXIST. Z IMPERVIOUS:

EXISTING IMPERVIOUS REMOVED:
IMPERVIOUS AREA ADDED

BUILDING:

SIDEWALK:

TOTAL:

PROPOSED % IMPERVIOUS:

/¢ EXISTING BUILDING: 57,530 SF
W BUILDING EXPANSION: 5,736 SF
% BUILDING EXPANSION: 9.97%

- REA: 355

4
75)(.12)=175 SF

8 TREES REQUIRED

RESTAURANT SEATING INTERIOR/EXTERIOR: 150

EXPANSION BUILDING CONSTRUCTION TYPE: 2B

- 1 PER 2.5 SEATS MAX, 1 PER 4 SEATS MIN

ASPHALT, CONC. CURB & GUTIER: 3,288 SF

LANDSCAPE AREA REQUIRED (REFER TO LANDSCAPE PLAN)

LANDSCAPING UPDATE TO EXISTING SITE NOT REQUIRED.
INTERIOR LANDSCAPING PROVIDED FOR NEW DEVELOPMENT: 3,447 SF

r/:) FOUNDATION PLANTINGS: 12% FACE OF BUILDING X LENGTH

FRONT: ég& #22.7 %gtz =240 SF REQUIRED 330 PROVIDED
19.5)(. ga 06 SF REQUIRED 251 PROVIDED

15 TREES PER DISTURBED ACRE REQUIRED
DISTURBED AREA: 0.54 AC (23,355 SF)

REVISIONS

© 2013 NORRIS & TUNSTALL

19.5'-26" FRONT, SIDE
19.5" REAR

200/SF MAX, 400/SF MIN.
288 MAX, 144 MIN.
8 MAX, 4 MIN.

60 MAX, 38 MIN,
356 MAX, 186 MIN.
8 MAX, 6 MIN.

2861
10
S REQUIRED 5 PROVIDED

57,530 SF
11,172 SF
133,417 SF
202,119 SF
95%

19,331 SF

5,736 SF
5,446 SF

14,470 SF
92.6%

REQUIRED 182 PROVIDED

HARRIS TEETER BUILDING EXPANSION AND

LAYOUT SITE PLAN
RENOVATION, STORE #158
820 S. COLLEGE RD.
WILMINGTON, N. C. 28403

COLLEGE ROAD INVESTMENTS, LLC
2600 FAIRVIEW ROAD, SUITE 210
RALEIGH, NC 27608

MR. WILL DICKSON, MANAGER
704-962-0466

OWNER/DEVELOPER
LEGACY PROPERTIES

NOTES:
QQ 1. TACTILE WARNING MATS ARE TO BE INSTALLED ON ALL WHEELCHAIR RAMPS.
2. ALL PAVEMENT PARKINGS IN PUBLIC RIGHT3-OF-WAY AND FOR DRIVEWAYS

/

/
/

SHALL BE THERMOPLASTIC AND MEET CITY AND NCDOT STANDARDS.
3. TRASH REMOVAL WILL BE BY DUMPSTER.,
4. ALL PROPOSED VEGETATION WITHIN Tlrl;ZSIGHT TRIANGLES SHALL NOT

INTERFERE WITH CLEAR VISUAL SIGHT LI

Approved Construction Plan /

Name

Date / :

Publie-Ltilit

Planning &MMO( 3/3?7; 3 /

Fire £

£/ BOOK
Vaeho1y /

Public Services e Engineering Division ’
APPROVED DRAINAGE PLAN , /

S FROM 30"-10'.

/
/

/

/
/ JACK A SNEEDEN CORP
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MANHOLE

LANDSCAPED
AREA

AREA SHALL BE MILLED 1-1 /2"' AND RESURFACED WITH
1-1/2" OF SF 9.5A NCDOT ASPHALT. PAVEMENT SHALL
BE MARKED (STRIPED) IN. ACCORDANCE WITH C.OW.,

AR NCDOT AND MUTCD STANDARDS. (BY HARRIS TEETER).
MANHOLE o

ONE STORY BLOCK BUILDING
57,530 SQFT. +/—
820 SOUTH COLLEGE ROAD
BULDING HEIGHT 25'

FFE=42.68

MILL EXISTING ASPHALT 1-1/2"
AND RESURFACE WITH 1-—1/2"
SF 9.5A (NCDOT)

L i"‘" if COMPACTED SUBGRADE

NOTE PAVEMENT SECTION MAY VARY
DEPENDING UPON FIELD CONDITIONS.
CONTRACTOR SHALL COORDINATE
w/OWNER & GEOTECHNICAL

ENGINEER TO DETERMINE

ACTUAL PAVEMENT SECTION.

ASPHALTF RESURFACING SECTION

NTS.

T LIGHT POLE

W/ GUY

For each open utility cut of
City streets, a $325 permit
shall be required from the
City prior to occupancy
and/or project acceptance.

RESURFACING DETAIL PLAN

NCDENR PWSS WATER PERMIT #:
WATER CAPACITY:

DWQ SEWER PERMIT #:

SEWER CAPACITY:

SEWER SHED # AND PLANT:
SEWER TO FLOW THROUGH NEI:

SCALE: 1"=30'

o - NORTH CAROLINA
GPD Public Services e Engineering Division Planning &Mvw ”’;M (.5/:’0 3‘33
APPROVED DRAINAGE PLAN .
GPD Date: lel)ltk Permit#_Zo[36CF /i ,/ Wp j/zp’/%
YES or NO (CIRCLE ONE) Signed: / - Fire :2[ 3.5/ ,)ei’s

Approved Construction Plan

Name

6" CONCRETE (3000 psi)
6x6-W2.9 X W2.9 WWM GALVANIZED

/-A 4" NCDOT ABC STONE

f. x" x‘., oy

~éz'.”". R,

AL TR T

NOTES:

. CONTROL JOINTS SHALL BE EVERY 15 FT.
(MAX.) AND EXPANSION JOINTS SHALL BE
EVERY 50 FT. (MAX).

2. PAVEMENT SECTION MAY VARY DEPENDING
UPON FIELD CONDITIONS. THE PAVING

OMWOR QORDINATE  WITH
OWNER REPR SENTATNE AND GEOTECHNICAL
SECTIOESR TO DETERMINE ACTUAL PAVEMENT

HEAVY DUTY CONCRETE PAVEMENT SECTION
NTS ' '

>-.
. [a4]
2" SF 9.5 B SURFACE COURSE (NCDOT) EDGE OF PAVEMENT
6” TYPE ABC STONE (NGDOT)
'
o TOP OF REINFORCING BAR 81 1.
W COMPACTED SUBGRADE FLUSH WITH TOP OF CONCRETE. = g
NOTE: PAVEMENT SECTION MAY VARY Sl 2
DEPENDING UPON FIELD CONDITIONS. 3 HEAE
CONTRACTOR SHALL COORDINATE /6" DA HO alo
w/OWNER & GEOTECHNICAL /8" DA HOLES D\
ENGINEER TO DETERMINE &l
ACTUAL PAVEMENT SECTION. & | F
[+
ASPHALT PAVEMENT SECTION Q
v 3/4" REINFORCING BAR = 2
s EIN - —
NOTE: CONSTRUCT IN 10 IMBEDDED 18" INTO SUBGRADE, < o
8" -~Q_ L{;INGTHS. T!,E-—IN LENGTHS goﬁ%N%%%ss a ~
FINISH GRADE FLUSH A 8" MIN., 10° MAX. ©
WITH TOP OF  _ _ Li ~ CONCRETE WHEELSTOP DETAIL 3
LANDSCAPE -}, -+ }—ig MEDIUM BROOM FINISH NTS @
1% A e NON—=REINFORCED 3000 =
~ . PRSI PS| CONCRETE CURB.
i - 3000 PSI
/ / CONCRETE
/ »
/ 6" ABC PAVEMENT SURFAce 18" 7/
, STONE R oo Iy §
JU, &
/ y ” e [1=]
CONCRETE CURB 4" ABC sl g
/ e STONE
30 18" HEADER CURB
” ? " b NTS
4" CONC. SIDEWALK 6 2-0 6
! w/6x6—-10/10 W.W.M,
+& AV AuT Lurz TO
/ t L GaTen exetiils
/ P et 1] 7N T
' e == THIE -
Lrurard S MUrmray .Y rari M rard {D
=1l e 1=1l=
. ™ i Eir ==
I 1
=159 06969696909 I—]
T ]
e 8" === N ===
TURN DOWN CURB/SIDEWALK 4" MIN. COMPACTED STONE
NTS .. FLUME
3 1”"'6“ 1""'6”
1'-0 L 8" 1 1/2R 19 -2 1 1/2°R
CLASS A CONC—— l / CLASS A CONC—— I
ASPHALT A A ;e
., 1aN3R ASPHALT s-3R,
3R S 3R LA s
7» \ v .,, P : ' 4: O’ . - 4.. " t . “l
TYPE ASTONE | ¢ 0 .0 - Tl . TYPE ABC STONE | ';1,‘{,8_"8." ] E
. ERD S AT " g ] . . . 4 4 . < -
4” TYPE ABC STONE — 4" TYPE ABC STONE— 2
COMPACTED SUBGRADE— S S COMPACTED SUBGRADE — 1S as s A A
FLOW LINE TYPE ABC STONE SHALL SPILL OFF TYPE ABC STONE SHALL
g ———— 6" BEYOND or———— EXTEND 6" BEYOND
CURB SECTION ON SITE Eﬁ%‘“ﬁc GU%ER CURB SECTION ON SITE  CURB & GUTTER
NTS NTS
'NOTE: CURB_TYPE DEPENDS ON_GRADES SHOWN NOTE: CURB TYPE DEPENDS ON GRADES SHOWN
ON GRADING PLAN. GRADES INDICATING ON GRADING PLAN. GRADES INDICATING
FALL AWAY FROM CURB SHALL BE SPILL O G AN, icATING
OFF TYPE CURB. GRADES INDICATING CURB OFF TYPE CURB. GRADES INDICATING CURB
ACCEPTING FLOW SHALL BE FLOW LINE TYPE. ACCEPTING FLOW SHALL BE FLOW LINE TYPE
o " , L VARIABLE =
E% . le Lah S ‘ 40d SPIKE " =Fa
= e ¥8" RADIU 0.02 SLOPE 9 5 ¥
a % = :&“l ) /- ‘——_\ T: %}._% -
gg%aw l 4 LY S ’ X T . KR s et 9 Haozoq
m = :l:;l N R 8 : ¢ ..;;2. “’ARADI'US gs _OJ % ; =
Oogo"‘" s SNt et mmzm -
2o ! \— JOINT SEALER BASE counss/ " VAR. 2Cx°s
=Z9%2% JOINT FILLER BURFACE COURSE 134" RADIUS P
LR8H SHOWING EXPANSION JOINT " ‘ ey 9 =
. %;% 1" 5 MONOLITHIC CONCRETE ISLAND (SURFACE MOUNTED) ' gogm
5;3 N o 14" RADIUS ON ASPHALT CONCRETE PAVEMENT -
Po g < X (USE ON ISLAND 4' WIDE OR GREATER) S o
Z o C -l VARIABLE _ =)
S R s o.02 SLOPE __l 9,, —_—
e N e el B ] SEE_TYPICAL SECTIONS ya N |~
! N ' FOR PAVEMENT DEPTH.
1 JOINT SEALER KEY IN ON THE 2T ‘T:ri
PAVE! -
- SHOWING GROOVED JOINT POURSE SURFACE COURSE J 2"" RADIUS— o
= PARTIAL LONGITUDINAL SECTIONS gﬁsgx({g%’-?gg gﬁ@gﬁ&%"”““ 134" RADIUS o
O OF PAVED ISLANDS 5" MONOLITHIC CONCRETE ISLAND (KEYED IN) o 0
22 o ON_ASPHALT CONCRETE PAVEMENT =2
O o (USE ON ISLAND LESS THAN 4' WIDE) % <
e WHEN MONOLITHIC CONCRETE ISLAND IS ON TOP OF SURFACE
pes ] ~ VARIABLE  d
!_“.' = COURSE, DRIVE 40d SPIKES INTO SURFACE UNDER MONOLITHIC : ‘ 15" x 6" LONG DIA. DEFORM o . Q &
M S|  CONCRETE ISLAND. STAGGER SPIKES ON 2' CENTERS EACH WAY. BARS ON 24" C STAGGERED @ e
b /»w 0.02 SLOPEM\ l < 1
"'; g IN THE CONCRETE PAVEMENT (ISLAND) AND CONCRETE ISLAND S R R R e T l e "m“'
'; > (MONOLITHIC) PLACE 15" EXPANSION JOINTS AT 30 INTERVALS ” “’-’-.'f;i? -.'~:'~';-Z‘;’ " G D R B 5 o
== AND GROOVED JOINTS 1" DEEP AT 10' INTERVALS BETWEEN \-"13{;" RADIUS 2" RADIUS — - g
o= 5" MONOLITHIC CONCRETE ISLAND n O
& 5 EXPANSION JOINTS. ®8
(S URFACE MOUNTED) ON CONCRETE PAVEMENT -
Py LINE UP THE JOINTS IN THE CONCRETE PAVEMENT (ISLAND) VARIABLE e
- WITH THE JOINTS IN THE CURB OR CURB AND GUTTER. jg%:g g?ﬁ_—gg w
FILL AND SEAL THE TOP 15" OF THE EXPANSION JOINTS AND 4" CONC. COVER
CURB AND GUTTER
THE ENTIRE DEPTH OF GROOVED JOINTS WITH JOINT SEALER.  AS CALLED FOR ON /“— 0.02 SLOPE "\
PLANS.
FOR JOINTS IN THE CURB AND/OR CURB AND GUTTER, SEE  SURFAGING o' G '«; ;%o'; * ?"?W N gt
SHEET 1 OF 1 STANDARD NO. 846.01 N g e 47 A covpee ot SHEET 1 OF 1
| IOV |
852.01 852.01

HARRIS TEETER BUILDING EXPANSION AND

NOTES AND DETAILS
RENOVATION, STORE #158
820 S. COLLEGE RD.
WILMINGTON, N. C. 28403

COLLEGE ROAD INVESTMENTS, LLC
2600 FAIRVIEW ROAD, SUITE 210

RALEIGH, NC 27608

MR. WILL DICKSON, MANAGER
704-962-0466

OWNER/DEVELOPER
LEGACY PROPERTIES

kil

(910) 343-9604
n#t
C

PHONE (910) 343-9653

NORRIS & TUNSTALL
FAX
Reance

CONSULTING ENGINEERS, INC

1127 FLORAL PARKWAY

SUITES 300 & 400
WILMINGTON, NC 28403

12050/12055

DES. JST

CKD. JPN
ORWN. NKS

DATE 1/17/13
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EXPANSION JOINT

TEMPORARY/PERMANENT
GRASS SPECIFICATION

EROSION CONTROL NOTES AND MAINTENANCE PLAN
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.-~ NCDOT #5 OR #57

" WITHIN THE PLANTING SEASON, IF POSSIBLE.

CHISEL COMPACTED AREAS AND SPREAD TOPSOIL 3 INCHES DEEP OVER
ADVERSE SOIL CONDITIONS.
RIP THE ENTIRE AREA TO A 6 INCH DEPTH.

REMOVE ALL ROCKS, ROOTS AND OTHER OBSTRUCTIONS LEAVING SURFACES

SMOOTH AND UNIFORM.

APPLY AGRICULTURAL LIME AND FERTILIZER UNIFORMLY AND MIX WITH SOIL.

LIME: 45 LBS. PER 1000 S.F.
PHOSPHOROUS: 20 LBS PER 1000 S.F.
FERTILIZER: 17 LBS. PER 1000 S.F.
CONTINUE TILLAGE UNTIL. A WELL PULVERIZED, FIRM, UNIFORM SEED BED
IS PREPARED 4—6 INCHES DEEP.
SEED ON A FRESHLY PREPARED SEED BED AND COVER SEED LIGHTLY.
2 - 3 LBS PER 1000 S.F. (SEE MIXTURE BELOW)
MULCH IMMEDIATELY AFTER SEEDING AND ANCHOR MULCH.
GRAIN STRAW & HAY AT 76 TO 100 LBS PER 1000 S.F,
WOOD CHIPS AT 500 LBS. PER 1000 S.F.
JUTE & MESH AS PER MANUFACTURER
ASPHALT FOR ANCHORING MULCH SHALL BE TYPE SS—1 EMULSION AND
APPLIED AT A RATE OF 1000 GAL. PER ACRE FOR SLOPE STABILIZATION,
AND 150 GAL. PER TON OF STRAW FOR ANCHORING STRAW.

INSPECT ALL SEEDED AREAS AND MAKE NECESSARY REPAIRS OR RESEED

OVER 60% DAMAGED, REESTABLISH FOLLOWING ORIGINAL LIME, FERTILIZER
AND SEEDING RATES.

CONSULT CONSERVATION INSPECTOR ON MAINTENANCE, TREATMENT, AND
FERTILIZATION AFTER PERMANENT COVER IS ESTABLISHED.

SEED FOR TEMPORARY AND PERMANENT APPLICATIONS SHALL BE:

20% CARPET GRASS

287 BERMUDA GRASS

20% . TURF FESCUE

10% CREEPING RED FESCUE
20% ANNUAL RYE GRAIN

*BERMUDA SEED SHALL BE HULLED FOR WARM WEATHER
PLANTING. PURITY OF SEED SHALL BE A MIN. OF 98% AND
GERMINATION SHALL BE A MIN. OF 85%.

ALL DISTURBED AREA SHALL BE SEEDED WITHIN 7-14 DAYS OF THE COMPLETION

QF CRADING. SEE EROSION CONTROL AND MAINTENANCE NOTES.
CONSULT CONSERVATION ENGINEER OR SOIL. CONSERVATION SERVICE FOR

ADDITIONAL INFORMATION CONCERNING OTHER ALTERNATIVES FOR VEGETATION
OF DENUDED AREAS. THE ABOVE VEGETATION RATES ARE THOSE WHICH DO
WELL UNDER LOCAL CONDITIONS, OTHER SEEDING SCHEDULES MAY BE POSSIBLE.

IF GRASS STAND SHOULD BE

1. ALL EROSION AND SEDIMENT CONTROL MEASURES WILL BE CHECKED
FOR STABILITY AND OPERATION FOLLOWING EVERY RUNOFF-PRODUCING
RAINFALL, BUT IN NO CASE, LESS THAN ONCE EVERY WEEK AND WITHIN
24 HOURS OF EVERY HALF—INCH RAINFALL.

2.  ALL POINTS OF EGRESS WILL HAVE CONSTRUCTION ENTRANCES THAT
WILL BE PERIODICALLY TOP-DRESSED WITH AN ADDITIONAL 2 INCHES OF
#4 STONE TO MAINTAIN PROPER DEPTH. THEY WILL BE MAINTAINED IN A
CONDITION TO PREVENT MUD OR SEDIMENT FROM LEAVING THE SITE.
IMMEDIATELY REMOVE OBJECTIONABLE MATERIAL SPILLED WASHED OR
TRACKED ONTO THE CONSTRUCTION ENTRANCE OR ROADWAYS,

3.  SEDIMENT WILL BE REMOVED FROM HARDWARE CLOTH AND GRAVEL
INLET PROTECTION, BLOCK AND GRAVEL INLET PROTECTION, ROCK
DOUGHNUT INLET PROTECTION AND ROCK PIPE INLET PROTECTION WHEN
THE DESIGNED STORAGE CAPACITY HAS BEEN HALF FILLED WITH
SEDIMENT. ROCK WILL BE CLEANED OR REPLACED WHEN THE SEDIMENT
POOL NO LONGER DRAINS AS DESIGNED. DEBRIS WILL BE REMOVED
FROM THE ROCK AND HARDWARE CLOTH TO ALLOW PROPER DRAINAGE.
SILT SACKS WILL BE EMPTIED ONCE A WEEK AND AFTER EVERY RAIN
EVENT. SEDIMENT WILL BE REMOVED FROM AROUND BEAVER DAMS,
DANDY SACKS AND SOCKS ONCE A WEEK AND AFTER EVERY RAIN EVENT.

4,  SEDIMENT WILL BE REMOVED FROM BEHIND THE SEDIMENT FENCE
WHEN IT BECOMES HALF FILLED. THE SEDIMENT FENCE WILL BE
REPAIRED AS NECESSARY TO MAINTAIN A BARRIER. STAKES MUST BE
STEEL. STAKE SPACING WILL BE & FEET MAX. WITH THE USE OF EXTRA
STRENGTH FABRIC, WITHOUT WIRE BACKING. STAKE SPACING WILL BE 8
FEET MAX. WHEN STANDARD STRENGTH FABRIC AND WIRE BACKING ARE
USED. IF ROCK FILTERS ARE DESIGNED AT LOW POINTS IN THE
SEDIMENT FENCE, THE ROCK WILL BE REPAIRED OR REPLACED IF IT
BECOMES HALF—FULL OF SEDIMENT, NO LONGER DRAINS AS DESIGNED
OR IS DAMAGED.

5. LAND QUALITY REQUIRES:

ALL SEEDED AREAS WILL BE FERTILIZED, RESEEDED AS NECESSARY, AND
MULCHED, ACCORDING TO SPECIFICATIONS IN THE VEGETATIVE PLAN, TO
MAINTAIN A VIGOROUS, DENSE VEGETATIVE COVER, ALL SLOPES WILL BE
STABILIZED WITHIN 21 CALENDAR DAYS. ALL OTHER AREAS WILL BE STABILIZED
WITHIN 15 WORKING DAYS. :

WATER QUALITY REQUIRES:

ALL SEEDED AREAS WILL BE FERTILIZED, RESEEDED AS NECESSARY AND
MULCHED ACCORDING TO SPECIFICATIONS IN THE VEGETATIVE PLAN TO MAINTAIN

5. W/Z‘i EXPANSION JOINT SE.dg AND SNAP CAP EXPANSION JOINT
COVERS ARE REQUIRED TNOO MAX, A&SIg&WNALK JUNCTIONS,

o STEEL POST

A VIGOROUS, DENSE VEGETATIVE COVER. ALL PERIMETER DIKES, SWALES,
DITCHES, PERIMETER SLOPES, ALL SLOPES STEEPER THAN 3’ HORIZONTAL TO
1 VERTICAL (3:1) AND ALL HIGH QUALITY WATER (HQW) ZONES SHALL BE
PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS
SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN SEVEN (7) CALENDAR DAYS
FROM THE LAST LAND-DISTURBING ACTIVITY. ALL OTHER DISTURBED AREAS
SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND
COVER AS SOON AS PRACTICABLE BUT IN ANY EVENT WITHIN FOURTEEN (14)
CALENDAR DAYS FROM THE LAST LAND--DISTURBING ACTIVITY. ,

. MSHED ST 6. PROVDE A-LAYER OF 154 RLDG. FELT BETWEEN WALK AND ADJACENT ot 10 E: | WIRE MESH FOR STANDARD FABRIC
: " PARALLELING CURB OR S#RUCTU'RE. ‘ , o || MARKED:
~ e EXTRA SANITARY SEWER OR
° -9 STANDARD O% STRENGTH STORM DRAIN AS REQUIRED
sssisnstisnatataseniatantiinisd — J R FILTER FABRIC
~ ; V ~ 2 I TOP OF COVER
, 142" EXPANSION \ i
CURB 30" MAX SPAGING JOINT MATERIAL — oE DIRECTION OF WATER FLOW
19-GUAGE HARDWARE CLOTH .- EXPANSION JOINT (E.J.) S o |
(1/4 MESH OPENINGS) . ,
, k= g FET 1/4%1" DEEP w/AN
4" MAX, NCDOT #5 OR #57 q %l ; X DK RS - 1/8"R TOOLED JOINT s = ANCHOR FABRIC SKIRT
WASHED STONE —— —— 1P © 3z MIN. 8" DEEP & 4 WIDE.
- .
f ] ncooT LB
' ] o SO [ ‘1
SRR, STON e ’
g«,{;%};g’ = —\r 1 i OVER FABRIC . A A
N NN IR 17> N7 N7 N NN NSNS ,
' N8 B ) BLDG.~STRUCTURE . NOTES: A R
-4 . - i, cuze>
o 2 o A A S ™ ) R pua soriou or cove
o | %lsDEWALK JOINT DETAILS AND 50 LB/IN FOR EXTRA STRENGTH. T
SECTION A-A '
2, FABRIC SHALL BE CONTINUOUS LENGTH. IF JOINTS -
HARDWARE CLOTH & GRAVEL INLET PROTECTION A T N e Gk NOTE: ’
| | RING & COVER_CONTACT SURFACES SHALL
CONSTRUCTION SEQUENGE: 3. STEEL POST SHALL BE MIN 4' IN HEIGHT AND BE OF THE BE MACHINED TO INSURE EVEN BEARING MINIMUM WEIGHTS:
1. UNFORMLY GRADE A SHALLOW DEPRESSION APPROACHING THE INLET: SELF—FASTENER STEEL ANGLE TYPE. ” sron sun nor O COVER AND RING MEIGHTS: s
. 5' STEEL POST 2’ INTO THE GROUND SU . : ' .
gPA%?VE POST EVENLY AROUND THE PERIMETER OF THE INLET, A MAXIMUM ’ / BLOCK OR IMPEDE - ‘ 2~1 - - COVER 120 LBS.
gf s‘ua?z%ﬁb THE POST WITH WIRE MESH HARDWARE CLOTH. SECURE THE ‘ TEMP(_)RARY SILT FENCE -7 1,—~11 3/4"
WIRE MESH TO THE STEEL POST AT THE TOP, MIDDLE AND BOTTOM. PLACING » NTS e o =11 1/2
A 2' FLAP OF THE WIRE ?ESH UN#DER 'IH‘E GRAVEL E‘):ogN A:C;K:RING is mMENDED. CONCRETE :
4. PLACE CLEAN GRAVEL (NCDOT #5 OR #57 STON 1 SLOPE SIDEWALK . . .
GHT OF 16" AROUND THE WIRE, AND SMOOTH TO AN EVEN GRADE. » L — IRAF! 600X FILTER FABRIC . AL L L L Ll L L L L LY
- ONCE THE  CONTRIBUTING DRAIAGE AREA HAS BEEN STBLIZED, REMOVE. ACCUMULATED SECTION A ~ A ~8fEbeRSVES EEUAL belt - { 7/
SEDIMENT, AND ESTABLISH FINAL GRADING ELEVATIONS. i - , % 7.5"
6. COMPACT THE AREA FROPERLY AND STABILIZE IT WITH GROUNDCOVER. NOTE: FILTER FABRIC AND STONE SHALL BE TOED UNDER ; 2.125 R, P /\
MAINTENANCE: ( ) _ , ENERGY DISSIPATOR 24 / >
INLETS AT LEAST WEEKLY AND AFTER EACH SIGNIFICANT (1/2 INCH OR GREATER ) fra - - — - y
T e LAt THE MESH WIRE OF ANY DEBRIS O OTHEH. OBUEGTS To.PROVIDE AREA OR W . ___FINISH AS GRADED ‘ 4.125 1'~8 3/8 | 14128 .
ADEQUATE FLOW FOR SUBSEQUENT RAINS. TAKE CARE NOT TO DAMAGE OR UNDERCUT THE PERMANENTLY BB L EDESTRIANS DO NOT CROSS THE ARRY: ; | i o 5/5"
WIRE MESH DURING SEDIMENT REMOVAL. REPLACE STONE AS NEEDED. INSTALLED GURB GUT. THEN SIDE FLARES ARE e  STD. CITY OF WILMINGTON A o . o 5 5"
ELEMENL. <5 NOT REQUIRED AND CURB ON BOTH 2 -0 MH. COVER. SEE DETAL 5.5 =10 1/4' 57|
< PN SIDES MAY RETURN FOR FULL DEPTH - 2'-9 1/4
PLAN_ OF THE CURB CUT. . SECTION "A—A”
* SEE NOTES ON DETECTABLE WARNING 3/4" CEMENT PLASTER _ :
EMPTYING STRAPS, v .
TYPICAL 2 SIDES. MAX. CORBEL 1" PER
COURSE
STANDARD MANHOLE RING & COVER
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REMOVAL FLAP PQCKETS,
TYPICAL 4 SIDES.

NOTES:

1. THE CONTRACTOR IS RESPONSIBLE FOR FIELD VERIFYING -
THE OPENING SIZE OF THE EXISTING OR PROPOSED CATCH
BASIN OR DROP INLET. THE SILTSACK WILL BE
MANUFACTURED TO FIT THE OPENING OF THE EXISTING OR
PROPQOSED CATCH BASIN OR DROP INLET.

2. TO INSTALL THE SILTSACK IN THE CATCH BASIN, REMOVE
THE GRATE AND PLACE THE SACK IN THE OPENING. HOLD
OUT APPROXIMATELY SIX INCHES OF THE SACK OUTSIDE THE
FRAME. THIS IS THE AREA OF THE LIFTING STRAPS. REPLACE
THE GRATE TO HOLD THE SACK IN PLACE.

3. THE SILTSACK IS FULL AND SHOULD BE EMPTIED WHEN
THE RESTRAINT CORD IS NO LONGER VISIBLE.

4. TO REMOVE THE SILTSACK, TAKE TWO PIECES OF 1°

IF CURB HEIGHT IS
6", THEN SIDE
FLARE "A" IS

72", MAX. SLOPE
1:12.

’ SECTION
DIAMETER REBAR AND PLACE THROUGH THE LIFTING LOOPS
ON EACH SIDE OF THE SACK. TO FACILITATE THE LIFTING OF WHEEL CHAIR RAMP
THE SILTSACK. , NOTE:
5. TO EMPTY THE SILTSACK, PLACE IT WHERE THE CONTENTS 1. RAMP SHALL HAVE A DETECTABLE WARNING COMPLYING WITH ADA
WILL BE COLLECTED. PLACE THE REBAR THROUGH THE LIFT GUIDELINES: ’

STRAPS (CONNECTED TO THE BOTTOM OF THE SACK) AND
LIFT. THIS WILL TURN THE SILTSACK INSIDE OUT AND EMPTY
THE CONTENTS, CLEAN OUT AND RINSE. RETURN THE
SILTSACK TO (TS ORIGINAL SHAPE AND PLACE BACK IN THE
BASIN,

2. THE DETECTABLE WARNINGS AT CURB RAMPS SHALL BE 24 INCHES
MINIMUM. IN THE DIRECTION OF TRAVEL AND EXTEN THE FULL WIDTH OF THE
CURB RAMP OR FLUSH SURFACE.

3. MARKED CROSSINGS THAT ARE RAISED TO THE SAME LEVEL AS THE
ADJOINING SIDEWALK SHALL BE PRECEDED BY A 24 INCH DEEP DETECTABLE
WARNING EXTENDING THE FULL WIDTH OF THE MARKED CROSSING.

4. DETECTABLE WARNINGS SHALL CONSIST OF RAISED TRUNCATED DOMES
WITH A DIAMETER OF NOMINAL 0.9 IN (23 MM), A HEIGHT OF NOMINAL 0.2
IN (5 MM) AND A CENTER-TO—-CENTER SPACING OF NOMINAL 2.35 IN (60
MM) AND SHALL CONTRAST VISUALLY WITH ADJOINING SURFACES, EITHER
LIGHT—-ON~-DARK, OR DARK~ON-LIGHT.. THE- MATERIAL USED TO PROVIDE
CONTRAST SHOULD CONTRAST BY AT LEAST 70% ~ REFER TO ADA
GUIDELINES FOR DEFINITION OF “CONTRAST".

5. THE MATERIAL USED TO PROVIDE CONTRAST SHALL BE AN INTEGRAL PART
OF THE WALKING SURFACE. DETECTABLE WARNINGS USED ON INTERIOR
SURFACES SHALL DIFFER FROM ADJOINING WALKING SURFACES IN RESILIENCY
OR SOUND~ON-CANE CONTACT. -

TYPICAL SIDEWALK AND
WHEEL CHAIR RAMP DETAIL
NTS

SILTSACK MANUFACTURED
BY AFC ENVIRONMENTAL
INC. OR APPROVED EQUAL.

* USE AT EXISTING DROP INLETS
IN PAVED AREAS.

VARIES — SEE PLAN / PROFILE

L

L

RESERVED

PARKING

SD 14-02

Approved Construction Plan
Name Date

For each open utility cut of -
City streets, a $325 permit
shall be required from the
City prior to occupancy
and/or project acceptance. dz‘

’Pianning &“"’"’\m- W -i/"’?;;ﬁ

Pabiic-tiiies. ] /
Trafﬂc%é‘ %Aﬁ%@ 3/ 22)/ 2T
L 3hofies

Fire

i

;gYPlCAL HANDICAPPED SIGN DETAIL

SGTON

NORTH CAROLINA
Public Services @ Engineering Division
APPROVED DRAINAGE PLAN

Date: 3]’_”} I3 Permit#_204300%F
Signed: KZ/U ;3-&\/

NCDENR PWSS WATER PERMIT #:

WATER CAPACITY: GPD
DWQ SEWER PERMIT #
SEWER CAPACITY: GPD
SEWER SHED # AND PLANT: ___ :
SEWER TO FLOW THROUGH NEI:  YES or NO (CIRCLE ONE)

SITE WORK NOTES:

1. THE CONTRACTOR SHALL VISIT THE SITE TO BECOME FAMILIAR WITH FIELD

CONSTRUCTION CONDITIONS.

2. CONTRACTOR SHALL COORDINATE WORK WITHIN NCDOT AND LOCAL
RIGHT OF WAYS WITH PROPER AUTHORITIES AND SHALL MEET ANY
REQéJIREMENTS AS TO TRAFFIC CONTROL AND CONNECTION TO EXISTING
STREETS.

3. CLEARING AND GRUBBING: REMOVE ALL TREES AS REQUIRED UNLESS
OTHERWISE NOTED TO REMAIN, STUMPS, ROOTS, SHRUBBERY, ASPHALT,
CONCRETE, STRUCTURES, BURIED UTILITIES, STORAGE TANKS, ETC. WITHIN
LIMITS OF CONSTRUCTION.

4. STRIPPING: BEFORE EXCAVATING OR FILLING, REMOVE ALL TOPSOIL,
WOOD, LEAVES, AND ANY OTHER UNSUITABLE MATERIAL.

5. MUCKING: REMOVE‘ANY SOFT, ORGANIC SILT MATERIALS AND EXISTING
BURIED CONSTRUCTION DEBRIS AS REQUIRED AND FiLL TO SUBGRADE
ELEVATIONS WITH A CLEAN SELECT-FILL COMPACTED AS SPECIFIED.

6. DISPOSAL: CLEARED, GRUBBED, STRIPPED OR EXCAVATED SPOIL SHALL
BE REMOVED FROM SITE AND DISPOSED OF IN ACCORDANCE WITH ALL
APPLICABLE LOCAL AND STATE CODES.

7. BORROW MATERIAL: THE CONTRACTOR SHALL FURNISH BORROW
MATERIAL REQUIRED FROM OFF SITE AND OBTAIN ALL REQUIRED PERMITS
ASSOCIATED WITH BORROW OPERATIONS.

8. FILL AND COMPACTION: AFTER STRIPPING THOSE AREAS DESIGNATED
TO RECEIVE FILL SHOULD BE PROOFROLLED. THE TOP 8" OF SUBGRADE
SHALL BE COMPACTED TO AT LEAST 98% OF MAXIMUM DENSITY AT
OPTIMUM MOISTURE CONTENT. ANY AREA WHICH PUMPS OR RUTS
EXCESSIVELY SHOULD BE UNDERCUT AND REPLACED WITH A CLEAN, SILTY
OR CLAYEY SAND HAVING A UNIFIED SOIL CLASSIFICATION OF SP, SM, OR
SC. FILL MATERIAL 5" OUTSIDE OF BUILDING AREAS SHALL THEN BE
PLACED IN LAYERS NOT TO EXCEED 8" AND COMPACTED TO AT LEAST
95% OF THE STANDARD PROCTOR MAXIMUM DRY DENSITY (ASTM D~698)
WITH THE UPPER 12 INCHES OF SUBGRADE BEING COMPACTED TO 98%
OF THE STANDARD PROCTOR MAXIMUM DRY DENSITY. FilLL MATERIALS
WITHIN BUILDING AREAS TO A LINE OUTSIDE THE BUILDING AREAS SHALL
BE PLACED IN LAYERS NOT TO EXCEED 8" AND COMPACTED TO AT LEAST
98% OF THE STANDARD PROCTOR MAXIMUM DRY DENSITY (ASTM D—698)
WITH THE UPPER 12 INCHES OF SUBGRADE BEING COMPACTED IN 6 INCH
LAYERS TO 100% OF THE STANDARD PROCTOR MAXIMUM DRY DENSITY. IN
AREAS WHERE NO STRUCTURAL FILL IS TO BE PLACED THE UPPER 12
INCHES OF IN—PLACE SUBGRADE SHOULD BE COMPACTED TO AT LEAST
98% OF THE STANDARD PROCTOR MAXIMUM DRY DENSITY. IF THE
MATERIAL IS TOO DRY TO COMPACT TO THE REQUIRED DENSITY EACH
LAYER SHALL BE WETTED IN ACCORDANCE WITH COMPACTION
REQUIREMENTS. IF THE MATERIAL IS TOO WET TO SECURE PROPER
COMPACTION, IT SHALL BE HARROWED REPEATEDLY OR OTHERWISE
AERATED WITH SUITABLE EQUIPMENT UNTIL OPTIMUM MOISTURE CONTENT
IS OBTAINED. FILL SHALL BE PLACED IN SUCH A MANNER THAT THE
SURFACE WILL DRAIN READILY AT ALL TIMES. SEE STRUCTURAL NOTES
AND SOILS REPORT FOR ADDITIONAL REQUIREMENTS,

9. LAYOUT: THE CONTRACTOR SHALL PROVIDE ALL LAYOUT REQUIRED
TO CONSTRUCT HIS WORK.

10. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND PROTECTION

OF EXISTING UTILITIES DURING CONSTRUCTION.

11. EXISTING BOUNDARY AND TOPOGRAPHIC INFORMATION FROM SURVEY
BY MICHAEL UNDERWOOD AND ASSOC. AND PROVIDED BY OWNER.

12. THE CONTRACTOR SHALL VERIFY DIMENSIONS AT JOBSITE.

13. THE CONTRACTOR IS RESPONSIBLE FOR THE COORDINATION OF
RELOCATION OR DISCONNECTION OF ALL EXISTING UTILITIES WITH
APPLICABLE AGENCIES AND AUTHORITIES.

14. ALL PAVEMENT AND BASE MATERIALS AND WORKMANSHIP SHALL
CONFORM TO NCDOT STANDARDS.

15, WATER AND SEWER SERVICES SHALL BE INSTALLED TO MEET LOCAL
AND STATE PLUMBING CODES. METER AND TAPS SHALL MEET ALL LOCAL
REQUIREMENTS.

16. ALL AREAS SHALL BE GRADED FOR POSITIVE DRAINAGE.

17. SEE SOILS REPORT FOR ADDITIONAL REQUIREMENTS.

18. CONTRACTOR SHALL NOTE THAT EARTHWORK QUANTITIES ARE HIS
ggs%(l)NoS!B!UTY. PLANS DO NOT REPRESENT A BALANCED EARTHWORK
NDITION.

19. USE WHITE LANE MARKING PAINT FOR ALL PAVEMENT MARKINGS.
PAINT SHALL BE A CHLORINATED RUBBER ALKYD, FS TT-P-115, TYPE
i, FACTORY MIXED, QUICK DRYING, NON—BLEEDING.

20. REFER TO THE PLUMBING DRAWINGS FOR LOCATION AND INVERTS OF
NEW WASTE AND WATER LINES.

CITY OF WILMINGTON STANDARD NOTES

1. CONTACT THE NORTH CAROLINA ONE CALL CENTER PRIOR TO DOING ANY DIGGING

AT 1-800—-632—-4949.

2. PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTIVITY, TREE PROTECTION
FENCING WILL BE INSTALLED AROUND PROTECTED TREES OR GROVES OF TREES AND NO
CONSTRUCTION WORKERS, TOOLS, MATERIALS, OR VEHICLES ARE PERMITTED WITHIN THE

TREE PROTECTION FENCING;

3. ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS—OF—WAY AND FOR DRIVEWAYS ARE TO BE

THERMOPLASTIC AND MEET CITY AND/OR NCDOT STANDARDS.

4. ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL

BE WHITE.

5. INSTALL REFLECTORS PER CITY AND NCDOT STANDARDS. TRAFFIC ENGINEERING MUST

APPROVE OF PAVEMENT MARKING LAYOUT PRIOR TO ACTUAL STRIPING.

6. ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT—OF-~WAY ARE TO BE

MAINTAINED BY THE PROPERTY OWNER IN ACCORDANCE WITH MUTCD STANDARDS.

BY
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© 2013 NORRIS & TUNSTALL

7. TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT MARKINGS) IN AREAS OPEN
TO PUBLIC TRAFFIC ARE TO MEET MUTCD (MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES)

STANDARDS.

8. IT SHALL BE THE RESPONSIBILITY OF THE SUBDIVIDER TO ERECT OFFICIAL STREET
NAME SIGNS AT ALL INTERSECTIONS ASSOCIATED WITH THE SUBDIVISION IN ACCORDANCE
WITH THE TECHNICAL STANDARDS AND SPECIFICATIONS MANUAL. THE SUBDIVIDER MAY
ACQUIRE AND ERECT OFFICIAL STREET NAME SIGNS OR MAY CHOOSE TO CONTRACT WITH
THE CITY TO INSTALL THE STREET SIGNS AND THE SUBDIVIDER SHALL PAY THE COST OF

SUCH INSTALLATION. CONTACT TRAFFIC- ENGINEERING AT 3417888 TO DISCUSS

INSTALLATION OF TRAFFIC AND STREET NAME SIGNS. POSTED STREET NAMES MUST BE

APPROVED PRIOR TO INSTALLATION OF STREET NAME SIGNS.

9. CONTACT TRAFFIC ENGINEERING AT 341-7888 FOURTY-~EIGHT HOURS PRIOR TO ANY

EXCAVATION IN THE RIGHT—OF—WAY.
10. A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY STREET.

CONTACT 3415888 FOR MORE DETAILS. IN CERTAIN CASES AN ENTIRE RESURFACING OF

THE AREA BEING OPEN CUT MAY BE REQUIRED.

11. ANY BROKEN OR MISSING SIDEWALK PANELS AND CURBING WiLL BE
REPLACED.

12. CONTACT KAREN DIXON AT 341-7888 TO DISCUSS STREET LIGHTING OPTIONS.

13. PROJECT SHALL COMPLY WITH CFPUA CROSS CONNECTION CONTROL REQUIREMENTS.
WATER METER(S) CANNOT BE RELEASED UNTIL ALL REQUIREMENTS ARE MET AND THE

STATE HAS GIVEN THEIR FINAL APPROVAL. CALL 343-3910 FOR INFORMATION.

14. IF THE CONTRACTOR DESIRES CITY WATER FOR CONSTRUCTION HE SHALL APPLY IN
ADVANCE FOR THIS SERVICE AND MUST PROVIDE A REDUCED PRESSURE ZONE (RPZ)
BACKFLOW PREVENTION DEVICE ON THE DEVELOPER’S SIDE OF THE WATER METER BOX.

15. ANY IRRICATION SYSTEM SUPPLIED BY CFPUA WATER SHALL COMPLY WITH CFPUA CROSS

CONNECTION CONTROL REGULATIONS. CALL 332--6558 FOR INFORMATION.

16, ANY BACKFLOW PREVENTION DEVICES REQUIRED BY CFPUA WILL NEED TO BE ON THE

LIST OF APPROVED DEVICES BY USCFCCCHR OR ASSE.

17. WHEN PVC WATER MAINS AND/OR POLYETHYLENE SERVICES ARE PROPOSED, THE PIPES
ARE TO BE MARKED WITH NO. 10 INSULATED SINGLE STRAND COPPER WIRE INSTALLED THE ENTIRE

LENGTH AND SECURED TO ALL VALVES, THIS WIRE IS TO BE ACCESSIBLE AT ALL FIRE HYDRANTS

AND WATER METER BOXES TO AID IN FUTURE LOCATION OF FACILITIES.

18. THE NUMBER AND SPACING OF DRIVEWAYS FOR ALL INTERCONNECTED SITES WILL
BE DETERMINED BY THE COMBINED FRONTAGE OF THE INTERCONNECTED PROPERTIES.

19. UNDERGROUND FIRE LINE MUST BE PERMITTED AND INSPECTED BY THE WILMINGTON
FIRE DEPARTMENT FROM THE PUBLIC ROW TO THE BUILDING. CONTACT THE WILMINGTON

FIRE DEPARTMENT DIVISION OF FIRE AND LIFE SAFETY AT 910-343--0696 FOR
ADDITIONAL. INFORMATION.

NOTES AND DETAILS

MR. WILL DICKSON, MANAGER

OWNER/DEVELOPER
LEGACY PROPERTIES

NORRIS & TUNSTALL

CONSULTING ENGINEERS,

DES.
CKD.

DRWN.

DATE
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HARRIS TEETER BUILDING EXPANSION AND

RENOVATION, STORE #158
820 S. COLLEGE RD.
WILMINGTON, N. C. 28403

Wy,
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COLLEGE ROAD INVESTMENTS, LLC
2600 FAIRVIEW ROAD, SUITE 210

RALEIGH, NC 27608

704-962-0466

INC.

(910) 343-9604
foice@n;;teng.com
C—3641

PHONE (910) 343-9653
licence

FAX

1127 FLORAL PARKWAY
SUITES 300 & 400
WILMINGTON, NC 28403
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= VAULT
.. CONC. NOW
PAD OR
6\?’*\\\*‘%‘“BACKFLOW FORMERLYNORTON
% i PREVENTER YARN

- o REALTY
e — 06" . CORPORATIONBOOK
| S ——— 15427 3707 SITE DATA TABLE
/ @\ PAGE
/‘ " 891ZONED USE: GROCERY STORE/RE TAIL/RESTAURANT
— RBDICK'S SITE AREA: 4,88 ACRES (212,842 SF)
RTING PARCEL ID#: R05515-002-002-000
/ SOSDSRETAIL MAP ID#: 313745.62.8990.000
/;{,f / ZONING: RB REGIONAL BUSINESS
o CAMALAND USE: URBAN
REDTIP 1”/ vy, BUILDING SETBACKS: FRONT SETBACK: 25
CLUSTER N N/ (REQUIRED) INTERIOR SIDE SETBACK: 0'
CORNER SIDE SETBACK: 25°
o= Transplanted 10" REAR SETBACKS: 15
8 SR BUILDING SETBACKS: FRONT SETBACK: 228
: Crape Myrlle (EXISTING) INTERIOR SIDE SETBACK: 60,1
SIGN CORNER SIDE SETBACK: 173.18'
. B REAR SETBACKS: 31.6'
15'GUM ” A i BUILDING SETBACKS: FRONT SETBACK: 57
SHDWD o 4 ‘
16PINE ~1 1 o i (PROPOSED) CORNER SIDE SETBACK: 83
BPINE ] b REAR SETBACKS: 116
MAX. LOT COVERAGE: 40% (EXIST. LOT COVERAGE: 27.0%)
G'CHERRY -~ (PROPOSED LOT COVERAGE: 20.7%)
&'CHERRY MAX, BULDING HEIGHT:
25 AND 16" I. EXISTING BUILDING
TWIN CHERRY EXISTING BUILDING SQUARE FODTAGE: 57,530 SF
EXISTING BUILDING HEIGHT: 2
EXIST, BUILDING CONSTRUCTION TYPE: 28
_RQ&%“ il DiNGD EXIST. PARKING: 275 (8 ARE HC)
EXPANSION:
5736
NOW 8F EXPANSION RETAIL SQUARE FOOTAGE: 1,661 SF
OR 5 EXPANSION RESTAURANT SQUARE FOOTAGE: 4075SF
FORMERLYWINWIL RESTAURANT SEATING INTERIOR/EXTERIOR: 160
REALTY / EXPANSION BUILDING HEIGHT: 19.5-26' FRONT, SIDE
NOW 818 EXPANSION BUILDING HEIGHT: 19.5 REAR
oR LL(;BOOK EXPANSION BUILDING CONSTRUCTION TYPE: 28
FOR%‘;}&Q%&TARK pﬁié;“% PARKING REQUIREMENT
INCBOOK 213ZONED PARKING REQYD: RETAIL 200/SF MAX, 400/SF MIN.
1655 RBETHAN EXISTING BUILDING: 288 MAX, 144 MIN,
PAGE ALLAN NEWBUILDING: 8 MAX, 4 MIN.
NN FURNITURERETAIL ¥ PARKING REQD; RESTAURANT 1 PER 2.6 SEATS MAX, 1 PER 4 SEATS MIN,
0385ZONED 5 NEWBUILDING: 60 MAX, 38 MIN.
CBRETAIL Q 1 8
& TOTAL PARKING REQUIRED: 356 MAX, 186 MIN.
§ ACCESSIBLE PARKING REQUIRED: 8 MAX, 6 MIN.
'@’ TOTAL PARKING PROVIDED: 261
Transplanted 10" S ACCESSIBLE PARKING PROVIDED: 10
$ BICYCLE PARKING: 5 REQUIRED 5 PROVIDED
QQ Existing impervious area:
- Ex. Building: 57530 of
Ex. sidewalk/concrete: 11,172 of
Ex asphait: 133,417 of
/ Ex. total: 202,119 of
f EX.% impervicus: 95%
/,- ONE IMPERVIOUS
A AREA
y. STORY ADDED i e A
Vi BLOCK Buiding 5,736 ng Impervious Area
i BUILDING57,530 Peto area: 720 SF Bxiting Buiding: 57530 st
. @/ SQ FT Sidewak: 5446 of Existing SidewalkiConerete: 11172 of
LA o Asphal, Curb and gutter 3288 SF ExistingAsphalt 133417 of
/ . +-820 Totgk: 14470 sf Existing Totak 202149 sf
/" ; SOUTH Proposed %lmpervious: 926% Existing Impenvios % 95%
Y/ ' - COLLEGE EXISTING
f Net imparvious area added: IMPERVIOUS
NOW % pervious
oy y ; ROADBULDING tmp atea added: T REMOVED:
FORMERLYBEASLEY / HEIGHT LIGHT POLE I avea replaced with e Kind: 4119sF 19331
JEAN if 25'FFE=42.68 wWiGuY Nettotet 10351sf
B Transolanted 10" LANDSCAPE AREA REQUIRED (REFER TO LANDSCAPE PLAN)
HRS ranspia oK FRONT. INTERIOR 54 A Dt
ETALBOOK Z \ Crape Wﬂ% ted 10" %,};?E gg;{mm}(mmm LBscAING 5
9903 ransplan suome REQUIRED New DieTuRSED
mgégEED 4 LENGTH 330 ?L;‘S\slsLOPNENTt ﬁééim
1 PROVIDED . 3
CBRETAILCONVENIENCE/GAS T u ) o . S TREES
rangplanted 10 Infeio tandstaping proviced SIDE: REAR:
g ~ forto gt (BH2TE2=75  (8B)(10.5)12)=206 ods
Ny 74 SF 5F
IR REQUIRED REQUIRED
AT 182 251
/. B\ PROVIDED PROVIDED
iy Vo /
"/ rre | vt s , \ .
J | The area within the triangular sight distance
QO / shall be maintained free
®27CEOAR < gy’ of all obstructions between 30" and 10".
< Q

PrOR 10 ANY CLEARNG, GRADING OR CONSTRUCTION ACTIVITY,

TREE PROTECTION FENONG WILL BE INSTALLED AROUND PROTECTED
TREES OR GROVES OF TREES, NO CONSTRUCTION WORKERS, TOOLS,
MATERIALS OR VEHICLES ARE PERMTTED WITHIN THE TREE PROTECTION

CRAPE ) -
MYRTLE FENCING.
\i\f\
5 o | LANDSCAPNG SHALL BE COMPLETE BEFORE I5SUANCE oF A CO.
69 \ SNEEDEN

CORPBOOK

Transplanted 10"
Crape Myrfle

o * T
\\
L(@
Ge Ro,
(200,

Y . . . . .
NS / pice A rain/freeze sensor shall be used if there is an irrigation system.
73 ./ / 0513ZONED g y
Mgl A RERETAL ,
k2 s T e g
[0 [ B & .= ~ Legend
ok i g e _ Common Name _Size  Qty
5 o e ~ European Horbeam ~ 3"Cal. 7 10'Ht.
e o zoss e Boxwood Wintergreen 3Gal. 43|12"Ht.
e &> Camellia Sas. Yuletide 7Gal. 24 12" Ht.
- > Breeze Grass 3Gal. 96|12"Ht.
T < DriftRose 3Gal. 40 Groundcover
s 1) Ex. Crape Myrtle, transplant 10"Cal. 12
SR - |+ Dianella 3Gal.  5712" Ht.
o e &% Juniper,Parsoni 3Gal.  12/12" Ht.
e % Liriope, BigBlue ~~ 1Gal. = 98| Groundcover

_Palm,Sabal, Booted 8-12Ht. 9|
Sabal Minor 7Gal. 612" Ht.
% Muhly Grass w 3Gal. 37|1

~ Bald Cypress 3"Cal. 1]10'Ht.

Owner/Developer: ~3"Cal.
Mr. Will Dickson, Mgr. it Japanese Yew 3Gal. 10 24" Ht.
Legacy Properties | |

College Road Investments, LLC. ADBROVED T ARCPADE DIk
2600 Fairview Road, Suite 210 AVEWE?
Raleigh, NC 27608

. T0+9620466 ‘jim@freemanlandscape.com 910-796-1166 el /(%

Revision #: 3 Scale: : TR T~ Landscape Design by: J | - NCLC# 408
Date: 2/8/2013 | 0'1"=400" Hariss Teeter, Wilshire | Freeman Landscape, Inc.

CP 1265
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