mﬂELT- 42" -
R B TR < Rep i —
20'x70" SIGHT x4 — —
DISTANCE TRIANGLE 20 T o n_ W
s Mgz o TR iz —F2Z Rep —=x@*—EXIST. SDMH APPR
PPTL i T DT T == _"  ToP-4205 Ox. L‘%ATICW ¥
S 80'03'00" E 8719 % INV(E&W)-36.1 EXIST. & e
' : s v\eﬁw - = e INV(NES)-32.55 ERLINE
/3 / A‘.-.'-( 1iW41V~ ep —_
RN et XIST. CB T -
15" ALUMINUM Xo1 1 \ oM TOP—42.92
CONNECTION PIPE N\ 380 | — INVZ37.78
IE: 38.0 \ 70’
(SEE CONTECH MANUFACTUING N %'51400‘69 gf)S?ZI\?CES"?F?IXN LE —
DETAILS FOR CONNECTION) g Jor—40.8 —
15” RCP
5
INFILTRATION TRENCH #2 10" NON MUNICIPAL EASEMENT NOTES:
(9) 24" PERFORATED ALUMINUM PIPE 1) TACTILE WARNING MATS ARE TO BE INSTALLED ON ALL WHEELCHAIR RAMPS.
PIPE IE: 37.5 CONTROL STRUCTURE [#2
WASHED #57 STONE BASE IE: 37.0 XA TOP: 40,6+ 2) ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS—OF—WAY AND FOR DRIVEWAYS
(SEE DETAL) WEIR: 39.1 ARE TO BE THERMOPLASTIC AND MEET CITY AND/OR NCDOT STANDARDS.
(SEE CONTECH MANUFACTURING DETAILS) IE IN/OUT: 38.25 3) ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT—OF—WAY ARE
(SEE DETAIL) TO BE MAINTAINED BY THE PROPERTY OWNER IN ACCORDANCE WITH MUTCD
PAVEMENT (SEE NCDOT a2 STANDARDS.
PAVEMENT SECTION DETAIL) N/F UNITARIAN UNIVERSALIST 4) ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING
VEMENT COMPACTED STONE (ABC ZONE: R—15-RESIDENTIAL DISTRICT DI No. 8 AREAS SHALL BE WHITE.
SAWCUT EXISTING PAVEMEN SOE“&"‘;‘CDOT PAVEME(NT ) USE: UNUSED LAND RIM 40.8 5) ALL SIGNS AND PAVEMENT MARKINGS IN AREAS OPEN TO PUBLIC TRAFFIC
EXISTING ASPHALT PAVEMENT (SECT'ON DETAIL) (SEE CONTECH MAIéLcJ)FACTURIN(; X ARE TO MEET MUTCD (MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES)
. DETAILS FOR CONNECTION STANDARDS.
;:,-:.- ; o N/ 6) A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY
= R % JAVES & PATRICA SEAY STREET. CONTACT 341-5888 FOR MORE DETAILS. IN CERTAIN CASES AN
S TRENCH BACKFILL ZONE: RS RESIDENTAl ENTIRE RESURFACING OF THE AREA BEING OPEN CUT MAY BE REQUIRED.
A COMPACTED TO IE: 37.5 7) INSTALL REFLECTORS PER CITY AND NCDOT STANDARDS. TRAFFIC
1:1 BACKFILL SLOPE—— > 95% PROCTOR (SEE CONTECH MANUFACTURING ir\(lj(‘glLTAEERSINrglPY[\lIJGST APPROVE OF PAVEMENT MARKING LAYOUT PRIOR TO
" < DETAILS FOR CONNECTION) .
5 \\‘ 1:1 BACKFILL SLOPE APPROX. LOCATION OF EXIST. gx{‘gROLL THOMPSON 8) CONTACT TRAFFIC ENGINEERING AT 341—-7888 FORTY—EIGHT HOURS PRIOR
g //\\\// INFILTRATION BORE TEST #1 ZONE: R—15—RESIDENTIAL uI/LFUAM CRAWFORD TO ANY EXCAVATION IN THE RIGHT OF WAY.
. DISTRICT
| A NOTES: EXST. GROUND ELEV: 40.8%  BEIREL oo e R ORD TAL 9) PRIOR TO ANY CLEARING, GRADING, OR CONSTRUCTION ACTIVITY, TREE
5l 3 AN D 34 DISTRICT PROTECTION FENCING WILL BE INSTALLED AROUND PROTECTED TREES OR
G 2 R 1. AFTER TRENCH WORK IS COMPLETE, THE EDGES TEST RATE: 3.4 IN/HR USE: FAMILY RESIDENTIAL
al 2 S OF THE EXISTING PAVEMENT ALONG THE TRENCH SHOULD 18" RCP F ‘ GROVES OF TREES.
L \Q\/Q\ BE RECUT A MINIMUM OF 1’ WIDER ON EACH SIDE OF THE i 18" RIBBON CURB 10) NO CONSTRUCTION WORKERS, TOOLS MATERIALS OR VEHICLES ARE
P \</// TRENCH; OR IF THE PAVEMENT IS UNDERMINED, TO 1’ 6" CONCRETE | (TYPICAL; SEE DETAIL) PERMITTED WITHIN THE TREE PROTECTION FENCING.
K 2 BEYOND THE UNDERMINED PORTION AND REMOVE THE DUMPSTER F’AE(’SI‘E”E/ SDCEFFFE\FL“)‘ 11) ALL PROPOSED VEGETATION WITHIN THE SIGHT TRIANGLES SHALL NOT
S : INTERFERE WITH CLEAR VISUAL SIGHT LINES FROM 30”-10'
7 " :
R 2. THE OVERLAY AREA SHALL BE MILLED TO 1.5 DEPTH DI No. 7
N NN FROM 15' BACK FROM THE EDGE OF THE FINAL RIM 405 12) SITE LIGHTING WILL NOT SHINE ONTO ADJACENT RESIDENTIALLY ZONED OR
; PAVEMENT CUT. INV 37.75 USED PROPERTIES.
_ CURB STOPS 13) SEE LANDSCAPE PLAN AND TREE REMOVAL PLAN FOR TREE PROTECTION
PAVEMENT OPEN CUT DETAIL (SEE DETAL) LAYOUT.
NOT TO SCALE 15" RCP
PROPOSED 2” BLOWOFF
& ASSEMBLY
PROPOSED FIRE HYDRANT
& ASSEMBLY
2" TYPE S9.5B ASPHALT (NCDOT) o1 No 645
11" B25.0C OR B25.0B ASPHALT CONCRETE RIM 405 ¥ EXISTING HOUSE,/STRUCTURES
BASE COURSE (2 LIFTS MINIMUM) ' TO REMOVED
EIP"——_N 80'04'5» w
. TE— o %6
3 E~LiNg ONLy
S |
=T
NOTE: PAVEMENT SECTION_MAY VARY ISEEWSE;QOCLEANOUT
DEPENDING UPON FIELD CONDITIONS. . 37.
CONTRACTOR SHALL COORDINATE
3,48.“.5'352 £5 DETERMINE ERVIOUS PAVERS (TYP)
PROPOSED 8” C—900 FIREMAIN P
NCDOT PAVEMENT REPAIR SECTION SeveR iguioLT -
IE: 37.0 ONTRACTOR TO COORDINATE REMOVAL
NTS OF EXISTING OVERHEAD POWER WITH
PROGRESS ENERGY
PROPOSED 4” C—900 PVC WATERMAIN NOTE.

N/F

22.5" ROAD, CUT DISTRICT

m )

(3) 6" SS SERVICES —
(SCH 40 PVC)
@ 0.60% MIN.

1:1 MIN. BACKFILL
SLOPE

'+

(3) 8”)(6”
WYE

A AR

UNITARIAN UNIVERSALIST
ZONE: R—15—RESIDENTIAL

USE: RELIGIOUS ACTIVITIES

T~ w / ASRHALT GRADE 42.1+ CONTRACTOR TO COORDINATE
TSy — RELOCATION OF EXISTING GUY
—_— WIRE WITH PROGRESS/ENERGY

SPIRE A iy W EXIST. CB

(60’%@31 1% - TOP-42.38

CRA = =—_ TV —_rop

NOTE: ALL ROOF DRAIN DISCHARGE Fuoze MIN. 3" BURY (PRIVATE)

TO BE DIRECTED TOWARDS PROPOSED

(SEE CONTECH MANUFATURING
DETAILS FOR CONNECTION)

6" SCH. 40 PVC

ROADWAY AND INFILTRATION TRENCH ] o
: 2= TO BE DIRECTED TOWARDS PROPOSED
15" ALUMINUM L , feoe ROADWAY AND INFILTRATION TRENCH
CONNECTION PIPE } s 5" SCH. 40 PVC
IE: 36.0 ‘= P SEWER SERVICE
‘ I

>
gmz @ MIN. 0.60% (PRIVATE)
| s

B DI No. 5
k‘fﬂ-’” RIM 40.0
FAE S

SEWER SERVICE \ INV 37.0
@ MIN. 0.60% (PRIVATE) SEWER CLEANOUT
P IE: 37.0
SEWER CLEANOUT | No. 1
IE: 37.0 K 40.19 RIM 40.0
INV 37.5

INFILTRATION TRENCH #1

(2) 66" PERFORATED ALUMINUM PIPE
PIPE IE: 32.75

WASHED #57 STONE BASE IE: 32.25
(SEE CROSS SECTION DETAIL)
(SEE CONTECH MANUFACTURING DETAILS)

APPROX. LOCATION OF EXIST.
INFILTRATION BORE TEST #1
EXST. GROUND ELEV: 40.25+
SHWT ELEV: 30.25%

kats;  TEST RATE: 2.1 IN/HR

" DI No. 4
18" RCP RIM 40.0
CONNECTICl)g gg’g (SEE CONTECH MANUFACTURING

DETAILS FOR CONNECTION)
N/F

GANG METER ASSEMBLY GWENDOLYN WEST

(TYPICAL) SEWER CLEANOUT ZONE: R—15—RESIDENTIAL
CONTROL STRUCTURE #1 & 37.0 BEET-RIE;IMILY RESIDENTIAL
w..:T.%F’BQO{S GANG METER ASSEMBLY

(TYPICAL)

NOTE: ALL ROOF DRAIN DISCHARGE

PIPE MANUFACTURING REPRESENTATIVE TO BE ON—SITE
AT LEAST 2 DAYS FOR TECHNICAL ASSISTANCE DURING
INFILTRATION TRENCH PIPE CONSTRUCTION. CONTRACTOR
TO COORDINATE WITH CONTECH ENGINEERED SOLUTIONS
PRIOR TO CONSTRUCTION. (CONTACT: PHILIP BYRD,
910-228-8421)

1:1 MIN. BACKFILL
SLOPE

9'+
IE: 34.0+

~

SR \r_
. Flow EXST. MANHOLE IE IN: 36.0 _—(4) 67 SS_SERVICES
N — / I(ES lEoEUTD: E%;{) OTE: CLEANOUTS TO BE INSTALLED (8) 86" L (SCH 40 PVC)
ST, 8" “1.551541 5541541 .58 . SEWER CLEANOUT s0séeo0s EVERY 75 e’ ® 0.60% MIN
PUBLIC SEWER \—iE: 3338 — IE: 35.5 » 6” SCH. 40 PVC = -
6.5’ JUNCTION BOX ST SEWER SERVICE Y
. Rllhéi gg.g\%& il I@NMINZ; 0.60% (PRIVATE) FLOW
: . : pXms—Dl No.
(3) SEWER CLEANOUTS =r ,; RIM 40.0
IE: 34.5 ‘ (SEE CONTECH MANUFACTURING 15561561 . 551561 551541 .55
— DETAILS FOR CONNECTION) N
— .
Rla' 10" NON MUNICIPAL EASEMENT 9’ PUBLIC SEWE
INV 3774 T ———lrAe SEWER CLEANOUT
(MATCH EXIST. INV 18" RCP) 050 EXIsT T8, 1 £ 35.3
INSET "A” @ o 5o &P Tow—— - 7 4 ] ixog | é) 384E\éVER CLEANOUTS
. V -~ V— s : .
NTS SEWER SERVICE — ] ;/{_m No. 2
© MIN. 0.60% — J %" RIM 39.8 . S
CONTRACTOR TO OPEN CUT ROAD WITH MINIMUM 1:1 BACKFILL /7\\ - . . [ ?r?v §§S45W/5 x5'x12" E.D.
FACE OF THE OPEN CUT EXCAVATION. MAINTAIN AT LEAST ONE / EXIST, ASPHALT SST. ) QRS e / Sae I
LANE OF TRAFFIC OPEN AT ALL TIMES. CONTRACTOR TO REPLACE — DRIVE -\ Er s N oo []]] XE2(4) 6" SS SERVICES———_ NTS
SUBGRADE AND PAVEMENT TO NCDOT STANDARDS. CONTRACTOR TO SEE INSET "A” o, <4 18 SRR P = EOR T 52 T MIN
COORDINATE ROADWAY OPEN CUT WITH CITY OF WILMINGTON : e RS WPy kS % MIN.
AND CAPE FEAR PUBLIC UTILITY AUTHORITY PRIOR TO CONSTRUCTION.
B 3005 20'x70’ SIGH - X‘&\ ol e
INV: 33.38 ~DISTANCE TRIANGLE ——RLNe CONTRACTOR TO OPEN CUT ROAD WITH MINIMUM 1:1 BACKFILL
(1) 8"x8” CUT—IN TEE T T SLOPE. 15’ PAVEMENT OVERLAY (1.5” DEPTH) FROM EACH CUT
(1) 8" TAPPING VALVE - - _ FACE OF THE OPEN CUT EXCAVATION. MAINTAIN AT LEAST ONE
(1) 8” BACKFLOW PREVENTOR o e ST ore — - LANE OF TRAFFIC OPEN AT ALL TIMES. CONTRACTOR TO REPLACE
SAWCUT EXIST. ASPHALT FOR INSTALLATION 20'x70" SIGHT - 8" ST, = SUBGRADE AND PAVEMENT TO NCDOT STANDARDS. CONTRACTOR TO
AND RESTORE TO ORIGINAL GRADE. DISTANCE TRIANGLE - Y SEWER R, — COORDINATE ROADWAY OPEN CUT WITH CITY OF WILMINGTON
D IN ~Ss— __AND CAPE FEAR PUBLIC UTILITY AUTHORITY PRIOR TO CONSTRUCTION.
STORMWATER MANAGEMENT PLAN MATCH EXIST. ASPHALT GRADE 40.25 1) 874" TAPPING SLEEVE EE INSET "B o
ENTRANCE (SEE DETAIL "
AP P R O\/E D N/F NEW HANOVER COUI\(JTY SCHOOLS )(ROLAND GRISE MIDDLE) (3 ;',, \?VQ(T:E;L%%;?EVENTOR $é|§T~4gS'2"1H
ZONE: O&i : .
CITY OF WILMINGTON USE: EDUCATIONAL SAWCUT EXIST. ASPHALT FOR INSTALLATION INV: 34.64
Approved Construction Plan For each open utility cut AND RESTORE TO ORIGINAL GRADE.
— ote ENGINEERING DEPARTMENT o SITE PLAN
U= == City streets, a $325 » )
Planning DATE __ PERMIT # _____ permit BAR SCALE  1”=40
shall be required from the
Traffic City prior to occupancy |
‘ SIGNED _ _ _ and/or project w0 20 o 40’ 80’ 120°
Fire acceptance.

REVISIONS

Description | By

NC GRID

LOCATION MAP

NOT TO SCALE

SITE DATA:

PROPERTY OWNER
PROJECT ADDRESS

ESSENTIAL REAL ESTATE HOLDINGS LLC
4329 LAKE AVENUE

WILMINGTON, NC 28411
R06106—006—-006-000
R0O6106—-006-005-001
R06106—006-042-000
R0O6106—006—005-000
R06106—-006—-043—-000

PIN NUMBERS

NO WETLANDS LOCATED ON-SITE
LATITUDE AND LONGITUDE 34°12'25"N  77°53'24™W
AREA NOT IN A FEMA 100-YEAR FLOOD ZONE.

ZONING DISTRICT MF—L (MULTI-FAMILY LOW DENSITY)

DISTURBED AREA 2.80 AC
SETBACKS REQUIRED FRONT: 15’
REAR: 15’

SIDE (INTERIOR): 5
SIDE (CORNER): 10’

FRONT: 18’

REAR: 20’

SIDE (INTERIOR): 25.5°
SIDE (CORNER): N/A

SETBACKS PROPOSED

TRACT AREA 112,173 SF (2.58 AC)
BUILDING USE MULTI-FAMILY
PROPOSED # OF UNITS 24 (2 STORY UNITS)
MAXIMUM BUILDING HEIGHT ’
CAMA LAND USE: URBAN
EXISTING IMPERVIOUS AREAS (ON—SITE):

EXISTING BUILDINGS 2,000 SF
EXISTING GRAVEL ROAD 7.100 SF
EXISTING IMPERVIOUS TO BE REMOVED 9,100 SF
EXISTING IMPERVIOUS TO REMAIN 0 SF (0.0%)

PROPQSED IMPERVIOUS AREAS: (ON-SITE)
PROPOSED BUILDINGS 23,615 SF (21.1%)
PROPOSED SHELTER 196 SF

PROPOSED ASPHALT/CURB . 21,540 SF
PROPOSED CONCRETE (SIDEWALK/PATION/DW.) 6,390 SF
PROPOSED PERVIOUS PAVERS/CONCRETE 905 SF

(TOTAL: 3,618 SFg

(WITH 75% IMPERVIOUS CREDIT
PROPOSED FUTURE IMPERVIOUS 2,000 SF
PROPOSED ON-SITE IMPERVIOUS AREA 54,646 SF (48.7%)

PROPOSED+EXISTING IMPERVIOUS AREA 54,646 SF (48.7%)

PROPOSED IMPERVIOUS AREAS: (OFF—SITE)

PROPOSED DRIVEWAY APRON 1,685 SF
PROPOSED OFF—-SITE SIDEWALK 975 SF
PROPOSED OFF—SITE IMPERVIOUS AREA 2,660 SF

ON—-SITE+OFF—SITE IMPERVIOUS AREA 57,306 SF (51.1%)

PRELIMINARY SITE, GRADING, DRAINAGE, EROSION CONTROL,
STORMWATER MANAGEMENT AND UTILITY PLAN

LAKE PARK VILLAGL

WILMINGTON, NORTH CAROLINA

PARKING INFO:

MINIMUM: 2.25/3—BED UNIT (24 UNITS) 54 SPACES
MAXIMUM: 2.50/3—BED UNIT $24 UNITS) 60 SPACES
PROPOSED OFF—STREET PARKING 16 SPACES
PROPOSED DRIVEWAY PARKING 41 SPACES
TOTAL PARKING SPACES PROVIDED 57 SPACES
PUBLIC WATER AND SEWER BY CFPUA

PROPOSED WATER FLOW:

(360 GPD/UNIT x 24 UNITS x 110%) 9,504 GPD
PROPOSED SEWER FLOW:

(360 GPD/UNIT x 24 UNITS) 8,640 GPD

*NOTE: 1 UNIT = 3 BEDROOMS

*NOTE: OPEN SPACE, SETBACKS, AND BUFFERS SHOWN
ON LANDSCAPE PLAN.

TRIPP ENGINEERING, P.C.

Wilmington, North Carolina 28401
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—31.2 PROPOSED SPOT ELEVATION ¢~
———-- PROPERTY LINE (BOUNDARY,
— — —— RIGHT OF WAY
P R mmm | IMITS OF DISTURBA E 3_18-13
DATE ~ 3—18—
TSE_ xS TEMPORARY SILT FENCE DESIGN  PGT
B PROPOSED CONCRETE AREA | DRAWN EJW
INFILTRATION TRENCH
PERVIOUS PAVERS ( j ]_
SHEET 1 OF 2

12034




1'—6" x 1'=0" x .080 STD. ALUM.

[—————
R

RESERVED
PARKING

HANDICAPPED PARKING SIGN
TO READ "RESERVED PARKING”
WITH IDENTIFICATION SYMBOL,
BOLT TO WD. POST w/ 3/8"
PLATED NUTS, BOLTS & WASHERS.

9" x 1'=0" x .080 STD ALUM. SIGN
TO READ "VAN ACCESSIBLE".

BOLT TO WD. POST WITH 3/8" CANDIUM
PLATED NUTS, BOLTS & WASHERS

CANDIUM

- 9" x 1'=0" x 080 STD ALUM. SIGN
; TO READ "MAXIMUM PENALTY $250,
[ i— GS 20-37.6". BOLT TO WD. POST
COLORS WITH 3/8"  CANDIUM PLATED

LEGEND AND BORDER - GREEN NUTS, BOLTS & WASHERS.
WHITE SYMBOL ON BLUE BACKGROUND
BACKGROUND — WHITE

1-1/2"R(TYB)
o | PENALTY T van
" | P§286 ' —l-e/e're)”| | ACCESSBLEs/5°(re)
=326
m— ia— —_—
- RDER -
ERCRaRotND BN~ CREEN ERdkRaiNe LW e

PRESSURE TREATED 4"x4" POST.

TYPICAL HANDICAPPED SIGN DETAIL

CONCRETE 4"x4" POSTS \_ HORIZONTAL : PRIOR TO INSTALLATION.
TEMPORARY_ SILT _FENCE FoOTNGS (TREATED) ~ ~W0OD SIDNG : DRAINAGE AWAY FROM CURB 13. THE CONTRACTOR SHALL PROVIDE ANY AND ALL LAYOUT REQUIRED TO CONSTRUCT
e — ELEVATIONS HARDWARE CLOTH AND GRAVEL INLET PROTECTION HIS WORK UNLESS OTHERWISE DIRECTED BY OWNER.
—_— .].B::_BIB.B.QN_Q.U.RB_ 14. ALL PVC UTILITY MAINS SHALL BE INSTALLED WITH A MINIMUM OF 36" COVER
C40 NON WOVEN _—e AT FINAL GRADE.
# f GEOTEXTILE _ DUMPSTER PAD & ENCLOSURE DETAIL 15. ALL SERVICE CONNECTIONS SHALL BE INSTALLED TO MEET ALL LOCAL AND STATE CODES.
= e 3028 e METERS, TAPS, MATERIALS, WORKMANSHIP AND ALL FEES SHALL BE THE RESPONSIBILITY
®_ R Rn OF THE CONTRACTOR AND SHALL COMPLY WITH ALL REQUIREMENTS.
— O 16. ALL PAVEMENT, BASE AND SUBGRADE SHALL CONFORM TO NCDOT STANDARDS INCLUDING
WORKMANSHIP, MATERIALS AND EQUIPMENT. APPROPRIATE BARRICADES, SIGNS, LIGHTS
\oTE. ke O SIDEWALK/EOP/FACE OF CURB OR OTHER TRAFFIC CONTROL DEVICES SHALL BE PROVIDED IN ACCORDANCE WITH NCDOT
DU SEE CONTECH CONSTRUCTION PRODUCTS 1.) RIGID OR FLEXIBLE PAVEMENT TO MAINTAIN SAFETY AND TWO WAY TRAFFIC.
LoD INSTALLATION” REQUIREMENTS, /0 ONAL 2) CRAULAR ROKD BASE o 2" SF 9.5A (NCDOT) 17. ALL AREAS SHALL BE GRADED FOR POSITIVE DRAINAGE. THE CONTRACTOR SHALL REPORT
3) 12 MIN. FOR DIAMETERS THROUGH 96" - » ANY DISCREPANCIES TO THE ENGINEER PRIOR TO INSTALLATION. ALL AREAS SHALL BE
18" MIN. FOR DIMETERS FROM 102 8" ABC STONE (NCDOT) SLOPED TO DRAIN AWAY FROM BUILDINGS AT ALL TIMES.
RIGID OR BOTIOM OF FLEXBLE o ° 18. CONCRETE STORM DRAINAGE PIPE SHALL BE CLASS Il WITH RUBBER GASKETED JOINTS
= s 0 PR G ANGULAR WASHED AND INSTALLED IN ACCORDANCE WITH MANUFACTURER’S REQUIREMENTS.
! ——e s STone 3 i PaRTOLE Sz . 1 19. USE WHITE LANE MARKING PAINT FOR ALL PAVEMENT MARKINGS. PAINT SHALL BE A
i ; COMPACT TO MIN. 90% ST [ - e CHLORINATED RUBBER ALKYD, FS TT—P—115, TYPE Ill, FACTORY MIXED, QUICK DRYING,
6 5.) WASHED #57 STONE BEDDING, ROUGHLY == | NON BLEEDING. REFLECTIVE MATERIAL MAY,K BE ADDED AT OWNER'S OPTION FOR
a6 SHWT ELEVATION: 30.25% SHAPED TO FIT THE BOTIOM OF PIPE, PLAN VIEW == NIGHT REFLECTING.
6.) CONTECH C—40 NON-WOVEN NOTE: BEPENBING “GRON FIELD_ CONDITIONS. 20. DUCTILE IRON SHALL BE CLASS 50.
W GEOTEXTILE REQUIRED, WRAPPING CONTRACTOR” SHALL COORDINATE 21. CONCRETE FOR WALKS, CURBS AND DRIVES SHALL HAVE A MINIMUM COMPRESSIVE
. W, —_
" €40 NON WOVEN G Eemoyermg repaon /2] §'=11" /2 AL S AVRMERTE SHeFON. 22, FEID TSTING SHALL BE DONE B¢ AN INDEEENDENT SESTING LABORATORY PAID FOR
GEOTEXTILE PRIOR TO PLACING THE BEDDING, THE FOUNDATION MUST BE CONSTRUCTED TO 7/8" HOLES— BY THE OWNER. FURTHER TESTING REQUIRED DUE TO A FAILED TEST WILL BE
& 050 S e cmon T Sos. B Sobams” = — PAVEMENT SECTION PAID FOR BY THE CONTRACTOR.
IE: 40.00 AND BROUGHT BACK TO THE GRADE WITH A FILL MATERIAL AS APPROVED BY 1 i 23. SEE GEOTECHNICAL REPORT NO. _________ , DATED BY
—IE: 39.50 THE ENGINEER. ONCE THE FOUNDATION PREPARATION IS COMPLETE, THE NTS FOR ADDITIONAL REQUIREMENTS
-u[, gEgltgngs OF A WELL-GRADED WASHED GRANULAR MATERIAL SHALL BE PLACED AS THE FRONT_VIEW CONS?'ﬁRGEﬁaN SEQUENCE ’
i} . QUENC
_ BACKFILL . SITE AREA STABILIZATION STABILIZATION 1. NO CUT SLOPE OR FILL SLOPE SHALL EXCEED A RISE OR FALL OF ONE FOOT FOR
e oM 0% STANDARD, DENSITY, PER AASHTO" 159 A6 APPROVED. BY THE | 1/2" 8" /2" REINFORCING: oo DESCRIPTION TIMEFRAME TIMEFRAME EVERY RUN OF 3 FEET (1 VERTICAL TO 3 HORIZONTAL).
- ENGINEER (SEE INSTALLATION GUIDELINES). WHEN PLACING THE FIRST LIFTS 45" EXCEPTIONS 2. NO SEDIMENT WILL BE ALLOWED TO EXIT THE SITE. ALL EROSION SHALL BE CONTROLLED
. OF BACKFILL IT IS IMPORTANT TO MAKE SURE THAT THE BACKFILL IS PROPERLY ,-i, CONCRETE:
. 27'-0 COMPACTED UNDER AND AROUND THE PIPE HAUNCHES. BACKFILL SHALL BE 4000 PSI @ INCLUDING SIDE SLOPES DURING AND AFTER CONSTRUCTION.
SHWT ELEVATION: 35.0% PLACED SUCH THAT THERE IS NO MORE THAN A TWO LIFT (167) DIFFERENTIAL SIDEWALK /EOP —E_F 28 DAYS PERIMETER DIKES, 7 DAYS NONE 3. INSTALL PRIMARY EROSION CONTROL MEASURES BEFORE BEGINNING CONSTRUCTION INCLUDING
TR H #2 SECTION DETAIL NoTE: L BACKFILL SHALL BE ADVANGED ALONG THE'LENGTH ‘OF THE DETENTION SR O LAY WiotH x LENGTH x HEIGHT SWALES, DITGHES BUT NOT LIMITED TO GRAVELED CONSTRUCTION ENTRANCE, SILT FENCE, CHECK DAMS, ETC.
E_NQ I R L ey i SYSTEM AT THE SAME RATE TO AVOID DIFFERENTIAL LOADING ON THE PIPE. END_VIEW 9” x 7-0" x 4" A INSTALL ALL SECONDARY EROSION CONTROL MEASURES AS SOON AS POSSIBLE AFTER BEGINNING
NTS INSTALLATION REQUIREMENTS. OTHER ALTERNATE BACKFILL MATERIAL MAY BE ALLOWED DEPENDING ON SITE PARKING AREA CONSTRUCTION.
SPECIFIC CONDITIONS. REFER TO TYPICAL BACKFILL DETAIL FOR MATERIAL NOTE: WHEEL STOP NOT To EXCEED 4* IN HEIGHT HIGH QUALITY 7 DAYS NONE 4. ALL EROSION CONTROL MEASURES TO BE INSPECTED AFTER EACH RAIN.
— REQUIRED. : ' WATER (HQW) SILT FENCE AND INLET PROTECTION ARE TO BE CLEANED WHEN 0.5 FEET OF SEDIMENT HAVE
- | INFILTRATION TRENCH BACKFILL DETAIL WHEEL STOP DETAIL ACCUMULATED IN FRONT OF THE DEVICE OR WHEN THEY LEAK OR FAIL. SEDIMENT TRAPS ARE
\ CLEANED OUT AS STATED OR WHEN HALF FULL.
NTS
] ;
| _SCORED UNE NTS ShanES, STEEPER 7 DAYS I SLOFES ARE 100 R 5. IF APPLICABLE, CONSTRUCT PROPOSED RETENTION POND TO ACT AS A SEDIMENT BASIN
| /1" DEEP | . ARE_NOT STEEPER. THAN DURING CONSTRUCTION. REMOVE ACCUMULATION OF SILT AS REQUIRED TO ALLOW PROPER
| | | s / 21, 14 DAYS ARE ALLOWED. FUNCTIONING.  RESTORE POND TO DESIGN LEVELS AT THE COMPLETION OF CONSTRUCTION.
) | | EXPANSION JOINT STANDARD MANHOLE COVER STANDARD MANHOLE COVER 6. IF APPLICABLE, INSTALL DROP INLETS WITH INLET PROTECTION TO ACT AS SILT TRAPS
| 6" CONCRETE | SIDEWALK | AT 30° INTERVALS(TYP) 7 LE COVER: SEE DETAL SLOPES 31 OR 14 DAYS 2 DAYS FOR SLOPES DURING CONSTRUCTION. REMOVE ACCUMULATED SILT AS NEEDED TO PREVENT SILT FROM
‘ v ' ENTERING STORM DRAIN PIPING.
| FLATTER GREATER THAN 50 FEET n
' 7. A 4" LAYER OF TOPSOIL SHALL BE APPLIED TO ALL NEW AREAS TO BE GRASSED.
I I v CONCRETE COLLAR CONCRETE COLLAR IN_LENGTH 8. ALL DISTURBED AREAS WILL BE STABILIZED WITHIN 21 CALENDAR DAYS OF CEASE OF ANY P
. ANY PHASE OF
| EXPANSION JONT 1/2" | y e R 4054 i COIER AREAS | 14 DAYS NONE (EXCEPT FOR ACTIVITY. THIS INCLUDES SLOPES, SWALES, STOCKPILES AND OTHER UNSTABILIZED AREAS.
DLAZA | ’ D . FLATTER THAN 4:1 HQW ZONES) 9. MAINTAIN ALL EROSION CONTROL MEASURES UNTIL PROJECT IS COMPLETE.
2 PLAZA Lk 10. MORE STRINGENT MEASURES MAY BE REQUIRED TO HALT EROSION IF THOSE ON THIS
| 6” DRIVEWAY APRON : S Lf:" <7 -——PRE=CAST CONC. o . 2——PRE=GAST CONC. PLAN PROVE TO BE LESS EFFECTIVE.
| Lgd R e 3810 : o seq | NPDES GROUND 11, REMOVE ALL TEMPORARY EROSION CONTROL MEASURES UPON COMPLETION OF CONSTRUCTION.
e R oo 0 ALL PERMANENT MEASURES SHALL BE WELL ESTABLISHED PRIOR TO PROJECT COMPLETION.
I I P2 i 48" WEIR—] /r 8" RCP <l 48" WEIR— / 2
PP yEr 18" RCP - fpee seetoN) x| o bl / ourrall | B |7 (pEE SeCTON) |- g STABILIZATION CRITERIA MAINTENANCE PLAN
EXISTING PAVEMENT L CONNECTION PIPE ) —= PIPE (& CONNECTION PIPE ey - §
Lay 70 TRENCH HE / s T0 TRENCH el NTS 1. ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CHECKED FOR STABILITY AND
PLAN. S S e OPERATION FOLLOWING EVERY RUNOFF—PRODUCING RAINFALL, BUT IN NO CASE, LESS THAN
s L ot £ pipe ONCE EVERY WEEK AND WITHIN 24 HOURS OF EVERY HALF INCH RAINFALL.
EL 355 . EL 3750 8 LATE WINTER & EARLY SPRING
i e s : i o8 2. ALL POINTS OF EGRESS WILL HAVE CONSTRUCTION ENTRANCES THAT WILL BE PERIODICALLY
10° 10 12° _ VARIABLE 5-0" ot R E SR DS SE © 3000 PSECONE -2 i SEEolNgE’fxﬁ‘gggRY GRASSING DETAIL TOP—DRESSED WITH AN ADDITIONAL 2 INCHES OF #4 STONE TO MAINTAN PROPER DEPTH.
Fo——1/4"_PER 10—t 11 /52\/:\\ 8" STONE—626%0% 8” STONE—52% M THEY WILL BE MAINTAINED IN A CONDITION TO PREVENT MUD OR SEDIMENT FROM LEAVING
A 3 iy POLIREEER, R AN 2 0202020 o0 SPECIES RATE_(Ib/gcre) THE SITE. IMMEDIATELY REMOVE OBJECTIONABLE MATERIAL SPILLED, WASHED OR TRACKED
EXISTING PAVEMENT ! - Rye (grain) ) 120 ONTO THE CONSTRUCTION ENTRANCE OR ROADWAYS.
EXPANSION JOINT Annual lespedeza (Kobe in 3. SEDIMENT WILL BE REMOVED FROM HARDWARE CLOTH AND GRAVEL INLET PROTECTION, BLOCK
Piedmont and Coastal Plain
SECTION A—A Korean in Mountains) 50 /\/AVITI_'DENGF%ﬁ\éE% EIQ%I\II’-ZDR%%RESEG&\IP%C ‘ITIEI(LETASPRBOETEENCT&NFA?P ESCKWPIPSEE II)NLET PROTECTION
Omit annual lespedeza when duration of temporary cover is not to extend L LL WITH IMENT.  ROCK WILL
1x6 ACROSS ENTIRE OPENING STANDARD SIDEWALK DETAIL beyond dune. BE CLEANED OR REPLACED WHEN THE SEDIMENT POOL NO LONGER DRAINS AS DESIGNED.
FOR CONSTRUCTION ONLY SD 8-15 SEEDING DATES: DEBRIS WILL BE REMOVED FROM THE ROCK AND HARDWARE CLOTH TO ALLOW PROPER
PAVEMENT RIVEWAY NOT TO SCALE T 3 reuntins - Abave 2600 f: Feb. 15-Hay 15 ggéimﬁ% WISILTBESAgEaOVVV'!:LDL FBREO 5MFggED DONBCEE AE RWEDriK SANB AISTER EVERY RAIN EVENT.
T T T ins — Abow : Feb. 15~ LL AROUN AV MS, DANDY SACKS AND SOCKS
22 T PURERS 4| Below 2500 ft: Feb. 1—May 1 !
; 5 Piedmont — Jan. 1-May 1 ONCE A WEEK AND AFTER EVERY RAIN EVENT.
X EHENE B2 Goastal Plain = Dec. 1=Apr. 15 4. DIVERSION DITCHES WILL BE CLEANED OUT IMMEDIATELY TO REMOVE SEDIMENT OR OBSTRUCTIONS
. e wer—t ] 18" ROP . s wer—t ik 15" RGP FROM THE FLOW AREA. THE DIVERSION RIDGES WILL ALSO BE REPAIRED. SWALES MUST BE
FORMING DETAIL NOTES: 2’.%%"%"% 3810 f Y i %%E.?T%&ON Tk R S i SoiL AMENDMFNTS A ‘ TEMPORARILY STABILIZED WITHIN 21 CALENDAR DAYS OF CEASE OF ANY PHASE OF
1. SIDEWALK THICKNESS SHALL BE 4" UNLESS NOTED OTHERWISE. ENCH O RENCH PIPE e e /eyt or s, |b/acre ground agricul-~ ACTIVITY ASSOCIATED WITH A SWALE.
2. CONTRACTION JOINTS (C.J.) SPACE SAME AS SIDEWALK WIDTH. 5. SEDIMENT WILL BE REMOVED FROM BEHIND THE SEDIMENT FENCE WHEN IT BECOMES HALF FILLED.
RESIDENTIAL DRIVEWAY STREETS WITH NO CURB 3. THICKEN SIDEWALK TO 67 AT DRIVEWAYS. MULCH THE SEDIMENT FENCE WILL BE REPAIRED AS NECESSARY TO MAINTAIN A BARRIER. STAKES MUST
SD 8-05 A OKEN AORRALK TO B IN LAST 37 WHERE [T ABUTS PAVEMENT JoPLY 4,000 LB/ACKE. STRAW. ANGHOR STRA BY THCKING WITH ASPHALT, NETTNG BE STEEL. STAKE SPACING WILL BE 6 FEET MAX. WITH THE USE OF EXTRA STRENGTH
NOT TO SCALE 5. 1/2” EXPANSION JOINT (E.J.) REQUIRED AT 30' MAX. AT SIDEWALK OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAGHT CAN' BE FABRIC, WITHOUT WIRE BACKING. STAKE SPACING WILL BE 8 FEET MAX. WHEN STANDARD
o T UNES.) AND- A% NOTED ON "SITE PLAR. - STRENGTH FABRIC AND WIRE BACKING ARE USED. IF ROCK FILTERS ARE
_/\[__ 6. PROVIDE A LAYER OF 15§ BLDG. FELT BETWEEN WALK AND ADJACENT DESIGNED AT LOW POINTS IN THE IN THE SEDIMENT FENCE THE ROCK WILL BE REPAIRED
PARALLELING CURB OR STRUCTURE. PLAN VIEW PLAN VIEW MAINTENANCE OR REPLACED IF IT BECOMES HALF FULL OF SEDIMENT, NO LONGER DRAINS AS DESIGNED
7 REINFORGE w/6x6=10/10 WALM. CONTR TUR #1 CONTROL STRUCTURE 2 Radiatay foliwng erosion of thor Samage.~cod refertize and mulch im- 6 gEDILASENE%A'\\IAVlIAI\_(L;_E[B)E REMOVED FROM SEDIMENT TRAPS WHEN THE DESIGNED STORAGE CAPACITY HAS
mediately following erosion or other damage. .
o oR TooLeD CURB | 30" MAX. SPACING | ____Q_L__STRL_LC L..J E 1 ~MINTIAVL - “ASA RS _t BEEN HALF FILLED WITH SEDIMENT. THE ROCK WILL BE CLEANED OR REPLACED WHEN
THE SEDIMENT POOL NO LONGER DRAINS OR WHEN THE ROCK IS DISLODGED. BAFFLES
' | | " e oeton e R GRASSING DETALLY i o Beranep, o RELAD, 1 Ty, COEee TR BECOUPE O SECOME
= —— - ; 7 - T SEEDING MIXTURE ' : N
e IR DR A I AR A IRTRE IV R R I T ONTRACTOR MAY USE BRIGK WITH MAX, CORBEL 1" PER COURSE DEPOSITS REACH HALF THE HEIGHT OF THE 1ST BAFFLE. FLOATING SKIMMERS WILL BE
Wi OF L 9. w9 Y Q<™ o Y BT Qe O g 2. CONTRACTOR MAY USE ECCENTRIC M.H. UNIT SPECIES RAIE_(Ib/gcre) INSPECTED WEEKLY AND WILL BE KEPT CLEAN.
5 S 0 O T I SR GERMAN MILLET 0 7. SEDIMENT WILL BE REMOVED FROM THE SEDIMENT BASIN WHEN THE DESIGN STORAGE CAPACITY HAS
| | i E"J | (V\ IN THE PIEDMONT AND MOUNTAINS, A SMALL-STEMMED SUNDANGRASS MAY BE BEEN HALF FILLED WITH SEDIMENT. ROCK WILL BE CLEANED OR REPLACED WHEN THE SEDIMENT
= SEE_PLAN FOR PIPE — N SUBSTITUTED AT A RATE OF 30 LB/AGRE. POOL NO LONGER DRAINS OR IF THE ROCK IS DISLODGED. BAFFLES WILL BE REPAIRED OR
/ Cd, ORIENTATION | Ng SEEDING NOTES REPLACED IF THEY TEAR, DECOMPOSE OR BECOME INEFFECTIVE. THEY WILL BE REPLACED
§ R i i ) e e PROMPTLY. SEDIMENT WILL BE REMOVED FROM BAFFLES WHEN DEPOSITS REACH HALF
AL . o — ——— q M ~ MAY 15-AUG. THE HEIGHT OF THE 1ST BAFFLE. FLOATING SKIMMERS WILL BE INSPECTED WEEKLY AND
\Va L Cl. ] | Q B A 16, 15 WILL BE KEPT CLEAN.
RN | | | | % D) 8. ALL SEEDED AREAS WILL BE FERTILIZED, RESEEDED AS NECESSARY, AND MULCHED ACCORDING
e 1 | S SOIL AMENDMENTS TO SPECIFICATIONS IN THE VEGETATIVE PLAN TO MAINTAIN A VIGOROUS, DENSE
=3 — | [][lﬂﬂ . CASTING A VEGETATIVE COVER. ALL SLOPES WILL BE STABILIZED WITHIN 21 CALENDAR DAYS. ALL Ll
Lo STRUCTURE N I ut i NOTE: USE DEWEY BROS. TORALLIVESTONE D 750 5/ ACRE 1oc100 10, FERTIigER, |-/ ONe CROUND AGRIGUL= OTHER AREAS WILL BE STABILIZED WITHIN 15 WORKING DAYS. .
o oot renpEE PLAN —_ ] ﬂ[”]l] BASINS AND' QH—BN—=47 9. FLOCCULATES WILL BE USED TO ADDRESS TURBIDITY ISSUES. THE PUMPS, TANKS, HOSES AND @
TO PEDESTRIAN FLOW DIRECTION 1/8"R TOOLED 1/4™1" DEEP w/AN | | OR YARD INLETS MULCH INJECTION SYSTEMS WILL BE CHECKED FOR PROBLEMS OR TURBID DISCHARGES DAILY.
PLAN JOINT 1/8"R TOOLED JOINT | | APPLY 4,000 LB/ACRE STRAW, ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING, )
=t CONC. COLLAR————+ OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE —— —
| | | | Lo _ USED AS A MULCH ANCHORING TOOL SPRING-SUMMER
e e PLAN PERMANENT GRASSING DETAIL
< TR S.L. g T PRECAST 4 RISER RING MAINTENANCE SEEDING MIXTURE
| : | [ | PLAN MIN WEIGHTS: REFERTILIZE IF GROWTH IS NOT FULLY ADEQUATE. RESEED, REFERTILIZE AND MULCH IM— ‘
= ERAME: 208 185 PRECAST M.H. UNITS WITH MEDIATELY FOLLOWING EROSION OR OTHER DAMAGE. FALL—WINTER SPECIES RATE (Ib/qcre)
1'_0" WA’&‘PR%OEE S @ 12" OC PENSACOLA BAHIAGRASS 50
1/2" BXPANSION CONC. COLLAR l*'v‘ ASPHALT PAVEMENT i R PERMANENT GRASSING DETAIL g@@ﬁﬂﬁ‘cm ?‘8’ ‘
» TALL FESCUE
EXPANSION JOINT (E.J.)  CONTRACTION JOINT (C.J.) s » ELEV. VARIES W TEMPORARY FALL GRASSING DETAIL | SEEDING MIXTURE
n - SEEDING MIXTURE SPECIES RATE (Ib/qcre) SEEDING NOTES
SIDEWALK JOINT DETAILS e e e LSRR A e e
SECTION NTS BRICK MASONRY—— % g e SEEDING DATES | -
WHEEL CHAR RAMP @ | SEEDING NOTES JANUARY — APRIL SEEDING DATES
- = | g BooGk M e MOUNTAINS — AUG. 15-DEC. 15 AUGUST ~ DECEWBER
TYPICAL SIDEWALK AND STORMWATER MANAGEMENT PLAN oS T wg o s ST B o, r5-0 3 o EEE L
J— e LARGE<! HAN
APPROVED o B R L e SOIL AMENDMENTS e e T v | S s .
3000 PSI CONC r T T T = : & FOLLOW SOIL TESTS OR APPLY 2,000 LB/ACRE GROUND AGRICULTURAL 1,000 Ib/acre 10-10-10 FERTLzeR. N e L N o0, ﬁ?ﬁcm%ifgpgﬁﬂ?&f"/ acre
—] NEIE R T . 0 3 LIMESTONE AND 1,000 LB/ACRE 10-10—-10 FERTILIZER.
: CITY OF WILMINGTON - SR I < i b : MULCH
Approved Construction Plan For each open utility cut X . e N\ % MULCH
EN G | N EER | N G D EPARTM ENT Of 7 APPLY 4,000 Ib/acre GRAIN STRAW OR EQUIVALENT COVER OF ANOTHER SUITABLE MULCH
Name Bale City streets, a $325 DROS INLET TO HAVE SAND | S D LR, ST, A SRS R T T | e M, o S S SR
DATE PERMIT Ity streets, a TRAP, DROP FOOTING 12" & F'=3" M. S'=1 3/4" MIN. USED AS A MULGH ANGHORNG TooL " NEARLY HT oA BE BE USED AS A MULCH ANCHORING TOOL. oL, NCHOK B TAGHING W AGPHALT. ROVIVG. O, NETTING. O By “CRWNG
Planning Y P = T permit SECTION LEAVE OPENING AS SHOWN _CONCMH BLOCKS,  PRECAST MH RINGS T A o i, 5K WITH BLADES SET NEARLY STRAIGHT CAN BE
shqll be.required from the —_— SECTION MAINTENANCE MAINTENANCE
Traffic SIGNED City prior to occupancy DROP INLET DETAIL S S ond el domoged arcs ipodte, Topres i 0 b/cers | FrugE dcooum 10 sou s 08 e 0 e oo w | \AINTENANCE
Ond or ro.eCt u I vl w} 50 nt:lt:re obe eie r:on e:\np " oa: av rt:lin " —g—| ’ . e e
N —_ /or proj - STORM DRAIN MANHOLE DETAIL R orein racmiainey eapetn e F e e oerty arh. " WARM, WEATHER, AS. THIS INGREASES STAND, LOSSES 10, DISEASE. RESEED, FERTIUZE, REFERTILZE THE FOLLOWING APRIL WITH 50 Ib/acre NITROGEN. REPEAT AS GROWTH
Fire tance NTS
accep . S AND MULCH' DAMAGED AREAS' IMMEDIATELY. MOW TO A HEIGHT OF 2.5=3.5 INCHES RS o E MOWED DY ONGE A YEAR WHERE A NEAT APPEARANGE 15

SITE WORK NOTES

1. THE CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIARIZED WITH EXISTING
CONDITIONS BOTH ON AND IMMEDIATELY ADJACENT TO THE SITE.

2. CLEARING:

CONTRACTOR SHALL REMOVE ALL TREES AND VEGETATION WITHIN LIMITS

FURTHERMORE

VARIES (6'—8’ MIN.
. . 4" MAX.
= iy AS DIR BY ENG 197 SAIGE, HARDWARE CLOTH OF CONSTRUCTION UNLESS OTHERWISE DESIGNATED TO REMAIN.
© o STEEL POST 4X4" POSTS j ar T T T T T T T T —/ 3. GRUBBING AND STRIPPING: CONTRACTOR SHALL RAKE AND REMOVE ROOTS, STUMPS,
[] “ ; = WIRE FABRIC I . NCOOT #5 OR §57 - VEGETATION, DEBRIS, EXISTING STRUCTURES ABOVE AND BELOW GRADE, ORGANIC
\ o N WASHED STONE MATERIAL OR ANY OTHER UNSUITABLE MATERIAL WITHIN LIMITS OF CONSTRUCTION.
% \ T \MIN. 12-1/2 6a B B FILTER FABRIC 4. MUCKING: CONTRACTOR SHALL COORDINATE WITH OWNER AND THEIR GEOTECHNICAL
INTERMEDIATE WIRES! & T 7 REPRESENTATIVE TO COORDINATE REMOVAL OF ANY SOFT AREAS.
& o | ASPHALT T 3 R #57 . 5. DISPOSAL: CLEARED, GRUBBED, STRIPPED OR OTHER WASTE MATERIAL SHALL BE
5 s L XJ ” PAVEENT - ; EIEMOV,\EJB ggorg (s:tTTE AND DISPOSED OF IN A PROPERLY PERMITTED FACILITY.
: —_— L . S N R A . FILL A MPACTION SHOULD COMPLY WITH GEOTECHNICAL REPORT.
3 |A lkl & CONCRETE PAD 5 5%.5 Tﬁ 7. THE CONTRACTOR SHALL NOTE THAT THE GRADING PLAN MAY NOT REPRESENT A BALANCED
. ANCHOR FABRIC SKIRT * b S, TEMPORARY GRAVELED EARTHWORK CONDITION.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR CUT AND
FINISHED ? AS DIRECTED BY ENGINEER / | CONSTRUCTION ENTRANCE FILL QUANTITIES AND COMPLETE INSTALLATION TO SPECIFIED GRADES.
ADE i — = ~ A . 8 THE CONTRACTOR SHALL FURNISH SUITABLE BORROW MATERIAL FROM AN OFF-SITE
\ ! 2s \ v e PROPERLY PERMITTED FACILITY AS REQUIRED.
T ] 9. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL
. BE— CONTRICTON SPECACTONSS: EXISTING UTILITIES DURING CONSTRUCTION. BEFORE COMMENCING ANY EXCAVATION
| % TOTEI-‘SI;NCE FABRIC SHALL BE A MIN. OF 32" IN WIDTH AND == ; ﬁ%&ﬁ:ﬁg ::cu::n Hv%EED IN OR ALONG ROADWAYS OR RIGHT-OF—WAYS, PUBLIC AREAS OR IN PRIVATE e
T [ g s ] : : ) " SORROURDNG T BUET SPAE DOSTS VY ARCLND EASEMENTS, THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE PERSONNEL OF
N pl== % SPACiNG, - M OF S ENE WIRES W T2 ST T e W CRoss- BRAGNG 3. SUROUND THE FOSTS W e MESH HRDMAGE GO, THEIR INTENT TO EXCAVATE, IN WRITING, NOT LESS THAN 10 DAYS PRIOR TO EXCAVATING,
Illzmzu_ll |_|:mz\ |0 s FABRIC SHALL BE FOR EROSION CONTROL AND MIN. OF S = botE: A5 BTow~ pLACICA 27T P OF Wik 10. THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE DISCONNECTION/
== Yl=l= ™ " 36" IN WIDTH. FABRIC SHALL BE FASTENED ' 4. PUACE CLEW, GRAVEL (ACOOT #5 OR 457 STONE) ON A Z1, MANTENACE: RECONNECTION AND/OR THE RELOCATION OF ALL EXISTING UTILITIES WITH
== ‘LJ —| = L ADEQUATELY TO THE WIRE FABRIC AS DIRECTED BY THE © 5 MOMTOMEENGRAE " eon smeaizen. ﬁagﬁfﬂyﬁﬁ?ﬁigw% oSS A CONG 18" APPROPRIATE PERSONNEL.
—T===1T] ENGINEER. . X = S o e . e o oS A CARe (0T D Goukce 0% OMDERELT THe Wi NESn DU ' 11. EXISTING SURVEYING PERFORMED BY MICHAEL UNDERWOOD AND SUPPLIED BY THE OWNER.
e 3 O R B S ouE e /CHT AND BE OF THE ' [ Ll | ' ROADWAY PAVEMENT 12, THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AT THE SITE.
' [ ] J THE CONTRACTOR SHALL REPORT ALL DISCREPANCIES OR QUESTIONS TO THE ENGINEER

REVISIONS
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TREE PROTECTION DETAIL SD 15-09

TREE PROTECTION DETAIL SD 15-08

8' BOARD-ON-BOARD PRIVACY FENCE

N

FEEDER ROOTS /]
FEEDER ROOTS ARE LOCATE
AT "DRIPLINE” OF TREE

AND PROVIDE TREE WITH
MOISTURE AND NUTRIENTS.
SEE NOTE 1 & NOTE 4

TREE PROTECTION DURING CONSTRUCTION

1. DO NOT COMPACT SOIL BENEATH TREES.
UNDER TREES.

WILL DIE.

\ ‘\\\ \i\\l S

ELEVATION TREE CANFAIL
= PROP

ERTY.
SEE NOTE 2 & NOTE 4

CROWN OF TREE IS NEEDED FOR LEAF
GROWTH TO PRODUCE OXYGEN, FILTER
THE AIR, REDUCE WIND, SOFTEN NOISE,
AND PROVIDE BEAUTIFUL APPEARANCE.
ISFIGURE CROWN WITH
INSENSITIVE PRUNING!

}& DO NOT_D

DRIPLINE

‘t N “\“L"”\Nx'_

\ ——

SO

STRUCTURAL ROOTS
STRUCTURAL ROOQOTS

NEAR BASE OF TRUNK ARE
NEEDED TO GIVE SUPPORT TO
IF REMOVED,
AND DAMAGE

ENTIRE TREE.

NO VEHICLE SHALL BE ALLOWED TO PARK
NO HEAVY MATERIALS SHALL BE STORED BENEATH TREES.
OF COMPACTION CAUSE WATER AND AIR NOT TO REACH THE ROOTS AND THE TREE
THESE "FEEDING ROOTS™ OCCUR WELL AWAY FROM THE BASE OF

THE TREE TO THE EDGE OF THE OVERHEAD BRANCH CANOPY.

THE BARK WITH LAWNMOWERS, CONSTRUCTION EQUIPMENT, OR ANYTHING ELSE
APROTECTIVE BARRIER SHOULD PREVENT DAMAGE FROM

IS PROHIBITED.
OCCURING DURING CONSTRUCTION.

2. NO CUTTING OF LARGE STRUCTURAL ROOTS LOCATED NEAR THE BASE OF THE
THESE ARE ESSENTIAL IN SUPPORTING THE TREE AND HOLDING IT
REMOVAL OF THESE ROOTS ALONG ONE SIDE IS
OFTEN DONE BECAUSE OF A WALK, PAVING OR BUILDING WHICH IS BEING

TRUNK.
UPRIGHT IN_HIGH WINDS.

CONSTRUCTED.

3. AVOID CUT AND FILL WITHIN DIAMETER OF TREE CROWN DURING EXCAVATION.

METHOD OF TREE PROTECTION DURING CONSTRUCTION

DRIPLINE

PROTECTIVE
BARRIER

— A

~LC NI

i

—

LOCATED

NOTE:

RESULTS

~=——EXISTING TREE

TREES TO BE SAVED WILL BE CLEARLY MARKED PRIOR TO CONSTRUCTION AND A
PROTECTIVE BARRIER IS TO BE INSTALLED AT THE DRIPLINE.

DRIP LINE — THE AREA OF SOIL DIRECTLY BENEATH THE TREE EXTENDING OUT TO
THE TIPS OF THE OUTERMOST BRANCHES.

METHOD OF TREE PROTECTION DURING CONSTRUCTION

o1/

1II

LEGEND
1.

DAMAGING
NOT TO SCALE

SD 15-08

/ 7 / 1 x 6 TOP PLATE
/l \@ 2. 2x4 STRINGER
g 3. 1x6 STRINGER
4. 1x6VERTICAL BOARDS - 1"
OVERLAP
3 MIN. STAKE — ﬂ( — — — — — — — — — — _ _ e
—— HEIGHT ABOVE N I {1 O | R O A N I N Q o I
GRADE y ® © 5. 6x6POSTS AT 8-0"O.C.
g
6. FINISH GRADE
”’35“% g
A )
A N 7. CONCRETE FOOTING
= —~
' 8. COMPACTED SUBGRADE
/ / S
I ) Y I T Y O Y I I JII/ ) 3}‘
Ell J.Igm'%: R e NOTES:
/ i O e ALL CONNECTORS, FASTENERS
ELEVATION VIEW _'ﬁ% AL e AND OTHER HARDWARE SHALL BE
SCALE: 12" = 1-0' SECTION VIEW ol ;@5/_‘ HOT DIPPED GALVANIZED.
SCALE: 1/2'=1-0" I Il

T
T T

SD 15-09

NOT TO SCALE

owW)

60" Public R

Spirea Drive (

10' buffer yard with 8' fence (SEE DETAIL ABOVE)
and additional plantings

20' x 70" Sight Distance Triangle

Gravel Walking Path
¥0'GS¢ M ,00,00.0L S

S\ 80°00°00” E 62.92
g

Active & Passive

Recreation Area  »'Q
<
M

(1,973sf) @

Active & Passive Recreation
Area. (4,431 sf)

S 8Q°20'42" E 93.17

9,911 3 .8lL%S.60 N
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Lake Avenue (60' Public ROW)

k57 W J 220

R

Dumpster Location
9' Street Yard

Proposed Public Sidewalk
| —— 20' x 70' Sight Distance Triangle

14x14 Pavilion with outdoor

~

Active & Passive Recreation
Area. (11,568 sf)

seating and grilling area.

Proposed Public
Sidewalk

18' street yard

Active & Passive Recreation
Area: Landscaped pocket
park with benches (4,011 sf)

SITE DATA

GENERAL NOTES

SYMBOL LEGEND

VICINITY MAP

NOT TO SCALE

ADDRESS:

4310 Spirea Drive

OWNER:

Center 206 LLC

4317, 4319, 4321& 4329 Lake Avenue

OPEN SPACE REQUIREMENTS

REQUIRED

6258 Ingleside Dr., Wilmington, NC 28409

PARCEL ID:

R06106-006-042-000, R06106-006-005-001
R06106-006-005-000, R06106-006-043-000

R06106-006-006-000

TOTAL PROJECT AREA

LANDSCAPE REQUIREMENTS

STREET YARD
PRIMARY STREET YARD
(Lake Avenue) (220 - 24)
SECONDARY STREET YARD
(Spirea Drive)

FOUNDATION PLANTING
(FACING PARKING/DRIVEWAYS)

BUFFER YARD (ABUTTING RESIDENTIAL)
TREES @ 15 PER ACRE DISTURBED

112,171 SF (2.57 AC.)

REQUIRED
3,528 SF
(196 LF X 18)
567 SF
(63X 9)

12% FACADE AREA

20'

39

35% OF TRACT
ACTIVE or PASSIVE RECREATION AREAS

.90 AC. (39,182 SF)
19,591 SF

PROVIDED
3834 SF
593 SF

12%

10' (with Fence)

116

PROVIDED

.94 AC. (40,806 SF)

22,008 SF

1.

©oNoOoT AW N

15.
16.
17.
18.
19.

20.
21.

22.
23.

24.
25.

SITE BOUNDARY, TREES, AND WETLAND INFORMATION TAKEN FROM SURVEY PROVIDED BY GARY W.
KEYS LAND SURVEYING, DATED 07-04-12

ADJA%ENT PROPERTY LINES ARE BASED ON NEW HANOVER COUNTY G.I.S. DATA AND ARE
APPROXIMATE.

EXISTING WATER AND SEWER LINES ARE OWNED BY CAPE FEAR PUBLIC UTILITY AUTHORITY.
E)éllz?\-/rll(,)\lgSSTORM DRAINAGE INFORMATION PROVIDED BY CITY OF WILMINGTON STORMWATER

ALL PROTECTED TREES WILL BE PRESERVED OR MITIGATED.

SITE IS NOT LOCATED WITHIN A 100-YEAR FLOOD ZONE

SITE IS NOT LOCATED WITHIN A CONSERVATION OVERLAY DISTRICT.

SITE CONTAINS NO 404 WETLANDS

ALL UTILITIES SHALL BE UNDERGROUND.

ALL SIGNS WILL BE LOCATED AND APPROVED BY THE CITY OF WILMINGTON PLANNING DEPARTMENT.
TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS.

NO EXISTING DRIVEWAYS ARE TO BE CLOSED.

CONTRACTOR SHALL MAINTAIN ALL-WEATHER ACCESS FOR EMERGENCY VEHICLES AT ALL TIMES
DURING CONSTRUCTION.

NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION FENCING AND SILT FENCING IS
INSTALLED AND APPROVED. PROTECTIVE FENCING IS TO BE MAINTAINED THROUGHOUT THE
DURATION OF THE PROJECT, AND CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTION ON TREE
PROTECTION METHODS.

STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING CONSTRUCTION.

ANY SIGNS TO BE MONUMENT STYLE AND/OR WALL SIGNS.

WATER AND SEWER SERVICE SHALL MEET CFPUA DETAILS AND SPECIFICATIONS.

PROPOSED WATER SERVICE WILL REQUIRE A STATE WATER PERMIT.

PR8TEgTIVE FENCING IS TO BE PROPERLY MAINTAINED THROUGHOUT THE DURATION OF THE
PROJECT.

LAND CLEARING AND CONSTRUCTION CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTION ON
TREE PROTECTION REQUIREMENTS AND METHODS.

ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE PROPERLY BARRICADED WITH
FENCING AND PROTECTED THROUGHOUT CONSTRUCTION TO INSURE THAT NO CLEARING AND
GRADING OR STAGING OF MATERIALS WILL OCCUR IN THOSE AREAS.

NO EQUIPMENT IS ALLOWED ON THE SITE UNTIL ALL TREE PROTECTION FENCING AND SILT FENCING
HAS BEEN INSTALLED AND APPROVED.

REGULATED AND SIGNIFICANT TREES IN THE STREET YARD AND ANY TREES IN ANY REQUIRED
BUFFERS ARE REQUIRED TO BE RETAINED.

ANY GROUND LEVEL MECHANICAL EQUIPMENT TO BE SCREENED AS NECESSARY.

THIS PLAN IS PRELIMINARY AND NOT FOR CONSTRUCTIONAND IS SUBJECT TO CHANGE IN
ACCORDANCE WITH PROVISIONS OF THE WILMINGTON LAND DEVELOPMENT CODE.

...............

_______________

STREET YARD AREA

OPEN SPACE

ACTIVE & PASSIVE RECREATION AREAS

PROPOSED 8' PRIVACY FENCE

EXISTING TREE TO REMAIN

EXISTING TREE TO BE REMOVED

TREE PROTECTION FENCE

SPIREA DR

NORTH

60 90

NORTH SCALE: 1" = 30
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SITE DATA GENERAL NOTES
1. SITE BOUNDARY, TREES, AND WETLAND INFORMATION TAKEN FROM SURVEY
ADDRESS: 4317, 4319, 43218 4329 Lake Avenue PROVIDED BY GARY W. KEYS LAND SURVEYING, DATED 07-04-12
4310 Spirea Drive 2. ADJACENT PROPERTY LINES ARE BASED ON NEW HANOVER COUNTY G.I.S. DATA
AND ARE APPROXIMATE.
OWNER: Center 206 LLC 3. EXISTING WATER AND SEWER LINES ARE OWNED BY CAPE FEAR PUBLIC UTILITY
6258 Ingleside Dr., Wilmington, NC 28409 AUTHORITY.
4. EXIgTING STORQ/I DR%INQGE INFORMATION PROVIDED BY CITY OF WILMINGTON
: 006045 OE-O05- TORMWATER SERVICES.
PARCEL ID: Egg] 82_882_832_888’ Egg] 82_882_822_888 5. ALL PROTECTED TREES WILL BE PRESERVED OR MITIGATED.
ROG1 06.008.006-000 6. SITE IS NOT LOCATED WITHIN A 100-YEAR FLOOD ZONE
-006-006- 7. SITE IS NOT LOCATED WITHIN A CONSERVATION OVERLAY DISTRICT.
8. SITE CONTAINS NO 404 WETLANDS
TOTAL PROJECT AREA 112,171 SF (2.57 AC.) 9. ALL UTILITIES SHALL BE UNDERGROUND.
10. ALL SIGNS WILL BE LOCATED AND APPROVED BY THE CITY OF WILMINGTON
PLANNING DEPARTMENT.
11. TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS.
OPEN SPACE REQUIREMENTS 12. NO EXISTING DRIVEWAYS ARE TO BE CLOSED.
REQUIRED PROVIDED 13. CONTRACTOR SHALL MAINTAIN ALL-WEATHER ACCESS FOR EMERGENCY
REQUIRED FROVIDED VEHICLES AT ALL TIMES DURING CONSTRUCTION.
14. NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION FENCING AND
SILT FENCING IS INSTALLED AND APPROVED. PROTECTIVE FENCING IS TO BE
35% OF TRACT .90 AC. (39,182 SF) .94 AC. (40,806 SF) MAINTAINED THROUGHOUT THE DURATION OF THE PROJECT, AND
ACTIVE or PASSIVE RECREATION AREAS 19501 SF 20 008 SF I\cﬂgmg/[\)cS:TORs SHALL RECEIVE ADEQUATE INSTRUCTION ON TREE PROTECTION
15. STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING CONSTRUCTION.
16. ANY SIGNS TO BE MONUMENT STYLE AND/OR WALL SIGNS.
17. WATER AND SEWER SERVICE SHALL MEET CFPUA DETAILS AND SPECIFICATIONS.
LANDSCAPE REQUIREMENTS 18. PROPOSED WATER SERVICE WILL REQUIRE A STATE WATER PERMIT.
REQUIRED PROVIDED 19. PROTECTIVE FENCING IS TO BE PROPERLY MAINTAINED THROUGHOUT THE
STREET YARD - - DURATION OF THE PROJECT.
= FRIVARY STREET YARD 3,528 SE 3834 SE 20. LAND CLEARING AND CONSTRUCTION CONTRACTORS SHALL RECEIVE ADEQUATE
Lake A 050 24 196 LE X 18 INSTRUCTION ON TREE PROTECTION REQUIREMENTS AND METHODS.
(Lake Avenue) (220 - 24) ( ) 21. ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE PROPERLY
TREES* @1/ 600 SF 7 12 BARRICADED WITH FENCING AND PROTECTED THROUGHOUT CONSTRUCTION TO
SHRUBS @6/ 600 SF 39 88 INSURE THAT NO CLEARING AND GRADING OR STAGING OF MATERIALS WILL
SECONDARY STREET YARD 567 SF 593 SF OCCUR IN THOSE AREAS.
(Spirea Drive) (63 X 9) 22. NO EQUIPMENT IS ALLOWED ON THE SITE UNTIL ALL TREE PROTECTION FENCING
TREES* @1/ 600 SF 5 5 AND SILT FENCING HAS BEEN INSTALLED AND APPROVED.
SHRUBS @6/ 600 SF 6 15 23. REGULATED AND SIGNIFICANT TREES IN THE STREET YARD AND ANY TREES IN
ANY EE%UIRED BUFFER% ARE IéEQUIQRED TO BE RCI)ETAII\éI%D. S NECESS
24. ANY GROUND LEVEL MECHANICAL EQUIPMENT TO BE SCREENED AS NECESSARY.
FOUNDATION PLANTING 12% FACADE AREA  12% 25. THIS PLAN IS PRELIMINARY AND NOT FOR CONSTRUCTIONAND IS SUBJECT TO
(FACING PARKING/DRIVEWAYS) CHANGE IN ACCORDANCE WITH PROVISIONS OF THE WILMINGTON LAND
DEVELOPMENT CODE.
BUFFER YARD (ABUTTING RESIDENTIAL) 20 10' (with Fence)
TREES @ 15 PER ACRE DISTURBED 39 116
* EXISTING TREES USED TO SATISFY STREET YARD REQUIREMENTS
‘ | \
| [ \
| | \ /
| { \ Y
| | \ /
/ | \ I /
| R\ 7
o SN
| \
\ / \
I / \
[ m— DN \i- :;A,',:;-v;_‘,_‘:‘_‘l,:?;o e o
3 " WY # RN ENRS
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/ |
20' X 70' SIGHT DISTANCE TRIANGLE ——
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D | % ZANNNAY
< 9 INY NV
LLI %'
|z
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(0p) |
20' X 70' SIGHT DISTANCE TRIANGLE

— PERVIOUS
PAVING (TYP.)

MATCHLINE - SEE SHEET L2.2

PLANTING LEGEND

CONTEXT MAP

NOT TO SCALE

VICINITY MAP NOT TO SCALE

TREES SHRUBS VINES AND GROUNDCOVER
SYMBOL  BOTANICAL / COMMON NAME SIZE QUANTITY SYMBOL  BOTANICAL / COMMON NAME SIZE /SPACING QUANTITY | SYMBOL BOTANICAL / COMMON NAME SIZE / SPACING QUANTITY
. ILEX x NELLIE R. STEVENS 25 GAL 9 ) AZALEA 'FORMOSA' 3 GAL 21
NELLIE STEVENS HOLLY SOUTHERN INDICA HYBRID 15-18 HEMEROCALLIS X 'HAPPY RETURNS' 1 GAL 220 SF
. . DAYLILY
. LAGERSTROEMIA I. 'APALACHEE' 15 GAL 6 ® B N TER GEM b 3 GAL 101
APALACHEE CRAPE MYRTLE TRACHELOSPERMUM ASIATICUM 1 GAL 150 SF
@ CAMELLIA S. 'YULETIDE' 7 GAL 6 ASIAN JASMINE
" MAGNOLIA G. 'D.D. BLANCHARD' B&B 24 SASANQUA CAMELLIA 3-4'
SOUTHERN MAGNOLIA 7-8' CLEYERA JAPONICA 5 GAL o OPHIOPOGON JAPONICA 4" POT 115 SF
o MONDO GRASS
@ MYRICA CERIFERA (TREE FORM) 5-6' 44 JAPANESE CLEYERA
WAX MYRTLE @ FATJil éA }1\1 %%%wg /ﬁ_lA 3 GAL 3 SOD LAWN SEE PLAN
2 PRUNUS YEDOENSIS 25 GAL 6
FLOWERING CHERRY ® ILEX VOMITORIA 15 GAL 76
YAUPON HOLLY
+ ULMUS PARVIFOLIA 'FRONTIER' 25 GAL 19
CHINESE ELM @ LIGUSTRUM J. 'RECURVIFOLIUM' 3 GAL 8
CURLY LEAF LIGUSTRUM
TN S MISCANTHUS SINENSIS 'ADAGIO' 3 GAL 18
’\ O | EXISTING TREE TO REMAIN DWARF MAIDEN GRASS
N ® NANDINA DOMESTICA 3 GAL 5
- NANDINA
@ OSMANTHUS FRAGRANS 7 GAL 7
TEA OLIVE
@ PITTOSPORUM TOBIRA 'VARIEGATUM' 3 GAL 29
VARIEGATED PITTOSPORUM 18-24"
PODOCARPUS M. 'MAKI' 7 GAL 7
SOUTHERN YEW 3-4'
@ RHAPHIOLEPSIS 'MAJESTIC BEAUTY' 3 GAL 39
MAJESTIC BEAUTY HAWTHORN 18-24"

NORTH

AREA SHOWN ——

oA

SPIREA DR

LAKE AVE

SYMBOL LEGEND

SPIREA DR

NORTH

NORTH SCALE: 1" = 20

80
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SITE DATA

ADDRESS: 4317, 4319, 4321& 4329 Lake Avenue
4310 Spirea Drive

OWNER: Center 206 LLC
6258 Ingleside Dr., Wilmington, NC 28409

PARCEL ID: R06106-006-042-000, R06106-006-005-001
R06106-006-005-000, R06106-006-043-000
R06106-006-006-000

TOTAL PROJECT AREA 112,171 SF (2.57 AC.)

OPEN SPACE REQUIREMENTS

REQUIRED PROVIDED
35% OF TRACT .90 AC. (39,182 SF)
ACTIVE or PASSIVE RECREATION AREAS 19,591 SF 22,008 SF
LANDSCAPE REQUIREMENTS

REQUIRED PROVIDED
STREET YARD

PRIMARY STREET YARD 3,528 SF 3834 SF
(Lake Avenue) (220 - 24) (196 LF X 18)

TREES* @1/ 600 SF 7 12
SHRUBS @6/ 600 SF 39 88
SECONDARY STREET YARD 567 SF 593 SF

(Spirea Drive) (63X9)
TREES* @1/ 600 SF 2 2
SHRUBS @6/ 600 SF 6 15

FOUNDATION PLANTING
(FACING PARKING/DRIVEWAYS)

12% FACADE AREA  12%

BUFFER YARD (ABUTTING RESIDENTIAL) 20'
TREES @ 15 PER ACRE DISTURBED 39 116
* EXISTING TREES USED TO SATISFY STREET YARD REQUIREMENTS

.94 AC. (40,806 SF)

10' (with Fence)

GENERAL NOTES

1.

S9N A~ W N

— . —
wnp= o

—
»

15.
16.
17.
18.
19.
20.

21.

22.
23.

24.
25.

SITE BOUNDARY, TREES, AND WETLAND INFORMATION TAKEN FROM SURVEY
PROVIDED BY GARY W. KEYS LAND SURVEYING, DATED 07-04-12

ADJACENT PROPERTY LINES ARE BASED ON NEW HANOVER COUNTY G.I.S. DATA
AND ARE APPROXIMATE.

EXISTg\lG WATER AND SEWER LINES ARE OWNED BY CAPE FEAR PUBLIC UTILITY
AUTHORITY.

EXISTING STORM DRAINAGE INFORMATION PROVIDED BY CITY OF WILMINGTON
STORMWATER SERVICES.

ALL PROTECTED TREES WILL BE PRESERVED OR MITIGATED.

SITE IS NOT LOCATED WITHIN A 100-YEAR FLOOD ZONE

SITE IS NOT LOCATED WITHIN A CONSERVATION OVERLAY DISTRICT.

SITE CONTAINS NO 404 WETLANDS

ALL UTILITIES SHALL BE UNDERGROUND.

ALL SIGNS WILL BE LOCATED AND APPROVED BY THE CITY OF WILMINGTON
PLANNING DEPARTMENT.

TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS.

NO EXISTING DRIVEWAYS ARE TO BE CLOSED.

CONTRACTOR SHALL MAINTAIN ALL-WEATHER ACCESS FOR EMERGENCY
VEHICLES AT ALL TIMES DURING CONSTRUCTION.

NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION FENCING AND
SILT FENCING IS INSTALLED AND APPROVED. PROTECTIVE FENCING IS TO BE
MAINTAINED THROUGHOUT THE DURATION OF THE PROJECT, AND
CONTSA(S)TORS SHALL RECEIVE ADEQUATE INSTRUCTION ON TREE PROTECTION
METHODS.

STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING CONSTRUCTION.
ANY SIGNS TO BE MONUMENT STYLE AND/OR WALL SIGNS.

WATER AND SEWER SERVICE SHALL MEET CFPUA DETAILS AND SPECIFICATIONS.
PROPOSED WATER SERVICE WILL REQUIRE A STATE WATER PERMIT.

PROTECTIVE FENCING IS TO BE PROPERLY MAINTAINED THROUGHOUT THE
DURATION OF THE PROJECT.

LAND CLEARING AND CONSTRUCTION CONTRACTORS SHALL RECEIVE ADEQUATE
INSTRUCTION ON TREE PROTECTION REQUIREMENTS AND METHODS.

ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE PROPERLY
BARRICADED WITH FENCING AND PROTECTED THROUGHOUT CONSTRUCTION TO
INSURE THAT NO CLEARING AND GRADING OR STAGING OF MATERIALS WILL
OCCUR IN THOSE AREAS.

NO EQUIPMENT IS ALLOWED ON THE SITE UNTIL ALL TREE PROTECTION FENCING
AND SILT FENCING HAS BEEN INSTALLED AND APPROVED.

REGULATED AND SIGNIFICANT TREES IN THE STREET YARD AND ANY TREES IN
ANY REQUIRED BUFFERS ARE REQUIRED TO BE RETAINED.

ANY GROUND LEVEL MECHANICAL EQUIPMENT TO BE SCREENED AS NECESSARY.
THIS PLAN IS PRELIMINARY AND NOT FOR CONSTRUCTIONAND IS SUBJECT TO
CHANGE IN ACCORDANCE WITH PROVISIONS OF THE WILMINGTON LAND
DEVELOPMENT CODE.

MATCHLINE - SEE SHEET L2.1

MATCHLINE - SEE SHEET L2.1
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PLANTING LEGEND

CONTEXT MAP

NOT TO SCALE

VICINITY MAP NOT TO SCALE

TREES SHRUBS VINES AND GROUNDCOVER
SYMBOL BOTANICAL / COMMON NAME SIZE QUANTITY SYMBOL  BOTANICAL / COMMON NAME SIZE /SPACING QUANTITY | SYMBOL BOTANICAL / COMMON NAME SIZE / SPACING QUANTITY
ILEX x NELLIE R. STEVENS 25 GAL 8 AZALEA 'FORMOSA' 3 GAL 29
¢ NELLIE STEVENS HOLLY © SOUTHERN INDICA HYBRID 15-18 HEMEROCALLIS X 'HAPPY RETURNS' 1 GAL 190 SF
. . DAYLILY
. LAGERSTROEMIA I. 'APALACHEE' 15 GAL 26 ® B N TER GEM b 3 GAL 141
APALACHEE CRAPE MYRTLE R TRACHELOSPERMUM ASIATICUM 1 GAL 30 SF
@ CAMELLIA S. 'YULETIDE!' 7 GAL 23 fatetetetet ASIAN JASMINE
" MAGNOLIA G. 'D.D. BLANCHARD' B&B 10 SASANQUA CAMELLIA 3-4'
SOUTHERN MAGNOLIA 7-8' CLEYERA JAPONICA 5 GAL 6 OPHIOPOGON JAPONICA 4" POT 490 SF
® MONDO GRASS
@ MYRICA CERIFERA (TREE FORM) 5-6' 31 JAPANESE CLEYERA
WAX MYRTLE @ FAT%I éA }1\1 %%%wg /ﬁ_lA 3 GAL 8 SOD LAWN SEE PLAN
2 PRUNUS YEDOENSIS 25 GAL 13 J
FLOWERING CHERRY ® ILEX VOMITORIA 15 GAL 51
YAUPON HOLLY
+ ULMUS PARVIFOLIA 'FRONTIER' 25 GAL 10
CHINESE ELM @ LIGUSTRUM J. RECURVIFOLIUM 3 GAL 12
CURLY LEAF LIGUSTRUM
TN D LOMANDRA L. 'BREEZE' 3 GAL 20
’\ O | EXISTING TREE TO REMAIN BREEZE GRASS
N S MISCANTHUS SINENSIS 'ADAGIO" 3 GAL 55
- DWARF MAIDEN GRASS
® NANDINA DOMESTICA 3 GAL 10
NANDINA
@ OSMANTHUS FRAGRANS 7 GAL 15
TEA OLIVE
@ PITTOSPORUM TOBIRA 3 GAL 76
PITTOSPORUM 18-24"
PODOCARPUS M. 'MAKI' 7 GAL 13
SOUTHERN YEW 3-4'
@ RHAPHIOLEPSIS 'MAJESTIC BEAUTY' 3 GAL 60
MAJESTIC BEAUTY HAWTHORN 18-24"

NORTH

SPIREA DR

LAKE AVE

AREA SHOWN J

SYMBOL LEGEND

SP’REA DR

NORTH

NORTH SCALE: 1" = 20
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TREE SURVEY FOR LAKE PARK VILLAGE
NOTES: 5 LOTS OF WINTER PARK GARDENS
THIS IS NOT A BOUNDARY SURVEY.
0 15 0 30 60 (Vicinity Map Not to Scale) TOWNSHIP
— —— THIS IS A TREE LOCATION SURVEY DONE ON THE WILMINGTON
AREAS COMPRISED OF 5 INDIVIDUAL LOTS IN
GRAPHIC SCALE WINTER PARK GARDENS. INTERIOR LOT LINES ARE COUNTY NEW HANOVER STATE  NC
AREA BY COORDINATE COMPUTATION SHOWN HERE FOR CLARITY. 2 DATE
07,/04/12 SCALE 1”30’
(O]
o
i : - .. "Surveys... LEGEND: S SURVEYEDBY . DRAWNBY .
L, Gary W. Keyes, certify that this plat was drawn under my supervision from an actual survey made under my supervision (deed W Land EIP = EXISTING IRON PIPE o -
description fecorded in Book , Page , or other source as noted); that the boundaries not surveyed are clearly indicated aaq 'I:B'lef' an 5LIV6HM RBS = REBAR SET S OWNER:
S\ CA p 1, a8 drawn from information found in Book , Page (or other source as noted); that the ratio of Gary W. Keyes, LS x12p = 14" PINE, ETC
= 0(/";geum" as calculated is 1: 10,000+ _; IS .y xBo = 147 OAK, ETC &
' N % . 62272 (ordon Road et - SOCOTHER FARDWOOD, ETC ) O 6558 INGLESIDE DRIVE
y X xZ0onw = N
. Witness my original signature, registration number and seal this 12 _dayof JULY ,AD,2012 ., Wimington, NC 284l| x11x120 = 11" X 12" FORKED OR = WILMINGTON, NC 28409
: 9"; 0-7 2‘8 4775 TWIN OAK, ETC '5
Wt L I—4381 -228- 3
> . Surveyor Registration # dkeyes@ec.rr.com
Iu,,,,”“m\ ...Because of Christ" REPORTED ZONING: R—-15
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