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|_| 5‘8{4 Description | By
_
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NEW CENTRE COMMERCIAL
— MB 51, PG 60
BK 5149, PG 368
| . PID: R04911-007—027-000
OWNER: GOKUL LLC
g 47DoBs SNSEg\ils cggng;g& SITE _INVENTORY NOTES:
g STV A 1. PREPARER OF THE PLAN: TRIPP ENGINEERING, P.C.
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EX. C.B. :,.'; 4. PROPERTY OWNER: WINSTON SALEM DG, LLC
TOP 33.22 EXIST. CURB TO BE ]
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- o Ot s TR S K e R REMGVED S SHOWN. 16. CONSERVATION RESOURCES: NONE =
ToP 35,72 S % D LR . - e F ad \l (Tvp ASSOCIATED SETBACKS: N/A E B —]
. ./4 . P g %', -\6“ + / “:94.}\ ‘%}.’* (,}'+ // o\e‘p + S N AR
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EX.CE oo i % ° W ‘\ N\ | —— — — —— PROPERTY BOUNDARY APPROVED
INV. 32.53 ;% B — EXISTING CONTOUR CITY OF WILMINGTON
000 ANDICAP ACCESS \\ ENGINEERING DEPARTMENT
[ neols o SAWCUT AND MATCH EXIST. EXIST. STOP [SIGN/ fgf}? EXISTING TREE DATE PERMIT #
ey CONCRETE GRADE
\ £ . (SEE C3) ROAD SIGN
\ 2 uR
/ \ §z;§ X CURBING TO BE REMOVED SIGNED
/ 88d2
/ EXIST 7 53 % DEMO
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- SITE PLAN City streets, a $325 DRAWN  EW
~ " , permit
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- " — | E— o ot
PID: R04911-001-017-000 :
PID: R04911—001—016-000 and/or project
/ OWNES%SEEQ_J@!EESN NC OWNER: WINSTON SALEM DG LLC , , , , , I , acceptance.
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REVISIONS
5‘3{4 Description | By
NOTES:
ZONING
1) TOPOGRAPHY AND TREE SURVEY COMPLETED BY ARNOLD CARSON,
PLS.
| LoT 5 2) PERMITTING OF BUSINESS IDENTIFICATION SIGNAGE IS A SEPARATE
NEW CENTRE COMMERCIAL PROCESS. CITY OF WILMINGTON WILL NOT ALLOW OBSTRUCTIONS WITHIN
BK 5149', PG 368 THE RIGHT_OF_WAY.
3) CONTRACTOR SHALL FIELD VERIFY SIZE, MATERIAL, INVERTS AND
i PID: RO4911-007027-000 LOCATION OF ALL EXISTING UTILITIES PRIOR TO INSTALLATION OF
: 4708 New GENTRE DR, PROPOSED CONNECTIONS.
DB 5666, PG 0518 4) EXISTING EASEMENTS AS SHOWN
g ExisTNG USE: ResIDENTIA HOTEL 5) CONTRACTOR SHALL MAINTAIN ALL—WEATHER ACCESS FOR EMERGENCY
COMMON ACCESS EASEMENT VEHICLES AT ALL TIMES DURING CONSTRUCTION. LOCATION MAP
3 MAP BOOK 51, PAGE 60 6) UNDERGROUND FIRE LINE(S) MUST BE PERMITTED AND INSPECTED BY
3 DEED BOOK 5149, PAGE 368 THE WILMINGTON FIRE DEPARTMENT FROM THE PUBLIC RIGHT—OF—WAY TO
\ ~ EXIST. m\%)o THE BUILDING. CONTACT THE WILMINGTON FIRE DEPARTMENT DIVISION OF
B € FIRE AND LIFE SAFETY AT 910—341—0696. SITE DATA:
F-
20'x70" SIGHT o SOLID WASTE PROPERTY OWNER WINSTON SALEM DG, LLC
1) SITE TO USE ON-SITE DUMPSTER. PROJECT ADDRESS 4712 NEW CENTRE DRIVE
ropSS?sta DISTANCE TRIANGLE b PIN' NUMBER R04911-001-018-000
'"V 2448 663028 27887 (TQIALL_ oRnEviy g %mEI.EI'.QPAVEMENT MARKINGS IN PUBLIC RIGHTS—OF—WAY AND FOR AREA NOT IN A FEMA 100-YEAR FLOOD ZONE.
R OPOSED DUMPSTER W FENOING | =®.o DRIVEWAYS ARE TO BE THERMOPLASTIC AND MEET CITY AND/OR NCDOT ZONING DISTRICT RB-REGIONAL BUSINESS
S ———-r: Y— ] STANDARDS. DISTURBED AREA 1.86 Ac.
(SEE DETAIL)_\ 9 — —%ﬁ% — 2) TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT
— MARKINGS) IN AREAS OPEN TO PUBLIC TRAFFIC ARE TO MEET MUTCD :
% 278.88' .
NQ@ o' prvATE @y o e pe 0ol 130 \ cesam | g (MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES) STANDARDS. SETBACKS REQUIRED N
ss o I~ <o EX, g"sg 0SS BASEMENT 5‘ GG EX.8'SS  cg P 3452 3) CONTACT TRAFFIC ENGINEERING AT 341-7888 TO ENSURE THAT ALL SIDE: 0’
= = \ INV_24.05 TRAFFIC SIGNALS FACILITES AND EQUIPMENT ARE SHOWN ON THE PLAN. CORNER: 25’
o T—— \ N D EXIST. STOP BAR 4) CALL TRAFFIC ENGINEERING AT 341-7888 FORTY—EIGHT HOURS PRIOR
™~ SRR AP — =\ 46'x46" SIGHT TO ANY EXCAVATION IN THE RIGHT—OF —WAY. PROPOSED BUILDING SETBACKS FRONT: 136’
0SS ST = X ~ DISTANCE TRIANGLE 5) ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS AND REAR: 62’
T SO _- _ \p o]\ g CURBING WILL BE REPLACED. SIDE: (SOUTH) 69’/ (NORTH) 89’
4 N W W, BN = g 6) CONTACT KAREN DIXON AT 741-7888 TO DISCUSS STREET LIGHTING
- —" L " OPTIONS.
- as - ? rren ool . 7) ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT—OF—WAY Igg ﬁgg (:;TRT‘?’CR% R f;ggg ;':: (g'ggi ﬁg) m
26 e 5 65— )z 1 2 ARE TO BE MAINTAINED BY THE PROPERTY OWNER IN ACCORDANCE WITH ( ) ' (2. )
DRANAGE EASEMENT L —e £ \" &. =y S MUTCD STANDARDS. BUILDING USE (PART OF 3R) RESTAURANT/RETAIL CYD
e o O LT A e = W v e 8) NO ROWS TO BE CLOSED. <
— - ﬁ'ﬁ .\ "o: ,ﬂ RELOCATE EX'ST 8” 9) NO STREETS PROPOSED. EXISTING BUILDING AREA 17,554 SF Z
/ P _ 55 \ & - WATER AS SHOWN 10) OFF SITE PARKING PROPOSED AS SHOWN. PROPOSED BUILDING AREA (GROSS) 15,472 SF —
¥ sievele rack—"T. % % , ; 11) DRIVEWAYS TO MEET CITY STANDARDS. BUILDING LOT_ COVERAGE (35,026/212,423) 15:5% —
- (10_SPACES) \ 8, | 13) ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE NUMBER OF UNITS (PART OF 3% 8 o
RESTAURANT ' i % I’ PARKING AREAS SHALL BE WHITE. BUILDING HEIGHT (PART OF 3R) 25' O e
20" UTILITY EASEMENT (PUBLIC) @ 2”1 0AK 14) STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING 1 Z
3200 SF o NUMBER OF STORIES (PART OF 3R) —_ <t
& N | CONSTRUCTION. SF PER FLOOR (GROSS) (PART OF 3R) 15,472 SF &)
| 5 S 15) TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR
= I [ ) . RAMPS.
| [ B EXISTING IMPERVIOUS AREAS: 17554 SF A |:-|-_‘| T
. - ] LANDSCAPING EXISTING BUILDING :
| Gy | © 1512 sF . é?g@ﬁ e 1) A LANDSCAPING PLAN INDICATING THE LOCATION OF REQUIRED STREET EXISTING ASPHALT + CURB 00.0%0 F D m B~
Bgd "] £ HANDICAP SIGNAGE ) S T 12 TREES SHALL BE SUBMITTED TO THE CITY OF WILMINGTON TRAFFIC EXISTING CONCRETE (SIDEWALK/DRIVEWAY 2,299 SF (38.7%) B~ o=
28 28 g il i >3 Lo (TYP) ~ir o SE = L | ENGINEERING DIVISION AND THE PARKS AND RECREATION DEPARTMENT EXISTING IMPERVIOUS AREA ’ 1% — B @)
i §§§ ‘ % N a= oA E g| { | | E o FOR REVIEW AND APPROVAL PRIOR TO THE RECORDING OF THE FINAL ﬁ =
it 22 |32 ] =| © 1512 SF 1 | 5 B PLAT. : pd
2ELEEE £:% 5 E ~ ] o TACT"‘E(#Q_TLT--_-- ) g \ | 2) NO OBSTRUCTIONS ARE PERMITTED IN THE SPACE BETWEEN THIRTY O T TR e 15,472 SF B
CENTRE COURT AT NEW CENTRE ceered E . s0oel mé IRy == | 3244 = (30) INCHES AND TEN (10) FEET ABOVE THE GROUND WITHIN THE PROPOSED ASPHALT + CURB 44,724 SF = |:-|-_‘| =
DR. COMMERCIAL PARK 593882 102BIT8. ¥ i il Nt BT : #00]=-18.00-=|=— 24,00~ TE00—1=—24.00-}=|=18.0 000 | TRIANGULAR SITE DISTANCE. PROPOSED CONCRETE (SIDEWALK/DUMPSTER) 4,254 SF
A CONDOMINIUM u™N sz /Y ¢ + : 1512 SF A ., % | | [Ex.ssMH 3) PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTMTY, TREE PROPOSED IMPERVIOUS AREA 64,450 SF (62.3%) - O o
PID: R04911—-001-026-000 T i ]l N r(% e |——=0 PVC SS @ 0.6% MIN. bA'ﬁ,:, TOP 3p.72' PROTECTION FENCING WILL BE INSTALLED AROUND PROTECTED TREES OR EXISTING IMPERVIOUS TO REMAIN 80,978 SF B~
OWNER: CENTRE CONDO POA INC ) S | i N ] _._.--'.‘@ SS———SS g@'& INV. 23.47" GROVES OF TREES AND NO CONSTRUCTION WORKERS, TOOLS, MATERIALS, FUTURE DEVELOPMENT 24,630 SF Z @)
5101 DUNLEA CT. 3 w2 T < O A SSM“ ‘ OR VEHICLES ARE PERMITTED WITHIN THE TREE PROTECTION FENCING. TOTAL IMPERVIOUS AREA 170,058 SF (80%) < =
oNING: RB & VSR BT - ,Nv 5360 b 4) ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE g ~
USE: CONDOMINIUM COMMON § s% ] e, o — 1512 SF ) o5 @ DROR 26 58 ’—séﬂso”—'m y PROPERLY BARRICADED WITH FENCING AND PROTECTED THROUGHOUT PART OF 3R [z
AREA g IN A - > o gg S \Ef . PID: R04900—001-007-003 CONSTRUCTION TO INSURE THAT NO CLEARING, GRADING OR STAGING OF PARKING REQUIRED: L.a 2
> 44 | O gy 1S see‘ss’go'wj_ \‘\@\ OWNER: TARGET CORPORATION MATERIALS WILL OCCUR IN THOSE AREAS. RESTAURANT (EXCLUDES KITCHEN & RESTROOMS) E —
EXISTING PRIVATE UTILITY EASEMENT-—/é/ - AN % Uil — S iy e ZONING: RB 5) NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION SPACE PER 80 SF MIN, ) Z —
CONNECT TO PUBLIC UTILITY EASEMENT ° § -3 < . O 1512 SF j | " g‘ — PROPOSED CO USE: REGIONAL RETAIL FENCING AND SILT FENCING IS INSTALLED AND APPROVED. PROTECTIVE 4000 gg %%R MIN. 4%0/65 =62 MAX. 50—62 SPACES ;
-8 2 1 o 11 g - 5 FENCING IS TO BE MAINTAINED THROUGHOUT THE DURATION OF THE RETAL s
3 o % b o— —i= ol 2 ond PROJECT AND CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTIONS ON NS PACE PER 400 GROSS SF MIN. O
§‘ 2 N o s © % TREE PROTECTION METHODS 80727460225 WIN. O G072/300046 MAX. 2346 SPACES *
= : 1512 SF . . 4 . CFPUA ) o
Bl 4 \%\ | —| 3 B |2 ) % 1) WATER AND SEWER SERVICE SHALL MEET CAPE FEAR PUBLIC UTILITY TOTAL PARKING REQUIRED: 73-108 3
4 — = = 1§ =3 AUTHORITY (CFPUA) DETAILS AND SPECIFICATIONS. PARKING PROPOSED: 92 ~
. v _ 2 | al X 2) PROJECT SHALL COMPLY WITH THE CFPUA CROSS CONNECTION CAMA LAND USE: URBAN U
RESTAURANT g | 0 CONTROL REQUIREMENTS. WATER METER(S) CANNOT BE RELEASED UNTIL :
N B = 30 g o B3 ALL REQUIREMENTS ARE MET AND THE STATE HAS GIVEN THEIR FINAL e ©
N 3200 SF % EAseveN [PuBLi) > Zl s APPROVAL. PUBLIC WATER AND SEWER BY CFPUA i a
. 8 o % ﬁ O'g 3) IF THE CONTRACTOR DESIRES CFPUA WATER FOR CONSTRUCTION, HE EXISTING WATER FLOW: 0 GPD g =
PROPOSED STRIPING— 2 W3} oag =S SHALL APPLY IN ADVANCE FOR THIS SERVICE AND MUST PROVIDE A EXISTING SEWER FLOW: 0 GPD =] o
(8.5'x18") = REDUCED PRESSURE ZONE (RPZ) BACKFLOW PREVENTION DEVICE ON THE (PFSOP%SPE[?/%B%RSEngi 5,472 x 110%) 2043 GPD <
L & > Z DEVELOPERS SIDE OF THE WATER METER BOX. PROPOSEL SEWER FLOW: ’ ’ -0
— — 2 v 4) ANY IRRIGATION SYSTEM SUPPLIED BY CFPUA WATER SHALL COMPLY ' O oo
3 . , (120 GPD/1000 SF x 15,472 SF) 1,857 GPD )
B WITH THE CFPUA'S CONNECTION CONTROL REGULATION. CALL 332—6419 — =S5 S3
] o FOR INFORMATION. 2 15 8
e | B @Eg% } | 46'x46' SIGHT 5) ANY BACKFLOW PREVENTION DEVICES REQUIRED BY CFPUA WILL NEED H{*NZD},C’%PPOSTPSO_B, REB,RE,TEBP SPOT) PROPOSED R g T 0
PROPOSED CURB AND GUTTER 1S ‘\ 2 i | DISTANCE TRIANGLE TO BE ON THE LIST OF APPROVED DEVICES FOR USCFCCCHR OR ASSE. gz SPOTS/25=3.6 4 HANIDCAP SPOTS 'z o2 Doy
P & waeR AR , 6) PUBLIC WATER AND SEWER EXIST WITHIN SITE. EXISTING EASEMENTS BICYCLE PARKING REQUIRED (92 SPAGES) = 2 © g%h
EXIST. FH AS SHOWN. 10 BICYCLE PARKS ; 1Y
EXIST. FH Q c S
—3% 7) CONTACT THE NORTH CAROLINA ONE CALL CENTER AT BICYCLE PARKING PROPOSED 10 BICYCLE PARKS - 8 iy L8
1-800-632-4949 PRIOR TO DOING ANY DIGGING, CLEARING OR ol ! = —
~~—EXIST. "DO NOT GRADING. o PO o2
| ENTER® SIGN E%EAEQERIRgé?\g%%N SYSTEM SHALL BE EQUIPPED WITH A RAIN AND Appro\/ed Construction Plan :% O E 8 ;%
9) CONTRACTOR TO FIELD VERIFY EXISTING WATER AND SEWER SERVICE Name Date g o E O &3
LOCATIONS, SIZES AND MATERIALS PRIOR TO CONSTRUCTION. ENGINEER Planni = o g © O
49 TO BE NOTIFIED OF ANY CONFLICTS. anning <+ = 0
@ Traffic
,,/gs'ss'&'w DRAINAGE
= 51.97 y | 1) CURB INLETS 1 THROUGH 7 DRAIN IN A NORTHWEST DIRECTION TO Fire
EX.SSMH AN EXIST. 24" RCP.
A — | 2) CURB INLETS 8 AND 9 AND DROP INLETS 1 AND 2 DRAIN IN A
EXIST. FH / SOUTHWEST DIRECTION TO AN EXIST. 18" RCP
—— — | EXIST. STOP BAR 3) ALL OUTFALLS DRAIN TO EXIST. OFF—SITE POND.
g = 4) THIS SITE IS APPROVED UNDER STATE STORMWATER PERMIT No. SW8 STORMWATER MANAGEMENT PLAN
3 \\ 980620 MODIFICATION AND CITY STORMWATER DISCHARGE PERMIT No. APPROVED -1y
5 DRIVEWAY 2" METER/2" BACKFLOW PREVENTO . 98048 <R v,
= CITY OF WILMINGTON \\\§‘. .’%’//
o ) ” ~ * °d ~
. \ 4 \ | LEGEND ENGINEERING DEPARTMENT e L
—e @/ DISTANCE TRIANGLE EXIST. STOP |SIGN/ - —— — — —— PROPERTY BOUNDARY DATE PERMIT # =3¢ in =
£ . ROAD SIGN EX 6"W ‘ . :/T/— “ :QQ:E
\ £ 53 L2 . . EXISTING TREE DS ANN
/ \ , 5iog (1) 4™x6" TEE 1” METER/1” BACKFLOW PREVENTOR f,?f; SIGNED ,/////,5 Q3
Bhdz 7 \
/ (1) 6” 45° BEND 1), W
EXIST. / |
DRIVEWAY ' o DATE 11-12-14
/ _ -1 For each open utility cut
—
g Zi of DESIGN PGT
P - | i SITE PLAN City streets, a $325 DRAWN  EJW
1 H— W ” , permit
J ? BAR SCALE 1°=30 shall be required from the
-~ 7oA " — | E— N onaror proper
PID: R0O4911-001-017-000 i
PID: R04911—001—016-000 and/or project
/ OWNEg:R C‘)JFEEI{'}JI'IA\E'\QEESN NC OWNER: WINSTON SALEM DG LLC " » , , . , , ' acceptance.
5102 DUNLEA CT. 4720 Z,\lcl)-:r\\’l\{NgENgBRE DR. 2” METER/2” BACKFLOW PREVENTOR ‘ L INSET A 30 15 0 30 60 90
ZONING: RB . L
USE: RESIDENTIAL HOTEL USE: NEIGHBORHOOD RETAIL
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| LOT 5
NEW CENTRE COMMERCIAL
MB 51, PG 60
BK 5149, PG 368

PID: R04911-007-027-000

NOTES:

ZONING

1) TOPOGRAPHY AND TREE SURVEY COMPLETED BY ARNOLD CARSON,
PLS.

2) PERMITTING OF BUSINESS IDENTIFICATION SIGNAGE IS A SEPARATE
PROCESS. CITY OF WILMINGTON WILL NOT ALLOW OBSTRUCTIONS WITHIN
THE RIGHT—OF—WAY.

3) CONTRACTOR SHALL FIELD VERIFY SIZE, MATERIAL, INVERTS AND

REVISIONS

5‘3{4 Description | By

_ LOCATION OF ALL EXISTING UTILITIES PRIOR TO INSTALLATION OF
§ 4706 NEW CENTRE DR. PROPOSED CONNECTIONS.
DB 5666, PG 0518 4) EXISTING EASEMENTS AS SHOWN
g ExisTNG USE: ResIDENTIA HOTEL 5) CONTRACTOR SHALL MAINTAIN ALL—WEATHER ACCESS FOR EMERGENCY
COMMON ACCESS EASEMENT ' ONVERT EXIST. DROP INLET VEHICLES AT ALL TIMES DURING CONSTRUCTION.
3 MAP BOOK 51, PAGE 60 INTO SDMH 6) UNDERGROUND FIRE LINE(S) MUST BE PERMITTED AND INSPECTED BY LOCATION MAP
: DEED BOOK 5149, PAGE 368 REMOVE EXIST. FRAME AND THE WILMINGTON FIRE DEPARTMENT FROM THE PUBLIC RIGHT—OF—WAY TO NTS
; GRATE AND REPLACE WITH : EXIST. m\\po THE BUILDING. CONTACT THE WILMINGTON FIRE DEPARTMENT DIVISION OF
3 SDMH FRAME AND COVER. & FIRE AND LIFE SAFETY AT 910—341—0696. SITE DATA:
EX. C.B. k-
rop 3322 ; SOLID WASTE PROPERTY OWNER WINSTON SALEM DG, LLC
; : : 1) SITE TO USE ON-SITE DUMPSTER. PROJECT ADDRESS 4712 NEW CENTRE DRIVE
%, . PIN NUMBER R04911-001-018-000
N 4. ’)—5.'?—\ MQ
L3 . 663028 . . £18 1) ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS—OF—WAY AND FOR AREA NOT IN A FEMA 100-YEAR FLOOD ZONE.
| == = = DRIVEWAYS ARE TO BE THERMOPLASTIC AND MEET CITY AND/OR NCDOT ZONING DISTRICT RB—REGIONAL BUSINESS
» NEF > a5 B by STANDARDS. DISTURBED AREA 1.86 Ac.
| 2) TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT
MARKINGS) IN AREAS OPEN TO PUBLIC TRAFFIC ARE TO MEET MUTCD ,
(MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES) STANDARDS. SETBACKS REQUIRED AR 15
SS \ 3) CONTACT TRAFFIC ENGINEERING AT 341-7888 TO ENSURE THAT ALL SIDE: O’
TRAFFIC SIGNALS FACILITIES AND EQUIPMENT ARE SHOWN ON THE PLAN. CORNER: 25’ —]
exsSn ey 4) CALL TRAFFIC ENGINEERING AT 341-—7888 FORTY—EIGHT HOURS PRIOR o
TIE INTO EXIST. 24” RCP TO ANY EXCAVATION IN THE RIGHT—OF—WAY. PROPOSED BUILDING SETBACKS FRONT: 136’
Cl No. 2 i} 5) ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS AND REAR: 62’ A
RM 347 ] g CURBING WILL BE REPLACED. SIDE: (SOUTH) 69’/ (NORTH) 89’ B~
INV 29 9+ 5 g 6) CONTACT KAREN DIXON AT 741-7888 TO DISCUSS STREET LIGHTING Z.
. VATC ~ " OPTIONS.
(MATCEXg) /“Ff”fr E 7) ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT—OF—WAY TRACT AREA (LOT 3R) 212,423 SF (4.88+ AC) 8 D:
— 20 PRVATE g ARE TO BE MAINTAINED BY THE PROPERTY OWNER IN ACCORDANCE WITH TRACT AREA (PART OF 3R) 103,332 SF (2.37+ AC) =
DRANAGE XSEMENT ! X, pW R MUTCD STANDARDS. BUILDING USE (PART OF 3R) RESTAURANT /RETAIL Z )
Mo o s g ‘ 8) NO ROWS TO BE CLOSED. Z = <
_— 22 | 9) NO STREETS PROPOSED. EXISTING BUILDING AREA 17,554 SF O Z,
—EX-SouH W o 10) OFF SITE PARKING PROPOSED AS SHOWN. PROPOSED BUILDING AREA (GROSS) 15,471% g; =S bt
Cl No. 1 V2974 N | DOUBLE Cl 11) DRIVEWAYS TO MEET CITY STANDARDS. EHRA‘B@'RG &QTBSI%F@SGE 689,3%6/212,423) % N H El —
RIM 34.7 ) %, ol No. 6 13) ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE NUMBER OF UNITS (PART OF 3R) 8 OuU o o
INV 31.7 . NS . T . RESTAURAN RIM 34.0 PARKING AREAS SHALL BE WHITE. BUILDING HEIGHT (PART OF 3R) 25’ < a
20° UTILTY EASEMENT (PUBLIC) : X . 3200 SF INV 31.0 14) STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING NUMBER OF STORIES (PART OF 3R) 1 <
. 1% BN ., ‘ CONSTRUCTION. E Z ]
Cl No. 7\ %5 \ WLl % O/ e I | SF PER FLOOR (GROSS) (PART OF 3R) 15,472 SF D)
RIM 34.5] , 3 | Jbx caton easw 1Ri?v1 PTSACTu_E WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR <
INV 30.5 ; s ~ Y
EX. c.a.\'\ N p , d 3 V. 29.88 EXISTING IMPERVIOUS AREAS: =] = I:'l':| an
TOP 35.14 Wrsnll < : LANDSCAPING EXISTING BUILDING 17,554 SF
v s EI
IBINVOUT 5904 | B RCPE o s |l ] S 1512 SF 1) A LANDSCAPING PLAN INDICATING THE LOCATION OF REQUIRED STREET EXISTING ASPHALT + CURB 60,080 SF < & D:I
‘ ‘ o \ w el '] £ % TREES SHALL BE SUBMITTED TO THE CITY OF WILMINGTON TRAFFIC EXISTING CONCRETE (SIDEWALK/DRIVEWAY 4,665 _SF e
5 - . 2,299 SF (38.7% = =
88 28 - ¢ Sl ROR g o :f ’ | ENGINEERING DIVISION AND THE PARKS AND RECREATION DEPARTMENT EXISTING IMPERVIOUS AREA : (38.7%) — E, O
slans | gg ' \g L. = / 3 o FOR REVIEW AND APPROVAL PRIOR TO THE RECORDING OF THE FINAL 2 > 'z
eRMG=Y 2 S N K 2
el g2 oé v 13 v : %A NO OBSTRUCTIONS ARE PERMITTED IN THE SPACE BETWEEN THIRTY PROPOSED IMFERVIQUS ARERS: A= Z
oo on £z3 1| — g1 it ¥ = PROPOSED BUILDING FOOTPRINT 15,472 SF
CENTRE COURT AT NEW CENTRE esaney |V I | T | (30) INCHES AND TEN (10) FEET ABOVE THE GROUND WITHIN THE PROPOSED ASPHALT + CURB 44724 SF A s |:-|-_'| =
DR. COMMERCIAL PARK moonas 1 5 ’a‘rg&*""of— “ '~ o Jg b TRIANGULAR SITE DISTANCE. PROPOSED CONCRETE (SIDEWALK/DUMPSTER) 4,254 SF
A CONDOMINIUM Y EE g 1512 SF v, 3) PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTMITY, TREE PROPOSED IMPERVIOUS AREA 64,450 SF (62.3%) e O o
PID: R04911-001-026—000 EX.SDMH————— A o %‘3 35 ;1] N M a )| PROTECTION FENCING WILL BE INSTALLED AROUND PROTECTED TREES OR EXISTING IMPERVIOUS TO REMAIN 80,978 SF U O =
OWNER: CENTRE CONDO POA INC TOP 34.95 8 ‘ Bldlme g8 350U LN %, il GROVES OF TREES AND NO CONSTRUCTION WORKERS, TOOLS, MATERIALS, FUTURE DEVELOPMENT 24.630 SF =z B &)
o308 DUNLER T INV. 30.12 § V=T 5 < s A | OR VEHICLES ARE PERMITTED WITHIN THE TREE PROTECTION FENCING. TOTAL IMPERVIOUS AREA 170,058 SF (80%) = N 'z
ZONING: RB =z 0%§§' oy W \ ’ 4) ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE ; ) g i
USE: CONDOMINIUM COMMON § - ‘ TS Y W — t 1512 SF- PROPERLY BARRICADED WITH FENCING AND PROTECTED THROUGHOUT PART OF 3R
AREA 2 -‘ ;g 1 PID: R04900-001-007-003 CONSTRUCTION TO INSURE THAT NO CLEARING, GRADING OR STAGING OF PARKING REQUIRED: < A I:'l':| p=
B G2 T8 y O TNev, CarTRe RATION MATERIALS WILL OCCUR IN THOSE AREAS. RESTAURANT (EXCLUDES KITCHEN & RESTROOMS) A = ﬁ
EXISTING PRIVATE UTILITY EASEMENT+—E§ kA “, 1 & J ZONING: RB 5) NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION 1 SPACE PER 80 SF MIN. (_'J <[: Z
CONNECT TO PUBLIC UTILITY EASEMENT 2 = 1] & 1512sF \ USE: REGIONAL RETAIL FENCING AND SILT FENCING IS INSTALLED AND APPROVED. PROTECTIVE 1035 gg_%%R M?ﬁ SF4(%/})X-65_62 MAX 50-62 SPACES 3
EXC.B 1a o LX< FENCING IS TO BE MAINTAINED THROUGHOUT THE DURATION OF THE = ’ /85= ~ - -
TOP 35.17 Aoo— T < B PROJECT AND CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTIONS ON RET1AII§PACE PER 400 GROSS SF MIN O
: ] . CEPUA 9072/400=23 MIN. "9072/200=46 MAX. 23-46 SPACES| [ =~
Cl No. 8- . 8l :
RIM ?,4.5 o i e 2ol b . % 1) WATER AND SEWER SERVICE SHALL MEET CAPE FEAR PUBLIC UTILITY TOTAL PARKING REQUIRED: 73-108 3
INV 30.5 FILEEN . @ /8 a8 AUTHORITY (CFPUA) DETAILS AND SPECIFICATIONS. PARKING PROPOSED: 92 -~ D
[T l| 1) e IR BN al X 2) PROJECT SHALL COMPLY WITH THE CFPUA CROSS CONNECTION ‘ U @
| i IE-1 B . CONTROL REQUIREMENTS. WATER METER(S) CANNOT BE RELEASED UNTIL CAMA LAND USE: URBAN
2l a#??" LN e N ALL REQUIREMENTS ARE MET AND THE STATE HAS GIVEN THEIR FINAL Z ©
J \;SII ! '_35‘5) / .«." =1 APPROVAL. PUBLIC WATER AND SEWER BY CFPUA . E
ol No. 9 \§\ ‘ M [ o'sg 3) IF THE CONTRACTOR DESIRES CFPUA WATER FOR CONSTRUCTION, HE EXISTING WATER FLOW: 0 GPD g =
RIM 34.3 - =S SHALL APPLY IN ADVANCE FOR THIS SERVICE AND MUST PROVIDE A Eélgglcr)ﬂgl_: SExVETIE Rl-‘ngLVé/):W 0 GPD =] o
) al ) =] REDUCED PRESSURE ZONE (RPZ) BACKFLOW PREVENTION DEVICE ON THE :
| W 322 ' > Z DEVELOPERS SIDE OF THE WATER METER BOX. (120 GPD/1,000 SF X 15:472 x 110%) 20600 | ] > S
— T B 4) ANY IRRIGATION SYSTEM SUPPLIED BY CFPUA WATER SHALL COMPLY (120 GPD/1000 SF x 15472 SF) 1857 GPD =z g o
WITH THE CFPUA’S CONNECTION CONTROL REGULATION. CALL 332-6419 ’ ' — ﬁ S 9
FOR INFORMATION. 2 ¥ 58,
Cl No. 10— 5) ANY BACKFLOW PREVENTION DEVICES REQUIRED BY CFPUA WILL NEED s PG 1 NANDICAP SPOT) PROPOSED U n o 1 Fe
RIM 34.5 5 | TO BE ON THE LIST OF APPROVED DEVICES FOR USCFCCCHR OR ASSE. 2 SPOTS/25=3.68 4 HANIDCAP SPOTS 'z o2 Doy
NV 320~ 6) PUBLIC WATER AND SEWER EXIST WITHIN SITE. EXISTING EASEMENTS = 2 © OF
ST : I o AS SHOWN. BICYCLE PARKING REQUIRED (92 SPACES) 10 BICYCLE PARKS =) ll‘ T~iy
\pg 7) CONTACT THE NORTH CAROLINA ONE CALL CENTER AT BICYCLE PARKING PROPOSED 10 BICYCLE PARKS 2 35 o ngT
£X.CB — P 1-800—-632—4949 PRIOR TO DOING ANY DIGGING, CLEARING OR a¥ 25 = =
: ‘ GRADING. ap O g2
INV.18” 31.91 . . s X 2e &\ % ] i c a
INV.24" 3181 . | ¥z . A \" 158 7 o 8) ANY IRRIGATION SYSTEM SHALL BE EQUIPPED WITH A RAIN AND Approved Construction Plan AT E o i
BOTTOM 31.11 : N A = — : FREEZER SENSOR. — oo sk
REPLACE EXIST. CB 9) CONTRACTOR TO FIELD VERIFY EXISTING WATER AND SEWER SERVICE Name Date A o 5 o xS
FRAME AND GRATE WITH LOCATIONS, SIZES AND MATERIALS PRIOR TO CONSTRUCTION. ENGINEER Planni = o S © O
DROP INLET FRAME AND AToL A TO BE NOTIFIED OF ANY CONFLICTS. anning <= A
3 ALT i
DlG Rl\’lég E1 ﬂ%“ GRAM&s‘sz'zow DRANAGE Traffic
RIM 345 — = 5197 il 1) CURB INLETS 1 THROUGH 7 DRAIN IN A NORTHWEST DIRECTION TO Fire
| / AN EXIST. 24” RCP.
2) CURB INLETS 8 AND 9 AND DROP INLETS 1 AND 2 DRAIN IN A
i / SOUTHWEST DIRECTION TO AN EXIST. 18" RCP
N «__— G—F —6— — 3) ALL OUTFALLS DRAIN TO EXIST. OFF—SITE POND.
0@/ £E / 4) THIS SITE IS APPROVED UNDER STATE STORMWATER PERMIT No. SW8 STORMWATER MANAGEMENT PLAN
Ex. B §§ / — 1 \ 980620 MODIFICATION AND CITY STORMWATER DISCHARGE PERMIT No. APPROVED -y
TOP 3500 % DRIVEWAY | 98048 IR 4D
INV. 32.53 :% \ LEGEND CITY OF WILMINGTON §§ N3
- NI KA 17 =
. L ommecwow |, Oonemommener | ERET
\\ — — SS PROPOSED SEWER E—%‘. :'8:5
£ B {&3
/ ; w PROPOSED WATER SIGNED /////(//0. \k,@\‘\\\\
/ & SD PROPOSED STORM WATER %, N
// A\
e e I I LMITS OF DISTURBANCE a
DRIVEWAY TSF
-~ s, of DESIGN PGT
EXISTING SPOT ELEVATION permit
* shall be required from the
/ City prior to occupancy C 3
PID: R04911-001-017-000 . a1 SI'I'E: EI AN d/ iect
. PID: R04911-001-016-000 an or projec
/ OWNEghC‘)’FE,EF{#égEESN NC OWNER: WINSTON SALEM DG LLC n , acceptance.
5102 DUNLEA CT. 4720 Z"lgmNgFNggE DR. BAR SCALE =30
USE: RESIDENTIAL HOTEL USE: NEIGHBORHOOD RETAIL E;:;_ SHEET 3 OF 4
|
/ 30° 15° o’ 30’ 60’ e 1 401 3




STEEL STAKES
- VARIES (6'—8" MIN. 4 / - SITE AREA STABILIZATION STABILIZATION
EXISTING TREE YA DIR‘(BY - ) J - | /319/4‘;‘.5’&5“ HOReNiNGs) | DESCRIPTION | TIMEFRAME TIMEFRAME
: o S — PERIMETER DIKES, 7 DAYS NONE
/ ——  —— . STEEL POST Voot arone T SWALES, DITCHES
% y@ | WIRE FABRIC - g HIGH QUALITY 7 DAYS NONE
2 o1 H NCDOT #5 OR #57 E
| P MIN. 12_1/2 GA. =O % 1| FILTER FABRIC WASHED" STONE g " ;/SLEE'; (HQW)
INTERMEDIATE WIRES! & | % Ra, L SLOPES STEEPER 7 DAYS IF SLOPES ARE 10° OR
[ S M o O(ﬁo A l & THAN 3:1 LESS IN_LENGTH AND
/ & . ARE NOT STEEPER THAN
% E H ' 2:1, 14 DAYS ARE ALLOWED.
" =
u_ -
DRIPLINE N e \/—’\/l—q L " Eric A GREATER T 80 FeeT
3 MIN. STAKE i ANCHOR FABRIC SKIRT ‘ . ALL OTHER AREAS 14 DAYS NONE (EXCEPT FOR
PROTECTIVE —— 1 HEISHT ABOVE © AS DIRECTED BY ENGINEER [y - L Wi Slopes PERMTERS T
v GRADE - 2. DRVE 5—FOOT STEEL POSTS 2 FEET INTO THE GROUND WATE
BARRIER [i¢] SURROUNDING THE INLET, SPACE POSTS EVENLY AROUND
THE PERIMETER OF THE INLET, A MAXIMUM OF 4 FEET APART.
—_— SECURE THE WIRE MESH TO THE STEEL POSTS AT THE TOP,
D, T A o . ROMIHOED STABILIZATION CRITERIA
’_/E;/\ L I I I ¢ %ﬁ@%%mm . Ko I O —. NTS
e ) NOTES: S REMOVE ACCUVULATED SEDMENT. AND ESTABUSH FINAL GRIDND ELEVATIONS. %ﬁ%%%ﬁ%m
LA O S N T R ST 1 EICE FABRIG SHL BE 8 WO OF 52" I o a0 PIRRESSIGEnNEASST RERISSERE
— SPACING. . PERMANENT GRASSING DETAIL
2. FABRIC SHALL BE FOR EROSION CONTROL AND MIN. OF SEEDING MIXTURE
NOTE: 36" IN WIDTH. FABRIC SHALL BE FASTENED NTS
TREES TO BE SAVED WILL BE CLEARLY MARKED PRIOR TO CONSTRUCTION AND A ADEQUATELY TO THE WIRE FABRIC AS DIRECTED BY THE SPECIES RATE_(Ib/gcre)
PROTECTIVE BARRIER IS TO BE INSTALLED AT THE DRIPLINE. ENGINEER. i ALt %
DRIP LINE — THE AREA OF SOIL DIRECTLY BENEATH THE TREE EXTENDING OUT TO 3. STEEL POST SHALL BE 5'—0” IN HEIGHT AND BE OF THE COMMON DERMUDA GRASS 1
THE TIPS OF THE OUTERMOST BRANCHES. SELF—FASTENER STEEL ANGLE TYPE. AL FESCUE
x
2 SEEDING NOTES
METHOD OF TREE PROTECTION DURING CONSTRUCTION TEMPORARY SILT FENCE K EEDING NOTES
NOT TO SCALE — — —A 1 =1 N\ 8; ZOME A PEST. BERMUDA GRASS MAY BE REPLACED WITH 5 loioere GEMTIPEDE. GRASS
NTS &%
X SEEDING DATES
g% APRIL 1 - JuLY 15
z [ casTING
w [T NOTE: U 3
Nopor T3 _No. 2 { - FEHS ABSTMhe. cn-en-—2001 SRR | sou venoueNTs
: ASPHAT PAVENENT A0 TSR, LT A
ELEV. VARIES
AL A MULCH
PRE—CAST CONC.— | 9 CONC. © |—| ASPHALT PAVEMENT APPLY 4000 Ibocrs GRAN STRAWOR EQUNALENT COVER OF ANGTHER SUTABLE
- 10 - o et wees B e PR P P
our ¢ FLOW S ; USED AS A MULCH TooL.
— 7] 210" ¥
¢ ,_L—//é I BRICK MASONRY ml MAINTENANCE
1°~6” x 1'-0" x .080 STD. ALUM. 3000 PSI CONC‘_-I Y L: | I PR | ® FLOW - C) ,g REFERTILZE THE FOLLOWING APRIL WITH 50 Ib/acre NTROGEN. REPEAT AS GROWTH
— HANDICAPPED PARKING SIGN _ 4 REQUIRES. MAY BE MOWED ONLY ONCE A YEAR. WHERE A NEAT APPEARANCE IS
L [ ) TO READ "RESERVED PARKING” ¥ . I — I— DESIRED, OMIT SERICEA AND MOW AS OFTEN AS NEEDED.
RESERVED||  wme oewiriemon sl [ o SERALOF B s o cone 2 LT ]
. PARKING PLATED NUTS, BOLTS & WASHERS. ] | Vi ‘SECTION - FALL—WINTER
© 9” x 1’—0" x .080 STD ALUM. SIGN q ¥ @% %}0 HA"'% oD, PERMANENT GRASSING DETAIL
TO READ VAN ACCESSIBLE”. ) CURB INLE I DE IAIL SECTION V. OFENING A5 SHOWN
BOLT TO WD. POST WITH 3/8” CANDIU SEEDING MIXTURE
PLATED NUTS, BOLTS & WASHERS NTS DROP |N|__E I DET A||= SPECIES BATE_(Ib/gcre)
| 9” x 1'—0” x .080 STD ALUM. SIGN NS L FESCE (LOW OF THO R 00
— TO READ "MAXIMUM PENALTY $250, 5 RYE GRAN] x
GS 20-37.6". BOLT TO WD. POST
COLORS WITH 3/8”  CANDIUM PLATED ® —_— SEEDING DATES
WHITE SYMBOL ON BLUE BACKGROUND " Dor1> & WASHERS. FINISHED To PEbESToAN FOH DN . AGUST - oEcBieeR
BACKGROUND — WHITE PRESSURE TREATED 4”"x4” POST.— ADE PLAN EXPANSION JOINT
— SOIL AMENDMENTS
. ., = NOTSEes: Y APPLY LIME AND FERTIIZER ACCORDING TO SOIL TESTS, OR APPLY 3.000-5,000 Ib/acre
1-1/2"R(TYR) 1-1/2 R(TYP)| X 0‘.'-'}. 0 . mﬁmﬁﬁg%&us THE LOWER RATE ON SANDY SOILS) AND
. . VAN i __ _|:__ =
@ /8"(rve)’| || ACCESSIB 3/8"(TYP) :m:m:| |:m:_: 5 MULCH
= == A N1 ANCHON STRAY 07 AOONG WIH ASPEAL, ROWNG, OF NETTNG OR Y e
R Wil = 7y T P AP g g o o i s (i i
LEGEND AND BORDER — GREEN LEGEND AND BORDER - GREEN  —|||—|||“|—=]|||= —* MR

LEG
BACKGROUND — WHITE BACKGROUND — WHITE

TYPICAL HANDICAPPED SIGN DETAIL

2" TYPE SF 9.5A (NCDOT)

6x8—10/10 WW.M. COMPACTED

SECTION
WHEEL CHAIR RAMP

TYPICAL SIDEWALK AND

. FasidaoinN J

8” ABC STONE (NCDOT) ;
AN in
N
lm T | b R P 7| PAVEMENT
Tl §|
NOTE: PAVEMENT SECTION_ MAY VARY 8" CONCRETE PAD
DEPENDING UPON FIELD CONDITIONS. 1 AT 3000 PsI W/
CONTRACTOR SHALL COORDINATE y o vsxs - 6/6 WW.F.
w/OWNER & GEOTECHNICAL X u
ENGINEER TO DETERMINE ~—N —
ACTUAL PAVEMENT SECTION. [ 14 [ \
CITY OF WILMINGTON PLAN
S LB o o e
- = <
© ZXS X
\ z S
%] [ |
\/ 0 O
CONCRETE 4"X4" POSTS \_HORIZONTAL
FOOTINGS (TREATED) WOOD SIDING

ELEVATIONS

DUMPSTER PAD & ENCLOSURE DETAIL

NTS
STORMWATER MANAGEMENT PLAN
Approved Construction Plan APPROVED For each open utility cut
Name Date CITY OF WILMINGTON ‘ of

) ENGINEERING DEPARTMENT City Strpe:rtrsr:;ito $325
Planning DATE PERMIT # shall be required from the
Traffic City prior to occupancy
Ei SIGNED and/or project
ire

acceptance.

STANDARD SIDEWALK DETAIL

SD 8-15
NOT TO SCALE
A=
| PRIVATE DRIVE |
GORED LINE
: SIDEWALK OR
1" DEEP SIDEWALK AREA
|
; SIDEWALK SECTION | ;
|
N\-EXPANSION JOINT 1/22" |
|
PLAZA \DRIVEWAY APRON\ | PLAZA
\
J7 | CURB RETURN
0~ o § NEXPANSION JOINT 1/22° | 2
i % | 3K CURB
0'—6" > |
1'-6" RIG i VN,

A<15’ _(1.5m) MIN. RESIDENTIAL -/

NEXPANSION JOINT 1/2 13" (4.0m) MIN. OTHER

EXPANSION JOINT 1/2”

PAVEMENT PLAN

NISH_PLAZA GRADE
/4 PER 10
_VARIABLE

0'—-6"

, o
0-6 ERERHPES

6" CONCRETE

SECTION B-B

1_0n

SECTION A—A

STANDARD DRIVEWAY DETAIL

SD 8-02
NOT TO SCALE

MAINTENANCE

FERTILUZE ACCORDING TO SOIL TESTS OR APPLY 40 Ib/acre NITROGEN IN JANUARY
OR FEBRUARY, 40 Ib IN SEPTEMBER AND 40 Ib IN , FROM A 12-4-8,

AND MULCH DAMAGED AREAS IMMEDIATELY. MOW TO A HEIGHT OF 2.5-3.5 INCHES
AS NEEDED.

LATE WINTER & EARLY SPRING
TEMPORARY GRASSING DETAIL

SEEDING MIXTURE
SPECIES RATE (Ib/qcre)

Rye (grain) 120

Annual lespedeza (Kobe in

Piedmont and Coastal Plain,

Korean in Mountains) 50
Omit annual lespedeza when duration of temporary cover is not to extend
beyond June.

SEEDING DATES:
Mountains — Above 2500 ft: Feb. 15—May 15
Below 2500 ft: Feb. 1—May 1
Piedmont — Jan. 1-May 1
Coastal Plain — Dec. 1—Apr. 15

SOIL AMENDMENTS

Follow recommendations of soil tests or apply 2,000 Ib/acre ground agricul—
tural limestone and 750 Ib/acre 10-10-10 fertilizer.

MULCH
APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING,

OR A MULCH HORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE
USED AS A MULCH ANCHORING TOOL.

MAINTENANCE

Refertilize if growth is not fully adequate. Reseed, refertilize and mulch im—
mediately following erosion or other damage.

TEMPORARY SUMMER GRASSING DETAIL

SEEDING MIXTURE
SPECIES RATE (Ib/qcre)

GERMAN MILLET 40

IN THE PIEDMONT AND MOUNTAINS, A SMALL—STEMMED SUNDANGRASS MAY BE
SUBSTITUTED AT A RATE OF 50 LB/ACRE.

SEEDING NOTES

MOUNTAINS — MAY 15-AUG. 15
PIEDMONT — MAY 1-AUG. 15
COASTAL PLAN - APR. 15-AUG. 15

SOIL AMENDMENTS

FOLLOW RECOMMENDATIONS OF SOIL TESTS OR APPLY 2,000 LB/ACRE GROUND AGRICUL-
TURAL LIMESTONE AND 750 LB/ACRE 10-10-10 FERTILIZER.

MULCH
APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING,

OR A MULCH TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE
USED AS A MULCH ANCHORING TOOL.

MAINTENANCE

REFERTILIZE IF GROWTH IS NOT FULLY ADEQUATE. RESEED, REFERTILIZE AND MULCH IM-
MEDIATELY FOLLOWING EROSION OR OTHER DAMAGE.

TEMPORARY FALL GRASSING DETAIL
SEEDING MIXTURE

SPECIES RATE (Ib/acre)
Rye (grain) 120
SEEDING NOTES

MOUNTAINS — AUG. 15-DEC. 15
COASTAL PLAN and PIEDMONT — AUG. 15-DEC 30

SOIL AMENDMENTS

FOLLOW SOIL TESTS OR APPLY 2,000 LB/ACRE GROUND AGRICULTURAL
LIMESTONE AND 1,000 LB/ACRE 10-10-10 FERTILIZER.

MULCH

APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING,
OR A MULCH HORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE
USED AS A MULCH ANCHORING TOOL.

MAINTENANCE
Repair and refertilize d ged areas i diately. Topd: with 50 Ib/acre
of nitrogen in March. If it is to extend t ary cover

y porary
June 15, overseed with 50 Ib/acre Kobe (Piedmont and Coastal Plain,
or Korean (Mountains) lespedeza in late February or early March.

IT T

1. THE CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIARIZED WITH EXISTING
CONDITIONS BOTH ON AND IMMEDIATELY ADJACENT TO THE SITE.

2. CLEARING: CONTRACTOR SHALL REMOVE ALL TREES AND VEGETATION WITHIN LIMITS

OF CONSTRUCTION UNLESS OTHERWISE DESIGNATED TO REMAIN.

GRUBBING AND STRIPPING: CONTRACTOR SHALL RAKE AND REMOVE ROOTS, STUMPS,

VEGETATION, DEBRIS, EXISTING STRUCTURES ABOVE AND BELOW GRADE, ORGANIC

MATERIAL OR ANY OTHER UNSUITABLE MATERIAL WITHIN LIMITS OF CONSTRUCTION.

MUCKING: CONTRACTOR SHALL COORDINATE WITH OWNER AND THEIR GEOTECHNICAL

REPRESENTATIVE TO COORDINATE REMOVAL OF ANY SOFT AREAS.

DISPOSAL: CLEARED, GRUBBED, STRIPPED OR OTHER WASTE MATERIAL SHALL BE

REMOVED FROM SITE AND DISPOSED OF IN A PROPERLY PERMITTED FACILITY.

FILL AND COMPACTION SHOULD COMPLY WITH GEOTECHNICAL REPORT.

THE CONTRACTOR SHALL NOTE THAT THE GRADING PLAN MAY NOT REPRESENT A BALANCED

EARTHWORK CONDITION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CUT AND

FILL QUANTITIES AND COMPLETE INSTALLATION TO SPECIFIED GRADES.

THE CONTRACTOR SHALL FURNISH SUITABLE BORROW MATERIAL FROM AN OFF-SITE

PROPERLY PERMITTED FACILITY AS REQUIRED.

9. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL
EXISTING UTILITIES DURING CONSTRUCTION. BEFORE COMMENCING ANY EXCAVATIONS
IN OR ALONG ROADWAYS OR RIGHT—-OF-WAYS, PUBLIC AREAS OR IN PRIVATE
EASEMENTS, THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE PERSONNEL OF
THEIR INTENT TO EXCAVATE, IN WRITING, NOT LESS THAN 10 DAYS PRIOR TO EXCAVATING.

10. THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE DISCONNECTION/
RECONNECTION AND/OR THE RELOCATION OF ALL EXISTING UTILITIES WITH
APPROPRIATE PERSONNEL.

11. EXISTING SURVEYING PERFORMED BY ARNOLD CARSON, PLS AND SUPPLIED BY THE OWNER.

12. THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AT THE SITE. FURTHERMORE
THE CONTRACTOR SHALL REPORT ALL DISCREPANCIES OR QUESTIONS TO THE ENGINEER
PRIOR TO INSTALLATION.

13. THE CONTRACTOR SHALL PROVIDE ANY AND ALL LAYOUT REQUIRED TO CONSTRUCT
HIS WORK UNLESS OTHERWISE DIRECTED BY OWNER.

14. ALL PVC UTILITY MAINS SHALL BE INSTALLED WITH A MINIMUM OF 36" COVER
AT FINAL GRADE.

15. ALL SERVICE CONNECTIONS SHALL BE INSTALLED TO MEET ALL LOCAL AND STATE CODES.
METERS, TAPS, MATERIALS, WORKMANSHIP AND ALL FEES SHALL BE THE RESPONSIBILITY
OF THE CONTRACTOR AND SHALL COMPLY WITH ALL REQUIREMENTS.

16. ALL PAVEMENT, BASE AND SUBGRADE SHALL CONFORM TO NCDOT STANDARDS INCLUDING
WORKMANSHIP, MATERIALS AND EQUIPMENT. APPROPRIATE BARRICADES, SIGNS, LIGHTS
OR OTHER TRAFFIC CONTROL DEVICES SHALL BE PROVIDED IN ACCORDANCE WITH NCDOT
TO MAINTAIN SAFETY AND TWO WAY TRAFFIC.

17. ALL AREAS SHALL BE GRADED FOR POSITIVE DRAINAGE. THE CONTRACTOR SHALL REPORT
ANY DISCREPANCIES TO THE ENGINEER PRIOR TO INSTALLATION. ALL AREAS SHALL BE
SLOPED TO DRAIN AWAY FROM BUILDINGS AT ALL TIMES.

18. CONCRETE STORM DRAINAGE PIPE SHALL BE CLASS Ill WITH RUBBER GASKETED JOINTS
AND INSTALLED IN ACCORDANCE WITH MANUFACTURER'S REQUIREMENTS.

19. USE WHITE LANE MARKING PAINT FOR ALL PAVEMENT MARKINGS. PAINT SHALL BE A
CHLORINATED RUBBER ALKYD, FS TT-P-115, TYPE Ill, FACTORY MIXED, QUICK DRYING,
NON BLEEDING. REFLECTIVE MATERIAL MAY BE ADDED AT OWNER'S OPTION FOR
NIGHT REFLECTING.

20. DUCTILE IRON SHALL BE CLASS 50.

21. CONCRETE FOR WALKS, CURBS AND DRIVES SHALL HAVE A MINIMUM COMPRESSIVE
STRENGTH OF 3000 PSI @ 28 DAYS — AIR ENTRAINED.

22. FIELD TESTING SHALL BE DONE BY AN INDEPENDENT TESTING LABORATORY PAID FOR
BY THE OWNER. FURTHER TESTING REQUIRED DUE TO A FAILED TEST WILL BE
PAID FOR BY THE CONTRACTOR.

23. SEE GEOTECHNICAL REPORT NO. ______
______ FOR ADDITIONAL REQUIREMENTS.

CONSTRUCTION SEQUENCE
1. NO CUT SLOPE OR FILL SLOPE SHALL EXCEED A RISE OR FALL OF ONE FOOT FOR
EVERY RUN OF 3 FEET (1 VERTICAL TO 3 HORIZONTAL).
2. NO SEDIMENT WILL BE ALLOWED TO EXIT THE SITE. ALL EROSION SHALL BE CONTROLLED
INCLUDING SIDE SLOPES DURING AND AFTER CONSTRUCTION.
INSTALL PRIMARY EROSION CONTROL MEASURES BEFORE BEGINNING CONSTRUCTION INCLUDING
BUT NOT LIMITED TO GRAVELED CONSTRUCTION ENTRANCE, SILT FENCE, CHECK DAMS, ETC.
INSTALL ALL SECONDARY EROSION CONTROL MEASURES AS SOON AS POSSIBLE AFTER BEGINNING
CONSTRUCTION.
4. ALL EROSION CONTROL MEASURES TO BE INSPECTED AFTER EACH RAIN.
SILT FENCE AND INLET PROTECTION ARE TO BE CLEANED WHEN 0.5 FEET OF SEDIMENT HAVE
ACCUMULATED IN FRONT OF THE DEVICE OR WHEN THEY LEAK OR FAIL. SEDIMENT TRAPS ARE
CLEANED OUT AS STATED OR WHEN HALF FULL.

IF APPLICABLE, CONSTRUCT PROPOSED RETENTION POND TO ACT AS A SEDIMENT BASIN
DURING CONSTRUCTION. REMOVE ACCUMULATION OF SILT AS REQUIRED TO ALLOW PROPER
FUNCTIONING. RESTORE POND TO DESIGN LEVELS AT THE COMPLETION OF CONSTRUCTION.
IF APPLICABLE, INSTALL DROP INLETS WITH INLET PROTECTION TO ACT AS SILT TRAPS
DURING CONSTRUCTION. REMOVE ACCUMULATED SILT AS NEEDED TO PREVENT SILT FROM
ENTERING STORM DRAIN PIPING.

A 4" LAYER OF TOPSOIL SHALL BE APPLIED TO ALL NEW AREAS TO BE GRASSED.

MAINTAIN ALL EROSION CONTROL MEASURES UNTIL PROJECT IS COMPLETE.

MORE STRINGENT MEASURES MAY BE REQUIRED TO HALT EROSION IF THOSE ON THIS

PLAN PROVE TO BE LESS EFFECTIVE.

REMOVE ALL TEMPORARY EROSION CONTROL MEASURES UPON COMPLETION OF CONSTRUCTION.
ALL PERMANENT MEASURES SHALL BE WELL ESTABLISHED PRIOR TO PROJECT COMPLETION.

MAINTENANCE PLAN

1. ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CHECKED FOR STABILITY AND
OPERATION FOLLOWING EVERY RUNOFF—PRODUCING RAINFALL, BUT IN NO CASE, LESS THAN
ONCE EVERY WEEK AND WITHIN 24 HOURS OF EVERY HALF INCH RAINFALL.

2. ALL POINTS OF EGRESS WILL HAVE CONSTRUCTION ENTRANCES THAT WILL BE PERIODICALLY

TOP—DRESSED WITH AN ADDITIONAL 2 INCHES OF #4 STONE TO MAINTAIN PROPER DEPTH.

THEY WILL BE MAINTAINED IN A CONDITION TO PREVENT MUD OR SEDIMENT FROM LEAVING

THE SITE. IMMEDIATELY REMOVE OBJECTIONABLE MATERIAL SPILLED, WASHED OR TRACKED

ONTO THE CONSTRUCTION ENTRANCE OR ROADWAYS.

SEDIMENT WILL BE REMOVED FROM HARDWARE CLOTH AND GRAVEL INLET PROTECTION, BLOCK

AND GRAVEL INLET, ROCK DOUGHNUT INLET PROTECTION AND ROCK PIPE INLET PROTECTION

WHEN THE DESIGNED STORAGE CAPACITY HAS BEEN HALF FILLED WITH SEDIMENT. ROCK WILL

BE CLEANED OR REPLACED WHEN THE SEDIMENT POOL NO LONGER DRAINS AS DESIGNED.

DEBRIS WILL BE REMOVED FROM THE ROCK AND HARDWARE CLOTH TO ALLOW PROPER

DRAINAGE. SILT SACKS WILL BE EMPTIED ONCE A WEEK AND AFTER EVERY RAIN EVENT.

SEDIMENT WILL BE REMOVED FROM AROUND BEAVER DAMS, DANDY SACKS AND SOCKS

ONCE A WEEK AND AFTER EVERY RAIN EVENT.

4. DIVERSION DITCHES WILL BE CLEANED OUT IMMEDIATELY TO REMOVE SEDIMENT OR OBSTRUCTIONS
FROM THE FLOW AREA. THE DIVERSION RIDGES WILL ALSO BE REPAIRED. SWALES MUST BE
TEMPORARILY STABILIZED WITHIN 21 CALENDAR DAYS OF CEASE OF ANY PHASE OF
ACTIVITY ASSOCIATED WITH A SWALE.

5. SEDIMENT WILL BE REMOVED FROM BEHIND THE SEDIMENT FENCE WHEN IT BECOMES HALF FILLED.
THE SEDIMENT FENCE WILL BE REPAIRED AS NECESSARY TO MAINTAIN A BARRIER. STAKES MUST
BE STEEL. STAKE SPACING WILL BE 6 FEET MAX. WITH THE USE OF EXTRA STRENGTH
FABRIC, WITHOUT WIRE BACKING. STAKE SPACING WILL BE 8 FEET MAX. WHEN STANDARD
STRENGTH FABRIC AND WIRE BACKING ARE USED. IF ROCK FILTERS ARE
DESIGNED AT LOW POINTS IN THE IN THE SEDIMENT FENCE THE ROCK WILL BE REPAIRED
OR REPLACED IF IT BECOMES HALF FULL OF SEDIMENT, NO LONGER DRAINS AS DESIGNED
OR IS” DAMAGED.

6. SEDIMENT WILL BE REMOVED FROM SEDIMENT TRAPS WHEN THE DESIGNED STORAGE CAPACITY HAS
BEEN HALF FILLED WITH SEDIMENT. THE ROCK WILL BE CLEANED OR REPLACED WHEN
THE SEDIMENT POOL NO LONGER DRAINS OR WHEN THE ROCK IS DISLODGED. BAFFLES
WILL BE_REPAIRED OR REPLACED IF THEY COLLAPSE. TEAR, DECOMPOSE OR BECOME
INEFFECTIVE. THEY WILL BE REPLACED PROMPTLY. SEDIMENT WILL BE REMOVED WHEN
DEPOSITS REACH HALF THE HEIGHT OF THE 1ST BAFFLE. FLOATING SKIMMERS WILL BE
INSPECTED WEEKLY AND WILL BE KEPT CLEAN.

7. SEDIMENT WILL BE REMOVED FROM THE SEDIMENT BASIN WHEN THE DESIGN STORAGE CAPACITY HAS
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BEEN HALF FILLED WITH SEDIMENT. ROCK WILL BE CLEANED OR REPLACED WHEN THE SEDIMENT

POOL NO LONGER DRAINS OR IF THE ROCK IS DISLODGED. BAFFLES WILL BE REPAIRED OR
REPLACED IF THEY TEAR, DECOMPOSE OR BECOME INEFFECTIVE. THEY WILL BE REPLACED
PROMPTLY. SEDIMENT WILL BE REMOVED FROM BAFFLES WHEN DEPOSITS REACH HALF
THE HEIGHT OF THE 1ST BAFFLE. FLOATING SKIMMERS WILL BE INSPECTED WEEKLY AND
WILL BE KEPT CLEAN.

8. ALL SEEDED AREAS WILL BE FERTILIZED, RESEEDED AS NECESSARY, AND MULCHED ACCORDING
TO SPECIFICATIONS IN THE VEGETATIVE PLAN TO MAINTAIN A VIGOROUS, DENSE
VEGETATIVE COVER. ALL SLOPES WILL BE STABILIZED WITHIN 21 CALENDAR DAYS. ALL
OTHER AREAS WILL BE STABILIZED WITHIN 15 WORKING DAYS.

9. FLOCCULATES WILL BE USED TO ADDRESS TURBIDITY ISSUES. THE PUMPS, TANKS, HOSES AND
INJECTION SYSTEMS WILL BE CHECKED FOR PROBLEMS OR TURBID DISCHARGES DAILY.

SITE POLLUTANTS NOTES
1. LOCATE AREAS DEDICATED FOR MANAGEMENT OF LAND CLEARING AND DEMOLITION DEBRIS, CONSTRUCTION AND DOMESTIC WASTE,

AND HAZARDOUS OR TOXIC WASTE. THIS LOCATION SHALL BE AT LEAST 50° AWAY FROM STORM DRAIN INLETS AND SURFACE
WATERS UNLESS IT CAN BE SHOWN THAT NO OTHER ALTERNATIVES ARE REASONABLY AVAILABLE.

2. DUMPING OF PAINT OR OTHER LIQUID BUILDING MATERIAL WASTES IN STORM DRAINS IS PROHIBITED.

3. LITTER AND SANITARY WASTE-THE PERMITTEE SHALL CONTROL THE MANAGEMENT AND DISPOSAL OF LITTER AND SANITARY WASTE
FROM THE SITE.

4. LOCATE EARTHEN—MATERIAL STOCK PILE AREAS AT LEAST 50 AWAY FROM STORM DRAIN INLETS AND SURFACE WATERS UNLESS
IT CAN BE SHOWN THAT NO OTHER ALTERNATIVES ARE REASONABLY AVAILABLE.

5. CONCRETE MATERIALS ONSITE, INCLUDING EXCESS CONCRETE, MUST BE CONTROLLED AND MANAGED TO AVOID CONTACT WITH
SURFACE WATERS, WETLANDS OR BUFFERS. NO CONCRETE OR CEMENT SLURRY SHALL BE DISCHARGED FROM THE SITE.

6. ANY HARDENED CONCRETE RESIDUE WILL BE DISPOSED OF, OR RECYCLED ON SITE, IN ACCORDANCE WITH LOCAL AND STATE
SOLID WASTE REGULATIONS.

7. SOIL STABILIZATION SHALL BE ACHEIVED ON ANY AREA OF A SITE WHERE LAND-DISTURBING ACTIVITIES HAVE TEMPORARILY OR
PERMANENTLY CEASED ACCORDING TO THE FOLLOWING SCHEDULE:

i. ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL
(3:1) SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS PRACTICABLE BUT IN ANY
EVENT WITHIN 7 CALENDAR DAYS FROM THE LAST LAND DISTURBING ACTIVITY.

ii. ALL OTHER DISTURBED AREAS SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON
AS PRACTICABLE BUT IN ANY EVENT WITHIN 14 CALENDAR DAYS FROM THE LAST LAND-DISTURBING ACTIVITY.

8. CONDITIONS—IN MEETING THE STABILIZATION REQUIREMENTS ABOVE, THE FOLLOWING CONDITIONS OR EXEMPTIONS SHALL APPLY:

i. EXTENSIONS OF TIME MAY BE APPROVED BY THE PERMITTING AUTHORITY BASED ON WEATHER OR OTHER SITE—SPECIFIC
CONDITIONS THAT MAKE COMPLIANCE IMPRACTICABLE.

ii. ALL SLOPES 50’ IN LENGTH OR GREATER SHALL APPLY TO GROUND COVER WITHIN 7 DAYS EXCEPT WHEN THE SLOPE IS
FLATTER THAN 4:1. SLOPES LESS THAN 50’ SHALL APPLY GROUND COVER WITHIN 14 DAYS EXCEPT WHEN SLOPES ARE STEEPER
THAN 3:1, THE 7—DAY REQUIREMENT APPLIES.

iii. ANY SLOPED AREA FLATTER THAN 4:1 SHALL BE EXEMPT FROM THE 7—DAY GROUND COVER REQUIREMENT.

iv. SLOPES 10’ OR LESS IN LENGTH SHALL BE EXEMPT FROM THE 7—DAY GROUND COVER REQUIREMENT EXCEPT WHEN THE
SLOPE IS STEEPER THAN 2:1.

v. ALTHOUGH STABILIZATION IS USUALLY SPECIFIED AS GROUND COVER, OTHER METHODS, SUCH AS CHEMICAL STABILIZATION, MAY
BE ALLOWED ON A CASE—BY—CASE BASIS.

vi. FOR PORTIONS OF PROJECTS WITHIN THE SEDIMENT CONTROL COMMISSION—DEFINED "HIGH QUALITY WATER ZONE” (15A NCAC
04A. 0105), STABILIZATION WITH GROUND COVER SHALL BE ACHIEVED AS SOON AS PRACTICABLE BUT IN ANY EVENT ON ALL AREAS
OF THE SITE WITHIN 7 CALENDAR DAYS FROM THE LAST LAND-—DISTURBING ACT.
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5‘8{4 Description | By

| LOT 5
NEW CENTRE COMMERCIAL
MB 51, PG 60
BK 5149, PG 368
PID: RO4911-007-027-000 PROPERTY OWNER WINSTON SALEM DG, LLC
4706 NEw CENTRE DR OWNER ADDRESS wu.MlNcl;ng Bﬁ)c( %81%2
DB 5666, PG 0518 LAND USE " RETAL

30' COMMON ACCESS EASEMENT

EXISTING USE: RESIDENTIAL HOTEL
COMMON ACCESS EASEMENT
e 500K 31, cE 0 LANDSCAPING LOCATION MAP
DEED BOOK 5149, PAGE 368 1) A LANDSCAPING PLAN INDICATING THE LOCATION OF REQUIRED STREET NTS
™ EXIST. FH\%)%\_ TREES SHALL BE SUBMITTED TO THE CITY OF WILMINGTON TRAFFIC
ENGINEERING DIVISION AND THE PARKS AND RECREATION DEPARTMENT
EXIST. 2" OAK TO FOR REVIEW AND APPROVAL PRIOR TO THE RECORDING OF THE FINAL
BE SPADE AND )R PLAT.

20’x70" SIGHT

DISTANCE TRIANGLE 4 2) NO OBSTRUCTIONS ARE PERMITTED IN THE SPACE BETWEEN THIRTY

RELOCATED AS

SHOWN (30) INCHES AND TEN (10) FEET ABOVE THE GROUND WITHIN THE
DENEWAY TRIANGULAR SITE DISTANCE.
6630°28°E 278,87 (TQIAL)_ Y P N — —. 3) PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTIVITY, TREE
| | 1 PROTECTION FENCING WILL BE INSTALLED AROUND PROTECTED TREES OR
= = GROVES OF TREES AND NO CONSTRUCTION WORKERS, TOOLS, MATERIALS,
| | W%Q_ %mmm ﬁg::%ﬁ% — OR VEHICLES ARE PERMITTED WITHIN THE TREE PROTECTION FENCING.
s i 7 | 4) ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE
EXIST. 2” OAK TO PROPERLY BARRICADED WITH FENCING AND PROTECTED THROUGHOUT
s L T . BE SPADE AND CONSTRUCTION TO INSURE THAT NO CLEARING, GRADING OR STAGING OF
] 2 RELOCATED AS MATERIALS WILL OCCUR IN THOSE AREAS.
ensS > SHOWN 5) NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION
] o FENCING AND SILT FENCING IS INSTALLED AND APPROVED. PROTECTIVE
(9)RI | |_——46'x46" SIGHT FENCING IS TO BE MAINTAINED THROUGHOUT THE DURATION OF THE
, E DISTANCE TRIANGLE PROJECT AND CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTIONS ON
| ) 3 '§ TREE PROTECTION METHODS.
_ V- I 3
[ Ea IRIVATE DRAINAGE as’:lumr N =
— aSles $66°30°32 : m
;&?"’“‘ < . o 2
EASEMENT : . <
— W : = )
AR oF Lor — TOTAL ASPHALT+CURB 44,724 SF <
— S | 20% INTERIOR SHADING REQUIRED 8,945 SF e
/ - ’7/ \ INTERIOR SHADING PROVIDED 9,898 SF —
» p (14 INTERIOR ISLAND TREES @707 SF EA.) B —]
| 1)E—QL
(= R '® ®,
20° UTILITY EASEMENT (PUBLIC) (S)OJ m
- PLANT LIST d <
| o) > \ 0.C. — "ON CENTER" CAL. — "CALIPER AT 6” ABOVE GRADE” GAL. — "GALLON conmuaﬁ] N PLANTING @)
:15 ;c | (Sglizﬁ_%{ﬂﬁﬂ KEY NO. TYPE COMMON NAME  SCIENTIFIC NAME  Si7E  REMARKS -
(6)0J c 2 2 | :15 ;:3 g)g'é |C i‘% aL || o | LARGE SHADE TREE LAUREL OAK QUERCUS LAURIFOLIA | 2” cAL. | As sHowN Eﬂ —
s : : o=
e oo §§§ g (6)0y (17) E-AG %‘% E—QL| 19 TREE (EXISTING) LAUREL OAK QUERCUS LAURIFOLIA [AS SHOWN| AS SHOWN Z QO:
B TN z g | (15)R PYRUS ﬁ -
BRIRT . 3 8 S o €8) Pc || 10 | LARGE SHADE TREE | BRADFORD PEAR AL LR A 1 GAL. | AS SHOWN Z
oo sz = - ¥ R |32 SHRUB INDIAN HAWTHORNE | RAPHIOLEPIS INDICA | 1 GAL. | AS SHOWN
CENTRE COURT AT NEW CENTRE IS ® ‘ . B 3| Eﬂ Zi
DR. COMMERCIAL PARK sogdad ) 53 " E-ic|| 82 SHRUB NEEDLE POINT HoLLy | 'EX CORNUTA - | AS sHowN o, @) o
o= i o
R il 5 s Eg ol | | g E-Ac| 32 SHRUB GLOSSY ABELIA | ABELIA GRANDIFLORA - AS SHOWN < 5
5101 DUNLEA CT. 2 © < SREY| OPHIOPOGON O
DB 5472, PG 166 g - ~H 34 0J || 78 | GROUND COVER MONDO GRASS 1 GAL. | AS SHOWN /P Z
ZONING: RB §_§' N - 1)PC JAPONICUS !
USE: CONDOMINIUM COMMON § — | = S ! s 3)RI Q
AREA 2 Eg L . (6)0J PID: R04900—001—-007—003 = L‘ﬂ 2
N L OWNER: TARGET CORPORATION 'q
_/g/ = G % 4711 NEW CENTRE DR. —
EXISTING PRIVATE UTILITY EASEMENT 5 z N 2 | _ ZONING: RB : Z| g
CONNECT TO PUBLIC UTILITY EASEMENT. E < R USE: REGIONAL RETAIL
S -
: REQUIRED PROPOSED ¢
E 13 TREE(S) 13 TREE(S) A S
as Df.|~\ STREETYARD (NEW CENTRE): 350.8—38*25= 7,820 SF 78 SHRUB(S) 78 SHRUB(S) <
A4 5 TREE(S) 5 TREE(S) ~ ©
a. [ < STREETYARD (DUNLEA CT.): 243.13-24*25/2= 2,739 SF 27 SHRUB(S) 27 SHRUB(S) CD QV,
§§ DISTURBED AREA: 1.86 Ac. (15 TREES PER DISTURBED ACRE) 28 TREES 31 TREES Z. -
4 e a
_ » S . 425 SF k=
; O & FOUNDATION PLANTINGS: (NORTH)
B S 80x18x12% 173 SF (SEE PLAN) % E
= s,
Z FOUNDATION PLANTINGS: (SOUTH) 186 SF = -
L — — ’E 1)E-QL 80x18x12% 173 Sk (SEE PLAN) Z T o —
”-~—'/§3§RI e 8 i~ 8 3
(6)oJ o FOUNDATION PLANTINGS: (EAST) 445 SF 575 SF R Yo Q.
L 46°'x46" SIGHT 206x18x12% (SEE PLAN) ng e
/ DISTANCE TRIANGLE Z 2 O mg
7 —1 FOUNDATION PLANTINGS: (WEST) 445 SF 748 SF =2 . © OF
EXIST. FH EXIST. FH 0 206x18x12% (SEE PLAN) = e i
3% 2 0 o o8
5 ]
‘. ol g 20 O ;S
OAO . D:LlJ
2 Approved Construction Plan % &) g 0 L2
Name Date O 135
. o3 S
Planning =0 =
/@ Traffic
S66°33'20"W d
= 51.97 i | Fire
\—EXIST. 3" 0AK|TO
/ BE SPADE ANCO
—— — RELOCATED AS
SHOWN STORMWATER MANAGEMENT PLAN
— TLEEN h | APPROVED
\ LEGEND CITY OF WILMINGTON
20’'x70° SIGHT - PROPERTY BOUNDARY ENGINEERING DEPARTMENT
DISTANCE TRIANGLE -  EXISTING CONTOUR DATE PERMIT #
_ ] SIGNED
godg TREE PROTECTION — DO NOT DISTURB
/ EXIST.
DRIVEWAY
/ _ For each open utility cut DATE 1M-12-14
- of DESIGN PGT
City streets, a $325 DRAWN EJW
/ ~ SI'I'E: EI |A IN permit
) , shall be required from the
/ BAR SCALE 1'=30 City prior to occupancy
PID: R04911-001-017-000 s
PID: R04911—001—016-000 and/or project
/ OWNER: JER/JAMESON NC OWNER: WINSTON SALEM DG LLC w acceptance.
5102 DUNLEA CT. 4720 Z,\lgmNgENgBRE DR. |
USE. R%E%II\IEI)E(&EI'IELBHOTEL USE: NEIGHBORHOOD RETAIL d e - o & 50 SHEET 1 OF 1
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