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SAWMILL POINT APARTMENTS

1015 NUTT ST.

WILMINGTON, NORTH CAROLINA

RE-ISSUED FOR CONSTRUCTION CIVIL SET

OCTOBER 30, 2015

NORTH

NC LICENSE NO. F-1222

Name Date

Planning

Traffic

Fire

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

STORMWATER MANAGEMENT PLAN

APPROVED

CITY OF WILMINGTON

ENGINEERING DEPARTMENT

DATE     PERMIT #    

SIGNED            

Approved Construction Plan

1 inch

OWNER / DEVELOPER:

SAWMILL POINT APARTMENTS, LLC

103 TORREY PINES DRIVE

CARY, NORTH CAROLINA 27513

OWNER'S DESIGNATED REPRESENTATIVE:

BLAIR M. BOOTH, PRESIDENT

SAWMILL POINT APARTMENTS, LLC

bbooth@symphony-properties.com

(919) 439-1040

PROJECT ENGINEER / REPRESENTATIVE:

TAMARA MURPHY, PE

McKIM & CREED, INC.

243 NORTH FRONT STREET

WILMINGTON, NORTH CAROLINA 28401

tmurphy@mckimcreed.com

(910) 343-1048

PROJECT ADDRESS:

1015 NUTT STREET

WILMINGTON, NC 28401

TAX PARCEL IDENTIFICATION NUMBER:

R04712-002-003-000

PROPERTY ZONING:

CBD - CENTRAL BUSINESS DISTRICT

SITE

VICINITY MAP
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CITY OF WILMINGTON STANDARD NOTES

1. CONTACT THE NORTH CAROLINA ONE CALL CENTER PRIOR TO DOING ANY DIGGING AT "811".

2. PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTIVITY, TREE PROTECTION FENCING WILL BE INSTALLED

AROUND PROTECTED TREES OR GROVES OF TREES AND NO CONSTRUCTION WORKERS, TOOLS, MATERIALS, OR

VEHICLES ARE PERMITTED WITHIN THE TREE PROTECTION FENCING.

3. ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS-OF-WAY AND FOR DRIVEWAYS ARE TO BE THERMOPLASTIC AND MEET

CITY AND/OR NCDOT STANDARDS.

4. ONCE PUBLIC STREETS ARE OPEN TO TRAFFIC, THE DEVELOPER SHALL CONTACT TRAFFIC ENGINEERING TO

REQUEST INSTALLATION OF TRAFFIC AND STREET NAME SIGNS. PROPOSED STREET NAMES MUST BE APPROVED

PRIOR TO INSTALLATION OF STREET NAME SIGNS.

5. TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT MARKINGS) IN AREAS OPEN TO PUBLIC TRAFFIC ARE

TO MEET MUTCD (MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES) STANDARDS.

6. ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS, AND CURBING SHALL BE REPLACED.

7. CONTACT KAREN DIXON AT (910) 341-7888 TO DISCUSS STREET LIGHTING OPTIONS.

8. IF THE CONTRACTOR DESIRES WATER FOR CONSTRUCTION HE SHALL APPLY WITH THE CFPUA IN ADVANCE FOR THIS

SERVICE AND MUST PROVIDE A REDUCED PRESSURE ZONE (RPZ) BACKFLOW PREVENTION DEVICE ON THE

DEVELOPER'S SIDE OF THE WATER METER BOX.

9. CONTACT TRAFFIC ENGINEERING AT (910)341-7888 TO ENSURE THAT ALL TRAFFIC SIGNAL FACILITIES AND

EQUIPMENT ARE SHOWN ON THE PLAN. CALL TRAFFIC ENGINEERING FORTY-EIGHT HOURS PRIOR TO ANY

EXCAVATION IN THE RIGHT-OF-WAY. TRAFFIC ENGINEERING MUST APPROVE OF PAVEMENT MARKING PRIOR TO

ACTUAL STRIPING.

10. TACTILE WARNING MATS ARE TO BE INSTALLED ON ALL WHEELCHAIR RAMPS.

11. ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL BE WHITE.

12. ALL TRAFFIC CONTROL SIGNS AND MARKINGS OUTSIDE THE PUBLIC RIGHT-OF-WAY ARE TO BE MAINTAINED BY THE

PROPERTY OWNER.

13. STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING CONSTRUCTION.

14. A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY UTILITY.

15. NO OBSTRUCTIONS ARE PERMITTED IN THE SPACE BETWEEN THIRTY (30) INCHES AND TEN (10) FEET ABOVE THE

GROUND WITHIN THE TRIANGULAR SIGHT DISTANCE.

16. PERMITTING OF BUSINESS IDENTIFICATION SIGNAGE IS A SEPARATE PROCESS. NCDOT/CITY OF WILMINGTON WILL

NOT ALLOW THESE OBSTRUCTIONS WITHIN THE RIGHT-OF-WAY.

Know what's

R
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SHEET #

FILE #

DESCRIPTION

1 G-001 COVER SHEET

(2)

SURVEY
ARNOLD CARSON, PLS EXISTING CONDITIONS SURVEY

3 CE-101 SEDIMENT & EROSION CONTROL PLAN - STAGE 1

4 CE-102 SEDIMENT & EROSION CONTROL PLAN - STAGE 2

5 CD-101 DEMOLITION PLAN

6 CS-101 SITE PLAN

7 CG-101 GRADING PLAN

8 CG-102 STORM DRAINAGE PLAN

9 CU-101 UTILITY PLAN

10 CT-701 NUTT STREET ROADWAY PROFILE

11 CS-501 SITE DETAILS

12 CG-501 STORM DRAINAGE DETAILS

13 CG-502 INFILTRATION TRENCH SYSTEM DETAILS

14 CE-501 SEDIMENT & EROSION CONTROL DETAILS

15 CU-501 CFPUA STD. DETAILS

16 CU-502 CFPUA STD. DETAILS

17 CU-503 CFPUA STD. DETAILS

18 CU-504 CFPUA STD. DETAILS

19 CU-505 CFPUA STD. DETAILS

20 CU-506 CFPUA STD. DETAILS

REF. GOOGLE MAP IMAGES ONLINE

LANDSCAPE PLAN BY STEWART, INC.L8.00

LANDSCAPE DETAILS BY STEWART, INC.L8.30
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EDGE OF PAVEMENT

SIDEWALK

EXISTING PAVEMENT GRADE

TOP OF CURB (BACK OF CURB)

POOL DECK (UPPER OR LOWER)

TOP OF WALL

BOTTOM OF WALL

GROUND

RIM (FLOW LINE)

X 

X 

X 

X 

SPOT GRADE LEGEND:

X 

X 

X 

X 

MARINA SIDEWALK

GRADES ARE 2% AT THE GATE,

5% TO THE INTERSECTION,

2% AT THE INTERSECTION,

AND 8.33% UP THE WALK WITH THE HANDRAILS.

CONTRACTOR TO CONSULT

WITH OWNER TO DETERMINE

RAISING SEGMENTAL WALL

HIGHER TO REDUCE SLOPE

FROM PARKING LOT CURB.
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PARKING STRIPING & HANDICAP DETAILS

VARIES

SEE PLAN

4"

2"

4"4"

2"

4"

NOT TO SCALE

HANDICAP PARKING SIGN

6"

9"

18"

12"

NOT TO SCALE

TYPICAL PARKING STALL

NOT TO SCALE

HANDICAP PARKING STALL

CS501

1

SIDEWALK ADJACENT TO GRASSED AREAS AND PLANTERS

GROOVE JOINT

(5' MAX. O.C.)

1/8" RADIUS

1/8"

4
"

GROOVE JOINT

(5' MAX. O.C.)

1/8" RADIUS

1/8"

4
"

CONCETE SIDEWALK SECTION

CS501

2

***REF. LANDSCAPE PLANS AND DETAILS FOR INTERIOR SIDEWALKS

AND  STREET SIDEWALK JOINT PATTERNS

PRIVATE
DRIVE

SIDEWALK
SECTION

DRIVEWAY

APRON

CURB

PLAZA

PLAZA

SIDEWALK OR

SIDEWALK AREA

EXPANSION JOINT 1/2"

EXPANSION JOINT 1/2"

CURB RETURN

5' (1.5m) MIN. RESIDENTIAL

13' (4.0m) MIN. OTHER

PAVEMENT PLAN

0'-6"

1'-6"

EXPANSION JOINT 1/2"

6"

1'-6"

3'-0" 5'-0"

0'-2"

VARIABLE

FINISH PLAZA GRADE

1/4 PER 1'-0"

1/4 PER 1'-0"

EXPANSION JOINT

0'-6"

0'-6"

1'-6"

0'-2"

12'-0" MIN. (VARIABLE)

6" CONCRETE
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USE SPILL OR STD SLOPE PER GRADES

                 STANDARD 24" CURB & GUTTER (TYPE A)

CS501

5

NUTT STREET ASPHALT PAVEMENT SECTION

CS501

3
PARKING LOT PAVEMENT SECTION

CS501

4
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DECEMBER, 2010

PB/JSR

CHECKED: DEC

SD 3-07SCALE NOT TO SCALE

STANDARD DETAIL

SHEET 1 OF 2
DEPRESSED CURBS

DATE:

DRAWN BY

2/29/2008

J. RHYNE

CHECKED BY AMS, P.E.

SD 8-10SCALE NOT TO SCALE

STANDARD DETAIL

GUIDELINES FOR
WHEELCHAIR RAMPS &

SHEET 2 OF 2
DEPRESSED CURBS

GUIDELINES FOR
WHEELCHAIR RAMPS &

SD 8-10

DATE:

DRAWN BY

2/29/2008

J. RHYNE

CHECKED BY AMS, P.E.

SCALE NOT TO SCALE

STANDARD DETAIL

GUTTER

3'-4"

MIN.

VAR.

GRASS

STRIP

    PERPENDICULAR
CURB RAMP  ADJACENT
TO WALKING SURFACE

L

A

N

D

I

N

G

STANDARD CITY HANDICAP RAMP DETAILS

CS501

7

11

1
4

"

2'-0"

3
"

SECTION @ CURB & GUTTER

SECTION @ CONCRETE BAND

2' WIDE BY 14" DEEP CONC. BAND 3000 PSI @ 28 DAYS. BROOM FINISH

FLUSH W/ ASPHALT & PAVERS.  CONTROL JOINTS@ ±5 OC (EQUAL SPACING).

PROVIDE 2 #5 REBAR CONT. W/3" MINIMUM COVER.

3 1/8" x 5 1/2" x 8 1/4" CONC. HOLLAND PAVER STONE, 80mm BY

GORIA ENTERPRISES. COLOR AND PATTERN TO BE SELECTED BY

OWNERS REP. (SAND SWEPT JOINTS)

1 1/2" C-33 CONC. SAND SETTING BED.

MIRAFI 140N FABRIC BY GEOTEXTILES 1-800-446-7421

6" COMPACTED AGGREGATE BASE COURSE

95% COMPACTED SUB-GRADE (TYP.)

SEE ASPHALT PAVING DETAIL

1"R ON EDGES

                 BRICK PAVER CROSSWALK

CS501

8

36" X 36"

W11-15

ONE "U" POST PER

SIGN

24" X 12"

W16-7P

NCDOT ROAD SIGN DETAILS

CS501

9

5' CITY STD WIDTH

1
"
 
S

C
O

R
E

36" X 36"

R1-1

ONE "U" POST PER SIGN

24" X 30"

R4-7

5' CITY STD WIDTH

SIDEWALK ADJACENT TO PAVED AREAS

1
"
 
S

C
O

R
E

6" CABC (MIN. 12" BEYOND BOC)

3600 PSI CONCRETE
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N/A

CG501

STORM DRAINAGE AND GRADING

DETAILS

Name Date

Planning

Traffic

Fire

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

STORMWATER MANAGEMENT PLAN

APPROVED

CITY OF WILMINGTON

ENGINEERING DEPARTMENT

DATE     PERMIT #    

SIGNED            

Approved Construction Plan

1 inch

DESCRIPTIONS DATE

REV.NO.

REVISIONS

SCALE

HORIZONTAL:

VERTICAL:

SEAL

STATUS:

DRAWN

PROJ. MGR. 

DESIGNED

CHECKED

DATE:

MCE PROJ. #

SEAL

www.mckimcreed.com

NC LICENSE F-1222

SAWMILL POINT APARTMENTS

1015 NUTT STREET

WILMINGTON, NORTH CAROLINA

06586-0001

16 DEC 2014

RE-ISSUED FOR CONSTRUCTION

TCM/RAC

JBS/TCM/RAC

JBS/RMC

RMC

243 North Front Street

Phone: (910)343-1048, Fax: (910)251-8282

Wilmington, NC 28401

NOT TO SCALE (REF. ACPA GUIDELINES) 

CONCRETE PIPE TRENCH DETAIL

CG501

1

NOTE: 

1. STAMP FRA,ME AND GRATES AS "DO NOT DUMP, DRAINS TO STREAMS"

OR GLUE MEDALLION AS APPROVED BY ENGINEER OR CITY OF WILMINGTON.

NOT TO SCALE 

NCDOT CATCH BASIN DETAILS

CG501

2

NOT TO SCALE 

NCDOT DROP INLET DETAILS

CG501

3

NOT TO SCALE 

NCDOT JUNCTION BOX DETAILS

CG501

4

NOT TO SCALE 

NCDOT BRICK PIPE PLUG

CG501

6

3/4"

2-1/8"

5"

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

X

19'-11" NOMINAL

7-5/8"

2" TYPICAL (3" MAX.)

1
-
1

/
2

"
 
O

R
 
5

"

  2" TYPICAL (3" MAX.)

6"

2
-
1

/
2

"
 
o

r
 
6

"

"A"

NOT TO SCALE 

12" DIA CONTECH SLOT DRAIN DETAIL

CG501

5

FOUNDATION

(0.50 x O.D.) MIDDLE BEDDING

LOOSELY PLACED BEDDING

12" MIN. OR

ADEQUATE WORKING

SPACE TO ACHIEVE

COMPACTION

HAUNCHING MATERIAL

PER SPECS

BACKFILL MATERIAL PER SPECS

NOT TO SCALE 

ROOF DRAIN CLEANOUT AND PIPE DETAIL

CG501

7

12
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DESCRIPTIONS DATE

REV.NO.

REVISIONS

SCALE

HORIZONTAL:

VERTICAL:

SEAL

STATUS:

DRAWN

PROJ. MGR. 

DESIGNED

CHECKED

DATE:

MCE PROJ. #

SEAL

www.mckimcreed.com

NC LICENSE F-1222

SAWMILL POINT APARTMENTS

1015 NUTT STREET

WILMINGTON, NORTH CAROLINA

06586-0001

16 DEC 2014

RE-ISSUED FOR CONSTRUCTION

TCM/RAC

JBS/TCM/RAC

JBS/RMC

RMC

243 North Front Street

Phone: (910)343-1048, Fax: (910)251-8282

Wilmington, NC 28401

CG502

INFILTRATION TRENCH

SYSTEM DETAILS

Name Date

Planning

Traffic

Fire

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

STORMWATER MANAGEMENT PLAN

APPROVED

CITY OF WILMINGTON

ENGINEERING DEPARTMENT

DATE     PERMIT #    

SIGNED            

Approved Construction Plan

1 inch

N/A

TYP. INFILTRATION TRENCH SYSTEM

SHWT ELEV.

3" TYP.

6" MIN.

NOT TO SCALE

EXISTING SPLITTER OUTLET BOX (TYP.)

NOT TO SCALE

MEASURED HIGH RIVER ELEV.

30" DIA CMP ACCESS RISER WITH

SOLID ACCESS HATCH BOLTED TO A FRAME.

STEPS WILL NEED TO BE PROVIDED OVER

4-FT IN DEPTH.

TYP. CMP ACCESS RISER

NOT TO SCALE

0
10'

10'

SCALE: 1"=10' (Horiz.)

20'

30" DIA CMP ACCESS RISER WITH

SOLID ACCESS HATCH BOLTED TO A FRAME.

STEPS WILL NEED TO BE PROVIDED OVER

4-FT IN DEPTH.

CMP SPLITTER MANHOLE (CMP MH-A)

NOT TO SCALE

CMP PLATE (WEIR #2)

OUTFALL PIPE

WITH GRATE OR SCREEN;

CMP PLATE (WEIR #1)

4-FT CMP PLATE (WEIR #2)

6" CMP PLATE (WEIR #1)

S
U

M
P

JB-B

EX. SPLITTER BOX

EX. JB

TO REMAIN

CMP MH-A

SPLITTER MANHOLE

WITH 30" OUTLET

EX. JB-A (SPLITTER BOX)

OPEN HOLE TO BE

CLOSED IN WITH A

SOLID ACCESS LID.

REMOVE CONCRETE

SPLITTER WALL.

EX. JB-C2 (SPLITTER BOX)

PVC CLEANOUTS

TO BE CUT AND BURIED WITH

A CAST IRON COVER AT GROUND LEVEL

EX. JB TO REMAIN

41LF

30"CMP

TIE THE NEW INFILTRATION

SYSTEM TO THE EXISTING

SYSTEM AT EX. JB-C1.

30" CONNECTION BETWEEN

EX. AND PROP. TRENCH SYSTEMS

INV OUT=

6.30

INV IN=

6.10

OUT=

6.30

INV IN=

6.10

25LF

30"CMP
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DESCRIPTIONS DATE

REV.NO.

REVISIONS

SCALE

HORIZONTAL:

VERTICAL:

SEAL

STATUS:

DRAWN

PROJ. MGR. 

DESIGNED

CHECKED

DATE:

MCE PROJ. #

SEAL

www.mckimcreed.com

NC LICENSE F-1222

SAWMILL POINT APARTMENTS

1015 NUTT STREET

WILMINGTON, NORTH CAROLINA

06586-0001

16 DEC 2014

RE-ISSUED FOR CONSTRUCTION

TCM/RAC

JBS/TCM/RAC

JBS/RMC

RMC

243 North Front Street

Phone: (910)343-1048, Fax: (910)251-8282

Wilmington, NC 28401

CE501

Name Date

Planning

Traffic

Fire

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

STORMWATER MANAGEMENT PLAN

APPROVED

CITY OF WILMINGTON

ENGINEERING DEPARTMENT

DATE     PERMIT #    

SIGNED            

Approved Construction Plan

1 inch

VEGETATION PLAN SPECIFICATIONS

TEMPORARY INLET PROTECTION

TEMPORARY SILT FENCE

TEMPORARY DANDY SACK® INLET PROTECTION

TEMPORARY CONSTRUCTION ENTRANCE

14
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DETAIL 3

L8.10

TD1

TD1

QV11

QUALIFY AS STREET

TREES

15' CANOPY TREE

SHADE RING (TYP.)

SHADED PARKING AREA (TYP.)

TOTAL SHADED SF: 2300 SF

(23% OF 10,055 SF)

1NS***

BIKE RACK FOR 8 BIKES

BIKE RACK FOR 8 BIKES

1TD

SITE LEGEND

PROPOSED BUILDING

PROPOSED CONCRETE SIDEWALK

PROPOSED BRICK SIDEWALK

PROPOSED HEAVY DUTY PAVEMENT

PROPOSED CONCRETE PAVERS

PROPOSED GRAVEL

PROPOSED CURB & GUTTER

PROPOSED STOP BAR

PROPOSED CROSSWALK

PROPOSED 6' WIDE STANDARD CROSSWALK

PROPOSED 10' WIDE HIGH VISIBILITY CROSSWALK

PROPOSED SIGN

PROPOSED ADA PARKING SPACE

PROPOSED KEYSTONE WALL

PROPOSED CIP WALL

PROPOSED WHEEL STOP

PROPOSED GRAVEL TRAIL

PROPOSED ASPHALT TRAIL

PROPOSED TREELINE

PROPOSED FENCE

PROPOSED VEHICLE GATE (X' WIDE)

PROPOSED LIGHT

PROPOSED TRANSFORMER

PROPOSED CONDENSER

PROPOSED BIKE RACK

PROPOSED BENCH

PROPOSED BOLLARD

PROPOSED PEDESTRIAN STEEL PLATE

PROPOSED ADA APARTMENT UNIT

333 West Trade Street, Suite 300
Charlotte, NC  28202

T: 704.333.7862   F: 704.343.9380
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    ADJUSTMENT

L8.00

LANDSCAPE PLAN

0 15 30 60

NORTH

KEY QTY. BOTANICAL NAME

CANOPY TREES:

COMMON NAME SPACINGROOTSIZE

PLANT SCHEDULE

REMARKS

TD Taxodium distichum 'Autumn Gold'
Bald Cypress

As ShownB&B2.5" CAL11

QV

Quercus virginiana 'High Rise' High Rise Live Oak
As ShownB&B30

HEIGHT

2.5" CAL

WEST: 660 LINEAR FEET*

CBD - STREET TREES - NUTT STREET

22 (1 PER 30 LF)

REQUIRED PROVIDED

22

LENGTH OF STREET FRONTAGE

KEY QTY. BOTANICAL NAME

SHRUBS:

COMMON NAME SPACINGROOTSIZE REMARKS

PW

Pittosporum tobira 'Wheeler's Dwarf' Dwarf Pittosporum
As ShownCONT34

HEIGHT

18" MIN

As ShownCONT36" MIN

RT Indian Hawthorne As ShownCONT61 18" MIN

Rhaphiolepis umbellata 'Eleanor Tabor'

IN Ilex vomitoria 'Nana'
Dwarf Yaupon Holly

16 Parking Screening

QV2
Quercus virginiana

Southern Live Oak As ShownB&B1 2.5" CAL

EAST: 265 LINEAR FEET** 9 (1 PER 30 LF)
9

*LINEAR FOOTAGE DOES NOT INCLUDE DRIVEWAY

** LINEAR FOOTAGE DOES NOT INCLUDE PAY IN LIEU SECTION BETWEEN PROPOSED SIDEWALKS

NS***

Nyssa sylvatica

Sour Gum As ShownB&B5 2.5" CAL

***5 TREES TO MITIGATE THE REMOVAL OF THE CEDAR AS REQUIRED



333 West Trade Street, Suite 300
Charlotte, NC  28202

T: 704.333.7862   F: 704.343.9380

N
O

T 
FO

R
C

O
N

ST
RU

C
TIO

N

Key Plan

Project No:
Issue Date:
Issued For:

23 January 2015
CONSTRUCTION

1321

SA
W

M
IL

L 
PO

IN
T

W
IL

M
IN

G
TO

N
, N

O
RT

H 
C

A
RO

LI
N

A

07.10.15 ISSUE TO GC

PLANTING NOTES:

1. DO NOT STAKE TREES EXCEPT WHERE SPECIFIED BY LANDSCAPE ARCHITECT.  STAKING IS REQUIRED FOR TREES PLANTED ON SLOPES.

2. WHERE SEVERAL TREES WILL BE PLANTED CLOSE TOGETHER SUCH THAT THEY WILL LIKELY SHARE ROOT SPACE, TILL IN SOIL AMENDMENTS TO A DEPTH

OF 4-6" OVER THE ENTIRE AREA.

3. FOR CONTAINER GROWN TREES, USE FINGERS OR SMALL HAND TOOLS TO PULL THE ROOTS OUT OF THE OUTER LAYER OF POTTING SOIL; THEN CUT OR

PULL APART ANY ROOTS CIRCLING THE PERIMETER OF THE CONTAINER.

4. FOR FIELD GROWN TREES, CUT BURLAP, ROPE AND WIRE BASKET AWAY FROM TOP AND SIDES OF ROOT BALL.

5. THOROUGHLY SOAK THE TREE ROOT BALL AND ADJACENT PREPARED SOIL SEVERAL TIMES DURING THE FIRST MONTH AFTER PLANTING AND

REGULARLY THROUGHOUT THE FOLLOWING TWO SUMMERS.

6. THE PLANTING PROCESS IS SIMILAR FOR DECIDUOUS AND EVERGREEN TREES.

7. DO NOT WRAP TRUNK; MARK NORTH SIDE OF TREE IN THE NURSERY AND LOCATE TO THE NORTH IN THE FIELD.

8. WIDTH OF PLANTING HOLE IS 3X ROOT BALL AT THE SURFACE, SLOPING TO 2X THE ROOT BALL DIAMETER AT THE DEPTH OF THE ROOT BALL.

9. BEFORE PLANTING, ADD 3-4" OF WELL COMPOSTED LEAVES, RECYCLED YARD WASTE OR OTHER COMPOST  AND TILL INTO TOP 6" OF PREPARED SOIL.

ADD COMPOST AT 20-35% BY VOLUME TO BACKFILL.

10. PERFORM PERCOLATION TEST FOR EACH TREE PIT TO CONFIRM THAT WATER DRAINS OUT OF THE SOIL. PROVIDE GRAVEL SUMP FILTER FABRIC & VENT

PIPE IF DRAINAGE DOES NOT OCCUR WITHIN 24 HOURS. INCLUDE ALL SUMPS IN BASE BID. SHOULD SUMPS NOT BE NECESSARY AFTER PERCOLATION

TEST, PROVIDE CHANGE ORDER DEDUCT TO OWNER.

11. IF PLANTING HOLES ARE DUG WITH A LARGE AUGER BREAKING DOWN THE SIDES WITH A SHOVEL CAN ELIMINATE GLAZING AND CREATE THE PREFERRED

SLOPING SIDE.

12. TREES SHALL HAVE SINGLE LEADERS.  TREES WITH 2 LEADERS WILL BE REJECTED.

13. DO NOT PLACE MULCH IN CONTACT WITH TRUNK.

14. PROVIDE GATOR BAGS FOR ALL TREES WHERE IRRIGATION IS NOT PROVIDED.

TRUNK CALIPER SHALL

MEET ANSI Z60 CURRENT

EDITION FOR ROOT BALL SIZE.

MODIFIED SOIL. DEPTH

VARIES. (SEE PLANT SOIL

PLAN).

FINISHED GRADE.

BOTTOM OF ROOT BALL RESTS ON

EXISTING OR RECOMPACTED

SOIL.

CENTRAL LEADER. (SEE CROWN

OBSERVATIONS DETAIL).

ROUND-TOPPED SOIL BERM

4" HIGH X 8" WIDE ABOVE ROOT

BALL SURFACE SHALL BE

CONSTRUCTED AROUND THE

ROOT BALL. BERM SHALL

BEGIN AT ROOT BALL PERIPHERY.

TOP OF ROOT BALL SHALL BE FLUSH WITH

FINISHED GRADE.

PRIOR TO MULCHING, LIGHTLY TAMP SOIL

AROUND THE ROOT BALL IN 6" LIFTS TO

BRACE TREE. DO NOT OVER COMPACT.

WHEN THE PLANTING HOLE HAS BEEN

BACKFILLED, POUR WATER AROUND THE

ROOT BALL TO SETTLE THE SOIL.

3" LAYER OF SETTLED MULCH.

NO MORE THAN 1" OF MULCH ON

TOP OF ROOT BALL. (SEE

SPECIFICATIONS FOR MULCH).

SCARIFIED SOIL.

EQUAL EQUALEQUAL

ROOT BALL MODIFIED AS

REQUIRED

(SEE SPECIFICATIONS).

4" Ø SOCK DRAIN CONTINUOUS AROUND

BASE OF TREE. INSTALL 4" - 6" DEEPER

THAN ROOT BALL FOR LOWERED PLANTING

HOLE AS NEEDED WITH POOR DRAINAGE

(SEE PLANTING PIT/BED DRAIN DETAIL).

TRUNK CALIPER SHALL

MEET ANSI Z60 CURRENT

EDITION FOR ROOT BALL

SIZE.

ROUND-TOPPED SOIL BERM

4" HIGH X 8" WIDE ABOVE

ROOT BALL SURFACE ON THE

DOWNHILL SIDE OF THE ROOT

BALL. BERM SHALL DIE INTO

SLOPE.

FINISHED GRADE (MAX SLOPE

SHALL BE 3:1).

BOTTOM OF ROOT BALL RESTS ON

EXISTING OR RECOMPACTED SOIL

(SEE NOTE 8).

CENTRAL LEADER. (SEE CROWN

OBSERVATIONS DETAIL).

FINISHED SLOPE SHOULD PASS

THROUGH THE POINT WHERE THE

TRUNK BASE MEETS

SUBSTRATE/SOIL.

3" LAYER OF SETTLED MULCH. NO MORE

THAN 1" OF MULCH ON TOP OF ROOT

BALL. (SEE SPECIFICATIONS FOR

MULCH).

MODIFIED SOIL. DEPTH

VARIES. (SEE SOIL

PREPARATION PLAN).

ROOT BALL MODIFIED AS

REQUIRED

(SEE SPECIFICATIONS).

PRIOR TO MULCHING, LIGHTLY TAMP

SOIL AROUND THE ROOT BALL IN 6"

LIFTS TO BRACE TREE. DO NOT OVER

COMPACT. WHEN THE PLANTING

HOLE HAS BEEN BACKFILLED, POUR

WATER AROUND THE ROOT BALL TO

SETTLE THE SOIL.

EQUAL EQUALEQUAL

4" Ø SOCK DRAIN CONTINUOUS

AROUND BASE OF TREE. INSTALL

4" - 6" DEEPER THAN ROOT BALL

FOR LOWERED PLANTING HOLE

AS NEEDED WITH POOR

DRAINAGE (SEE PLANTING

PIT/BED DRAIN DETAIL).

1 TREE (TYPICAL)

NOT TO SCALE SECTION

2 TREE ON SLOPE (TYPICAL)

NOT TO SCALE SECTION

3 SHRUB (TYPICAL)

NOT TO SCALE SECTION

4 SHRUB ON SLOPE (TYPICAL)

NOT TO SCALE SECTION

5 VINE (TYPICAL)

NOT TO SCALE SECTION

6 GROUNDCOVER PLANTING (TYPICAL)

NOT TO SCALE SECTION

8 SHRUB AND GROUNDCOVER SPACING

NOT TO SCALE SECTION

7 CROWN OBERSERVATIONS - HIGH BRANCHED

NOT TO SCALE SECTION

MODIFIED SOIL.

DEPTH VARIES. (SEE

PLANTING SOIL PLAN).

4" HIGH X 8" WIDE ROUND - TOPPED

SOIL BERM ABOVE ROOT BALL

SURFACE SHALL BE CONSTRUCTED

AROUND THE ROOT BALL. BERM

SHALL BEGIN AT ROOT BALL

PERIPHERY.

PRIOR TO MULCHING, LIGHTLY TAMP

SOIL AROUND THE ROOT BALL IN 6"

LIFTS TO BRACE SHRUB. DO NOT

OVER COMPACT. WHEN THE

PLANTING HOLE HAS BEEN

BACKFILLED, POUR WATER AROUND

THE ROOT BALL TO SETTLE THE

SOIL.

3" LAYER OF SETTLED

MULCH. NO MORE

THAN 1" OF MULCH ON

TOP OF ROOT BALL.

(SEE SPECIFICATIONS

FOR MULCH).

ROOT BALL RESTS

ON EXISTING OR

RECOMPACTED SOIL.

SCARIFIED SOIL.

FINISHED GRADE.

ROOT

BALL

3" LAYER OF SETTLED

MULCH. NO MORE THAN

1" OF MULCH ON TOP OF

ROOT BALL. (SEE

SPECIFICATIONS FOR

MULCH).

PRIOR TO MULCHING, LIGHTLY TAMP SOIL AROUND

THE ROOT BALL IN 6" LIFTS TO BRACE SHRUB. DO

NOT OVER COMPACT. WHEN THE PLANTING HOLE

HAS BEEN BACKFILLED, POUR WATER AROUND THE

ROOT BALL TO SETTLE THE SOIL.

ORIGINAL SLOPE

SHOULD PASS

THROUGH THE

POINT WHERE THE

TRUNK MEETS

SUBSTRATE/SOIL.

MODIFIED SOIL.

DEPTH VARIES. (SEE

PLANTING SOIL PLAN).

BOTTOM OF ROOT

BALL RESTS ON

EXISTING OR

RECOMPACTED

SOIL.

SCARIFIED SOIL.

ROOT

BALL

FACE OF WALL OR BUILDING.

LEAN NURSERY STAKE AGAINST THE WALL. STAKE TO BE

REMOVED AT THE END OF THE MAINTENANCE (WARRANTY)

PERIOD AFTER THE VINE HAS ATTACHED TO THE WALL.

ROOT BALL.

VINE.

PRIOR TO MULCHING, LIGHTLY TAMP SOIL AROUND THE ROOT

BALL IN 6" LIFTS TO BRACE SHRUB. DO NOT OVER COMPACT.

WHEN THE PLANTING HOLE HAS BEEN BACKFILLED, POUR

WATER AROUND THE ROOT BALL TO SETTLE THE SOIL.

3" LAYER OF SETTLED MULCH. NO MORE THAN

1" OF MULCH ON THE TOP OF THE ROOT BALL.

(SEE SPECIFICATIONS FOR MULCH).

FINISHED GRADE.

PAVEMENT.

MODIFIED SOIL DEPTH VARIES. (SEE PLANTING

SOIL PLAN)

SCARIFIED SOIL.

ROOT

BALL

SECTION VIEW

PAVEMENT.

MULCH.

GROUNDCOVER

PLANTS TO

BE TRIANGULARLY

SPACED.

SCARIFIED SOIL.

6" - 8" MODIFIED SOIL. DEPTH VARIES.

(SEE SPECIFICATIONS FOR SOIL

MODIFICATION).

3" LAYER OF SETTLED MULCH.

FINISHED GRADE.

EQUAL

EQUAL

A B Aspect

Ratio

2.50" 1.80" 0.72

2.0" 2.0" 1.0

2.50" 2.0" 0.80

4.0" 3.0" 0.75

A

B

A B Aspect

Ratio

1.50" 0.50" 0.33

2.50" 0.90" 0.36

2.0" 1.00" 0.50

2.50" 1.60" 0.64

ONE CENTRAL LEADER

(NO CODOMINANT

LEADERS)

ASPECT RATIO

IS LESS

THAN 0.66.

ASPECT RATIO IS

GREATER THAN

0.66.

MULTIPLE LEADERS

(SEVERAL CODOMINANT

LEADERS)

ACCEPTABLE

REJECTABLE

A

B

A

B

A

B

B

ASPECT RATIO OF B:A LESS

THAN 0.66 AS MEASURED 1"

ABOVE THE TOP OF THE

BRANCH UNION.

ASPECT RATIO OF B:A GREATER THAN OR

EQUAL TO 0.66 AS MEASURED 1" ABOVE

THE TOP OF THE BRANCH UNION.

CURB OR EDGE OF PAVEMENT.

INDIVIDUAL PLANT SPACING 'X'.

REFER TO PLANT LIST FOR 

SPACING EXCEPT WHERE NOTED

MASSES TO USE TRIANGULAR

ALL SHRUBS AND GROUNDCOVER

NOTE:

PLANT TYPES.

BETWEEN DIFFERENT

PROVIDE MIN. 18" SPACING

'X'

'X' 'X'

1
2
"

6
"

1
8
"

M
I
N

2
4
"

1
8
"

SETBACK FOR 36" O.C. 

SETBACK FOR 24" O.C. 

SETBACK FOR 48" - 60" O.C. 

SETBACK FOR 6" O.C.

NOTES
:

1. SEE PLANTING LEGEND FOR GROUNDCOVER SPECIES, SIZE AND SPACING DIMENSION.

2. SMALL ROOTS (

1

4

" OR LESS) THAT GROW AROUND, UP OR DOWN THE ROOT BALL PERIPHERY ARE

CONSIDERED A NORMAL CONDITION IN CONTAINER PRODUCTION AND ARE ACCEPTABLE, HOWEVER THEY

SHOULD BE ELIMINATED AT THE TIME OF PLANTING. ROOTS ON THE PERIPHERY CAN BE REMOVED AT THE

TIME OF PLANTING (SEE ROOT BALL SHAVING DETAIL).

3. SETTLE SOIL AROUND ROOT BALL OF EACH GROUNCOVER PRIOR TO MULCHING.

4. WHEN GROUNDCOVER PLANTINGS ARE USED IN MASSES, ENTIRE BED SHALL BE EXCAVATED AND TILLED

WITH SOIL AMENDMENTS PER SPECIFICATIONS.

5. CONTRACTORS SHALL ASSURE PERCOLATION OF A ALL PLANTING PITS PRIOR TO INSTALLATION.

L8.30

LANDSCAPE DETAILS

09.22.15 RE-ISSUED TO GC
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