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REFERENCE PLAN

1. EXISTING UTILITIES SHOWN ARE APPROXIMATE AND SHALL BE VERIFIED IN THE
FIELD PRIOR TO BEGINNING WORK.  CONTRACTOR SHALL CONTACT THE CITY
OF WILMINGTON FOR LOCATION OF EXISTING UTILITIES PRIOR TO BEGINNING
CONSTRUCTION.  THE CONTRACTOR SHALL EXERCISE CAUTION WHEN
WORKING AROUND EXISTING UTILITIES TO REMAIN.

2. PLANT LIST IS PROVIDED FOR CONVENIENCE ONLY.  IN THE CASE OF
DISCREPANCIES BETWEEN THE PLAN AND PLANT LIST QUANTITIES, THE PLAN
SHALL TAKE PRECEDENCE.

3. AFTER THE SITE IS STABILIZED AND FREE OF SEDIMENTATION, THE CONTRACTOR
SHALL REMOVE ALL TEMPORARY EROSION CONTROL DEVICES, SILT, RIP RAP
AND TEMPORARY STONE STAGING AREAS FOR REPLACEMENT WITH PLANTING
SOIL.  PROVIDE PLANTING ACCORDING TO THE LANDSCAPE PLAN.

4. TEMPORARY EROSION CONTROL SEED MUST BE FULLY REMOVED PRIOR TO
PREPARATION OF PERMANENT SEED, SOD OR LANDSCAPE BEDS.

5. UNLESS OTHERWISE NOTED IN THE PLANT LIST, THE CONTRACTOR SHALL OBTAIN
AND INSTALL ONLY PLANT MATERIAL THAT IS GROWN ON ITS OWN ROOT -
GRAFTED OR BUDDED PLANT MATERIAL WILL BE REJECTED.

6. ALL TREES SHALL BE OBTAINED FROM THE NURSERY WITH EXPOSED ROOT
CROWNS. B&B MATERIAL DELIVERED TO SITE WITH BURIED OR RECENTLY BURIED
ROOT CROWNS WILL BE REJECTED.

7. CONTRACTOR SHALL NOTIFY LANDSCAPE ARCHITECT OF PLANT SUBSTITUTIONS
IN ANY MEASUREMENT OR SPECIES INDICATED.

8. DO NOT PLANT IN STORM WATER CONVEYANCE SWALES OR PROVIDE FINE
GRADING THAT DISRUPTS FLOW OR CHANGES LONGITUDINAL SLOPES.

9. PLANT THE OUTER EDGES OF EACH PLANTING GROUP FOLLOWING THE BED
OUTLINE ACCORDING TO THE PLAN. ONCE A SATISFACTORY MATCHED OUTER
SHAPE IS OBTAINED, FILL THE CENTER OF EACH AREA WITH PLANTS ACCORDING
TO THE PLAN AND SPACING NOTES.

10. THE PLANTING LAYOUT WITHIN PLANTING BEDS SHOULD BE SHIFTED TO MINIMIZE
CONFLICTS WITH EXISTING TREE ROOTS.

11. THE CONTRACTOR SHALL SEED ALL DISTURBED AREAS INCLUDING
CONSTRUCTION ACCESS OUTSIDE PROJECT LIMITS.

PLANTING NOTES

SCALE:  1" = 80'-0"
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For each open utility cut of

City streets, a $325 permit
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City prior to occupancy

and/or project acceptance.

Date:____________ Permit #_______

Signed: ________________________

APPROVED STORMWATER MANAGEMENT PLAN

Public Services Engineering Division

REFER TO 1 STREET TREE

PLANTING PLAN L162

REFER TO 1 STREET TREE

PLANTING PLAN ON L161
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SPACED BETWEEN STREET TREES
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SOD
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STREET TREE PLAN

RIVERLIGHTS-

CONVENTIONAL SF-2

2

BMP 10 PLANTING PLAN

N

REQUIRED: MINIMUM
PLANTING FOR A WET
DETENTION VEGETATIVE
SHELF IS 50 PLANTS PER
EVERY 200 SF OF
VEGETATIVE SHELF
(4,990 SF VEGETATIVE SHELF/
200SF) x 50 PLANTS = 1,248
MINIMUM NUMBER OF
REQUIRED PLANTS

PROVIDED: 2,175 PLANTS

PLANTING SCHEDULE - BMP 10

SYM QTY BOTANICAL NAME COMMON NAME CAL/RT MIN. HT. MIN. SPR. REMARKS

UPPER SHELF

ED 211 EUPATORIADELPHUS
DUBIUS DWARF JOE PYE WEED 4" POT 15" - 18" O.C.

HC 499 HIBISCUS COCCINEUS SCARLET ROSE
MALLOW 4" POT 15" -

LC 485 LOBELIA CARDINALIS CARDINAL FLOWER 4" POT 15" -

LOWER SHELF

AS 414 ACORUS
SUBCORDATUM SWEETFLAG 4" POT 15" -

IV 184 IRIS VIRGINICA BLUE FLAG IRIS 4" POT 15" -

SC 382 SCIRPUS CYPERNIUS WOOLGRASS 4" POT 15" -

SOD

11,600 SF -- -BERMUDABERMUDASOD -

18" O.C.

18" O.C.

18" O.C.

18" O.C.

18" O.C.
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Signed: ________________________
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CONVENTIONAL SF-2

N

1

STREET TREE PLANTING PLAN

SYM QTY BOTANICAL NAME COMMON NAME CAL/RT MIN. HT. MIN. SPR. REMARKS

STREET TREES

AB 8 ACER BUERGERANUM TRIDENT MAPLE 2-2 1/2" - - STRONG CENTRAL LEADER; NO
INCLUDED BARK

NS 25 NYSSA SYLVATICA BLACK GUM 2-2 1/2" - - STRONG CENTRAL LEADER; NO
INCLUDED BARK

QL 46 QUERCUS LYRATA OVERCUP OAK 2-2 1/2" - - STRONG CENTRAL LEADER; NO
INCLUDED BARK

ZS 7 ZELKOVA SERRATA ZELKOVA 2-2 1/2" - - UNIFORMLY BRACHED; NO INCLUDED
BARK

STREET TREE PLANTING SCHEDULE



RAISED TREE PLANTING

1

RAISED SHRUB PLANTING

5

GROUNDCOVER PLANTING

6

EVERGREEN TREE PLANTING

4

6"
6-

8"

ROOT CROWN
APPROPRIATE
GRADE

FLAG

3" MULCH

PLANTING SOIL

SET BALL 14"-1
3" ABOVE

PROPOSED GRADE W/
RESPECT TO DRAINAGE
CONDITIONS. REST BALL
ON UNDISTURBED SUBSOIL

RUBBER HOSES

GUY ROPES
3 PER TREE

SAUCER AROUND PIT
DELETE W/ IRRIGATION

CUT AND REMOVE TOP
RINGSOF WIRE BASKET

AND BURLAP
HARDWOOD STAKE

(3 PER TREE)

RIPPED SUBSOIL

SUPPORT ROOTBALL W/
COMPACTED EARTH

FOR FLATBOTTOM TREE
ROOTBALLS, REST ON

UNDISTURBED PEDESTAL

SCALE: NTS

SET ROOTBALL 12" -
1
3" ABOVE PROPOSED
GRADE ACCORDING
TO SPECIES AND
DRAINAGE CONDITIONS

3" MULCH

FINISH GRADE

PLANTING SOIL

SAUCER AROUND
PIT (DELETE WITH

IRRIGATION)

CUT AND REMOVE
BURLAP FROM TOP

1
3 OF ROOTBALL

RIPPED SUBSOIL

UNDISTURBED SOIL

PLANT GROUNDCOVER
THROUGH MULCH

2" MULCH

SCALE: NTS

SCALE: NTS

PLANTING SOIL

RIPPED SUBSOIL

UNDISTURBED SOIL
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GROUNDCOVERS/
ORNAMENTALS

SHRUBS

EDGE OF BED

EDGE OF BED

℄

APPROXIMATE
GRADE

SCALE: NTS

ROOT CROWN

TRUNK FLARE AND
TOP OF ROOT BALL

FLAG

3" MULCH

ROTOTILLED PLANTING SOIL

SET BALL 1/4-1/3 ABOVE
PROPOSED GRADE W/RESPECT TO
DRAINAGE CONDITIONS. REST
BALL ON UNDISTURBED SUBSOIL

RUBBER HOSES

GUY ROPES 3
PER TREE

SAUCER AROUND PIT
DELETE W/ IRRIGATION

CUT AND REMOVE TOP
RINGSOF WIRE BASKET

AND BURLAP

HARDWOOD STAKE
(3 PER TREE)

RIPPED SUBSOIL

FOR FLATBOTTOM TREE
ROOTBALLS REST ON

UNDISTURBED PEDESTAL

SUPPORT ROOTBALL W/
COMPACTED EARTH

LAWN/PLANT BED EDGE

2

0 1' 2'

LAWNPLANT BED

3"

2"2"

SECTION

MULCH

NOTCH/ TRENCH SOIL;
3" DEPTH; 6" WIDTH

0 1' 2'

CONCRETE/PLANT BED EDGE

8

PLANTING BED

V
A

RI
ES

1"

MULCH

CONCRETE
SIDEWALK

SECTION

23" DIA.

46
"

38"

16
'-0

"

SMOOTH, ROUND,
CONCRETE POLE,
COLOR: BLACK

FINISH GRADE

LIGHT FIXTURE POLE ELEVATIONNON STANDARD LIGHT FIXTURE DETAIL

LIGHT FIXTURE
TYPE: SANIBEL LED

75 WATT LED
COLOR: BLACK
LUMENS: 5,500

LIGHT POLE

0 1' 2'

7
* LIGHTING SHOWN FOR REFERENCE ONLY.

* LIGHT POLE TO BE SIMILAR IN STYLE, COLOR, TYPE.

* FINAL LAYOUT AND FOOT CANDLE STUDIES SHALL BE PROVIDED BY THE POWER COMPANY.

* FOR SPECIES SELECTION REFER TO STREET TREE PLANTING SCHEDULE 8 ON L161 AND L162

C-098 1330

DETAILS

AS SHOWN

CONVENTIONAL PHASE 2


