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DATE:  11.15.2012 
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FROM:  Tara S. Murphy, ASLA/RLA/LEED AP    Dave Brent 
  Transportation Planning      Traffic Engineering 
 

 

MATTRESS FIRM ‐ OLEANDER  [2nd Review] 
 
BASE INFORMATION: 

 The shading layer that shows the existing sidewalk along Oleander Drive was apparently turned off 
and the sidewalk is no longer visible on the site plan.  Please restore this. 

 

TECHNICAL STANDARDS: 

1. Driveways for lots along major thoroughfares must at least 75’ offset from property lines to the curb 
line.  A variance may be requested.   Note for file: Applicant submitted a variance request and 
engineering approved.  This comment has therefore been resolved. 

2. Both driveways shall be City‐standard ramp‐type driveways.  Show appropriate City standard 
detail(s) on plan.  The alley driveway is acceptable as proposed (street type).  Street type 
driveways do require stop bars and stop signs.  The Oleander driveway needs to be shown as 
the City standard ramp type driveway per the detail provided on sheet D‐09 (detail #4).   

3. Show proposed driveway centerline elevations at both the front and the back of each concrete 
driveway apron, at the curb line, property line & points at 26’ and 52’ behind the property line. 
Provide centerline driveway elevations at the curb, back of right‐of‐way, and 26 & 52 feet behind the 
right‐of‐way. 

4. The stop bars are labeled as being "white paint" and contradict with notes 11 and 13 on sheet C‐04 
which indicate thermoplastic.  Stop bars are not required at concrete apron type driveways. 

5. Show and apply the City’s 20’x70’ sight distance triangle at each driveway on the site plan and 
landscaping plan.  [Sec.18‐529(c)(3)CofW LDC] Add a note indicating that all proposed vegetation 
within sight triangles shall not interfere with clear visual sight lines from 30"‐10'. [Sec.18‐566 CofW 
LDC]  The sight distance triangles have not been applied correctly.  Please refer to the illustration 
below and contact me if you have any questions. 
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6. The minimum radius is 25’ for any portion of a parking lot adjacent to a travel way (i.e. islands at the 
end of a parking bay) for parking that is open to the public.  The parking aisle/drive aisle radii accessing 
the dumpster pad shall be 25'. [Chapter VII, Detail SD 15‐13 CofWTSSM]  The northern landscape 
island radius on the drive aisle approaching the dumpster needs to be 25'.  15' is acceptable on the 
southern landscape island if trash pickup vehicles will ingress and egress from Oleander Drive. 

7. Center the wheelchair ramp in the striped out area between the handicapped parking spaces. 
Please draw the wheelchair ramp at the handicapped parking spaces. 
 

MISCELLANEOUS: 

 The 25' drive aisle proposed may be reduced to 24' and may be measured from face of curb to face of 
curb if you wish to decrease impervious surface on site. 

 


