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PARID:
R04817-014-005-000

BARRISTER'S ROW COMMON AREA
401 CHESTNUT ST

URBAN
CENTRAL BUSINESS DISTRICT

PARID:
R04817-018-004-000

NEW HANOVER COUNTY
320 CHESTNUT ST

BOOK 1042, PAGE 0202
(FIRST TRACT)

URBAN
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Site Data Tabulation
1) Project Name:  320 Chestnut Street Additions & Renovations for New Hanover County

Project Address:  320 Chestnut Street
Parcel ID:  R04817-018-004-000
Owner:  New Hanover County
Book 1032, Page 0489

2) City Zoning District:  HD (Historic District)
3) Building Setbacks:  Existing building on South, East & North lot lines.
4) Total Acreage within project boundary:  0.7876 acres or 34,308 sf
5) Building size, both existing and proposed, with square footage:  44,168 total existing and 48,973 proposed
6) Calculation for site coverage, existing & proposed:

31,137 sf total existing impervious coverage
- 783 sf new pervious surface

30,354 sf total proposed impervious coverage (See AC1.2 for Net New Impervious Surface calculations.)
7) Number of Units:  n/a
8) Number of Buildings: 1
9) Building Height:  84' to highest roof surface above average grade
10) Number of stories & square feet per floor:  7 Stories: 1st - 9403 square feet

2nd - 8336
3rd - 7614
4th - 7614
5th - 7614
6th - 7614
7th - 1885
Total 48,973

11) Total amount and percent of on-site impervious surface area, before and after development:
Before development: 31,137 or 90.8%
After Development: 30,354 or 88.5%
12) Off street parking calculations, including required amount of parking and proposed amount of parking and the 
basis for determination:
-Section 18-526 (i) (2) exempts projects in the historic district from providing off street parking when the project is located within 
1320 feet of a government owned parking facility where public parking is available.  The project qualifies for this exemption as 
there are several parking facilities within the required distance.
-The existing parking lot, after the addition of landscaped islands, will have 84 parking spaces.  Table 1106.1 of the NCBC 
requires a minimum of 4 accessible parking spaces for a lot with a capacity of 76-100 spaces, so 4 accessible spaces are being 
provided.  (1 Van Accessible space, and 3 Accessible spaces)
13) CAMA Land Use Classification:  Urban

12 Spaces (Existing)
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Site & Adjacent 
Property Owners

AC1.0

1
15 May, 2014
Parking note added.

2
26 June, 2014
Site Data Tabulation Added.

2



Plan North True North

124 Market Street
Wilmington, NC  28401

910.762.0892
johnsawyerarchitects.com

John
Sawyer
Architects

320 Chestnut 
Street 
Additions & 
Renovations

New Hanover 
County

Revisions:

of

© 2014 John Sawyer Architects, PC - All Rights Reserved

Construction Drawings
January 24, 2014

    PARID: R04817-018-006-000  
       WILMINGTON CITY OF  
            320 CHESTNUT ST 
        BOOK 1144, PAGE 0438 

   PARID: R04817-018-001-000  

      WILMINGTON CITY OF  
          320 CHESTNUT ST  
      BOOK 1135, PAGE 0988 

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
 P

A
R

ID
: R

04
81

7-
01

8-
00

3-
00

0 
 

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

 W
IL

M
IN

G
TO

N 
C

IT
Y

 O
F 
 

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
  1

02
 3

R
D

 S
T 

N 
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
   

   
  B

O
O

K 
01

99
, P

A
G

E 
00

37
 

        PARID: R04817-018-004-000  
                 NEW HAN CNTY  
                320 CHESTNUT ST  
            BOOK 1032, PAGE 0489 

       PARID: R04817-018-004-000  
                NEW HAN CNTY  
              320 CHESTNUT ST  
          BOOK 1135, PAGE 0789 

   LANDSCAPE AREA

D

D
D

D

D

S

S

S
S

S

SS SS SS SS SS SS SS

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

S
S

SSSSSSSSSSSSSSSSSSSSSSSSSSSS
SS SS SS

SSMH-2301047
RIM ELEV. =41.77
INV. OUT (W) = 36.49
INV. OUT (S) = 36.88
INV. IN (N) = 36.60
INV. IN (E) = 36.54

SSMH-2301052
RIM ELEV. = 39.95
INV. OUT (W) = 34.87
INV. IN (E) = 35.00
INV. IN (S) = 35.06

S
S

M
H

-2
30

09
62

R
IM

 E
LE

V
. =

 3
7.

42
IN

V
. O

U
T 

(W
) =

 N
.O

.
IN

V
. I

N
 (E

) =
 N

.O
.

SSMH-2301057
RIM ELEV. =35.61
INV. IN (E) = 35.56
INV. OUT (S) = 30.90

SS

D

C.B.
TOP = 36.43 
INV = 29.93

C.B.
TOP = 36.47 
INV N = 29.42
INV S = 29.37

C.B.
TOP = 36.54 
INV N = 29.10(15")
INV W = 28.91(15")
INV SE= 29.21(8")

D

D
D

CB-SD CB-SD CB-SD

15
" R

C
P

8"
 P

VC
 R

O
O

F 
D

R
AI

N

8"
 P

VC
R

O
O

F 
D

R
A

IN

8" P
V

C
 R

O
O

F D
R

A
IN

DD

CONCRETE SIDEWALK

BRICK SIDEWALK

C
B

-S
D

15" RCP

18" RCP

24" RCP24" RCP

W W W W W W W W W W W W W W

8" VCP

6"V
C

P

6"V
C

P
6"V

C
P

6"VCP

     6"VCP (NOT LOCATED)

W W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W
W

W

F.
F.

= 
40

.2
9'

F.F.= 41.30'

F.
F.

= 
41

.2
3'

UTILITY 
BLDG.
F.F.= 41.16'

 A
C

 
 U

N
IT

24" RCP

18" RCP

12" R
C

P

15" RCP

12" VCP

12" VCP

12" RCP

15" RCP

8" VC
P

SDMH T.E.  40.92
15' IE. N   37.08
12" IE. NNE 36.88
12" IE. NE  36.86
15" IE. S   36.75
8" IE. SW   37.27

SDMH T.E.  40.29
15" IE. NE  34.89
15" IE. S   34.59
12" IE. NEE 35.29

S
D

M
H

 T
.E

. 3
8.

06
15

" I
E

. N
  3

3.
71

15
" I

E
. S

  3
3.

61
8"

 IE
. E

   
33

.7
1

SDMH T.E. 34.94
18" IE. N  29.23
24" IE. S  28.22
15" IE. NE 30.64

SDMH T.E. 33.42
24" IE. N  27.17
24" IE. S  27.15
15" IE. E  28.52
15" IE. NE 29.02(PLUGGED?)

SDMH T.E. 32.35
24" IE. N  26.85
24" IE. S  26.84
18" IE. NE 27.00 (PLUGGED?)
12" IE. E  27.75 

               PARID: 
    R04817-018-004-000 
      NEW HAN CNTY 
    320 CHESTNUT ST 
BOOK 1042, PAGE 0202 

       (FIRST TRACT)

   PARID: R04817-018-004-000 
            NEW HAN CNTY 
          320 CHESTNUT ST 
      BOOK 1042, PAGE 0202 
           (SECOND TRACT)

D

Y

H

UGE

UGE

UGE

UGE
UGEUGEUGEUGE

TR
A

N
S

A
C

S
TE

E
L 

C
A

T 
W

A
LK

 E
LE

V
. 4

5.
5

W
M

W
M

       T.B.M.
  TOP OF 
MONUMENT 
ELEV. 34.90' 
(NAVD'88)

       T.B.M.
  TOP OF 
MONUMENT 
ELEV. 40.77' 
(NAVD'88)

U
G

T

UG
T

UGT

UGG UGG UGG UGG UGG UGG UGG UGG UGG UGG UGG UGG UGG UGG UGG

8"
 W

A
TE

R
 L

IN
E

12" WATER LINE

8" D
IP

U
G

G

U
G

G
U

G
G

 N
C

N
G

M
E

TE
R

C.B.
TOP = 35.29
INV = 31.29

A
C

A
C

oh
e

oh
e

oh
e

oh
e

oh
e

oh
e

oh
t

oh
t

oh
t

oh
t

oh
c

ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe ohe

ohe

ohe

E
LE

C

E
LE

C

E
LE

C

C
O

N
C

R
E

TE
 S

ID
E

W
A

LK

C
O

N
C

R
E

TE
 S

ID
E

W
A

LK

C
O

N
C

R
E

TE
 S

ID
E

W
A

LK

CONCRETE SIDEWALK

CONCRETE SIDEWALK

BRICK SIDEWALK

CONCRETE SIDEWALK

TR
S

I
G

TR
S

I
G

TR
S

I
G

W W

  PED X 
  POLE

PLANTER

STEEL & 
CONCRETE 
GUARD

DSDJUNCTION
BOX ?

15" RCP

15" RCP

8" D
IP

CONCRETE SIDEWALKCONCRETE SIDEWALK

CONCRETE 
SIDEWALK

R
A

M
P

S
O

IL LA
N

D
S

C
A

P
E

W
M

N
84

°2
3'

00
"E

 (B
A

S
E

 B
E

A
R

IN
G

 M
.B

. 1
1,

 P
G

. 1
1)

41
3.

01
'

S05°36'37"E

396.60' TO CONTROL MONUTMENT AT
CENTERLINE OF PRINCESS STREET

N05°36'38"W
396.44' FROM CONTROL MONUTMENT AT

CENTERLINE OF PRINCESS STREET

N05°36'38"W

N
84

°2
3'

00
"E

33
0.

51
' (

TO
TA

L)

S05°36'37"E 133.70'

S
84

°2
3'

00
"W

12
7.

99
'

N05°37'00"W
1.70'

S
84

°2
3'

00
"W

20
2.

53
' S05°36'38"E

66.00'

S
84

°2
3'

00
"W

10
3.

00
'

S
84

°2
3'

00
"W

41
.5

7'

66.00' 66.00'

10
3.

00
'

58
.0

0'
41

.5
7'

51
.9

4'
76

.0
0'

S05°36'38"E

66.00'

S
84

°2
3'

00
"W

58
.0

0'

S05°36'37"E

66.00'

S
84

°2
3'

00
"W

51
.9

4'

S05°36'37"E

66.00'

  MULTI STORY 
 OFFICE BUILDING

   
   

C
H

E
S

TN
U

T 
S

TR
E

E
T 
 

   
   

   
   

   
   

   
   

  (
66

' P
U

B
LI

C
 R

IG
H

T 
O

F 
W

A
Y

) 

     NORTH THIRD STREET  
                          (99' PUBLIC RIGHT OF WAY) 

     NORTH FOURTH STREET  
                          (66' PUBLIC RIGHT OF WAY) 

C

C

C

TRUE NORTH (MAP BOOK 11, PAGE 11)

0 10 20 40 605

GRAPHIC SCALE

12" WATER MAIN

Existing Conditions Site Plan
Scale: 1" = 20 ft

9

AC1.0

50
'-0

"

6'-0"

proposed gas
service easement

EXISTING
TEMPORARY
HC PARKING

HC

HC

Project Acess - 
Provide a 16' 
Opening

Provide a 16' 
Opening

Maintain existing curbing 
and wheel stops around 
all existing trees.  Install 
tree protection fencing 
around all trees-post to be 
set at edge of exposed 
earth.  See Civil drawings 
for tree fence details. 

Fence Location at 
Initial Stage of 
Construction.

Fence Location at 
Final Stage of 
Construction 
Required for New 
Landscape Island 
and Walk.

Project Construciton 
Limits Fencing For 
This Parking Lot  
Furnished by Owner, 
Installed by GC.  All 
Fencing/Pedestrian 
Fencing/Signage 
Located Along 
Chestnut, 4th Street, 
and the Parking Lot 
to the South of the 
Building Shall be the 
Full Responcibility of 
the GC.  
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All Fencing/Pedestrian 
Fencing/Signage/Temporary 
Pedestrian Crossings/ETC... 
Located Along Chestnut, 4th 
Street, and in This Parking 
Lot to the South of the 
Building Site Shall be the 
Full Responcibility of the 
GC.  

Right-of-way permits.  Application for a right-of-way permit must be made 
to the City Engineer for review of any work impeding access or otherwise 
impacting the right-of-way.  Contact Skipper Funderburg for additional 
information regarding permitting 341- 5899.

All Fencing/Pedestrian 
Fencing/Signage/Temporary 
Pedestrian Crossings/ETC... 
Located Along Chestnut, 4th 
Street, and the The Parking 
Lot to the South of the 
Building Site Shall be the Full 
Responcibility of the GC.  

All Fencing/Pedestrian 
Fencing/Signage/Temporary 
Pedestrian Crossings/ETC... 
Located Along Chestnut, 4th 
Street, and the The Parking 
Lot to the South of the 
Building Site Shall be the Full 
Responcibility of the GC.  

AC1.1

Construction 
Fence Plan
and Off Site
Improvements

1 Sheets

26 June, 2014
Construction fence revised
& Dumpster Alternate Bid
Not Accepted
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275 sf

285 sf 223 sf

3951 sf

37
2 

sf

1530 sf

10
9 

sf

On Site
Removed/Replaced Impervious Surface: 3951 sf
New Pervious Surface: (275+285+223 sf)  -783 sf
Net New On-Site Impervious Surface: 3168 sf

Off Site
Removed/Replaced Impervious Surface
(1530+109 sf): 1639 sf
New Impervious Surface: +372 sf
Net New Off-Site Impervious Surface: 2011 sf

Total Net New Impervious Surface: 5179 sf

On-Site Removed/Replaced Impervious Surface

New Pervious Surface

Off-Site Removed/Replaced Impervious Surface

New Off-Site Impervious Surface
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