SITE DEVELOPMENT PLAN
FOR

4 SEASONS SITE AND DEMO., INC.

WILMINGTON, NORTH CAROLINA
MARCH, 2016

SITE DATA TABLE

GENERAL NOTES:

1. New Hanover County Parcel Nos.:
R07000-002-007-000

4004 RIVER ROAD

VICINITY MAP

2. Total Tract Area: 5.0 ac.t
(217,890 s.f.)

3. Existing Zoning District: LI
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Proposed Setback
Setbacks — 50’ Front 99’, 50, 124’ Front
35’ Rear 208', 316', 244’ Rear

0’ Side 15’, NA, 69’ Side
4. CAMA Land Classification: Urban & Conservation

DEVELOPMENT DATA.

TOTAL TRACT AREA = 5.00 ac
TOTAL DEVELOPMENT AREA = 5.00 ac

PROPOSED LOT COVERAGE — CONTRACTOR'S STORAGE YARD & OFFICE

MAX HEIGHT OF BLDG — 35 ' MAX

BUILDING HEIGHT PROVIDED:
EXISTING BLDG HEIGHT: 18 FT
PROPOSED BLDG HEIGHT: 20 FT / 20 FT

NUMBER BLDG EXISTING - 1 (1,614 S.F.)

NUMBER BLDG PROPOSED — 2 (8,956 S.F.)
GROSS BLDG SF - 10,570 S.F.

IMPERVIOUS SURFACES -

EXISTING:

BUILDING - 1,614 SF. (0.74%)
OFFICE TRAILER - 400 SF.

3 — SEA VAN TRAILERS - 1,080 S.F.
ABC STONE/GRAVEL - 6,204 S.F.

TOTAL - 9,298 S.F. (4.3%)
PROPOSED:

BUILDING - 8,956 S.F. (4.85%)
ASPHALT/GRAVEL - 111,500 S.F.
CONCRETE - 650 S.F.

INDEX OF SHEETS

VICINITY MAP COVER SHEET

( N TS) GENERAL NOTES

DEVELOPER/OWNER

4 SEASONS SITE AND DEMO., INC.
P.O. BOX 15590

TOTAL - 121,106 S.F.

TOTAL GROSS IMPERVIOUS AREA - 122,720 S.F. (58.0%)

PARKING:
MINIMUM PARKING REQUIRED: 35

(1 SPACE/300 SF)
MAXIMUM PARKING REQUIRED: 53

(1 SPACE/200 SF)
TOTAL PARKING PROVIDED 36

EXISTING CONDITIONS PLAN

SITE PLAN

GRADING & DRAINAGE PLAN

DESCRIP TION EXISTING PROPOSED DRAINAGE AREA PLAN

1" CONTOUR INTERVAL — WET DETENTION BASIN DETAILS

5 CONTOUR INTERVAL
PROPERTY LINE
ROADWAY CENTERLINE

WILMINGTON, NC 28408
TEL: 910.612-2650

MISCELLANEOUS DETAILS
LANDSCAPE PLAN

UTIUTY CAPACITY REQUESTS:

PROPOSED SEWER FLOW:

25 GPD/EMPLOYEE = 25 GPD X 15 EMPLOYEES = 375 GPD
PROPOSED WATER FLOW:

25 GPD/EMPLOYEE = 25 GPD X 15 EMPLOYEES = 375 GPD

RIGHT OF WAY LIMITS
EASEMENT LINE

CURB & GUTTER

SANITARY SEWER FACILITIES
STORM SEWER FACILITIES
WATERLINE

FIRE HYDRANT ASSEMBLY =
WATERWAYS

TRASH: DUMPSTERS LOCATED ON SITE BEHIND ENCLOSURES

Approved Construction Plan

STORMWATER MANAGEMENT PLAN

APPROVED

CITY OF WILMINGTON
ENGINEERING DEPARTMENT
DATE PERMIT #
SIGNED

Name Date

PREPARED BY: e

Fire

PORT CITY CONSULTING ENGINEERS, PLLC
6216 STONEBRIDGE ROAD

WILMINGTON, NC 28409
910-599-1744 LICENSE No. P-1032

PROPOSED
X

PROPOSED LOT AND S.F. 5,000 s.f.
OPEN SPACE LABEL

oot

/ ® STREET SIGN Of_‘>
OPEN SPACE /// / /A 404 WETLANDS | . . .

BUILDING SET BACKS _— — —
PRIVATE SANITARY SET BACKS

0,
90000000009%

NOTE:
ALL DESIGN AND CONSTRUCTION SHALL BE IN CONFORMANCE WITH
CITY OF WILMINGTON & THE STATE OF NORTH CAROLINA

For each open utility cut of
City streets, a $325 permit
shall be required from the
City prior to occupancy
and/or project acceptance.

0,
0,
o,

FLOW DIRECTION —\_ —i—

PRELIMINARY - DO NOT USE FOR CONSTRUCTION




COORDINATION NOTES GENERAL GRADING NOTES EXISTING UTILITY NOTES
1. REASONABLE CARE HAS BEEN EXERCISED IN SHOWING THE LOCATION OF EXISTING UTILITIES

1. 1T IS THE RESPONSIBILITY OF THE GENERAL CONTRACTOR TO VERIFY THE ACTUAL
1. Tg&ﬁgNTRACTOR IS REQUIRED TO OBTAIN ANY/ALL PERMITS REQUIRED FOR CONSTRUCTION OF THESE ?SETESN:,RL?E?.ORTSSAEEA;;P I{_Qogg'{:ﬁg 2;EiU§:E§EL$E%_:§ SI?.EHT'\TSVQL é:A%%NC;‘YSES' LOGATION AND AVAILABILITY OF ALL EXISTING AND PROPOSED UTILITIES IN THE
2. ALL WORK IS TO BE IN ACCORDANCE WITH CITY OF WILMINGTON, NEW HANOVER COUNTY, THE CAPE FEAR OBSERVATIONS. ELECTRONIC DEVICES. HAND DIGGING AND BY PERSONAL CONTACT WITH THE FIELD PRIOR TO GROUND BREAKING.
PUBLIC UTILITY AUTHORITY (CFPUA) AND THE STATE OF NORTH CAROLINA. MAINTENANCE PLAN v c 2. EXISTING UTILITES AND STRUCTURES SHOWN, BOTH UNDERGROUND AND ABOVE
UTILITY COMPANIES IN ORDER TO LOCATE EXISTING UTILITIES IN ADVANCE OF THE TRENCHING . )
3. THE CONTRACTOR IS TO ESTABLISH AND CHECK ALL HORIZONTAL AND VERTICAL CONTROLS TO BE USED 1. ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CHECKED FOR STABILITY AND OPERATIONS SO AS TO AVOID AND PREVENT DAMAGE TO THE EXISTING UTILITIES GROUND, ARE BASED ON A FIELD SURVEY AND THE BEST AVAILABLE RECORD
WITH THE PROJECT. IN ADDITION, THE CONTRACTOR IS TO COMPUTE THE LAYOUT OF THE ENTIRE SITE OPERATION FOLLOWING EVERY RUNOFF—PRODUCING RAINFALL BUT IN NO CASE LESS THAN ’ DRAWINGS. THE CONTRACTOR SHALL FIELD VERIFY FIELD CONDITIONS PRIOR
PLAN IN ADVANCE OF BEGINNING ANY WORK ASSOCIATED WITH THE SUBJECT PLANS. CONTRACTOR SHALL ONCE EVERY WEEK. ANY NEEDED REPAIRS WILL BE MADE IMMEDIATELY TO MAINTAIN ALL CONTRACTOR SHALL BE RESPONSIBLE FOR ALL COST RESULTING FROM ANY DAMAGE TO THE TO BEGINNING RELATED CONSTRUCTION. ANY DISCREPANCIES SHALL BE REPORTED
EMPLOY A PROFESSIONAL SURVEYOR TO PERFORM SITE IMPROVEMENT STAKEOUT(S). PRACTICES AS DESIGNED. EXISTING UTILITY LINES INCLUDING BUT NOT LIMITED TO REPAIRS AND LOSS SERVICE REVENUE. TO THE OWNER'S REPRESENTATIVE IMMEDIATELY.
CONTRACTOR SHALL ARRANGE FOR TEMPORARY SUPPORT OF EXISTING UTILITIES, SUCH AS
4. ANYTIME WORK IS PERFORMED OFF-SITE OR WITHIN AN EXISTING EASEMENT, THE CONTRACTOR IS TO 2. ALL CONSTRUCTION ENTRANCES WILL BE PERIODICALLY TOP DRESSED WITH AN ADDITIONAL 2 y
il Bl I T S Mo b el NS 0 1 SO oMl st B s T e o e e or i UTILITY CONTACTS;
GUIDELINES OR STANDARDS WHICH ARE ASSOCIATED WITH OR REFERENCED IN THE RECORDED EASEMENT. . .
DEPARTMENT OF LABOR SAFETY AND HEALTH REGULATIONS FOR CONSTRUCTION PROMULGATED 1 ?9@539£32Hf4§f§m CAROLINA ONE CALL CENTER PRIOR TO DOING AND DIGGING.
3. SEDIMENT WILL BE REMOVED BEHIND THE SEDIMENT FENCE WHEN IT BECOMES 0.5 FEET DEEP UNDER THE OCCUPATIONAL SAFETY AND HEALTH ACT.
A1 ENCE, T SEOMENT FENCE WL B FEPARED A8 NECESSARY TOMANTAN & s 3. CONTRACTOR SHALL PLAN AND CONSTRUCT WORK SO AS T0 GAUSE MNMUM INCOVVENENGE NOTICE REQUIRED
WITH 8 FOOT STAKE SPACING. TO THE OWNER AND THE PUBLIC. THE CONTRACTOR SHALL PROVIDE, ERECT AND MAINTAIN
AT ALL TIMES DURING THE PROGRESS OR TEMPORARY SUSPENSION OF WORK, SUITABLE BARRIERS, ALL EXISTING UNDERGROUND UTILITIES SHALL BE PHYSICALLY LOCATED BY CONTRACTOR
4, ﬁ'(;'('; 63;5%0TgRgégcmléLAﬁgNl;EmlL}ﬁ%&\gggjﬁsg SEASE%SSQ%AQN?A %lué.ggggs FENCES, SIGNS OR OTHER ADEQUATE PROTECTION, INCLUDING FLAG MEN AND WATCHMEN AS PRIOR TO THE BEGINNING OF ANY CONSTRUCTION IN THE VICINITY OF SAID UTILITIES.
) DENSE VEGETATIVE COVER. ' NECESSARY TO INSURE THE SAFETY OF THE PUBLIC AS WELL AS THOSE ENGAGED IN THE CONTRACTORS SHALL NOTIFY OPERATORS WHO MAINTAIN UNDERGROUND UTILITY LINES
GENERAL NOTES: CONSTRUCTION WORK. CONSTRUCTION SIGNING SHALL BE IN ACCORDANCE WITH THE LATEST IN THE AREA OF PROPOSED EXCAVATION AT LEAST TWO WORKING DAYS, BUT NOT MORE
1. EXISTING TOPOGRAPHY, BOUNDARY AND UTILITIES, HAVE BEEN PREPARED BY OTHERS. 5. INSPECT SKIMMER SEDIMENT BASINS AT LEAST WEEKLY AND AFTER EACH SIGNIFICANT (ONE=HALF 5EJI|IT=|82MO$R Aggal:szlzﬁggtd SSWDCEQ’EN;E(N?SSEN 8;5$AHONS SUPPLEMENT TO THE MANUAL ON THAN TEN WORKING DAYS PRIOR TO ANY EXCAVATION OR DEMOLITION.
INCH OR GREATER) RAINFALL EVENT AND REPAIR IMMEDIATELY. REMOVE SEDIMENT AND RESTORE . CONTACT "CAROLINA ONE CALL" AT
2. REASONABLE CARE HAS BEEN EXERCISED IN SHOWING THE LOCATION OF EXISTING UTILITIES THE BASIN TO ITS ORIGINAL DIMENSIONS WHEN SEDIMENT ACCUMULATES TO ONE—HALF THE 4. ALL MATERIAL CLEARED AND GRUBBED BY THE CONTRACTOR IN ORDER TO CONSTRUCT THE WORK, 1-800-632-4949
ON THE PLANS. THE EXACT LOCATION OF ALL EXISTING UTILITIES IS NOT KNOWN IN ALL ggsuggcgl\z/i}ulzb Pg)IZIéALI-LETE swgl-:sl} DrlaEgr#E Fgg)»l{-: }SSETElrfTIREHgAnglMﬁgTT JUUrfSDTE%%ﬁLHD |¥H (éAN SUCH AS TREES, VEGETATION, FENCING, ETC... SHALL BECOME THE PROPERTY OF THE
CASES. THE CONTRACTOR SHALL EXPLORE THE AREA AHEAD OF DITCHING OPERATIONS BY - , CONTRACTOR AND SHALL BE PROPERLY DISPOSED OF OFF—SITE OR BURNED IF PROPER PERMITS EMERGENCY DIAL 911 POLICE - FIRE - RESCUE
OBSERVATIONS, ELECTRONIC DEVICES, HAND DIGGING AND BY PERSONAL CONTACT WITH THE T oL Dot T Sk SURE VEGETATION GROWING IN THE BOTTOM OF THE BASIN ARE RECEIVED.
UTILITY COMPANIES. IN ORDER TO LOCATE EXISTING UTILITIES IN ADVANCE OF TRENCHING
OPERATIONS SO AS TO ELIMINATE OR MINIMIZE DAMAGE TO EXISTING UTILITIES. THE CONTRACTOR IF THE SKIMMER IS CLOGGED WITH TRASH AND THERE IS WATER IN THE BASIN, USUALLY JERKING SITE NOTES

SHALL BE RESPONSIBLE FOR ALL COSTS RESULTING FROM ANY DAMAGE TO THE EXISTING UTILITY ON THE ROPE WILL MAKE THE SKIMMER BOB UP AND DOWN AND DISLODGE THE DEBRIS AND

RESTORE FLOW. IF THIS DOES NOT WORK, PULL THE SKIMMER OVER TO THE SIDE OF THE BASIN
LINES INCLUDING LOSS OF UTILITY REVENUES. CONTRACTOR SHALL ARRANGE FOR TEMPORARY AND REMOVE THE DEBRIS. 1 A%YT'E,'ECOR%QEC,IR:SRT%S g}'ﬁ% %‘FDC%%TSUT’;'[,({:},EC';R C%“éﬁ';'&,‘_sC%%%Agfog'zgﬁfffoﬁ
SUPPORT OF EXISTING UTILITIES, SUCH AS POLES, CONDUITS, FIBER OPTIC CABLES, TELEPHONE RESPONSIBLE FOR VERIFICATION OF ALL SETBACKS, EASEMENTS AND DIMENSIONS SHOWN
CABLES. WATER LINES. ETC... IF THE SKIMMER ARM OR BARREL PIPE I§ CLOGGED, THE ORIFICE CAN BE REMOVED AND THE HEREON BEFORE BEGINNING CONSTRUCTION.

' ' OBSTRUCTION CLEARED WITH A PLUMBER'S SNAKE OR BY FLUSHING WITH WATER. BE SURE AND

3. CONTRACTOR SHALL COMPLY WITH THE LATEST REVISIONS AND INTERPRETATIONS OF THE DEPARTMENT REPLACE THE ORIFICE BEFORE REPOSITIONING THE SKIMMER. 2. Trfo 65%53’5; SSSIB%AgTRoﬁRlsVH:T% ggfgg% Av';('SRf’(mE'fﬁ ?:Egésfgggs’ UTILITIES
OF LABOR SAFETY AND HEALTH REGULATIONS FOR CONSTRUCTION PROMULGATED UNDER THE CHECK THE FABRIC LINED SPILLWAY FOR DAMAGE AND MAKE ANY REQUIRED REPAIRS WITH FABRIC T ’ )

OCCUPATIONAL SAFETY AND HEALTH ACT. THAT SPANS THE FULL WIDTH OF THE SPILLWAY. CHECK THE EMBANKMENT, SPILLWAYS, AND 3. CONTRACTOR SHALL MAINTAIN THE SITE IN A MANNER SO THAT WORKMEN AND PUBLIC
OUTLET FOR EROSION DAMAGE, AND INSPECT THE EMBANKMENT FOR PIPING AND SETTLEMENT. SHALL BE PROTECTED FROM INJURY, AND ADJOINING PROPERTY PROTECTED FROM DAMAGE.

4. CONTRACTOR SHALL PLAN AND CONSTRUCT WORK SO AS TO CAUSE MINIMUM INCONVENIENCE TO MAKE ALL NECESSARY REPAIRS IMMEDIATELY. REMOVE ALL TRASH AND OTHER DEBRIS FROM THE
THE OWNER AND THE PUBLIC. THE CONTRACTOR SHALL PROVIDE, ERECT AND MAINTAIN AT ALL TIMES SKIMMER AND POOL AREAS. 4. ACCESS TO UTILITIES, FIRE HYDRANTS, STREET LIGHTING, ETC., SHALL REMAIN
DURING THE PROGRESS OR TEMPORARY SUSPENSION OF WORK, SUITABLE BARRIERS, FENCES, SIGNS FREEZING WEATHER CAN RESULT IN ICE FORMING IN THE BASIN. SOME SPECIAL PRECAUTIONS UNDISTURBED, UNLESS COORDINATED WITH THE RESPECTIVE UTILITY.

OR OTHER ADEQUATE PROTECTION, INCLUDING FLAGMEN AND WATCHMEN AS NECESSARY TO INSURE SHOULD BE TAKEN IN THE WINTER TO PREVENT THE SKIMMER FROM PLUGGING WITH ICE.

THE SAFETY OF THE PUBLIC AS WELL AS THOSE ENGAGED IN THE CONSTRUCTION WORK. 5. DO NOT SCALE THIS DRAWING AS IT IS A REPRODUCTION AND SUBJECT TO DISTORTION.
CONSTRUCTION SIGNING SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF "CONSTRUCTION AND 6. THE GENERAL CONTRACTOR SHALL REMOVE ALL DEBRIS FROM THE SITE UPON COMPLETION
MAINTENANCE OPERATIONS SUPPLEMENT TO THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES” OF THE PROJECT AND AT LEAST ONCE A WEEK DURING CONSTRUCTION.

BY THE DOT.

7. THE GENERAL CONTRACTOR SHALL KEEP THE AREA OUTSIDE THE "CONSTRUCTION LIMITS”

5. ALL MATERIAL CLEARED OR DEMOLISHED BY THE CONTRACTOR IN ORDER TO CONSTRUCT THE WORK BROOM CLEAN AT ALL TIMES.

SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE PROPERLY DISPOSED OF OFF-SITE. 8. CONTRACTOR SHALL MAINTAIN AN "AS—BUILT" SET OF DRAWINGS TO RECORD THE
EXACT LOCATION OF ALL PIPING PRIOR TO CONCEALMENT. DRAWINGS SHALL BE
6. ALL WORK BY THE CONTRACTOR SHALL BE WARRANTED BY THE CONTRACTOR FOR A PERIOD OF GIVEN TO THE OWNER UPON COMPLETION OF THE PROJECT WITH A COPY OF THE

ONE YEAR AFTER THE OWNER ACCEPTS THE WORK. TRANSMITTAL LETTER TO THE ENGINEER.

9. |IF DEPARTURES FROM THE SPECIFICATIONS OR DRAWINGS ARE DEEMED NECESSARY BY THE

7. CONTRACTOR SHALL CALL THE NORTH CAROLINA ONE—CALL CENTER AT 1 (800) 632—4949 AND ALLOW CONTRACTOR, DETAILS OF SUCH DEPARTURES AND REASONS THEREOF SHALL BE
THE CENTER TO LOCATE EXISTING UTILITIES BEFORE DIGGING. STABILIZATION NOTES GIVEN TO THE OWNER FOR REVIEW, NO DEPARTURES FROM THE CONTRACT DOCUMENT SHALL
S TADILIEATIVIN NV IES BE MADE WITHOUT THE PERMISSION OF THE OWNER.
8. CONTRACTOR SHALL REMOVE ASPHALT, AGGREGATE BASE COURSE, AND CONCRETE CURB & GUTTER WITHIN 1. ALL DISTURBED AREAS WILL BE STABILIZED WITHIN 15 WORKING DAYS OF CEASE OF ANY
LOCATION OF ALL EXISTING UTILITES ARE NOT NECESSARILY SHOWN ON PLANS AND WHERE
SHOWN ARE ONLY APPROXIMATE. THE CONTRACTOR SHALL ON HIS INITIATIVE AND AT NO
EXTRA COST HAVE LOCATED ALL UNDERGROUND LINES AND STRUCTURES AS NECESSARY.
NO CLAIMS FOR DAMAGES OR EXTRA COMPENSATION SHALL ACCRUE TO THE CONTRACTOR
DEMOLITION NOTES FROM THE PRESENCE OF SUCH PIPE OTHER OBSTRUCTIONS OR FROM DELAY DUE TO
DEMOLITION NOIES REMOVAL OR REARRANGEMENT OF THE SAME. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR ANY DAMAGE TO UNDERGROUND STRUCTURES. CONTACT NORTH CAROLINA ONE CALL”
1. CONTRACTOR TO COORDINATE WITH THE OWNER TO PROPERLY MAINTAIN OR RELOCATE PERMAN ENT SEEDING SCH EDULE — MIXTURE 5CP TOLL FREE 1-800-632—4949 AT LEAST 48 HOURS PRIOR TO CONSTRUCTION. THE
EXISTING SERVICE CONNECTIONS WHEN NECESSARY CONTRACTOR IS RESPONSIBLE FOR CONTACTING ALL NONSUBSCRIBING UTILITIES.
2. CONTRACTOR IS TO WALK THE SITE AND BECOME FAMILIAR WITH THE SCOPE OF DEMOLITION SPECIES RATE (LB/ACRE) 11. ALL PERMITS RELATIVE TO PROJECT MUST BE OBTAINED, PRIOR TO CONSTRUCTION
REQUIRED. ALL DEMOLITION WORK REQUIRED TO CONSTRUCT NEW SITE IMPROVEMENTS WILL BE CENTIPEDE GRASS 10-20
PERFORMED BY THE CONTRACTOR AND WILL BE UNCLASSIFIED EXCAVATION. 12. ALL CONSTRUCTION TO BE IN ACCORDANCE WITH PERMITS ISSUED AND
Seeding Dates APPLICABLE STATE, COUNTY, AND LOCAL CODES.
3. DEMOLITION SHALL INCLUDE BUT IS NOT LIMITED TO THE EXCAVATION, HAULING AND OFFSITE
DISPOSAL OF CONCRETE PADS, CONCRETE DITCHES, FOUNDATIONS, SLABS, STEPS, AND MARCH — JUNE 13. FOR BUILDING DIMENSIONS, SEE ARCHITECTURAL DRAWINGS.
STRUCTURES; ABANDONED UTILITIES, BUILDINGS, PAVEMENTS AND ALL MATERIALS CLEARED AND
STRIPPED TO THE EXTENT NECESSARY AS DIRECTED BY THE SOILS ENGINEER FOR THE Soil Amendments 14. ALL DIMENSIONS AND RADIl ARE TO OUTSIDE FACE OF BUILDING OR TO FACE
INSTALLATION OF THE NEW IMPROVEMENTS AND WITHIN THE LIMITS OF CLEARING AND GRADING AND APPLY LIME AND FERTILIZER ACCORDING TO SOIL TESTS, OR APPLY 300 LB,/ACRE OF CURB UNLESS OTHERWISE NOTED.

AS SHOWN ON THESE PLANS.
10-10-10 FERTILIZER. 15. THE CONTRACTOR SHALL OBTAIN AND PAY FOR ALL INSPECTIONS, CERTIFICATIONS,

4. THE CONTRACTOR SHALL PROTECT ALL ADJACENT PROPERTY, STRUCTURES AND UTILITIES Mulch EQUIPMENT, ETC., THAT MAY BE REQUIRED.
ON THE PROPERTY NOT TO BE DEMOLISHED. DAMAGE TO PROPERTIES OF OTHERS DUE TO THE ulc
CONTRACTOR’S ACTIVITIES SHALL BE REPLACED IN KIND BY THE CONTRACTOR AT NO COST TO DO NOT MULCH. 16. THE ENGINEER AND/OR OWNER DISCLAIM ANY ROLE IN THE CONSTRUCTION MEANS
OWNER. Maint AND METHODS ASSOCIATED WITH THE PROJECT AS SET FORTH IN THESE PLANS.
aintenance
5. ELECTRIC, TELEPHONE, SANITARY SEWER, WATER AND STORM SEWER UTILITIES THAT SERVICE FERTILIZE VERY SPARINGLY LB/ACRE NITROGEN IN SPRING WITH NO PHOSPHORUS.
822;;:%ng0|>5an3 SHALL BE MAINTAINED DURING THE CONSTRUCTION PROCESS BY THE CENTIPEDE GRASS GANNOT TOLERATE HIGH PH OR EXCESS FERTILIZER. GENERAL STORM SEWER NOTES
. 1. ALL STORM SEWERS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE CITY OF
6. EXISTING UTILITIES NOT INTENDED FOR DEMOLITION WILMINGTON AND THE STATE OF NORTH CAROLINA REQUIREMENTS AS SPECIFIED ON
SHALL BE MAINTAINED, PROTECTED AND UNDISTURBED DURING DEMOLITION THE DRAWINGS AND IN THE PROJECT SPECIFICATIONS.
TEMPORARY SEEDING—LATE WINTER/EARLY SPRING 2. BEDDING FOR ALL STORM SEWER PIPE SHALL BE AS SPECIFIED ON THE DRAWINGS
7. ALL EXISTING IMPROVEMENTS INDICATED OR REQUIRED TO BE DEMOLISHED SHALL 7 . )
INCLUDE REMOVAL FROM THE PROPERTY AND PROPER DISPOSAL. PROJECT SPECIFICATIONS, AND MANUFACTURER SPECIFICATIONS.
8. CONTRACTOR SHALL COORDINATE RELOCATION OF ALL EXISTING OVER HEAD AND UNDERGROUND UTILITIES 3. ALL STORM SEWER PIPES TO BE HDPE ADS N—12 OR EQUIVALENT, UNLESS OTHERWISE
INCLUDING CABLE, GAS, TELEPHONE AND ELECTRIC AND ANY OTHER UTILITIES THROUGH THE SITE WMITH THE WINTER AND EARLY SPRING SPECIFIED.
RESPECTIVE. COMPANIES. SPECIES RATE_(LB/ACRE) 4. ALL STORM SEWER PIPES SHOWN AS RCP ON THE PLANS SHALL BE REINFORCED
9. PROVIDE SMOOTH SAW CUT OF EXISTING PAVEMENTS, CURBS AND GUTTERS AND SIDEWALKS TO BE Rye (GRAIN) 120 SEX'SSRETE PIPE CONFORMING TO ASTM C-—76, UNLESS INDICATED OTHERWISE ON
DEMOLISHED. *ANNUAL LESPEDEZA (KOBE IN PIEDMONT 50 ’
10. ALL DEMOLITION WORK SHALL BE DONE IN STRICT ACCORDANCE WITH LOCAL, STATE AND FEDERAL AND COASTAL PLAIN, KOREAN IN MOUNTAINS)
REGULATIONS AS WELL AS OSHA REGULATIONS. *OMIT ANNUAL LESPEDEZA WHEN DURATION OF TEMPORARY COVER IS NOT TO EXTEND
11. INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED FROM AVAILABLE RECORDS, BUT THE BEYOND JUNE. -
THE CONTRACTOR MUST DETERMINE THE EXACT LOCATION AND ELEVATIONS OF THE MAINS BY DIGGING Approved Construction Plan STORMWATER MANAGEMENT PLAN
TEST PITS BY HAND.
SUMMER GROUND STABILIZATION \ ou APPROVED
ame ale
EROSION AND SEDIMENT CONTROL NOTES SPECIES RATE_(LB/ACRE) SITE AREA  [STABILIZATION| ~STABILIZATION TIME For each open utility cut of | |planning CITY OF WILMINGTON
= A S R S GERMAN MILLET 40 DESCRIPTION | TIME FRAME FRAME EXCEPTIONS City streets, a $325 permit . ENGINEERING DEPARTMENT
hall be required from the Traffic
FALL Gy o
GENERAL NOTES: PERIMETER City prior to occupancy Fire DATE____ PERMIT #
. (LB /ACRE) DIIZ)PTE(?I’-IESSWQIQEDS’ 7 DAYS NONE and/or project acceptance. SIGNED
1. CLEAR AND REMOVE FROM SITE ALL TREES, ROOTS, ROOT MAT, ETC. FROM THE AREA RYE (GRAIN) 120 SLOPES
WITHIN DESIGNATED CLEARING LIMITS.
2. PLANT GRASS OVER ALL GRADED AREAS AS SHOWN IN THE TABLE ON THIS SHEET OF CEASE OF HIGH QUALITY
" ANY GRADING ACTIVITY. Seeding dates WATgoRNéI-SIQW) 7 DAYS NONE
3. CONTRACTOR SHALL BE RESPONSIBLE FOR CLEANING AND RESTORING TO PRE—CONSTRUCTION COASTAL PLAIN — DEC.1—APR. 15 — LATE WINTER AND EARLY SPRING - +a00000
CONDITIONS ANY AREAS OUTSIDE THE PROJECT LIMITS THAT MAY INADVERTENTLY BE APRIL 15 — AUG. 15 — SUMMER IF SLOPES ARE 10’ OR S y ,Q'""’"%o
DAMAGED DUE TO THE FAILURE OF THE EROSION MEASURES AUG. 15 — DEC. 30 — FALL SLOPES STEEPER 7 DAYS | LESS IN LENGTH AND ARE 5 Q:\\»\ SARO
. . ) 23 0,
4. DURING GRADING AND AFTER GRADING HAS BEEN COMPLETED, CONTRACTOR SHALL CONTINUE TO Soil amendments THAN 3:1 E‘Tﬁ%ﬁ%’} L"'Lﬁgwg’ S/ 7%
MAINTAIN PERMANENT AND TEMPORARY EROSION CONTROL MEASURES UNTIL FINAL INSPECTION : $ Y
AND APPROVAL BY THE NCDENR DIVISION OF LAND QUALITY. FOLLOW RECOMMENDATIONS OF SOIL TESTS OR APPLY 2,000 LB/ACRE GROUND AGRICULTURAL SLOPES 3.1 OR 7_DAYS FOR SLOPES g H
5. WATER, FERTILIZE, MOW AND MAINTAIN SPRIGGED, SODDED AND PLANTED AREAS UNTIL FINAL LIMESTONE AND 750 LB/ACRE 10-10-10 FERTILIZER. FLATTER 14 DAYS GREATER THAN g g
APPROVAL BY THE NCDENR DIVISION OF LAND QUALITY. Mulch 50 FEET IN LENGTH 2 b i §
ulc 2 O
B RO O ) i ROUGHT ONTO SITE MUST BE FROM A LEGALLY OPERATED MINE OR APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING OR A ALL OTHER AREAS NONE (EXCEPT FOR "%,Z/?A» A HP\?\Q,?}QS
: MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE USED AS WITH SLOPES 14 DAYS | PERIMETERS AND HQW 000000000090
7. ANY EXCESS MATERIAL REMOVED FROM SITE MUST BE HAULED TO A LEGALLY OPERATED MINE OR A MULCH ANCHORING TOOL. FLATTER THAN 4:1 ZONES
OTHER APPROVED SOURCE. : )

Maintenance

REFERTILIZE IF GROWTH IS NOT FULLY ADEQUATE. RESEED, REFERTILIZE AND MULCH
IMMEDIATELY FOLLOWING EROSION OR OTHER DAMAGE.

PRELIMINARY - DO NOT USE FOR CONSTRUCTION

Revision Designer Scale PO RT C'TY CONSU LTI NG

Drawn By — A3 SHOWN 4 SEASONS SITE AND DEMO.’ INC. 4 SEASONS SITE AND DEMO, INC. ENGINEERS, PLLC GENERAL NOTES Sheet No.

MARCH, 2016 P.O. BOX 15590 6216 STONEBRIDGE ROAD C-1
checkedm o WILMINGTON NORTH CAROLINA WILMINGTON, NC 23408 WILMINGTON, NC 28409

910-599-1744 LICENSE No. P-1032
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TRACT 1
WILMINGTON SHIPPING COMPANY
MB 32, PG 142
-2 ZONING DISTRICT
USE: INDUSTRIAL

INV=7.34’

EX. CONC APRON

INV=7.04'

APPROX. LOCATION
EXIST. 8 WATER

TRACT 2
WILMINGTON SHIPPING C@MPANY

MB 32, PG 142
[-2 ZONING DISTRICT
USE: IND IAL

TRACT THREE
EMMIT C. STOVALL
MB 39, PG 60

-2 ZONING DISTRICT
USE: VACANT

LOT 1
BARNARD'S CREEK PROPERTIES TRACT
MB 33, 177 EX. 8 CHAIN
|-2 ZONINGEDISTRICT LINK FENCE
USE: MOTOR VEHRLES = TRANSIT
AN

~EXISTING.
VEGETATION
N

N
+10.7 \\

FMMH
RIM=35.38'
TOP 24" PIPE=29.8"
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N TOP 24 %31 73
FMMH ——
RIM=33.02 ,
TOP 12" PIPE=28.10
~ i34'08\
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RIM=30.72’ GPS CONTROL HUB #2

UNABLE TO ACCESS N NORTHING=152066.9281
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LINK FENCE
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ZINV=4.25'
EX. 24’RCP

WATERMARK INA OF WILMINGTON
Mgp48, PG 331

NING DISTRICT

USE: MARINA

\ |

STING
mE 2\ BULDNS L

10. ~ \\
+ ~N— e — ———'\\
EX. 8 CHAIN

o
o
O
=
>
o
0o
(GN
-N- LINE TABLE
LINE [ BEARING | LENGTH
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GENERAL NOT
THE PROPERTY DELINEATED HEREON IS LOCATED IN THE CITY
COUNTY GIS AS PARID: R07000—002—007—000.

E
OF WILMINGTON AND IDENTIFIED ON NEW HANOVER

THE PERMITTEE WILL BE RESPONSIBLE FOR THE MAINTENANCE OF STORM WATER DETENTION/DRAINAGE FACILITIES
AND RESPECTIVE EASEMENTS.

BOUNDARY AND TOPOGRAPHIC DATA SHOWN HEREON IS TAKEN FROM A TOPOGRAPHIC SURVEY PREPARED BY
ROBERT G. SESSOMS. PLS, P.C. DATED APRIL 23, 2013 EXCEPT FOR SOUTHWEST CORNER RE—-SURVEYED MAY 28,
2013. VERTICAL DATUM OF SURVEY IS NAVD 88. HORIZONTAL DATUM OF SURVEY IS NAVD88.

EROSION AND SEDIMENT CONTROL STANDARDS SHALL BE PROVIDED IN ACCORDANCE WITH THE NEW HANOVER
COUNTY SOIL EROSION AND SEDIMENT CONTROL ORDINANCE.

THE APPROVAL OF THESE PLANS SHALL IN NO WAY RELIEVE THE DEVELOPER OR HIS AGENT OF ANY LEGAL
RESPONSIBILITY WHICH MAY BE REQUIRED BY THE CITY OF WILMINGTON.

THE APPROVAL OF THESE PLANS SHALL NOT RELIEVE THE OWNER/DEVELOPER OF COMPLYING WITH OTHER
APPLICABLE LOCAL, STATE AND FEDERAL REQUIREMENTS.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF ALL UNDERGROUND FACILITIES PRIOR TO THE
CONSTRUCTION INCLUDING TEST HOLES TO PHYSICALLY LOCATE UNDERGROUND UTILITIES AS NECESSARY. RESULTS
OF TEST PITS SHALL BE PROVIDED TO THE ENGINEER FOR CONFORMATION PRIOR TO CONSTRUCTION.

THESE PLANS MAKE NO REPRESENTATION AS TO SUBSURFACE CONDITIONS AND THE PRESENCE OF SUBSURFACE
WATER OR THE NEED FOR SUBSURFACE DRAINAGE FACILITIES.

THE HORIZONTAL AND VERTICAL LOCATIONS OF ALL EXISTING UTILITIES, AS SHOWN HEREON, ARE APPROXIMATE
ONLY. NO GUARANTEE IS HEREIN MADE OR IMPLIED THAT ALL EXISTING UNDERGROUND UTILITIES ARE SHOWN.
SHALL BE THE CONTRACTOR'S AND/OR THE OWNER'S RESPONSIBILITY TO CONTACT UTILITY COMPANIES AND TO
VERIFY THE TYPE, SIZE, AND LOCATION OF ALL EXISTING UTILITIES PRIOR TO STARTING THE WORK. ANY
DISCREPANCIES IN OR FROM THE INFORMATION SHOWN HEREON SHALL BE REPORTED TO URBAN, LTD. PRIOR TO
COMMENCING CONSTRUCTION.

IT

ALL WORK MUST COMPLY WITH NORTH CAROLINA STATE BUILDING AND HANDICAPPED ACCESSIBILITY COD VOL. 1C.

PUBLIC UTILITIES (WATER AND SANITARY SEWER) SHALL BE DESIGNED AND CONSTRUCTED IN ACCORDANCE WITH THE
REQUIREMENTS AND SPECIFICATIONS OF THE CAPE FEAR PUBLIC UTILITY AUTHORITY.

ALL UTILITIES, BOTH PUBLIC AND PRIVATE, SHALL BE UNDERGROUND.

PROJECT SITE DRAINS TO THE CAPE FEAR RIVER, WHICH HAS A WATER CLASSIFICATION OF SC, STREAM INDEX NO.
18—(71) PER NCDENR DWQ NORTH CAROLINA WATERBODIES.

THE PROPOSED USE IS NON—RESIDENTIAL.
THERE ARE NO WETLANDS ON SITE.

THIS PROPERTY IS LOCATED IN ZONE X, AREAS DETERMINED TO BE OUTSIDE THE 0.2% ANNUAL CHANCE
FLOODPLAIN, FIRM COMMUNITY PANEL MAP #3720313800J, DATED APRIL 3, 2006.

THE PROPERTY IS NOT LOCATED IN A SPECIAL HIGHWAY OVERLAY DISTRICT, THE DAWSON—WOOSTER CORRIDOR,
WRIGHTSVILLE AVENUE CORRIDOR, OR SOUTH 17TH STREET/INDEPENDENCE BOULEVARD CORRIDOR.

THE PROPERTY MAY BE LOCATED WITHIN A CONSERVATION OVERLAY DISTRICT (COD). IF THE CITY DETERMINES
PROPERTY IS LOCATED WITHIN A COD, THEN CONSERVATION RESOURCES AND ITS ASSOCIATED SETBACKS WILL BE
PROTECTED IN ACCORDANCE TO THE CITY OF WILMINGTON LAND DEVELOPMENT CODE.

SOLID WASTE DISPOSAL WILL BE PROVIDED BY DUMPSTERS.

PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTIVITY, TREE PROTECTION FENCING SHALL BE INSTALLED
AROUND PROTECTED TREES OR GROVES OF TREES. NO CONSTRUCTION WORKERS, TOOLS, MATERIALS, OR VEHICLES
ARE PERMITTED WITHIN THE TREE PROTECTION FENCING.

ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE PROPERLY BARRICADED WITH FENCING AND
PROTECTED THROUGHOUT CONSTRUCTION TO INSURE THAT NO CLEARING, GRADING OR STAGING OF MATERIAL WILL
OCCUR IN THOSE AREAS.

NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION FENCING AND SILT FENCING IS INSTALLED AND
APPROVED. PROTECTIVE FENCING IS TO BE MAINTAINED THROUGHOUT THE DURATION OF THE PROJECT AND
CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTION ON TREE PROTECTION METHODS.

ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL BE WHITE.

ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT—OF—WAY ARE TO BE MAINTAINED BY THE PROPERTY
OWNER.

TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS.

CONTRACTOR SHALL MAINTAIN ALL—WEATHER ACCESS FOR EMERGENCY VEHICLES AT ALL TIMES DURING
CONSTRUCTION.
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\* ”“‘\‘, | POND DRAINAGE AREA
N = + NG 164,615 SF
INV=7.04’ Yy = ' S, BN
_ V=3 88" . INV=3.63
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USE: INDUSTRIAL CULVERT | CULVERT | CULVERT CULVERT INVERT INVERT PIPE
’ ‘\ NUMBER LENGTH SIZE SLOPE (0] DOWN MATERIAL
“ ENKCFERCE (FT) (IN) (%) (FD) (FD)
kXIS, AL 20 P—1 28 24 0.39 4.50 4.61 RCP
Eé%Rl,-SIT%R AmT P—2 105 24 0.40 4.61 5.03 RCP
RAIN EVENT P-3 87 18 1.25 5.03 6.11 RCP
P—4 32 18 0.99 6.32 6.00 RCP
P-5 225 15 1.25 9.13 6.32 RCP
P-6 60 18 0.30 4.41 4.59 RCP
P-7 185 18 0.48 6.50 5.62 RCP

STORM STRUCTURE TABLE

STRUCTURE RIM
NUMBER | INVERT ELEVATION
(FT) (FT)
DI—1 4.61 10.05
DI-2 5.03 9.00
- DI-3 6.11 9.65
/ . DRAINAGE AREA 1A\7Eic: DI-4 6.32 11.70
INV=4.25' \ 463 FOR POND DI-5 9.13 13.00
, \ 164,615 SF
- ) EX. 24°RCP }
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N ~ __ / Vad \ VL ~ N \ | /
N PN 7S < \
- . |STORMWATER MANAGEMENT PLAN ApprovedConsfaction Plan
N I~ — ?\) ~ ~
\ - APPROV Name e | SWALE DATA
\ ' e —_——
\ S Planning /4 ~_ P Qe BOTTOM| SIDE | SIDE [CHANNEL|MANNINGS TYPE OF
o | Trafic T~ y | LOCATION (cfs) | WIDTH |SLOPE|SLOPE| SLOPE | COEF. [DEPTH|VELOCITY|g, 125 20y
\ DATE PERMIT # \ N < e \ amseg] () | LEFT|RIGHT| (%) n (ft.) | (ft/s)
- SIGNED — Hra\ ~—_ L/ ;.?ORL%%PORARY - SWALE #1 5.56 0 31| 31 | 1.69% | 0.030 | 0.76[ 3.25 |TALL FESCUE
— 4+ | — T~ 7 o=\
< S . SWALE #2 | 643 | 0 | 51| 51| 030 | 0030 | 1.10] 1.76 |TALL Fescue
\ o ~
N - ~~_ S~ P SHELF SWALE #3 10.42 0 31 ] 31| 0.63% 0.030 [ 115 ] 2.62 |TALL FESCUE
N St—— T T T =
— VRN h ELEV=7.0

DETAIL OF

GRASS SWALE
NOT TO SCALE

BOTTOM
WIDTH
8,

& <
o | | 45
R | DEPTH | oS

SHALLOW WATER COMMUNITY (NORMAL POOL TO SHELF BOTTOM) = 3,060 S.F.
@ 1 PLANT PER 4 SF (24" O.C.) =765 PLANTS

‘ o PLANT TYPE QTY BOTANICAL NAME COMMON NAME ROOT | CALIPER | HEIGHT | NOTES
}gg@f HERBACEOUS 382 382 Sagittaria.latifolia D.uck Potato CONT. | 4" Pot 24" O.C.
— 383 Pontedaria cordata Pickerelweed CONT. 4" Pot 24" O.C.

VEGETATIVE
SHELF

SHALLOW LAND COMMUNITY (NORMAL POOL TO SHELF TOP) = 3,034 S.F.

@ 1 PLANT PER 6.25 SF (30" O.C.) =485 PLANTS
B PLANT TYPE QTY BOTANICAL NAME COMMON NAME ROOT | CALIPER |HEIGHT | NOTES
243 Hibiscus coccineus Scarlet Rose Mallow CONT. 4" Pot 30" O.C.
HERBACEOUS : —— :
242 Lobelia cardinalis Cardinal Flower CONT. 4" Pot 30" O.C.

NO PLANTINGS
WITHIN 10° OF

EMERGENCY
SPNLWAY
\ OUTLET STRUCTURE

7. S HDUCK—POTATO &
B *.”.”."|PICKERELWEED
DS AN I I PLANTED 24" ON

OO OSOs0S | SHALLOW WATER

vvvvvv

SO AN IR I CENTER SEE CHART
AT FOR # OF PLANTS

vvvvvvvv

vvvvvvv

vvvvvvvvvvvvvvvvvvvvvvvvv

CATBOTTOM OFF v v v o v o o e e e e e e e T e T T T " 77y

vvvvvvvvvvvvvvvvvvvvvvvvvv

v
VEGETATED b v v v e e e e e e e e e e T T T T T o T 7 T T
v

vvvvvvvvvvvvvvvvvvvvvvvvvv
vvvvvvvvvvvvvvvvvvvvvvvvvvv

SHALLOW LAND

vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv

vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv
vvvvvvvvvvvvvvvvvvvvvvvvvvvvvvvv

vvvvvvvvvvvvvvvvvvvvvvvvvv
vvvvvvvvvvvvvvvvvvv

vvvvvvvvvvvvvvvvv

AN N7 W Y A W N U UV A UV/an NV an WV WA SV An e \ QAN GG S S SRS
\\\ *ffff—**—fff SOOOONSONNNONA NOTES:
ST S I A NG o e e T e
AN N 08-6-9%9 000 200 -\ N NNENRANE, / 1. NO PLANTINGS WITHIN 10’ OF OUTLET STRUCTURE.
- P 0 % 0805 N
SCARLET ROSE MALLOW & XL AR vrekEp 2. BECAUSE MOST STORMWATER BASINS ARE EXCAVATED TO DEEP SUB-SOILS,
—— PLANTED. 30" ON CENTER S0 SHELF THEY OFTEN LACK THE NUTRIENTS AND ORGANIC MATTER NEEDED TO SUPPORT
N SEE CHART FOR # OF < VIGOROUS GROWTH OF PLANTS. ALL LANDSCAPE MATERIAL, INCLUDING GRASS,
\ PLANTS SHOULD BE PLANTED IN GOOD TOPSOIL. NATIVE UNDERLYING SOILS MAY BE
GRAPHIC SCALE \ SUITABLE FOR PLANTING IF AMENDED WITH 4 INCHES OF WELL—AGED COMPOST
| w o N g I¢ : “ . POOL TILLED INTO THE SUBGRADE. COMPOST SHOULD MEET SPECIFICATIONS FOR GRADE
A COMPOST QUALITY.
{ \ | TYPICAL VEGETATED SHELF
| 1inch = 20 ft 3. A MINIMUM TWO—YEAR WARRANTY PERIOD STIPULATING REQUIREMENTS FOR
\{ Inc . pd .
,i \ < ~_ LANDSCAPING PLAN PLANT SURVIVAL /REPLACEMENT.
OUTLET STRUCTURE DETAIL 15.0 ' WET DETENTION BASIN DETAIL
NOT TO SCALE | EL. 6.50 NOT TO SCALE
| = EMERGENCY SPILLWAY DETAIL
NOTES: I 4.0 | = 24 N AT BT E NOTTO SCALE
f A PRI X
1. BASIN, FRAME AND GRATE MAY ! ! asnaloalbo e ®
VARY IN NONESSENTIAL DIMENSIONS. FILTER FABRIC 12" THICK CLASS
2. ALL JOINTS BETWEEN PRECAST OUTLET 'B' RIP-RAP
STRUCTURE SEGMENTS SHALL BE MADE WET DETENTION BASIN NOTES:
WATERTIGHT WITH BUTYL RUBBER v FOREBAY RIP—RAP 1. RESTORE BASIN TO DESIGN SIZE AND SHAPE UPON COMPLETION OF CONSTRUCTION AND STABILIZATION OF SITE.
O-RING GASKETS. \‘; /xKﬁogfggﬁsgAﬁg&c. BASIN ° 2. SEED FOR SLOPES SHALL BE 20% CARPET GRASS, 24% BERMUDA, 20% TURF FESCUE, 10% CREEPING
3. DURING CONSTRUCTION. IT IS RECOMMENDED ALL 4 SIDES / = N.T.S. RED FESCUE, AND 24% RYE. SEED AT RATE OF 2-3 LBS. PER 1000 SF.
" THAT FILTER AND DRAINAGE DIAPHRAGMS BE NOTE 3. BASIN WILL BE DRAINED BY PUMPING INTO OUTLET STRUCTURE.
: 4. A GEOTECHNICAL ENGINEERING STUDY IS REQUIRED TO STUDY THE STABILITY OF THE PROPOSED EMBANKMENT
INSPECTED BY A QUALIFIED PROFESSIONAL. VA ALL JOINTS BETWEEN PRECAST OUTLET PRIOR TO CONSTRUCTION. Q 15’
o LD O LD, BE SMITTED / 10° STRUCTURE SEGMENTS SHALL BE MADE 5. DURING CONSTRUCTION, IT IS RECOMMENDED THAT FILTER AND DRAINAGE DIAPHRAGMS BE INSPECTED BY A
: Y/ [ [ | 1 TYP. \gATREIthgGEIISmTTl; BUTYL RUBBER QUALIFIED PROFESSIONAL. INSPECTION LOGS SHOULD BE SUBMITTED ALONG WITH ANY AS—BUILT PLANS. 10
#4 STEEL REBAR (GALV. OR ASPHALT COATED)—/ i ‘ TYP. 12" 0P OF BANK 10.0
TACKWELDED AT 4 0.C. EACH WAY. LAID PLAN OTHERWISE UNLESS 3 ‘
IN OR BOLTED TO TOP OF STRUCTURE OTN(ETRI‘-IND : 1 BOTTOM OF SPILLWAY 9.15
10’ VEGETATED SHELF
. i ATTACH SCREEN WITH TOP 9.00 / EMERGENCY SPILLWAY 9.15 @ 10:1 SLOPE PRETREATMENT FOREBAY 11-CC))PO OF BANK
GALV. LAG & WEDGE N OUTLET STRUCTURE T T T T—T TT— T TT—TTT—
N ANCHORS 1 SEE DETAIL THIS SHEET o LNED e e e e e
STONE DURING, CONSTRUCTION 3 TENEORARY AR LEEL 2.2 — RIPRAP LINED TOP OF BANK 10.0
o ’ /] , RIP RAP AT PIPE INLET BOTTOM OF SPILLWAY 9.15
1/2" OPNG. GALV. OR—— 3 PERMANENT WATER LEVEL +0.5 B X< '
OUTLET™\ 2 ALUMINUM EXPANDED CLAY LINER 0% 3
|| METAL SCREEN PERMANENT POOL 6.5 INLET PIPE sl
INV. IN 6.50— i / PERVANENT WATER LEVEL —0.5' FOREBAY_WEIR T T SO
INV. OUT 5.62 N\ =8 0-0-0. OUTLET PIPE
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1" —

(NO SCALE) (NO SCALE) SD 8-05
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