CONSTRUCTION DRAWINGS for

JACOBS RIDGE

LOCATED IN CITY OF WILMINGTON
NEW HANOVER COUNTY, NORTH CAROLINA
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GENERAL NOTES:

1. NEW HANOVER COUNTY PARCEL NUMBER:

PID = R07200-005-001-000

TOTAL PROJECT AREA: 272,970.71 SF (6.27 AC.)

EXISTING ZONING DISTRICT: ~ R—15

LAND CLASSIFICATION: RESIDENTIAL

THIS SITE IS LOCATED IN ZONE X & AE (ELEV. 10°)

ACCORDING TO THE FEDERAL EMERGENCY MANAGEMENT

AGENCY'S FLOOD INSURANCE RATE MAP,

COMMUNITY-PANEL NUMBER 3720314500 J, DATED:

4/3,/06.

6. BASE FLOOD ELEV. = 10

7. ALL ELEVATIONS SHOWN HEREON ARE MEAN SEA LEVEL,
NAVD 1988. SITE BENCHMARK IS TOP OF FINISHED FIRST
FLOOR (ELEV. = 22.20")

8. SITE ADDRESS: 706 JACOBS CREEK LANE

9. EXISTING IMPERVIOUS ONSITE = 17,750 SF

10. BOUNDARY, TREE AND TOPOGRAPHIC SURVEY PERFORMED
AND PROVIDED TO CSD ENGINEERING BY PATRICK C.
BRISTOW LAND SURVEYING, PC.

1. STORMWATER DRAINS TO WHISKEY CREEK, SA;HQW
18-87-28

12. CAMA LANDUSE: WATERSHED RESOURCE PROTECTION AREA.

13, "404” WETLANDS, CONSERVATION AREA & NORMAL HIGH
WATER DELINEATED BY SOUTHERN ENVIRONMENTAL GROUP,
INC.

14. LAND OWNER — JOHN & KATHY BLACK

706 JACOBS CREEK LANE
WILMINGTON, NC 28405

RGN

-~

WATER & SEWER USAGE NOTES:

CURRENT WATER USAGE 0 GPD PROPOSED WATER USAGE 1,800 GPD
CURRENT SEWER USAGE 0 GPD PROPOSED SEWER USAGE 1,800 GPD

CITY OF

RTH CAROLINA

Public Segg Engineering Division
APPR PLAN — N MIT REQUIRED
#2gned:

Approved Construction Plan

Date

me
For each open utility cut of M X/\_/,
City streets, a $325 permit Planning__/ ? / 4 lv
shall be required from the A/%O _
City prior to occupancy Traffic /0 / 2-/4

and/or project acceptance. . 82‘9(
Fire CQ\': \® / “ I \(/

15 BEDROOMS X 120 GPD = 1,800 GPD

LEGEND

EXISTING BOUNDARY

—— — — JPUR—— W PR e EX/ST/NG WA TERL/NE
—  — — —— PROPOSED LOTLINE
W PROPOSED WATERLINE
CENTERLINE OF RIGHT OF WAY
e g —  CONTOUR LINE & ELEVATION
EXISTING / PROPOSED STORM
e SEWER &' CATCH BASIN
,:‘—‘> DRAINAGE FLOW
I E.LP. EXIST. IRON PIPE
|| 30" DRAINAGE EASEMENT
i HH WATER METER SERVICE CONNECTION
=15
n E.CM. EXIST. CONCRETE MONUMENT
PROPOSED DRAINAGE PIPE v GATE VALVE
PROPOSED SANITARY
NS——ss SEWER & MANHOLE A REDUCER
NN - EXISTING SANITARY TN HANDICAP RAMP
O SEWER & MANHOLE
. J

e

.
OWNER: BLACK PACK INVESTIMENTS, LLC
/06 JACOBS CREEK LANE

WILMINGTON, NC 28409
910—/799-936/
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SCALE IN FEET: 1”= 200’
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BOUNDARY, TREE AND TOPOGRAPHIC SURVEY PERFORMED AND PROVIDED TO
CSD ENGINEERING BY PATRICK J. BRISTOW LAND SURVEYING, PC.

4113—A OLEANDER DR, WILMINGTON, NC 28405, 910—791-1500, FIRM #C-3071
THIS MAP IS NOT FOR CONVEYANCE, RECORDATION, OR SALES.

THIS PROPERTY IS LOCATED IN ZONES X & AE (EL 10) ACCORDING TO THE
FEDERAL EMERGENCY MANAGEMENT AGENCY'S FLOOD INSURANCE RATE MAP,
COMMUNITY—PANEL #3720314500 J, DATED 4,/3/06

THIS PROPERTY IS ZONED R-15

CFPUA WATER

CFPUA SEWER

ALL CONSTRUCTION TO CONFORM TO NEW HANOVER COUNTY STANDARDS AND
APPLICABLE STATE & LOCAL CODES.

CONTRACTOR TO COORDINATE ANY REQUIRED TRAFFIC CONTROL WITH

NEW HANOVER COUNTY AND OR NCDOT.

CARE SHALL BE TAKEN DURING FINAL GRADING TO ENSURE POSITIVE
DRAINAGE AWAY FROM BUILDINGS AND TO RECEIVING STRUCTURES.

ROOF DRAIN DOWNSPOUTS TO BE CONNECTED TO STORM DRAINAGE
STUBOUTS OR DIRECTED TO STREET/PARKING AREAS.

CONTRACTOR IS RESPONSIBLE FOR COORDINATION OF ANY RELOCATIONS,
RE—ALIGNMENTS, DISCONNECTIONS OR CONNECTIONS OF EXISTING

UTILITIES WITH APPLICABLE AUTHORITIES.

CLEARING AND GRUBBING OF SITE TO INCLUDE REMOVAL OF EXISTING

CURB, ASPHALT, INLETS, AND ANY OTHER STRUCTURES INCLUDING TREES,
STUMPS AND DEBRIS EXISTING ON SITE. TREES NOT REQUIRED TO BE
CLEARED FOR CONSTRUCTION SHALL REMAIN UNLESS OTHERWISE DIRECTED.
INFORMATION CONCERNING UNDERGROUND UTILITIES WAS OBTAINED FROM
AVAILABLE RECORDS. IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO DETERMINE THE EXACT ELEVATIONS AND LOCATIONS

OF ALL EXISTING UTILITIES AT ALL CROSSINGS PRIOR TO COMMENCING
TRENCH EXCAVATION. IF ACTUAL CLEARANCES ARE LESS THAN INDICATED
ON PLAN, THE CONTRACTOR SHALL CONTACT THE DESIGN ENGINEER BEFORE
PROCEEDING WITH CONSTRUCTION. ANY CONDITION DISCOVERED OR EXISTING
THAT WOULD NECESSITATE A MODIFICATION OF THESE PLANS SHALL BE
BROUGHT TO THE ATTENTION OF THE DESIGN ENGINEER BEFORE PROCEEDING
WITH CONSTRUCTION.

NO CONSTRUCTION IS TO BEGIN BEFORE LOCATION OF EXISTING

UTILITIES HAS BEEN DETERMINED. CALL "NC ONE—CALL" AT LEAST

48 HOURS BEFORE COMMENCING CONSTRUCTION.

CONTRACTOR SHALL ADJUST ALL MANHOLES, VALVE & CURB BOXES TO
FINAL GRADE UPON COMPLETION OF ALL CONSTRUCTION. ANY BOXES
DAMAGED OR OTHERWISE DISTURBED BY THE CONTRACTOR SHALL BE
REPAIRED AT THE EXPENSE OF THE CONTRACTOR.

THE CONTRACTOR IS RESPONSIBLE FOR CONTROLLING DUST AND EROSION
DURING CONSTRUCTION AT HIS EXPENSE. PARKING AREAS SHALL BE
WATERED TO CONTROL DUST WHEN ORDERED BY THE ENGINEER.

NO GEOTECHNICAL TESTING HAS BEEN PERFORMED ON SITE. NO
WARRANTY IS MADE FOR SUITABILITY OF SUBGRADE, AND UNDERCUT

AND ANY REQUIRED REPLACEMENT WITH SUITABLE MATERIAL SHALL

BE THE RESPONSIBILITY OF THE CONTRACTOR.

CONTRACTOR TO ENSURE THAT PAVEMENT IS PLACED SO AS TO DRAIN
POSITIVELY TO THE STREET INLETS AND CATCH BASINS. ALL FUTURE ROOF
DRAIN DOWNSPOUTS TO BE DIRECTED TO THE STORM DRAINAGE STUBOUTS.

CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL REQUIRED PERMITS.

THIS PLAN IS FOR SITE GRADING, UTILITIES, SITING, AND DRAINAGE ONLY.

SEE BUILDING PLANS FOR DETAILED HOOKUPS TO BUILDINGS, ETC.
CONTRACTOR AND BUILDER ARE RESPONSIBLE FOR COORDINATING
FINISHED FLOOR ELEVATION OF ALL BUILDINGS WITH THE OWNER. ELEVATIONS
GIVEN ARE MINIMUM GROUND ELEVATIONS AT THE BUILDING SITE AND DO NOT
PURPORT TO BE FINISHED FLOOR. MINIMUM RECOMMENDED FF ELEVATIONS
SHOWN ON PLANS.
AFFECTED NON—MUNICIPAL UTILITIES SHALL BE CONTACTED AND PROVIDED
WITH PLANS AND OTHER PERTINENT INFORMATION, WHEN FEASIBLE, TO
COORDINATE APPROPRIATE SCHEDULING AND PLACEMENT.
EXTREME CARE SHALL BE TAKEN TO ENSURE MINIMUM SEPARATIONS
AT ALL UTILITY CROSSINGS.
MINIMUM SEPARATION SHALL BE MAINTAINED AS FOLLOWS:

a. HORIZONTAL SEPARATION OF 10 FEET BETWEEN SANITARY SEWER AND

b.

WATER MAINS AND STORM SEWER.

WHERE VERTICAL CLEARANCE IS LESS THAN 24" BETWEEN SANITARY
SEWER AND WATER OR WHERE SEWER LINE CROSSES ABOVE WATER

MAIN, BOTH PIPES SHALL BE DUCTILE IRON PIPE FOR A MINIMUM

OF 10" EITHER SIDE OF CROSSING.

WHERE VERTICAL CLEARANCE IS LESS THAN 24" BETWEEN SANITARY
SEWER AND STORM DRAIN, SANITARY SEWER SHALL BE DUCTILE IRON
PIPE FOR A MINIMUM OF 10 FEET EITHER SIDE OF CROSSING.

WHERE VERTICAL CLEARANCE IS LESS THAN 12" BETWEEN SANITARY
SEWER AND STORM DRAIN, SANITARY SEWER SHALL BE DUCTILE IRON

PIPE FOR A MINIMUM OF 10’ EITHER SIDE OF CROSSING, AND BRIDGING
SHALL BE INSTALLED PER APPLICABLE UTILITY AUTHORITY'S DETAILS.

IN NO CASE SHALL THERE BE LESS THAN 18" OF SEPARATION BETWEEN
OUTSIDE OF WATER MAIN AND OUTSIDE OF SEWER OR STORM DRAINAGE.
MINIMUM COVER OF 36" SHALL BE PROVIDED FOR ALL BURIED WATER
MAINS AND SANITARY SEWER MAINS.

SEE DETAIL SHEETS FOR TYPICAL UTILITIES HOOKUPS.

ALL SANITARY SEWER MAINS TO BE 8" UNLESS OTHERWISE INDICATED.
ALL WATER MAINS TO BE 8" UNLESS OTHERWISE INDICATED.

TWO VALVES ARE REQUIRED AT "T” INTERSECTIONS AND ONE VALVE ON
THE WATER LINE TO FIRE HYDRANTS. \

A BLOW-OFF VALVE IS REQUIRED AT THE TERMINUS OF ALL "DEAD END"
WATER LINES.

CSD

LICENSE # C-2710

ENGINEERING
LAND PLANNING

P.O. BOX 40471
(910) 791-4441

ENGINEERING

COMMERCIAL /" RESIDENTIAL

WILMINGTON, NC 28406

L

4 )

COVER SHEET

JACOBS RIDGE

~

Engineer is strictly prohibited. Reproductions, additions, and/or deletions

thout written consent by the

This document is copyrighted by CSD ENGINEERING, with all rights reserved. The use of this document, or any
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D s ) \ \
TION MAP | (- : ) [ o, 1ofke, | \ \ )
IRAFFIC ENGINEERING NOTES: For each open utility cut of ARG i \ \ EXISTING FIRE HYDRANT LOCATED APPROXIMATELY
1. A LANDSCAPING PLAN INDICATING THE LOCATION OF REQUIRED STREET TREES SHALL BE SUBMITTED TO THE CITY OF WILMINGTON TRAFFIC City streets, a $325 permit {41,500, °%0 A po \ \ 160 FT NORTH FROM INTERSECTION OF BIG BAY RUN
NOT TO SCALE ENGINEERING DIVISION AND PARKS AND RECREATION DEPARTMENT FOR REVIEW AND APPROVAL PRIOR TO RECORDING OF THE FINAL PLAT. PLAN shall be required from the 78 AND JACOBS CREEK
SHALL ADHERE TO SD 15-17. e “Ra
2. TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT PARKINGS) IN AREAS OPEN TO PUBLIC TRAFFIC ARE TO MEET MUTCD STANDARDS. City prior to occupancy o \
3. OPEN CUT NOTES: and/or project acceptance. >
A. A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY STREET. CONTACT 910-341-5888 FOR MORE DETAILS. EXISTING CFPUA 8" WATER MAIN
B. CONTRACTOR TO COORDINATE WITH CITY OF WILMINGTON FOR ACCEPTABLE HOURS OF CONSTRUCTION AND TRAFFIC CONTROL DURING
INSTALLATION OF UTILITIES IN CITY ROADS.
C. SUITABLE COMPACTION AND APPROVED STONE & BASE COURSES TO BE INSTALLED IN PLACE OF OPEN CUT. :
D. OPEN CUT TO BE SAW CUT.
4. ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS OF WAY AND FOR DRIVEWAYS ARE TO BE THERMOPLASTIC AND MEET CITY AND/OR NCDOT
STANDARDS.
5, IT SHALL BE THE RESPONSIBILITY OF THE SUBDIVIDER TO ERECT OFFICIAL STREET NAME SIGNS AT ALL INTERSECTIONS ASSOCIATED WITH THE /
SUBDIVISION IN ACCORDANCE WITH THE TECHNICAL STANDARDS AND SPECIFICATIONS MANUAL. THE SUBDIVIDER MAY ACQUIRE AND ERECT OFFICAL - ENGINEERING
STREET NAME SIGNS OR MAY CHOOSE TO CONTRACT WITH THE CITY TO INSTALL THE STREET SIGNS AND THE SUBDIVIDER SHALL PAY THE COST LB
OF SUCH INSTALLATION. CONTACT TRAFFIC ENGINEERING AT 341-7888 TO DISCUSS INSTALLATION OF TRAFFIC AND AND STREET NAME SIGNS. g8
PROPOSED STREET NAMES MUST BE APPROVED PRIOR TO INSTALLATION OF STREET NAME SIGNS. P s
6. CALL TRAFFIC ENGINEERING AT 341-7888 FORTY-EIGHT HOURS PRIOR TO ANY EXCAVATION IN THE RIGHT OF WAY. - ) . 35 LICENSE # C-2710
7. CONTACT 341-7888 TO DISCUSS STREET LIGHTING OPTIONS. / - / . g
8. TACTILE WARNING MATS ARE TO BE INSTALLED ON ALL WHEELCHAIR RAMPS. / [ 7 Vi p V N ENGINEERING
9. ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS AND CURBING WILL BE REPLACED. / R / / LAND PLANNING
10. ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT OF WAY ARE TO BE MAINTAINED BY THE PROPERTY OWNER IN ACCORDANCE WITH / LN y ) COMMERCIAL /' RESIDENTIAL
MUTCD STANDARDS. o\ Y,
11. ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREA SHALL BE WHITE. ’ o SN
12 INSTALL REFLECTORS PER CITY AND NCDOT STANDARDS. TRAFFIC ENGINEERING MUST APPROVE OF PAVEMENT MARKINGS LAYOUT PRIOR TO / o, "\ | PO BOX 40471
ACTUAL STRIPING. / & e { WILMINGTON, NC 28406
13. CONTACT TRAFFIC ENGINEERING AT 341-7888 TO ENSURE THAT ALL TRAFFIC SIGNAL FACILITIES AND EQUIPMENT ARE SHOWN ON PLAN. / e, ? a T o
14, ALL PROPOSED VEGETATION WITHIN SIGHT TRIANGLES SHALL NOT INTERFERE WITH CLEAR VISUAL SIGHT LINES FROM 30" - 10" /\/ o z i ! (910) 791—4441 )
. A | ;
ENVIRONMENTAL NOTES: /T . p ~
/ ~ 2%
1. NO LAND DISTURBANCE IS PERMITTED OUTSIDE THE DESIGNATED LIMITS OF DISTURBANCE FOR SITE IMPROVEMENTS OTHER / k i
THAN WHAT IS NECESSARY TO TIE INTO EXISTING CONTOURS OR MEET LANDSCAPING REQUIREMENTS. / ! | CONNECT T0 EXISTING SS CLEAN OUT 34
/ 3 WITH ONE INDIVIDUAL SEWER LINE i
WAIVERS REQUESTED / L .l
1. DRIVEWAY ANGLE OF 90 DEGREES AT INTERSECTION OF 34 FT EASEMENT AND EXISTING 50 FT ROW. 5 £3 : :
\ 2 DRIVEWAY CURB RETURN OF 26 FT FROM INTERSECTING PROPERTY LINE AT EXISTING 50 FT ROW. ) / e Q ‘;&g
/ LW &EEL
(<) &z k
2.08 ACRES = E 10
(. ) / 50 FT ACCESS/UTILITY EASEMENT > 2 Z
WATER & SEWER USAGE NOTES: o, g 5 F7 ACCESS =83 |1
L X - >l = o 1D o, o Vs . / 4J n R 38y,
CURRENT WATER USAGE 0 GPD  PROPOSED WATER USAGE 1,800 GPD \ Yo B e B o ~ Q 8 § gi8f
CURRENT SEWER USAGE 0 GPD  PROPOSED SEWER USAGE 1,800 GPD . %/ " s/z,% N T R F- £yt
15 BEDRONS X 120 GPD = 1800 GPD ’ o s, RN R Pl 4 5 S H ||an
Fl R E & L / FE S A FE TY NO TES’ { / g P A \ 7)) ez 30,07-}- : i PROP. PUBLIC 6" WATER MAIN “ 3 (Q A3:%
- === - e o, S /9% ”54;4/ [V W85 e 2 8 2k
1. LANDSCAPING OR PARKING CANNOT BLOCK OR IMPEDE FIRE HYDRANTS OR FDC'S. A 3FT CLEAR SPACE SHALL BE MAINTAINED AROUND 7 ’ /S /cé g Y ; / 20 x 70 SIGHT TRIANGLE ) 83 L
THE CIRCUMFERENCE OF THE HYDRANT. - p : L2 L%, ; _ Y
2. CONTRACTOR SHALL MAINTAIN AN ALL WEATHER ACCESS FOR EMERGENCY VEHICLES AT ALL TIMES DURING CONSTRUCTION. PROP. PUBLIC 2" YATER MAN [~ 7~ 7/ / YL B eI 7 PROP. FIRE HYDRANT ASSEMBLY s
3. UNDERGROUND FIRE LINE MUST BE PERMITTED AND INSPECTED BY THE CITY OF WILMINGTON FIRE DEPARTMENT FROM THE PUBLIC RIGHT Do, ) — T s > 0% s TN ~N §ia¢
OF WAY TO THE BUILDING. CONTACT THE WILMINGTON FIRE DEPARTMENT DIVISION OF FIRE AND LIFE SAFETY AT 910-343-0696 FOR ’ PN L g 46 x 46 SIGHT TRIANGLE fGE N E R A L N O TE S: et
ADDITIONAL INFORMATION. - MPROVED 22 b : el Vi (= o 1. | L )
4. FIRE INSPECTOR MUST WITNESS THE HYDROSTATIC TESTING. MINIMUM TESTING TIME IS TWO HOURS. ! = . > — . \/
5. A 24 HOUR MINIMUM NOTIFICATION IS NEEDED PRIOR TO ANY OF THE ABOVE TEST(s) OR INSPECTIONS BEING PERFORMED. 1. glgwxré%g_ %%usr% IiA%:L NUMBERS.:
6. FDC CONNECTIONS CAN BE NO FURTHER THAN 40 FT FROM FIRE VEHICLE ACCESS. A e L 2. TOTAL PROKECT AREA: 27297071 SF (6.27 AC.)
7. FDC CONNECTIONS CAN BE NO FURTHER THAN 150 T FROM A FIRE HYDRANT. ENCLAVE DRIVE 3. EXISTING ZONING DISTRICT: R—15 &
8. NEWLY INSTALLED FIRE HYDRANTS MUST BE OPERATIONAL PRIOR TO COMBUSTIBLE CONSTRUCTION MATERIALS BEING BROUGHT ONSITE. /A { S : - a0 ; 4 LAND CLASSFICATION:  RESDENTIAL '
; ; . ; / / ey . / s e % . - A 1 : -~
) [N A (D~ ; RoE _/ ; A )R Ry e f ) 5. THIS SITE IS LOCATED IN ZONE X & AE (EL 10) ACCORDING TO THE .
U T/ L I TY N O .,.E S.' I RN S & : Y = / 708, & e s FEDERAL EMERGENCY MANAGEMENT AGENCY'S FLOOD INSURANCE RATE 3| 2y
- — — A N Y o Yy o' R , s MAP, COMMUNITY-PANEL NUMBER 3720314500 J, DATED: 4/3/06. 3l z=
1. PROJECT SHALL COMPLY WITH THE CITY OF WILMINGTON AND CFPUA CROSS CONNECTION CONTROL REQUIREMENTS. WATER METER(S) / / 6. BASE FLOOD ELEV. = 10 || U<o
CANNOT BE SET AND ACTIVATED ON NEW MAINS UNTIL ALL REQUIREMENTS ARE MET. CALL 343-3910 FOR INFORMATION. 7. EXISTING SITE ADDRESS: 706 JACOBS CREEK LANE g == S
2. IF THE CONTRACTOR DESIRES WATER FOR CONSTRUCTION HE/SHE SHALL APPLY IN ADVANCE FOR THIS SERVICE AND MUST PROVIDE RENAMING ACCESS EASEMENT T0 "ENCLAVE. DRIVEX O Bx S
A REDUCED PRESSURE ZONE (RPZ) BACKFLOW PREVENTION DEVICE ON THE DEVELOPER'S SIDE OF THE WATER METER BOX. 8. EXISTING IMPERVIOUS ONSITE = 17,750 SF SEllY M
3. ALL COMMERCIAL WATER SERVICES AND ANY IRRIGATION SYSTEMS SUPPLIED BY CFPUA WATER SHALL HAVE A BACKFLOW PREVENTION 9. BOUNDARY, TREE AND TOPOGRAPHIC SURVEY PERFORMED AND PROVIDED oSl =x
DEVICE ACCEPTABLE TO THE CFPUA AND APPROVED BY USCFCCCHR OR ASSE. CALL 799-6064 FOR INFORMATION. TO COASTAL SITE DESIGN, PC BY PATRICK C. BRISTOW LAND SURVEYING, 2| =0z
4, WHEN PVC WATER MAINS AND/OR POLYETHYLENE SERVICES ARE PROPOSED, THE PIPES ARE TO BE MARKED WITH NO. 10 INSULATED PC. VERTICAL DATUM = 88 S| 8w
COPPER WIRE INSTALLED THE ENTIRE LENGTH AND STRAPPED TO THE PIPES WITH DUCT TAPE. THE INSULATED WIRE IS TO BE 10. STORMWATER DRAINS TO WHISKEY CREEK, SA;HQW 18-87-28 W S| ez
STRIPPED TO BARE WIRE AND SECURED TO ALL VALVES AND FITTINGS. THE WRE IS TO BE ACCESSIBLE AT ALL FIRE HYDRANTS AND 11. CAMA LANDUSE: WATERSHED RESOURCE PROTECTION AREA. D 4 % Q 8 E
WATER METER BOXES TO AID IN FUTURE LOCATION OF FACILITEES. 12. "404” WETLANDS, CONSERVATION AREA & NORMAL HIGH WATER S O3 L0
5. 36"MINMUM COVER OVER ALL WATER MAINS AND LOW PRESSURE SEWER MAIN. DELINEATED BY SOUTHERN ENVIRONMENTAL GROUP, INC. E > O E() S2
6. ANY SEPARATE CONNECTION FOR IRRIGATION SHALL COMPLY WITH CITY AND CFPUA CROSS-CONNECTION REQUIREMENTS WITH 13, LAND OWNER — BLACK PACK INVESTMENTS, LLC X SellSes
APPROVED BACKFLOW PREVENTION DEVICES. 706 JACOBS CREEK Sy z || Fo
7. AT LOCATIONS WHERE WATER MAIN CROSSES UNDER SAMITARY SEWER, DUCTILE IRON PIPE SHALL BE USED ALONG WITH PROVIDING WILMINGTON, NC 28409 z @ S ° OK S
24" MINIMUM OF VERTICAL SEPARATION. s CERTCATON / 14. SUBDIVISION STREET DISCLOSURE TO ACCOMPANY SALE OF LOTS. é S 83 i
8. WATER SERVICES CAN NOT BE ACTIVATED ON NEW WATER MAINS UNTIL ENGINEER'S CERTIFICATION AND APPLICANT'S A S - &
\ HAVE BEEN PROVIDED TO NCDENR AND “FINAL APPROVAL" ISSUED. ) /@ @ P AR K / N G N O TE S.’ S § 3 § <
’ {o /o - - E— %) ]
( — N 2.10 ACRES S > [ A / / / // 1. NO PARKING REQUIRED. — VAN J
/ , o ) 4 T, )
, [P R T X o 8y DEVELOPMENT NOTES: W
17 FT 34 FT EASEMENT 17 FT . Y i g v / '.‘ EXISTING DRIVEWAY TO BE REMOVED SO g / e ——————— m— ———
7 D L/NE o ’ / r*l e o Y=t il /’P @ >/ / y G
8 FT 8 FT 7100 YR FLOOD N / %’ R 3499 SF. G 3 <7 | 1. AL acuﬁ E/EA;% 5¢VEMHVT MARZ(INGS IN AREAS OPEN TO PUBLIC TRAFFIC
P P / )y 7 / o SA 4 (SIS Y
| 3 FT | +/- 5FT +/- 5FT | 3 FT | BLOW 0[.,'/: ASSEMBLY  ~ ss FM FRc;M LOT 3 e ‘? / loy 3};%’ 1, {9%% 3 /// o0 ¢ ’ 2 ?HRI:I‘: CTgNIRACTOR Igo Riwo%z& FOR THE LOCATION AND PROTECTION
| | EX. DRIVEWAY EX. DRIVEWAY | | U A - <2 & A A ’I ?f Bglgfgg_gggnss DURING CONSTRUCTION.  CALL U~LOCO AT
et gsts COASTAL VE§E TATION LIN ?EMERQENC@);/VEH/%I:; TURNAROUND }Q 3. CONTRACTOR IS RESPONSIBLE FOR THE REPAIR AND REPLACEMENT OF
__VARIES - WWW% b / Lok e /s .0 ANY UTILITIES, CURB AND GUTTER, SIDEWALK PANELS, PAVEMENT,
e aRassyssesetsensey 2" SF 9.5 T yay .t /| ETC...THAT MAY BE DAMAGED DURING CONSTRUCTION. DAMAGED ITEMS
satoR0ate ey EXISTING ROAD /DR/VEWAY 6" ABC : N /4 , " ‘M v ; z.IA']I]-[LEBOER [,(?;/E}C,ﬂR[ET%M TO AT LEAST THE QUALITY OR WORKMANSHIP FOUND
2" SF 9.5A Y AR ’ 4. SOLID WASTE DISPOSAL WILL BE CURB PICKUP.
6" ABC ;7 5. ALL DEVELOPMENT SHALL BE IN ACCORDANCE WITH THE CITY OF L )
e e (S/ TE & B U I L D I N G DA TA,’ ) MLMINGTON ZONING ORDINANCE & SUBDIVISION REGULATIONS.
ENCLAVE DRIVE ' -_— — 6. APPROVAL OF SITE PLAN DOES NOT CONSTITUTE APPROVAL OF PROPOSED (w - N w
‘ ; STE DATA: SIGNAGE FOR THIS SITE. A SEPARATE SIGN PERMIT MUST BE OBTAINED. Slelelele| (Rl M
PROPOSED 34 ACCESS/UTILITY EASEMENT v - 7. APPLICABLE STREET FRONTAGES SHALL HAVE NATURAL VEGETATIVE Sl TS| <
;o v TOTAL SITE AREA = 272,971 SF (6.27 AC) NNEIRIMEIES
Ly e WETLANDS . WPERVIOUS AREA BREAKDOMN: SCREENING MEETING CITY REQUIREMENTS. SN TTITILR] o
STREET CROSS SECTION Ry L o, ' - 8 T DEVELOPUENT SIAL COMPLY T AL T TECHNICAL STANDARDS
P ) ) \ EXISTING IMPERZZIIIL%I;G 2651 5 (006 AC) AND DEVELOPMENT REGULATIONS. NNNNNE N
A & - = , .06 AC. 9. HVAC EQUIPMENT SHALL BE PLACED IN THE INTERIOR YARDS AND e e
\ wor o seAs / " [PRIVATE DRIVEW\QY BEGINS | ASPHALT DRIVE = 15,650 SF (0.51 AC) 10 Z?%g%ww%ﬂ%ﬂ@g&gg IF SO DESIRED THE IRRIGATION e === 21913)
v / A, §e H o A
% / 2 ; = )
I e ﬁ’g WALK/PATIO ‘;‘Z f; %“(’; 12'; CONTROL MODULE MUST BE OUTFITTED W,/ A RAIN SENSOR.
R 7 Lok = e A 11. BUYERS OF THE LOTS MUST RECEIVE A SUBDIVISION STREET DISCLOSURE
- L7, e | TOTAL = 17,750 SF (0.41 AC.) \ STATEMENT, y
f LEGEN D ) o B EXISTING 6.5% IMPERVIOUS (7% USED)
O S - < On 4
s T e COn i EX. ACCESS ROAD ON LOT 1 = 2,873 SF (0.07 AC) 0
——— — —— CENTERLINE OF RIGHT OF WAY % Ut e PROP. ASPHALT ROAD ON LOT 1 = 1,689 SF (0.04 AC.) &
, “ ONGE EX. SHED ON LOT 1 = 792 SF (0.02 AC.) S
~ 51— CONTOUR LINE & ELEVATION N PROP IMPERVIOUS LOT 1 = 4,646 SF (0.19 AC.) 5 "
©— S8 EXISTING SANITARY o, % go8 TOTAL = 10,000 SF (0.23 AC. X
" SEWER & MANHOLE A S Sa (02346) g olg| &
—— W —— EXISTING WATERLINE v EX. ACCESS ROAD ON LOT 2 = 2,649 SF go.os Ac.g \ 5 g SE ~
o EXISTING FIRE HYDRANT / PROP. ASPHALT ROAD ON LOT 2 = 1,494 SF (0.03 AC. " 4BC FOR z 2|8
PROP. GRAVEL ON LOT 2 = 179 SF (0.004 AC.) TURNAROUND o] @ .l‘f g *
EXISTING STORM DRAIN PROP. IMPERVIOUS ON LOT 2 = 5,678 SF (0.19 AC.) 340 g = § g8
=
/ TOTAL = 10,000 SF (0.23 AC.) 16° ; MK E g §
/ o EX. ACCESS ROAD ON LOT 3 = 7928F((0.02AC.)) é 5 ; |3 g E o
/N .
x 9 PROP. ASPHALT ROAD ON LOT 3 = 189 SF (0.004 AC. g 5
1 PROP FIRE HYDRANT / 5 A EX. DRIVEWAY ON LOT 3 = 3,953 SF (0.09 AC.) EM ER GEN CY § é € 3 é‘ RIS 2
x PROP GATE VALVE o EX. HOUSE ON LOT 3 = 2,651 SF (0.06 AC.) =g 8|« g5 g 3
NS 7 EX. BRICK WALK/PATIO ON LOT 3 = 657 SF (0.02 AC.) VEHICLE SEEIERIEEER
@ PROP WATER METER N Cﬁxf‘?g PROP. GRAVEL ON LOT 3 = 1,181 SF (0.03 AC.)
o M
W PROP WATER MAIN %\\.@b TOTAL = 9,423 SF (0.22 AC.) TLJRNAR_OUNQ o
e =
NOT TO SCALE
w75 FT SETBACK . PROPOSED 11% IMPERVIOUS |-
29,423 SF / 272971 SF \_ R B e B
— e [IMITS OF DISTURBANCE remorrpeian . &
y B BULDING DATA: Approvefl Construction Plan N J
S ' " O? ‘T PROPOSED 7.1% BUILDING LOT COVERAGE NAme te (DATE: 7—23—15
v N WETLANDS S .L\ PROPOSED BUILDING AREA: 19,287 SF . 57 Je 7 I
L N . ‘ : REH CAROLINA LOT COVERAGE: 19,287 SF / 272,971 SF Planning y [ / HORZ. SCALE- 1" = 40’
Public Services e Engineering Division TOTAL LOTS = 3 (2 NEW SINGLE-FAMILY HOMES, 1 EXISTING) 5 BDRMS EA. / 1, //2 / ,é VERT. SCALE: N/A
R MAX. BLDG. HEIGHT = 35 FT , /‘/7%@ -
: EX. ACCESS ROAD TO REMAN | | APPROVED DRAINAGE PLAN TOTAL WETLANDS ON-SITE = 40,827 SF (0.94 AC.) Traffic DRAWN BY: JSM
RS INAANNN A ~_ ! Date: Jof tt [Lb pﬁ{mt s Zolb 039 AREA IN LIMITS OF DISTURBANCE = 38,395 SF CHECKED BY- Hop
/ A\ ~ | 4 OPEN SPACE BREAKDOWN: Fire - \&‘)/ W { (L
EX. ACCESS ROAD TO BE REMOVED /,/ NN N / g . ) Signed: N/A PROJECT NO.: 13-0309
. /"~ WHISKEY CREEK 7, ~ \ NS / | e, - /
NN ‘ / y e / / LIBAGKS 40 20 0 40 80 120 N
< 7N\ D ™o < / / .
\4/? N\ EXISTING DOCK T \ / T B 3 7
PROP. ACCESS ROAD ADDITION QA N \ / \ SDE: 10 FT ) ~ - Sheet No. of
\/ SN . \ / SCALE IN FEET: 1"= 40 )
\ / ; g ""i// % \ \\ \ ’/
N7\ . ~ \




/N proposep
%3 JL pte

RESERVED FOR THE JACOBS RIDGE SITE. CONTRA
TO COORDINATE WITH CFPUA TO.ENSURE PROPER
CONNECTION OF PRIVATE FM TO z‘QRRECT CLEANOs L.

CONNECT TO EXISTING 6"
CFPUA_WATER MAIN

6" C-900 WATER MAN

N e

THREE EXISTING SS CLEANOUTS. ONLY ONE HAS aEEN

i
|

TOR

1

\
6

" x 2" REDUCER

e e

.
[ g /
/ e /

[
] /
/] /

[ & |~
/& s

INSTALLED OUTSIDE OF ROADWAY.

PROP. FIRE HYDRANT ASSEMBLY
ROPOSED 2" SDR-21 WATER MAIN

"~

% JCFPUA APPROVED;~LICENSED UTILITY CONTRACTOR TO
Q INSTALL TWO (2) NEW*€UT-IN" SERVICE LATERAL

A WTH CLEANOUTS ON UPSTREAM SIDE OF EXISTING
/ / SANITARY SEWER MANHOLE. CLEANOUTS TO BE

;;‘;é.m_maww”‘\

535°1 7'00 W el

o

B——
e

7,

7,
74

/////

et

oo
R

-~

WNGTON
‘ - NORTH CARCLINA
Public Services o Engineering Division

APPROVED DRAINAGE PLAN

1. CONTRACTOR SHALL INSTALL WATER SERVICE LATERALS
TO ALL LOTS PER CFPUA STANDARD DETAILS AND
SPECIFICATIONS.

2. SEWER SERVICE FOR EACH OF THE THREE LOTS SHALL

PUMP STATIONS & FORCE MAINS, EACH CONNECTED
TO ONE OF THE THREE (3) CLEANOUTS AT THE
INTERSECTION OF JACOBS CREEK LANE & BIG BAY DR.
INSTALLATION & PERMITTING OF THE SANITARY SEWER
PUMP STATIONS & FORCE MAINS SHALL BE THE
RESPONSIBILITY OF THE INDIVIDUAL LOT OWNERS. CSD
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For each open utility cut of
City streets, a $325 permit
shall be required from the
City prior to occupancy
and/or project acceptance.
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ADJACENT DRIVEWAY DETAILS

-

NOTE:

THE CRITICAL ROOT ZONE (CRZ) OF A
TREE IS WHERE THE MAJORITY OF A
TREE'S ROOTS LAY. 85% OF MOST TREE
ROOTS ARE FOUND IN THE TOP 24" OF

NOTE:

CROWN OF THE TREE IS
NEEDED FOR LEAF

GROWTH TO PRODUCE OXYGEN,
FILTER

THE AIR, REDUCE WIND AND
SOFTEN NOISE.

1" = 200’
| PRIVATE DRIVE | \
SCORED LINE
Y SIDEWALK OR
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SECTION B-B

STANDARD DRIVEWAY DETAIL

NOT TO SCALE
SD 8-02

T

{6" CONCRETE

THE SOIL AND SUPPLY THE MAJORITY

OF NUTRIENTS AND WATER. GENERALLY, SN, Q "
ROOTS SPREAD OUT 2-3X THE HEIGHT vy o ( ~
OF THE TREE. C

ORANGE SAFETY FENCE
' CRZ (' / OR ORANGE SILT FENCE
(TYPICAL)

0000000000000 00000000000N000000000000,

10" MAX

NOTES:
1. PROTECT CRITICAL ROOT ZONE (CRZ) OF TREES PRIOR TO CONSTRUCTION. CLEARLY MARK THE TREES AND

ERECT A PROTECTIVE BARRIER AT THE CRZ. BARRIER SHALL BE MAINTAINED UNTIL CONSTRUCTION IS
COMPLETE.

. CRZ RADIUS IS 1 FT PER INCH OF TREE DIAMETER AT BREAST HEIGHT (DBH).
. WHERE SIDEWALKS AND PATHWAYS PASS WITHIN CRZ, EXTRA CARE SHALL BE TAKEN TO AVOID DAMAGE TO THE

ROOTS. ALTERNATE CONSTRUCTION METHODS, SUCH AS A REINFORCED SIDEWALK, SHALL BE IMPLEMENTED AS
NECESSARY.

. FOR ALL TREES, CUTTING OF LARGE STRUCTURAL ROOTS LOCATED NEAR THE BASE OF THE TRUNK IS

PROHIBITED. DO NOT COMPACT SOIL BENEATH TREES. NO VEHICLE SHALL BE ALLOWED TO PARK UNDER TREES.
NO HEAVY MATERIALS SHALL BE STORED BENEATH TREES. DAMAGING THE BARK WITH LAWNMOWERS,
CONSTRUCTION EQUIPMENT, OR ANYTHING ELSE IS PROHIBITED. CONTRACTOR SHALL REPAIR DAMAGE TO TREES.

. FAILING TO INSTALL OR MAINTAIN PROTECTION MEASURES MAY RESULT IN A STOP

WORK ORDER AND FINE OF $500/DAY. DISTURBANCE OTHER THAN THAT ALLOWED ON THE APPROVED PLAN WILL
REQUIRE OWNER TO POST A LETTER OF CREDIT FOR 3 YRS FOR TREE MITIGATION.

EXAMPLE
30" DBH TREE

1" DBH=1" RADIUS OF THE
CRITICAL ROOT ZONE

(DBH=DIAMETER BREAST
HEIGHT)

TREE PROTECTION
BARRIER

EXAMPLE
30" RADIUS
CRZ

10" MAX
BETWEEN STAKES

NOTE: DRAWINGS ARE NOT TO SCALE. USE
AS A GUIDE FOR DETERMINING MINIMUM CRZ.

IREE PROTECITION

SD 15-09
NTS

- DO NOT DISFIGURE CROWN
WITH
INTENSIVE PRUNING.

TREE PROTECTION DURING CONSTRUCTION.

(A) TO PRESERVE EXISTING TREES SPECIFIED ON THE REQUIRED LANDSCAPE PLAN TO REMAIN ON
THE SITE AS A FUNCTION OF FULFILLING PURPOSES OF THIS SECTION, THE CRITICAL ROOT ZONE
SHALL BE PROTECTED BY PROPER INSTALLATION OF BARRICADES AND SIGNAGE FROM VEHICULAR
MOVEMENT, MATERIAL STORAGE, COMPACTING, GRADING, EXCAVATING, AND OTHER DEVELOPMENT
RELATED ACTIVITIES DURING CONSTRUCTION AND IN THE FINAL LANDSCAPE DESIGN.

(B) THE CRITICAL ROOT ZONE (CRZ) SHALL BE PROTECTED DURING CONSTRUCTION BY APPROVED
TREE PROTECTION FENCING AND PRACTICES. TREE PROTECTIVE FENCING SHALL BE SHOWN ON SITE
PLANS AND GRADING PLANS AROUND EACH TREE, CLUSTER OF TREES, AT PERIMETER OF
TREE—SAVE AREAS, AND AT LIMITS OF DISTURBANCE. NO EQUIPMENT IS ALLOWED ON THE SITE
UNTIL ALL TREE PROTECTION FENCING AND SILT FENCING HAS BEEN INSTALLED AND APPROVED.
TREE PROTECTIVE FENCING SHALL REMAIN IN PLACE THROUGH COMPLETION OF CONSTRUCTION
ACTIVITIES.

(C) IF THE ENTIRE CRZ CANNOT BE PRESERVED, THE DISTURBED AREA SHALL EXTEND NO CLOSER
TO THE PROTECTED TREE TRUNK THAN ONE HALF (%) THE RADIUS OF THE CRZ. IN NO CASE CAN
MORE THAN FORTY (40) PERCENT OF THE CRZ BE DISTURBED.

(D) DISTURBANCE OF THE CRZ WILL ONLY BE ALLOWED ON ONE (1) SIDE OF THE RETAINED TREE
AND ONLY WITH PRIOR APPROVAL BY THE APPROPRIATE REVIEWING AGENCY.

(E) PRIOR TO GRADING, TREE ROOTS SHALL BE PRUNED USING APPROPRIATE ARBORICULTURE
PRUNING TOOLS AND PRACTICES.

(F) DISTURBANCE OTHER THAN THAT ALLOWED ON THE APPROVED PLAN, INCLUDING INCORRECTLY
PLACED TREE PROTECTION FENCING OR IMPROPER ROOT PRUNING CONSTITUTES NEGLIGENCE AND
WILL REQUIRE THE OWNER TO POST AN IRREVOCABLE LETTER OF CREDIT OR OTHER MEANS OF
FINANCIAL ASSURANCE APPROVED BY THE REVIEWING AGENCY FOR THREE (3) YEARS TO PROVIDE
FOR MITIGATION OF THE TREE PER SECTION 18—460 TO BE RELEASED IF DETERMINED BY THE
REVIEWING AGENCY THAT THE TREE IS NOT AT RISK OF DYING DUE TO THE DISTURBANCE.

(G) ANY PERSON WHO IS RESPONSIBLE FOR FAILING TO PROPERLY INSTALL OR MAINTAIN
PROTECTION MEASURES PURSUANT TO THIS ARTICLE SHALL BE SUBJECT TO A FINE OF FIVE
HUNDRED DOLLARS ($500.00) PER DAY AND A STOP WORK ORDER SHALL BE PLACED ON THE
PROJECT. THE OWNER OF THE PROPERTY SHALL ALSO BE A JOINTLY AND SEVERALLY RESPONSIBLE
PARTY IF THE IMPROPER PRACTICES ARE CONDUCTED BY AN EMPLOYEE, AGENT, OR OTHER PERSON
UNDER THE CONTROL, EMPLOY, OR DIRECTION OF THE PROPERTY OWNER.

For each open utility cut of
City streets, a $325 permit
shall be required from the
City prior to occupancy
and/or project acceptance.
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LOCATION MAP | | ) .

NOT TO SCALE

RTH CAROLINA

LIMITS OF DISTURBANCE SHOWN = 31,169 SF
LOTS 1 & 2 ALLOCATED 5,900 SF OF DISTURBANCE
/
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PROP. ASPHALT ROAD ON LOT 3 = 189 SF (0.004 AC.) I TR j
EX. DRIVEWAY ON LOT 3 = 3,953 SF (0.09 AC)) \ ' 2" SF. 9.5A .
EX. HOUSE ON LOT 3 = 2,651 SF (0.06 AC.) \EXISTING RoAD/DRIVEWAY & ABC L 7%/l
EX. BRICK WALK/PATIO ON LOT 3 = 657 SF (0.02 AC.) 2" SF 9.54 p X
PROP. GRAVEL ON LOT 3 = 1,181 SF (0.03 AC.) 6” ABC MATCH EXISTING GROUND of L
TOTAL = 9,423 SF (0.22 AC)) MATCH EXISTING GROUND i <
ENCLAVE DRIVE
_ PROPOSED 34 ACCESS/UTILITY EASEMENT g %
k NOT TO SCALE /)
(EX/anG RE)S/DENCE y
TO REMAIN, / i /
‘ y
y / (" NOTE WELL: ) 0
,,,,, ) <
COASTAL VEGETATION LINE e 1. SOIL STABILIZATION TIMEFRAMES <
» ~
/ SITE_AREA_DESCRIPTION STABILIZATION | TIMEFRAME_EXCEPTIONS &
LAY e N > / PERIMETER DIKES,SWALES 7DAYS | NONE &
______ / AN A S e/ y DITCHES AND SLOPES 9
: N> L — A / J HIGH QUALITY ZONES (HQW) 7 DAYS | NONE &
\ ._ / y SLOPES STEEPER THAN 3:1 7 DAYS | IF SLOPES ARE 10 FT OR LESS IN LENGTH z
~ 7~ e e T / AND ARE ARE NOT STEEPER THAN 2:1, g5
N » . N e J / 14 DAYS ARE ALLOWED =
/ /\ y — e HIGH WATER (LINE Y SLOPES 3:1 OR FLATTER 14 DAYS | 7 DAYS FOR SLOPES GREATER THAN 2
NN T~ 50 FT IN_LENGTH S
VYA e \ / ALL OTHER AREAS WITH SLOPES | 14 DAYS | NONE, EXCEPT FOR PERIMETER AND 3
1 W \{/\\\ - \ , FLATTER THAN 41 HQW ZONES
H/SA/E \%\\ NG SITE IS LOCATED WITHIN A HWQ ZONE SO STABILIZATION MUST BE ACHIEVED WITHIN 7 DAYS )
Y cp ’r, O/ ~ \ / AFTER DISTURBANCE OCCURS. S
2 ™ \ / 2. DENUDED AREAS MUST BE STABILIZED WITHIN FIFTEEN (15) WORKING
\ N N - <
, V4 DAYS OF CEASE OF ANY PHASE OF ACTMTY. ALL SLOPES MUST BE "
e N AN N < STABILIZED WITHIN TWENTY-ONE (21) CALENDAR DAYS OF CEASE OF ANY %
N - \\Y >~ ~ \ PHASE OF ACTIMTY. THIS INCLUDES SLOPES, SWALES, CHANNELS AND k J
LE GEND e v T~ N \ STOCKPILES. B
7 T~ AN \\ 3 ALL SLOPES SHALL BE 3:1 OR FLATTER. DATE: 9-8-16
- ~ \ 4. ALL ROOF DRAINS TO BE DIRECTED TO STORM DRAINAGE HORZ. SCALE: 1" = 50’
— o — EXISTING BOUNDARY SYSTEM. VERT. SCALE: N/A
5. 0.94 AC WETLANDS EXIST ON SITE.
DRAWN BY: RLW
6. BOUNDARY, TOPOGRAPHY AND WETLANDS SURVEY PERFORMED BY
EXISTING CONTOUR PATRICK C. BRISTOW LAND SURVEYING, PC. CHECKED BY: HSR
7. ELEVATION DATUM: NAVD 88
8. ALL NEWLY CONSTRUCTED IMPERVIOUS AREAS TO BE CONSTRUCTED TO FACILITATE ( PROJECT NO.: 13-0309 |
— - - PROP. LOTLINE 50 25 0 50 100 150 SHEET FLOW OVER EXISTING VEGETATION. 2
SCALE IN FEET: 1"= 50’ \_ ) D P 7 OfD P 7 )
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