
 

 

 Memo 
 

 

To: David Spetrino 

From: Jeff Walton, Associate Planner; 910-341-3260 

CC: File;  

Date: 7/31/2015 

Re: Nofo 10 

The following is a list of comments for review from planning regarding the project.  Please provide your 
corrections as listed below.  Additional review will be required once all the needed documents have been 
provided.  Items or documents not provided on initial submission will be subject to further review.  Please contact 
me for any further questions. 
 
Site Plan Comments: 

• Sec. 18-60 (c) (1):  Show a vicinity map showing the position of the subdivision with relation to 
surrounding streets, oriented in the same direction as the site plan.   

• Sec. 18-60 (c) (2):  Show true North pointing towards the top of the map of both plan and location map. 
• Sec. 18-60 (c) (9):  Show location and dimension of any easements, public rights-of-way, existing and 

proposed. 
o What is the status of improvements required by Burch Alley, lets discuss at TRC. 

• Sec. 18-60 (c) (10):  Show Location and dimension of on-site pedestrian access ways to and from the site 
onto public street. 

o Show sidewalk connection from 4th street to building. 
o May need to discuss at TRC the waiver of sidewalk requirements along Burch Alley 

• Sec. 18-60 (c) (15):  Show a proposed landscape plan. 
o Show compliance with street tree requirement and parking lot.   

• A tree preservation/removal permit is required 
• All federal, state and local permits are required prior to full construction release.  This includes, but is not 

limited to:  state storm water, state utility extension permits, wetland disturbance permits, city storm 
water, tree protection permits, etc. 

 
CBD Comments: 
• Parking. All off-street parking shall adhere to the following requirements:  

o Surface parking. All surface parking lots shall adhere to the following requirements:  
o Surface parking lots shall be screened from public streets by permanent walls, shrubbery or 

hedges at least three (3) feet but not more than five (5) feet in height.  
o All surface lots shall meet the shading requirements of Sec. 18-481 of this Chapter. 

• Bicycle parking. Where automobile parking spaces are provided, bicycle parking shall be provided in 
accordance with Sec. 18-528 of this Chapter.  

• Street trees.  For new commercial development, street tree plantings in below-grade planters shall be included 
in the public right-of-way at the rate of one (1) tree per thirty (30) feet of frontage.  If the City Manager or 
designee determines there is no plaza or other space available for tree plantings in the right-of-way, or 
determines that the planting is problematic for the site, then a payment-in-lieu of tree plantings, equal to the 
cost for the required trees, shall be paid by the developer into the City of Wilmington tree improvement fund.  
A list of approved street trees is located within the CBD chapter. 



• Underground utilities. All new utilities shall be installed underground, except where such placement is 
prohibited or deemed impractical by the utility provider. Underground terminal facilities for street lighting 
along all public streets abutting the subject site shall be installed by the developer.  

o Add note to plans 
• Massing and scale.  Large expanses of flat, unadorned walls are prohibited.  Facades shall incorporate 

architectural details, particularly at the pedestrian level. Building facades shall incorporate periodic transitions 
across the facade as stated below.  The following design element standards shall apply to all new construction 
where applicable:  

o Roofs shall be flat (low slope) with parapet walls, of barrel construction, or have a minimum 
pitch of four to twelve (4:12) 
 Show compliance. 

• Street-level facades. New buildings shall front onto public sidewalks to reinforce pedestrian activity along 
public streets and pedestrian ways. A street-level facade that faces a public street, riverwalk, or sidewalk shall 
be predominately glazed by incorporating windows or doors of clear or lightly tinted glass that allow views 
into and out of the building. Windows shall extend from a sill or base not to exceed four (4) feet in height 
above the adjacent grade. Darkly tinted windows or window signs (interior or exterior) that block two-way 
visibility are prohibited along street-level facades; however, spandrel or colored glass may be used in the 
transom area above the door header. Exterior burglar bars, fixed "riot shutters,” or similar security devices 
shall not be visible from the public right-of-way.  

o Show compliance with glazing along 4th street.  I need to research if glazing is required along the 
alley.   

o Note that all windows on the first floor will be see-through 
• Show right-of-way line on all elevation drawings. 
 
 
 


