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 ADJACENT PROPERTY OWNER 4
ARBORETUM CENTRE COA, INC
ZONE: CB
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. NOTES:

ZONING
1) TOPOGRAPHY COMPLETED BY MICHAEL UNDERWOOD, AND ASSOC., PA

2) PERMITTING OF BUSINESS IDENTIFICATION SIGNAGE IS A SEPARATE PROCESS.

OBSTRUCTIONS WITHIN THE RIGHT—OF—WAY.
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CITY OF WILMINGTON WILL NOT ALLOW

e e _ - - 3) CONTRACTOR SHALL FIELD VERIFY SIZE, MATERIAL, INVERTS AND LOCATION OF ALL EXISTING UTILITIES PRIOR TO
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INV. 20,65(W). = S o / PUBLIC RIGHT—OF—WAY TO THE BUILDING. CONTACT THE WILMINGTON FIRE DEPARTMENT DIVISION OF FIRE AND LIFE
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Traffic
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STORMWATER MANAGEMENT PLAN

APPROVED

CITY OF WILMINGTON
ENGINEERING DEPARTMENT

DATE PERMIT #
SIGNED
For each open utility cut
of
City streets, a $325
permit

shall be required from the
City prior to occupancy
and/or project
acceptance.

4) CALL TRAFFIC ENGINEERING AT 341-7888 FORTY—EIGHT HOURS PRIOR TO ANY EXCAVATION IN THE RIGHT—OF—WAY.

5) ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS AND CURBING WILL BE REPLACED.
6) CONTACT 910-341-7888 TO DISCUSS STREET LIGHTING OPTIONS.

7) ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT—OF—-WAY ARE TO BE MAINTAINED BY THE PROPERTY

OWNER IN ACCORDANCE WITH MUTCD STANDARDS.
8) NO ROWS TO BE CLOSED.

8) NO STREETS PROPOSED.

10) OFF SITE PARKING PROPOSED AS SHOWN.
11) DRIVEWAYS TO MEET CITY STANDARDS.

13) ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL BE WHITE THERMOPLASTIC.

14) STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING CONSTRUCTION.
15) TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS.

LANDSCAPING

1) A LANDSCAPING PLAN INDICATING THE LOCATION OF REQUIRED STREET TREES SHALL BE SUBMITTED TO THE CITY OF
WILMINGTON TRAFFIC ENGINEERING DIVISION AND THE PARKS AND RECREATION DEPARTMENT FOR REVIEW AND APPROVAL

PRIOR TO THE RECORDING OF THE FINAL PLAT.

2) NO OBSTRUCTIONS ARE PERMITTED IN THE SPACE BETWEEN THIRTY (30) INCHES AND TEN (10) FEET ABOVE THE

GROUND WITHIN THE TRIANGULAR SITE DISTANCE.

3) PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTIMITY, TREE PROTECTION FENCING WILL BE INSTALLED

ARE PERMITTED WITHIN THE TREE PROTECTION FENCING.

OCCUR IN THOSE AREAS.

AROUND PROTECTED TREES OR GROVES OF TREES AND NO CONSTRUCTION WORKERS, TOOLS, MATERIALS, OR VEHICLES

4) ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE PROPERLY BARRICADED WITH FENCING AND
PROTECTED THROUGHOUT CONSTRUCTION TO INSURE THAT NO CLEARING, GRADING OR STAGING OF MATERIALS WILL

5) NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION FENCING AND SILT FENCING IS INSTALLED AND

APPROVED.
CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTIONS ON TREE PROTECTION METHODS.

CEPUA
1) WATER AND SEWER SERVICE SHALL MEET CAPE FEAR PUBLIC UTILITY AUTHORITY (CFPUA) DETAILS AND
SPECIFICATIONS.

PROTECTIVE FENCING IS TO BE MAINTAINED THROUGHOUT THE DURATION OF THE PROJECT AND

2) PROJECT SHALL COMPLY WITH THE CFPUA CROSS CONNECTION CONTROL REQUIREMENTS. WATER METER(S) CANNOT

BE RELEASED UNTIL ALL REQUIREMENTS ARE MET AND THE STATE HAS GIVEN THEIR FINAL APPROVAL.

3) IF THE CONTRACTOR DESIRES CFPUA WATER FOR CONSTRUCTION, HE SHALL APPLY IN ADVANCE FOR THIS SERVICE

THE WATER METER BOX.

AND MUST PROVIDE A REDUCED PRESSURE ZONE (RPZ) BACKFLOW PREVENTION DEVICE ON THE DEVELOPERS SIDE OF

4) ANY IRRIGATION SYSTEM SUPPLIED BY CFPUA WATER SHALL COMPLY WITH THE CFPUA'S CONNECTION CONTROL

REGULATION. CALL 332-6419 FOR INFORMATION.

5) ANY BACKFLOW PREVENTION DEVICES REQUIRED BY CFPUA WILL NEED TO BE ON THE LIST OF APPROVED DEVICES

FOR USCFCCCHR OR ASSE.
6) PUBLIC WATER AND SEWER EXISTING.

7) CONTACT THE NORTH CAROLINA ONE CALL CENTER AT 1-800-632-4949 PRIOR TO DOING ANY DIGGING, CLEARING

OR GRADING.
8) ANY IRRIGATION SYSTEM SHALL BE EQUIPPED WITH A RAIN AND FREEZER SENSOR.

9) CONTRACTOR TO FIELD VERIFY EXISTING WATER AND SEWER SERVICE LOCATIONS, SIZES AND MATERIALS PRIOR TO

CONSTRUCTION. ENGINEER TO BE NOTIFIED OF ANY CONFLICTS.

10) A UTILITY CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY STREET. CONTACT 910-341-5888 FOR

MORE DETAILS.

~~_ DRAINAGE
1) SHEET FLOW TO PROPOSED DROP INLETS TO PROPOSED WET DETENTION BASIN.

CD REZONING CONDITIONS

1) THE PROPERTY SHALL BE SUBJECT TO AL THE SPECIFIC REQUIREMENTS STATED IN THE LAND DEVELOPMENT CODE

FOR THE PROPOSED USE AS WELL AS ANY ADDITIONAL CONDITIONS STATED BELOW.

2) IF FOR ANY REASON ANY CONDITION FOR APPROVAL IS FOUND TO BE ILLEGAL OR INVALID OR IF THE APPLICANT
SHOULD FAIL TO ACCEPT ANY CONDITION FOLLOWING APPROVAL, THE APPROVAL OF THE SITE PLAN FOR THE DISTRICT
SHALL BE NULL AND VOID AND OF NO EFFECT AND PROCEEDINGS SHALL BE INSTITUTED TO RETURN THE PLAN FOR
DEVELOPMENT OF THE PROPERTY TO ITS PREVIOUS CONDITIONAL DISTRICT ZONING AND ASSOCIATED SITE PLAN.

3) THE USE AND DEVELOPMENT OF THE SUBJECT PROPERTY SHALL BE IN ACCORDANCE WITH THE PLAN AS SUBMITTED

AND APPROVED.

COMMERCIAL AND OFFICE USES.

4) THE PROPOSED DEVELOPMENT SHALL BE LIMITED TO THE FOLLOWING USES:
A. AMUSEMENT AND RECREATION SERVICES, INDOOR
B. BANKING SERVICES
C. BUSINESS SERVICES
D. CONTRACTOR'S OFFICE
E. GUN SALES, INCLUDING REPAIR
F. OFFICES, PROFESSIONAL
G. OFFICES, MEDICAL
H. PERSONAL SERVICES
I. RETAIL ESTABLISHMENTS

. ARCADES WITH COIN OPERATED AMUSEMENTS
ARTS AND CRAFTS SHOPS
BICYCLE SHOPS
BOAT STORES
CANDY STORES
CARPET AND RUG DEALERS
HARDWARE STORES
GIFT, NOVELTY AND SOUVENIR SHOPS
DAIRY STORES

. CLOTHING SHOPS

. HOBBY, TOY AND GAME SHOPS

. JEWELRY STORES

. LIMITED OPTICAL STORES

. PAINT, GLASS AND WALLPAPER STORES

. PICTURE FRAME SHOPS

. RADIO AND TELEVISION STORES

. SHOE REPAIR SHOPS

. SHOE STORES

. SPECIALTY FOOD SHOPS
20. SPORTING GOODS SHOPS

J. KENNELS, COMMERCIAL BOARDERS AND BREEDERS

K. SPAS AND HEALTH CLUBS

CONOOP LN

THE PERMITTED USE SHALL BE RESTRICTED TO THREE BUILDINGS TOTALING 9,950 SF WITH LIMITED

5) AS A CONDITION OF THE PROPOSED EXCEPTIONAL DESIGN COMPONENTS AS PROPOSED BY THE APPLICANT, THE

APPLICANT SHALL USE A MINIMUM 50% XERIC LANDSCAPING.
A, PLANT SPECIES SPECIFIED FOR XERISCAPING AREAS ARE TO BE DROUGHT TOLERANT.
B. NO PERMANENT IRRIGATION IS PERMITTED IN XERISCAPED AREAS.

C. ALL TREES AND SHRUBS SHALL BE SELECTED FOR COMPATIBILITY WITH THE AREA'S CLIMATE AND SOIL TYPES.
D. AREAS OF XERISCAPING SHALL BE MAINTAINED BY THE OWNER IN PERPETUITY UNTIL AS SUCH TIME THE PROPERTY

IS EVER REZONED.

6) THE SITE SHALL MEET THE DESIGN CRITERIA FOR EXCEPTIONALLY DESIGN PROJECTS IN ACCORDANCE WITH THE LDC.

7) THE PARKING AREA SHALL BE CONSTRUCTED WITH PERVIOUS MATERIAL AS SOILS ALLOW.
8) A SIDEWALK EASEMENT WILL BE REQUIRED IF SIDEWALK IS LOCATED ON SITE.
9) ALL REQUIREMENTS OF THE LAND DEVELOPMENT CODE SHALL BE MET.
10) ALL LOCAL, STATE AND FEDERAL REQUIREMENTS SHALL BE MET.
11) ALL TRC REQUIREMENTS AND CONDITIONS SHALL BE MET.
12) CONDITIONS RETAINED FROM 2005 CONDITIONAL DISTRICT (CD—1-705) AS FOLLOWS:
a. NO AUXILIARY SIGNS OR FREESTANDING POLE SIGN SHALL BE PERMITTED ON THIS SITE.

ALL FREESTANDING

SIGNS SHALL BE MONUMENT SIGNS THAT COMPLY WITH THE CITY CODE. THE SIGN SHALL BE LANDSCAPED AROUND

THE BASE AND SHALL NOT EXCEED 6 FEET IN HEIGHT OR 35 SF IN AREA.
b. DRIVEWAY ACCESS TO OLEANDER DRIVE SHALL BE PROHIBITED.

¢. GILES AVENUE IS TO BE IMPROVED TO COMMERCIAL STREET STANDARDS, INCLUDING SIDEWALK INSTALLATION ON

THE PROPOSED DEVELOPMETN SIDE OF THE CENTERLINE.

13) A PAYMENT—IN-LIEU SHALL BE PROVIDED FOR THE PORTION OF SIDEWALK LOCATED ALONG GILES AVENUE BETWEEN
THE SOUTHERN PROPERTY LINE AND THE LOCATION AT WHICH THE SIDEWALK CONNECTS TO THE SITE'S INTERNAL

SIDEWALK NETWORK, SOUTH OF THE SECOND DRIVEWAY.
14) ANIMALS MUST BE SUPERVISED AT ALL TIMES IN OUTDOOR AREAS.

SITE PLAN
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SITE DATA:

PROPERTY OWNER
PROJECT ADDRESS
PIN NUMBER

SAFFO NICHOLAS A STAMATIA ETAL
202 GILES AVE.
R06207—-013-01 3—800

R06207-013-012

R06207-013-011-0
R06207~-013-010-0
R06207-013-009~0

AREA NOT IN A FEMA 100—YEAR FLOOD ZONE.
ZONING DISTRICT CB—COMMUNITY BUSINESS
DISTURBED AREA 1.7 Ac.

SETBACKS REQUIRED FRONT: 20’
REAR: 10’
SIDE: O’

CORNER LOT SIDE: 20

PROPOSED BUILDING SETBACKS FRONT: 20.5°
REAR: 87
SIDE: 15°

CORNER LOT SIDE: 94.5'

TRACT AREA 68,103 SF (1.56 AC)
BUILDING USE VETERINARY, KENNEL, RETAIL
BUILDING TYPE VB
PROPOSED BUILDING AREA (GROSS) 9,950 SF
BUILDING LOT COVERAGE (9,950,/68,103) 15%
NUMBER OF UNITS N/A
NUMBER OF BUILDINGS 3
BUILDING HEIGHT 20’

NUMBER OF STORIES 1
SF PER FLOOR (GROSS) 1st FLOOR 9,950 SF

EXISTING IMPERVIOUS AREAS:

EXISTING BUILDING 0 SF
EXISTING CONCRETE 16,375 SF
EXISTING CRUSHED STONE 0 SF
EXISTING ASPHALT 0 SF

EXISTING IMPERVIOUS AREA 16,375 SF (24%)

PROPOSED IMPERVIOUS AREAS:

PROPOSED BUILDING FOOTPRINT 9,950 SF
PROPOSED ASPHALT 12,950 SF
PROPOSED CONCRETE 2,510 SF
EXISTING IMPERVIOUS (TO REMAIN) 0 SF
TOTAL IMPERVIOUS AREA 25,410 SF (37%)
TOTAL PERVIOUS AREA 4,043 SF

PARKING REQUIRED: ((RETA]L/OFFICE) 1,250 SF
MINIMUM: 1/400 SF (1,2

5%(40%) 3
MAXIMUM: 1,/200 SF (1,250,/200) 6
PARKING REQUIRED: (VETERINARY. CLINIC) 5,500 SF

MINIMUM: 1/250 SF (5,50(2{250 22
MAXIMUM: 1/170 SF (5,500,/170) 32
PARKING REQUIRED: (KENNEL) 3,200 SF

MINIMUM: 1/400 SF (3,200/400) 8
MAXIMUM: 1/200 SF (3,200,/250) 13
TOTAL PARKING REQUIRED (MINIMUM): 33
TOTAL PARKING REQUIRED (MAXIMUM): 51
TOTAL PARKING PROVIDED: 33

CAMA LAND USE: WATERSHED RESOURCE PROTECTION
PUBLIC WATER AND SEWER BY CFPUA

EXISTING WATER FLOW: 0 GPD
EXISTING SEWER FLOW: 0 GPD
PROPOSED WATER FLOW:

(PROPOSED SEWER FLOW x 110%) 979 GPD
PROPOSED SEWER FLOW:

(250 GPD/PRACTITIONER x 2 PRACTITIONERS) 890 GPD
(20 GPD/KENNEL x 12 KENNELS)

(120 GPD/1000 SF x 1,250 SF)

HANDICAP SPACES REQUIRED PROPQSED

(26—-50 SPOTS=2 HANDICAP SPACES)
33 SPACES 2 HANDICAP SPACES

BICYCLE PARKING REQUIRED (33 SPACES) 5 BICYCLE PARKS
BICYCLE PARKING PROPQOSED 5 BICYCLE PARKS

TOTAL KENNEL AREA:
MAXIMUM ANIMALS:

3,200 SF
100 ANIMALS

EXISTING CONTOUR
PROPERTY BOUNDARY
PROPOSED SEWER

4

PROPOSED WATER

PROPOSED STORM WATER

LIMITS OF DISTURBANCE
TEMPORARY SILT FENCE

PROPOSED CONCRETE AREA

PROPOSED PERVIOUS CONCRETE

WILMINGTON, NORTH CAROLINA

PAWS AND CLAWS
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INV. 20.65(W) — D e S PUBLIC RIGHT-OF—WAY TO THE BUILDING. CONTACT THE WILMINGTON FIRE DEPARTMENT DIVISION OF FIRE AND LIFE
I R mmv' 50.62(S N Y TOP 23.23 SAFETY AT 910-341-0696.
i e e s Sy S TS :SV 20(;682553 & 'N\n/&."&0~74 7) BUILDING IS TYPE VB
T e - SOLID_WASTE
P S 1) SITE TO USE DUMPSTER.
PSR 5 TRAFFIC
EX.18"RCP {‘L ‘ M%'LBO R 1) ALL PAVEMENT MARKINGS IN PUBLIC RIGHTS—OF—WAY AND FOR DRIVEWAYS ARE TO BE THERMOPLASTIC AND MEET
— gD — %D A CITY AND/OR NCDOT STANDARDS.
| 2) TRAFFIC CONTROL DEVICES (INCLUDING SIGNS AND PAVEMENT MARKINGS) IN AREAS OPEN TO PUBLIC TRAFFIC ARE LO C ATION M AP
,er?’ — i TO MEET MUTCD (MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES) STANDARDS. NTS
R/W - — “ 7 % A ALY 3) CONTACT TRAFFIC ENGINEERING AT 341-7888 TO ENSURE THAT ALL TRAFFIC SIGNALS FACILITIES AND EQUIPMENT
_ o B P R G S e A S AT RO D TR 2 T S ARE SHOWN ON THE PLAN.
______F———oﬁ'p—————“’— ° o ’;ma—m ot Propoded Public N%Wmﬂm %@E‘t Ny 4) CALL TRAFFIC ENGINEERING AT 341-7888 FORTY—EIGHT HOURS PRIOR TO ANY EXCAVATION IN THE RIGHT—OF—WAY.
| A e i "L%' N 9Q° €V v N 5) ANY BROKEN OR MISSING SIDEWALK PANELS, DRIVEWAY PANELS AND CURBING WILL BE REPLACED.
l v { : o 6) CONTACT 910-341-7888 TO DISCUSS STREET LIGHTING OPTIONS.
AV q N U 7) ALL TRAFFIC CONTROL SIGNS AND MARKINGS OFF THE RIGHT—OF—WAY ARE TO BE MAINTAINED BY THE PROPERTY SITE DATA:
[o> & @2\ gk SRS qX OWNER IN ACCORDANCE WITH MUTCD STANDARDS.
l 20° Comer Setbaci TS _— ._q.%éb_ NS ' N 8) NO ROWS TO BE CLOSED. PROPERTY OWNER SAFFO NICHOLAS A STAMATIA ETAL
~ P - : o ! 9) NO STREETS PROPOSED. PROJECT ADDRESS 202 GILES AVE.
~ D & P 2 ) PIN NUMBER R06207-013
| ~ T NS : N4 10) OFF SITE PARKING PROPOSED AS SHOWN. R08507-013-913-930
1 o T NV 23.0‘\ -'3:.': (\f}‘ 11) DRIVEWAYS TO MEET CITY STANDARDS. R0O6207-013~011-000
NS % h T 13) ALL PARKING STALL MARKINGS AND LANE ARROWS WITHIN THE PARKING AREAS SHALL BE WHITE THERMOPLASTIC. 588%8;‘8}%"868‘888
k / 14) STOP SIGNS AND STREET SIGNS TO REMAIN IN PLACE DURING CONSTRUCTION. YIoTURS—
15) TACTILE WARNING MATS WILL BE INSTALLED ON ALL WHEELCHAIR RAMPS. AREA NOT IN A FEMA 100—YEAR FLOOD ZONE.
/ LANDSCAPING ZONING DISTRICT CB—COMMUNITY BUSINESS
o - ’ 1) A LANDSCAPING PLAN INDICATING THE LOCATION OF REQUIRED STREET TREES SHALL BE SUBMITTED TO THE CITY OF
ASPHALT /’ ;7 / WILMINGTON TRAFFIC ENGINEERING DIVISION AND THE PARKS AND RECREATION DEPARTMENT FOR REVIEW AND APPROVAL Dot URBED AREA 1.7 Ae. ~
OWNERSHIP OF THE STORM y /7 | No. 4 PRIOR TO THE RECORDING OF THE FINAL PLAT. —
NE 2) NO OBSTRUCTIONS ARE PERMITTED IN THE SPACE BETWEEN THIRTY (30) INCHES AND TEN (10) FEET ABOVE THE SETBACKS REQUIRED FRONT: 20’
BEQ[SO\AA\/%\JO% FS)E(%\SE%\F{? - ‘// / RIM 23.5 GROUND WITHIN THE TRIANGULAR SITE DISTANCE. rear: 100 | ©
: ;! INV 20.1 3) PRIOR TO ANY CLEARING, GRADING OR CONSTRUCTION ACTVITY, TREE PROTECTION FENCING WILL BE INSTALLED sie: o' | (2 z
/ AROUND PROTECTED TREES OR GROVES OF TREES AND NO CONSTRUCTION WORKERS, TOOLS, MATERIALS, OR VEHICLES CORNER LOT SIDE: 20’
SDMH No. & N 5500 SF 7 /NOW OR FORMERLY ARE PERMITTED WITHIN THE TREE PROTECTION FENCING. =~
‘mﬁ RIM 25.3 — ,Lbf? VETERINARY / s / SEAGATE PLAZA LLC 4) ANY TREES AND/OR AREAS DESIGNATED TO BE PROTECTED MUST BE PROPERLY BARRICADED WITH FENCING AND PROPOSED BUILDING SETBACKS FRONT: 20.5' Z
ﬁm INV 22.2 7" 4%@, BOOK 3703 PAGE 176 PROTECTED THROUGHOUT CONSTRUCTION TO INSURE THAT NO CLEARING, GRADING OR STAGING OF MATERIALS WILL REAR: 87' o am
. : P O hd A . OCCUR IN THOSE AREAS. SIDE: 15’
& ! :
‘Tm ~Jv CLINIC e UégNEéEgAETL 5) NO EQUIPMENT IS ALLOWED ON SITE UNTIL ALL TREE PROTECTION FENCING AND SILT FENCING IS INSTALLED AND CORNER LOT SIDE: 945" | T
\\U PUMP  1-STORY/ MAX. BLDG. Hgf’ : APPROVED. PROTECTIVE FENCING IS TO BE MAINTAINED THROUGHOUT THE DURATION OF THE PROJECT AND =
T\ﬁ HOUSE — og! : b(pf\ CONTRACTORS SHALL RECEIVE ADEQUATE INSTRUCTIONS ON TREE PROTECTION METHODS. ot
My, o FFE ,sz 50" TRACT AREA 8,103 SF (1.56 AC) | > <
EX.DROP INLE] ’ NS 1) WATER AND SEWER SERVICE SHALL MEET CAPE FEAR PUBLIC UTILITY AUTHORITY (CFPUA) DETAILS AND BUILDING USE VETERINARY, KENNEL, RETAL | () = pd
TOP 24~69\ o VY | No. 2 SPECIFICATIONS. BUILDING TYPE I Bl —_
INV. 22.46 : 2) PROJECT SHALL COMPLY WITH THE CFPUA CROSS CONNECTION CONTROL REQUIREMENTS. WATER METER(S) CANNOT
RIM 24.0 N
DI No. . BE RELEASED UNTIL ALL REQUIREMENTS ARE MET AND THE STATE HAS GIVEN THEIR FINAL APPROVAL. PROPOSED BUILDING AREA (GROSS) 9,950 SF =]
RIM 240 INV 20.29 3) IF THE CONTRACTOR DESIRES CFPUA WATER FOR CONSTRUCTION, HE SHALL APPLY IN ADVANCE FOR THIS SERviCE  BUILDING LOT COVERAGE (9,950/68,103) Al OO o
INVP1.5 AND MUST PROVIDE A REDUCED PRESSURE ZONE (RPZ) BACKFLOW PREVENTION DEVICE ON THE DEVELOPERS SIDE OF  NUMBER OF BUILDINGS 5| 2 < 2
- el THE WATER METER BOX. d
4) ANY IRRIGATION SYSTEM SUPPLIED BY CFPUA WATER SHALL COMPLY WITH THE CFPUA'S CONNECTION CONTROL ﬁ}j‘;gg’f (;"FEKS;?CT,R,ES 201 /= Z <
NOW OR FORMERLY REGULATION. CALL 332-6419 FOR INFORMATION. SF PER FLOOR (GROSS) 1st FLOOR 9.950 SF @)
MAUS REAL ESTATE 5) ANY BACKFLOW PREVENTION DEVICES REQUIRED BY CFPUA WILL NEED TO BE ON THE LIST OF APPROVED DEVICES ( s ' <7
SDMH No. 2 FOR USCFCCCHR OR ASSE. _ - |..._"|
BOOK %8?1% P('?BG E 723 RIM 25.3 6) PUBLIC WATER AND SEWER EXISTING. Eégmg gﬁUﬁEDR[\sgus AREAS: o s =] E O :I'.
USE: RETAIL INV 21.9 (7))R %C})?f:\TDﬁﬁ'(r;‘THE NORTH CAROLINA ONE CALL CENTER AT 1-800-632-4949 PRIOR TO DOING ANY DIGGING, CLEARING g on 02 2oL00 16,378 oF U =
/ ™~ 8) ANY IRRIGATION SYSTEM SHALL BE EQUIPPED WITH A RAIN AND FREEZER SENSOR. ST papeHED STONE ol < A e
/ o ™~ 9) CONTRACTOR TO FIELD VERIFY EXISTING WATER AND SEWER SERVICE LOCATIONS, SIZES AND MATERIALS PRIOR TO EXISTING IMPERVIOUS AREA 16.375 SF ‘% . Z =]
RS ~ CONSTRUCTION. ENGINEER TO BE NOTIFIED OF ANY CONFLICTS. ’ (247) — Q @
Q \\9,@ ~ gA%)Ré gg&ﬁ@(s CUT PERMIT IS REQUIRED FOR EACH OPEN CUT OF A CITY STREET. CONTACT 910-341-5888 FOR PROPOSED IMPERVIOUS AREAS: < < Z
0)@5 o ~ : PROPOSED BUILDING FOOTPRINT 9,950 SF
ey PROPOSED ASPHALT 12950 SF | 4 3
/ S o ~ DRAINAGE
S PROPOSED CONCRETE 2,510 SF
/ & ~ 1) SHEET FLOW TO PROPOSED DROP INLETS TO PROPOSED WET DETENTION BASIN. EXISTING IMPERVIOUS (TO REMAIN) osF | (O 2 < Z
~ TOTAL IMPERVIOUS AREA 25,410 SF (37%) o O
CD_REZONING CONDITIONS TOTAL PERVIOUS AREA 4,043 SF -
1) THE PROPERTY SHALL BE SUBJECT TO AL THE SPECIFIC REQUIREMENTS STATED IN THE LAND DEVELOPMENT CODE @) o B
FOR THE PROPOSED USE AS WELL AS ANY ADDITIONAL CONDITIONS STATED BELOW. PARKING REQUIRED: (RETAIL/OFFICE) 1,250 SF B U) @)
2) IF FOR ANY REASON ANY CONDITION FOR APPROVAL IS FOUND TO BE ILLEGAL OR INVALID OR IF THE APPLICANT MINIMUM: 17400 SF ((1,25%/400 ' 3 Z N
/ SHOULD FAIL TO ACCEPT ANY CONDITION FOLLOWING APPROVAL, THE APPROVAL OF THE SITE PLAN FOR THE DISTRICT ~ MAXIMUM: 1/200 SF (1,250,/200) 6 | = pd
SHALL BE NULL AND VOID AND OF NO EFFECT AND PROCEEDINGS SHALL BE INSTITUTED TO RETURN THE PLAN FOR PARKING REQUIRED: (VETERINARY CLINIC) 5,500 SF =) —
DI No. DEVELOPMENT OF THE PROPERTY TO ITS PREVIOUS CONDITIONAL DISTRICT ZONING AND ASSOCIATED SITE PLAN. MINIMUM: 17250 SF {5.500,/250) ' 29 2
RIM 25.0 3) THE USE AND DEVELOPMENT OF THE SUBJECT PROPERTY SHALL BE IN ACCORDANCE WITH THE PLAN AS SUBMITTED  wMaXIMUM: 1/170 SF (5’,50(//170) 32 << O
. ) AND APPROVED. THE PERMITTED USE SHALL BE RESTRICTED TO THREE BUILDINGS TOTALING 9,950 SF WITH LIMITED PARKING REQUIRED: (KENNEL) 3.200 SF 0 = p—]
INV 20.8 KENNEL /PET % COMMERCIAL AND OFFICE USES. MINIMUM: 1/400 SF &3,200/400) 8 —
? - %, TSI DO, SR S, o T rouome vses il Y7o & (0 IO <A =
HVA } DAYCARE / 5 BANKING SERVICES ' TOTAL PARKING REQUIRED (MINIMUM): 33
C\ CENTER C. BUSINESS SERVICES TOTAL PARKING REQUIRED (MAXIMUM): 51 :
y 1—STORY/ MAX. BLDG. HGT D. CONTRACTOR'S OFFICE TOTAL PARKING PROVIDED: 33 D)
- . . HGT. E. GUN SALES, INCLUDING REPAIR . W .
SDMH No. E OFHICES. PROFESSIONAL CAMA LAND USE: ATERSHED RESOURCE PROTECTION
P RIM 25.0 G. OFFICES, MEDICAL PUBLIC WATER AND SEWER BY CFPUA —
v AV ; NOW OR FORMERLY H. PERSONAL SERVICES EXISTING WATER FLOW: 0 GPD O
LL\ & INV 20.72 ' Noo 6 LEONARD B KATHERINE W SHAFFER I. RETAIL ESTABLISHMENTS EXISTING SEWER FLOW: 0 GPD ﬁ"‘
| RIM 25.0 BOOK 1655 PAGE 605 1. ARCADES WITH COIN OPERATED AMUSEMENTS PROPOSED WATER FLOW: -~ 0]
L“\L R INV 21.0 ZONE: CB 2. ARTS AND CRAFTS SHOPS (PROPOSED SEWER FLOW x 110%) 979 GPD (¢ !) a2
U7& > USE: SELF STORAGE o oA o PROPOSED SEWER FLOW:
rtL\\L\ EX.SSMH 5. CANDY STORES (250 GPD/PRACTITIONER x 2 PRACTITIONERS) 890 GPD 2. o]
/ LL\ TOP 25.05 6. CARPET AND RUG DEALERS (20 GPD/KENNEL x 12 KENNELS) by c
~ ~ (120 GPD/1000 SF x 1,250 SF) o
ASPHALT / INV. 19.00 7. HARDWARE STORES Q:‘l plans
/ 8. GIFT, NOVELTY AND SOUVENIR SHOPS o)
v 9. DAIRY STORES HANDICAP SPACES REQUIRED PROPOSED m <
WNERSHIP OF THE STORM / bﬁ;‘ 10. CLOTHING SHOPS (26—-50 SPOTS=2 HANDICAP SPACES) S
RAIN ALONG PROPERTY LINE 7% - e 11. HOBEY, TOY AND GAME SHOPS 33 SPACES 2 Hanoicap seaces | [ o OO
INKNOWN TO SURVEYOR. /2 / ' 13 UMIED OPTICAL STORES BICYCLE PARKING REQUIRED (33 SPACES) 5 BICYCLE PARKS z 8 O
f’ 14. PAINT, GLASS AND WALLPAPER STORES BICYCLE PARKING PROPOSED 5 BICYCLE PARKS | (3 & & © 8
B 15. PICTURE FRAME SHOPS +
/ 4 16. RADIO AND TELEVISION STORES TOTAL KENNEL AREA: s20sr | UD 1n & ©0g
17. SHOE REPAIR SHOPS MAXIMUM ANIMALS: 100 ANIMALS o | |«
‘ _ _ : A / 18. SHOE STORES 2| - Z 0 mg
4 s oSy e : 6 19. SPECIALTY FOOD SHOPS © ©2
18" FES W/10'x10’x18"ED—— ‘ ) 25 [ 'S . 20. SPORTING GOODS SHOPS ] 2 .~ XEy
INV 20.6 . 2 AP ~ J. KENNELS, COMMERCIAL BOARDERS AND BREEDERS S o | £9
o K. SPAS AND HEALTH CLUBS = 5 o ol
™~ 5) AS A CONDITION OF THE PROPOSED EXCEPTIONAL DESIGN COMPONENTS AS PROPOSED BY THE APPLICANT, THE n =5 I =8¢
o APPLICANT SHALL USE A MINIMUM 50% XERIC LANDSCAPING. D—| O O ;e S
B 2ph Cdaz
2 ~ A. PLANT SPECIES SPECIFIED FOR XERISCAPING AREAS ARE TO BE DROUGHT TOLERANT. Q—| e o Eo
10° EMERGENCY SPIICELWAY B. NO PERMANENT IRRIGATION IS PERMITTED IN XERISCAPED AREAS. O.a o 0
A\ ™~ C. ALL TREES AND SHRUBS SHALL BE SELECTED FOR COMPATIBILITY WITH THE AREA’S CLIMATE AND SOIL TYPES. e E a  o°f
~ ELEV. 24.75 ~ D. AREAS OF XERISCAPING SHALL BE MAINTAINED BY THE OWNER IN PERPETUITY UNTIL AS SUCH TIME THE PROPERTY Q:l O 2 0 x&5
N IS EVER REZONED. —
™~ ~_ o ™~ 6) THE SITE SHALL MEET THE DESIGN CRITERIA FOR EXCEPTIONALLY DESIGN PROJECTS IN ACCORDANCE WITH THE LDC. - g = ﬁ £ ©
N ~ 7) THE PARKING AREA SHALL BE CONSTRUCTED WITH PERVIOUS MATERIAL AS SOILS ALLOW.
- . 8) A SIDEWALK EASEMENT WILL BE REQUIRED IF SIDEWALK IS LOCATED ON SITE.
NOW OR FORMERLY  El 9) ALL REQUIREMENTS OF THE LAND DEVELOPMENT CODE SHALL BE MET.
\
ZACHARY T EVANS 10) ALL LOCAL, STATE AND FEDERAL REQUIREMENTS SHALL BE MET.
DK 5803 PAGE 2080 ™~ 11) ALL TRC REQUIREMENTS AND CONDITIONS SHALL BE MET.
ZONE: R—15 / c n 0 5] 12) CONDITIONS RETAINED FROM 2005 CONDITIONAL DISTRICT (CD—1-705) AS FOLLOWS:
‘ a. NO AUXILIARY SIGNS OR FREESTANDING POLE SIGN SHALL BE PERMITTED ON THIS SITE. ALL FREESTANDING
USE: RESIDENTIAL / Approved onstruction an SIGNS SHALL BE MONUMENT SIGNS THAT COMPLY WITH THE CITY CODE. THE SIGN SHALL BE LANDSCAPED AROUND
/ Name Date THE BASE AND SHALL NOT EXCEED 6 FEET IN HEIGHT OR 35 SF IN AREA.
Ba— — b. DRIVEWAY ACCESS TO OLEANDER DRIVE SHALL BE PROHIBITED.
/ Planni c. GILES AVENUE IS TO BE IMPROVED TO COMMERCIAL STREET STANDARDS, INCLUDING SIDEWALK INSTALLATION ON
anning THE PROPOSED DEVELOPMETN SIDE OF THE CENTERLINE.
/ R NOW OR FORMERLY Traff 13) A PAYMENT—IN—LIEU SHALL BE PROVIDED FOR THE PORTION OF SIDEWALK LOCATED ALONG GILES AVENUE BETWEEN
: raffic THE SOUTHERN PROPERTY LINE AND THE LOCATION AT WHICH THE SIDEWALK CONNECTS TO THE SITE'S INTERNAL
PROPOSED WET DETENTION BASIN BOOK %%%)LOPV/EE 138 SIDEWALK NETWORK, SOUTH OF THE SECOND DRIVEWAY.
TOP OF BANK 25.5 ) Fire 14) ANIMALS MUST BE SUPERVISED AT ALL TIMES IN OUTDOOR AREAS.
FLOOD POOL 22.25 ZONe: R12
PERMANENT POOL 215 USE: RESIDENTIAL
/ BOTTOM 18.0 STORMWATER MANAGEMENT PLAN
/ VINYL SHEET PILE WALL AT APPROVED LEGEND
BOTTOM OF VEGETATED SHELF CITY OF WILMINGTON
/ ({SEE DETAL) ENGINEERING DEPARTMENT 55— EXISTING CONTOUR
NOW
BELLOWS DATE PERMIT # —— — — —— PROPERTY BOUNDARY
BOOKZO5NOE1' ;A_G;% 634 © DI No. 4 , SS PROPOSED SEWER
USE: RESIDENTIAL OUTLET STRUCTURE mv %1660 SIGNED PROPOSED WATER
SEE DETAIL ( —
( ) For soch open utiity out SITE PLAN PROPOSED STORM WATER
/ . of BAR SCALE 77=20’ © LIMITS OF DISTURBANCE
City streets, a $325
permit TSE w ISE_ TEMPORARY SILT FENCE
shall be required from the | i} I
City prior to occupancy 20’ 10’ o 20° 40’ 60° R R A PROPOSED CONCRETE AREA SHEET
and/or project 3 OF 5
/or pro] PROPOSED PERVIOUS CONCRETE
acceptance. 1 5034




NOTE: NOTE:

VARIES (6'=8" MIN.) |

THE CRITICAL ROOT ZONE (CRZ) OF A TREE IS
WHERE THE MAJORITY OF A TREE'S ROOTS LAY.
85% OF MOST TREE ROOTS ARE FOUND IN THE
TOP 24" OF THE SOIL AND SUPPLY THE MAJORIT
OF NUTRIENTS AND WATER. GENERALLY, ROOT
SPREAD OUT 2-3X THE HEIGHT OF THE TREE,

CROWN OF THE TREE IS NEEDED FOR LEAF
GROWTH TO PRODUCE OXYGEN, FILTER

THE AIR, REDUCE WIND AND SOFTEN NOISE.
DO NOT DISFIGURE CROWN WITH

INTENSIVE PRUNING.

AS DIR. BY ENG.

A7

\(S>\\
-

ORANGE SAFETY FENCE
OR ORANGE SILT FENCE

(TYPICAL)

1
CRZ (' /
i

uuuuu

NOTES:

1.

FENCE FABRIC SHALL BE A MIN. OF 32" )
SHALL HAVE A MIN. OF SIX LINE WIRES WITH 12" STAY

SPACING.

FABRIC SHALL BE FOR EROSION CONTROL AND MIN. OF

36" IN WIDTH.

ADEQUATELY TO THE WIRE FABRIC AS DIRECTED BY THE

ENGINEER.

\MIN. 12—-1/2 GA.

o &
/INTERMEDIATE WIRES! £
M
o
L
! 5
[
U B P N -————\/———]
°
N
1)

FABRIC SHALL BE FASTENED

r———- STEEL POST
WIRE FABRIC

FILTER FABRIC

"

\\Y—ANCHOR FABRIC SKIRT

AS DIRECTED BY ENGINEER

IN WIDTH_AND

STEEL POST SHALL BE 5'-0" IN HEIGHT AND BE OF THE
SELF—FASTENER STEEL ANGLE TYPE.

NCDOT #5 OR #57
WASHED' STONE

1. UNIFORMLY GRADE A SHALLOW DEPRESSION APPROACHING
THE INLET.

2 FEEY INTO THE GROUNO
INLET. SPACE POSTS EVENLY AROUND
THE INLET, A MAXIMUM OF 4 FEET APART.

2

DRVE $-—-FOOT STEEL
SURROUNDING THE
THE PERMETER OF

POSTS

3. SURROUND THE POSTS WITH Wi
SECURE
MIODLE, AND BOTTOM. PLACINGA

MESH UNDER
PLACE GLEAN GRAVEL
SLOPE WITH A HEIGHT
SMOOTH TO AN EVEN
$. ONCE

4

THE CONTRIBUTING

{

NCDOT
oF 16
GRADE.

STEEL STAKES

(1/4 MESH OPENINGS)

19—-GAUGE HARDWARE CLOTH

NCDOT #5 OR #57

WASHED" STONE

O

o

FILTERED,

3 —FOOT FLAP_OF WIRE
THE GRAVEL FOR ANCHORING IS RECOMMENOED.
#5 OR §57 SI'ONTE%ON A2
INCHES AROUND WIRE, AND

DRANAGE. AREA HAS BEEN STABILIZED,
REMOVE ACCUMULATED SEDIMENT, AND ESTABLISH FINAL GRADING ELEVATIONS.

8. COMPACT THE AREA PROPERLY AND STABILIZED IT WITH GROUNDCOVER.

MAINTENANCE:

SEDIMENT REMOVAL. REPLACE STONE AS NEEDED.

INSPECT INLETS AT LEAST WEEKLY AND AFTER EACH SIGNIFICANT @ INCH
OR GREATER) RAINFALL EVENT.  CLEAR THE MESH WIRE OF ANY DEBRIS
OR OTHER OBJECTS TO PROVIDE ADEQUATE FLOW FOR SUBSEQUENT RAINS.
TO DAMAGE OR UNDERCUT THE WIRE MESH DURING

HARDWARE CLOTH AND GRAVEL INLET PROTECTION

NTS

—

SITE AREA STABILIZATION STABILIZATION
DESCRIPTION TIMEFRAME TIMEFRAME
EXCEPTIONS |
PERIMETER DIKES, 7 DAYS NONE
SWALES, DITCHES
AND SLOPES
HIGH QUALITY 7 DAYS NONE
WATER (HQW)
ZONES
7 DAYS IF_SLOPES ARE 10° OR

SLOPES STEEPER
THAN 3:1 LESS IN LENGTH AND
ARE NOT STEEPER THAN

2:1, 14 DAYS ARE ALLOWED.

4" CONC. SIDEWALK

SLOPES 3:1 OR
FLATTER

14 DAYS 7 DAYS FOR SLOPES
GREATER THAN 50 FEET

IN LENGTH

ALL OTHER AREAS
WITH SLOPES
FLATTER THAN 421

14 DAYS NONE (EXCEPT FOR
PERIMETERS AND

HQW ZONES)

1 PARKING
IEi
w| I

NTS

A TEMPORARY SILT FENCE s
3" MINE: P NTS TO READ "PERVIOUS PAVEMENT” [ Y
Seo5at BOLT TO WD. POST W/ 3/8" CANDIUM __| 0 ©
_r Sagg 1'—8" x 1'=0" x .080 STD. ALUM. PLATED NUTS, BOLTS & WASHERS.JH K
iy 4"X4” POSTS / — m— HANDICAPPED PARKING SIGN -]
2)ET555385520852555535553000500 05000000 55> — { \n | O (s TO READ "RESERVED PARKING”
X RESERVED WITH IDENTIFICATION SYMBOL, — :
8 MAX N in BOLT TO WD. POST W/ 3/8”  CANDIUM | T ©
w ) PARK'NC PLATED NUTS, BOLTS & WASHERS. ] . i
; % ek G BT . s 1 gL §
NOTES: ASPHALT 10 REA e . o FINISHED
1. PROTECT CRITICAL ROOT ZONE (CRZ) OF TREES PRIOR TO CONSTRUCTION. CLEARLY b B PAVEMENT SCL)AL;ESON\L’JV% PBOOSJ'I'SWI;HWBA/S?-{EFSSANDMM % % ﬂ%& PRESSURE TREATED 4”x4” POST. ADE
MARK THE TREES AND ERECT A PROTECTIVE BARRIER AT THE CRZ. BARRIER SHALL BE i o ] 1
- .080 STD ALUM. SIGN
MAINTAINED UNTIL CONSTRUCTION IS COMPLETE. & CONGRETE PAD 1 e 20 READ VAN PENALTY §220, = : k & 2
2. CRZ RADIUS IS 1 FT PER INCH OF TREE DIAMETER AT BREAST HEIGHT (DBH). " \—s%z,_oog/gsw{_ 12 ] GS 20-37.6". E/i%!leuIAO PV;I_%_EBOST ¥ i g il =
3. IF CONSTRUCTION OCCURS WITHIN THE CRZ, AT LEAST 12" OF MULCH AND/CI)\ARPACTIOINO%SING X/ o U LEGEND AND QQLQBORD%SR  oreEN XJVEJT%,Z)égLTS gc NDIUM PL N — 1z mzmgm IEEEE C;’
LEGEND AND BORDER — GREEN = S == 1o}
,\TAHAlTSTSZ?r\_JiéLL BE PLACED WHERE MACHINERY MANEUVERS TO REDUCE SOIL CO J_F :’ \ \é/;iéTKEGnggEgL_o%H%LEUE BACKGROUND PRESSURE TREATED 4°x4" POST. /7 GRADE WHITE SYMeoL ON BLUE BACKGROUND gmgm_Tgwg— i
' == ==
4. WHERE SIDEWALKS AND PATHWAYS PASS WITHIN CRZ, EXTRA CARE SHALL BE TAKEN T0 —- . A =n
AVOID DAMAGE TO THE ROOTS. ALTERNATE CONSTRUCTION METHODS, SUCH AS A REINFORCED 11 /2Re 11RO PERVIOUS PAVEMENT SIGN DETAIL
SIDEWALK, SHALL BE IMPLEMENTED AS NECESSARY. PLAN MAXIMUM i peNscyse Z| == = = N
5. FOR ALL TREES, CUTTING OF LARGE STRUCTURAL ROOTS LOCATED NEAR THE BASE - s PENALTY e VAN = ==l 5
OF THE TRUNK IS PROHIBITED. DO NOT COMPACT SOIL BENEATH TREES. NO VEHICLE 250 —|-s/8"ve)”| || ACCESSBLE-|l-s/e"vey —llI=llI=| FIE= 5
*X6" ENCLOSURE GATES
SHALL BE ALLOWED TO PARK UNDER TREES. NO MATERIALS OR EQUIPMENT SHALL L L TXE o N oRoe SAAGNG L I _ == == S
BE STORED BENEATH TREES. DAMAGING THE BARK WITH LAWNMOWERS, CONSTRUCTION f— ] f— H=l= == "
%SEIE%MENT, OR ANYTHING ELSE IS PROHIBITED. CONTRACTOR SHALL REPAIR DAMAGE TO = LEGEND AND BORDER — GREEN  LEGEND AND BORDER — GREEN :Qﬁgﬁ"::%ﬁ — quT oR TooLED
. . © ) = =l ==
6. FAILING TO INSTALL OR MAINTAIN PROTECTION MEASURES SHALL RESULT IN A STOP .
WORK ORDER AND FINE OF $500/DAY. DISTURBANCE OTHER THAN THAT ALLOWED ON THE T [ ' ﬁ, | TPlCAL HANDICAPPED SIGN DE |A||_
APPROVED PLAN WILL REQUIRE OWNER TO POST A LETTER OF CREDIT FOR 3 YRS FOR TREE \/ L] L] 7 —] NTS \
MITIGATION. CONCRETE 4"X4" POSTS HORIZONTAL ©
8 MAX. FOOTINGS (TREATED) WOOD SIDING
VARIABLE AS DIRECTED BY THE ENGINEER PLASTIC OR ELEVATIONS / / ol
WARNING SIGN '/W'RE TIES
S T DUMPSTER PAD & ENCLOSURE DETAIL
DO NOT ENTER NTS .
ZONA PROTECTORA PARA
LOS ARBOLES
PROHIBIDO ENTRAR
7O PEDESTRIAN FLOW DIREGTION
GRADE
ARM ASSEMBLY, U PLAN
MEN T =MENENRNENEN=NENENENENENEP=IENEN= DEWALK | . e . |
U "C” ENCLOSURE °°N°RETE\ |
ORANGE, UV RESISTANT — -
HIGH — TENSILE STRENGTH
POLY BARRICADE FABRIC (TYPICAL)
ENTRY UNIT 6x6—10/10 W.W.M. gsgg%?
STEEL POST ERONT VIEW TOP VIEW WATER SCEHDULE 40
— .,/ PVC PIPE VENT PVC PIPE
| PVC END CAP PVC ELBOW SECTION
WARNING SIGN _ / WHEEL CHAR RAMP
ORANGE, UV RESISTANT
' 1 ] WATER SURFACE
HIGH — TENSILE STRENGTH (S—uE TYPICAL SIDEWALK AND
5 POLY BARRICADE FABRIC (TYPICAL) —
Il SCHEDULE 40
" PVC TEE PVC END f;AP PVC PIPE ORIFICE PLATE
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7. THE TREE PROTECTION FENCING SHALL NOT BE VIOLATED FOR THE ENTIRE
DURATION OF THE PROJECT WITHOUT APPROVAL FROM URBAN FORESTRY STAFF.
WARNING SIGNS TO BE MADE OF DURABLE, WEATHERPROOF MATERIAL. LETTERS TO

BE 37 HIGH, MINIMUM, CLEARLY LEGIBLE AND SPACED AS DETAILED.

SIGNS SHALL BE PLACED AT 50° MAXIMUM INTERVALS. PLACE A SIGN AT EACH
END OF LINEAR TREE PROTECTION AND 50° ON CENTER THEREAFTER. FOR TREE
PROTECTION AREAS LESS THAN 100" IN PERIMETER, PROVIDE NO LESS
THAN TWO SIGNS PER PROTECTION AREA.

ATTACH SIGNS SECURELY TO FENCE POSTS AND FABRIC. MAINTAIN TREE
PROTECTION FENCE AND SIGNS THROUGHOUT DURATION OF PROJECT.
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FIELD CONDITIONS.

TREE PROTECTION DURING CONSTRUCTION SD 15-09
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STORMWATER MANAGEMENT PLAN
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For each open utility cut

of
CITY OF WILMINGTON City streets, a $325
ENGINEERING DEPARTMENT permit
DATE PERMIT # shall be required from the
City prior to occupancy
SIGNED and/or project

acceptance.
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PAVEMENT REPAIR DETAIL

NOT TO SCALE

£

H BACKFILL COMPACTED
36% OF PROCTOR

'

SEE INSET

—| —-———— 0.25' G

R RADIUS

FACE OF

CURB ——1

|~——r 0.5’ CURB
[———————————— P

CURB
r RETURN

VARIES ———

1.5% PLAZA SLOPE
(1% MIN., 2% MAX.)

1.5% SIDEWALK
CROSS SLOPE

(1%

RIGHT OF WAY
BOUNDARY

MIN., 2% MAX.)

Fnﬂa LINg
- -

a.

2

T——

PR —

3.5
TRANSITION

3
APRON

s I

A

a

a4 b
L]
oot

A

.

: sA R
4

RN

2" DEPRESSION

(4" RISE FROM GUTTER LINE)

STONE APPROX. 15% APRON SLOPE ALONG CURB RETURN

APPROX. 10% APRON SLOPE ACROSS DEPRESSION

————

6" THICK

T

PRIVATE DRIVEWAY

FOUNDATION (és” RISE FROM GUTTER LINE)
2.5 — - .5
SECTION A—A
A ——-————
PRIVATE
T DRIVEWAY
X
% |w#—— 13’ FLARE —W=tiww—— DRIVEWAY THROAT —|wst—— 13’ FLARE — =i EXPANSION
EXPANSION
_l g Rw L JONT o
" — — 3' MINIMUM EXTENSI
“ Ce} L CRACK CONTROL
L \ %mns]on JOINT (TYP) — | CURB
EXPANSION ] (DSR."’%”IQK IDEWALK / RETURN 3' FLARE—END
! JOINT RADIUS POINT
/ I EDGE_OF EDGE OF
g K FOUNDATION DEPRESSION EXPANSION DEPRESSION
\ oW
-
g EXPANSIO!
Y ; / JOINT T \‘\5‘
7 T GUTTER LNE 2N )
“ BACK OF CURB
—— FAGE OF QuRe POINT OF
0 GUTTER LINE NOTES: TANGENCY
© & A-=——1  EXPANSION JOINTS: 1/2" WIDE, FULL-DEPTH, 30' MAX. SPACING g U
B, 3 o CONTROL JOINTS: 1* DEPTH, 5 MAX. SPACING % e5
82w L 2 o
he ° ® " sk
N W = g °
o . &
- NTS L

NPDES GROUND
STABILIZATION CRITERIA

SPRING—-SUMMER
PERMANENT GRASSING DETAIL
SEEDING MIXTURE

SPECIES

PENSACOLA BAHIAGRASS

50
SERICEA LESPEDEZA

30
COMMON BERMUDA GRASS 10
GERMAN MILLET 10
TALL FESCUE

SEEDING NOTES
1. WHERE A NEAT APPEARANCE IS DESIRED, OMIT SERICEA.

2. USE COMMON BERMUDA GRASS ONLY ON ISOLATED SITES WHERE IT CANNOT BE~
COME A PEST. BERMUDA GRASS MAY BE REPLACED WITH 5 Ib/acre CENTIPEDE GRASS.

SEEDING DATES

APRIL 1 - JULY 15

SOIL AMENDMENTS

APPLY LIME AND FERTILIZER ACCORDING TO SOIL TESTS, OR APPLY 3,000 Ib/ocre
GROUND AGRICULTURE LIMESTONE AND 500 Ib/acre 10—10~10 FERTILIZER.

MULCH

APPLY 4,000 Ib/acre GRAIN STRAWOR EQUIVALENT COVER OF ANOTHER SUITABLE
MULCH. ANCHOR BY TACKING WITH ASPHALT, ROVING, OR NETTING OR BY CRIMPING
WITH A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE
USED AS A MULCH ANCHORING TOOL.

MAINTENANCE

REFERTILIZE THE FOLLOWING APRIL WITH 50 Ib/acre NITROGEN. REPEAT AS GROWTH
REQUIRES. MAY BE MOWED ONLY ONCE A . WHERE A NEAT APPEARANCE IS
DESIRED, OMIT SERICEA AND MOW AS OFTEN AS NEEDED.

FALL—-WINTER
PERMANENT GRASSING DETAIL

SEEDING MIXTURE

SPECIES RATE (Ib/qcre)
TALL FESCUE (BLEND OF TWO OR
THREE IVPROVED VARIETIES) 200
RYE (GRAIN) 25
SEEDING DATES
JANUARY ~ APRIL

AUGUST — DECEMBER

SOIL AMENDMENTS

APPLY LIME AND FERTILIZER ACCORDING TO SOIL TESTS, OR APPLY 3.000-5,000 Ib/acre
GROUND AGRICULTURAL LIMESTONE é?USE THE LOWER RATE ON SANDY SOILS) AND
1,000 Ib/acre 10-10-10 FERTILIZER.

MULCH

APPLY 4,000 Ib/acre GRAIN STRAW OR EQUIVALENT COVER OF ANOTHER SUITABLE
MULCH. ANCHOR STRAW BY TACKING WITH ASPHALT, ROVING, OR NETTING OR BY CRIMP-—
ING WITH A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN
BE USED AS A MULCH ANCHORING TOOL.

MAINTENANCE

FERTILZE ACCORDING TO SOIL TESTS OR APPLY 40 Ib/acre NITROGEN IN JANUARY
OR FEBRUARY, 40 Ib IN SEPTEMBER AND 40 1b IN NOVEMBER, FROM A 12-4-8,
16—4~8, OR SIMILAR TURF FERTILIZER. AVOID FERTILZER APPLICATIONS DURING
WARM WEATHER, AS THIS INCREASES STAND LOSSES TO DISEASE. RESEED, FERTILIZE,
gDNggé.gi DAMAGED AREAS IMMEDIATELY. MOW TO A HEIGHT OF 2.5-3.5 INCHES

LATE WINTER & EARLY SPRING
TEMPORARY GRASSING DETAIL
SEEDING MIXTURE

SEECIES

Rye (grain)

Annual lespedeza (Kobe in
Piedmont and Coastal Plain,
Korean in Mountains) 50

Omit annual lespedeza when duration of temporary cover is not to extend
beyond June.

SEEDING DATES:

Mountains — Above 2500 ft: Feb. 15—May 15
Below 2500 ft: Feb. 1—May 1

Piedmont — Jan. 1—May 1

Coastal Plgin -~ Dec. 1-Apr. 15

SOIL AMENDMENTS

BATE (Ib/qcre)

120

Follow recommendations of soil tests or apply 2,000 Ib/acre ground agricul—
tural limestone and 750 Ib/acre 10-10-10 fertilizer.

MULCH
APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING,

OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE
USED AS A MULCH ANCHORING TOOL.

MAINTENANCE

Refertilize if growth is not fully odequate. Reseed, refertilize and mulch im-—
mediately following erosion or other damage.

TEMPORARY SUMMER GRASSING DETAIL
SEEDING MIXTURE
SPECIES

GERMAN MILLET

RATE (Ib/qgcre)

40

IN THE PIEDMONT AND MOUNTAINS, A SMALL-STEMMED SUNDANGRASS MAY BE
SUBSTITUTED AT A RATE OF 50 LB/ACRE.

SEEDING NOTES

MOUNTAINS - MAY 15-AUG. 15
PIEDMONT — MAY 1-AUG. 15
COASTAL PLAN - APR. 15-AUG. 15

SOIL AMENDMENTS
FOLLOW RECOMMENDATIONS OF SOIL TESTS OR APPLY 2,000 LB/ACRE GROUND AGRICUL-
TURAL LIMESTONE AND 750 LB/ACRE 10-10-10 FERTILIZER.

MULCH
APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING,

OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE
USED AS A MULCH ANCHORING TOOL.

MAINTENANCE

REFERTILIZE IF GROWTH IS NOT FULLY ADEQUATE. RESEED, REFERTILIZE AND MULCH M-
MEDIATELY FOLLOWING EROSION OR OTHER DAMAGE.

TEMPORARY FALL GRASSING DETAIL
SEEDING MIXTURE
BATE (Ib/gcre)

Rye (grain) 120

SEEDING NOTES

MOUNTAINS — AUG. 15—DEC. 15
COASTAL PLAN and PIEDMONT — AUG. 15-DEC 30

SOIL AMENDMENTS

FOLLOW SOIl. TESTS OR APPLY 2,000 LB/ACRE GROUND AGRICULTURAL
LIMESTONE AND 1,000 LB/ACRE 10-10-10 FERTILIZER.

MULCH

APPLY 4,000 LB/ACRE STRAW. ANCHOR STRAW BY TACKING WITH ASPHALT, NETTING,
OR A MULCH ANCHORING TOOL. A DISK WITH BLADES SET NEARLY STRAIGHT CAN BE
USED AS A MULCH ANCHORING TOOL.

MAINTENANCE

Repair and refertilize damaged areas immediately. Topdress with 50 Ib/acre
of nitrogen in March. If it is necessary to extend temporary cover beyond
June 15, overseed with 50 ib/acre Kobe (Piedmont and Coastal Plain

or Korean (Mountains) lespedeza in late February or early March.

SITE WORK NOTES
1. THE CONTRACTOR SHALL VISIT THE SITE AND BECOME FAMILIARIZED WITH EXISTING

REVISIONS

CONDITIONS BOTH ON AND IMMEDIATELY ADJACENT TO THE SITE.
2. CLEARING: CONTRACTOR SHALL REMOVE ALL TREES AND VEGETATION WITHIN LIMITS

No.
Date

Description

By

OF CONSTRUCTION UNLESS OTHERWISE DESIGNATED TO REMAIN.

GRUBBING AND STRIPPING: CONTRACTOR SHALL RAKE AND REMOVE ROOTS, STUMPS,
VEGETATION, DEBRIS, EXISTING STRUCTURES ABOVE AND BELOW GRADE, ORGANIC

MATERIAL OR ANY OTHER UNSUITABLE MATERIAL WITHIN LIMITS OF CONSTRUCTION.
MUCKING:  CONTRACTOR SHALL COORDINATE WITH OWNER AND THEIR GEOTECHNICAL

REPRESENTATIVE TO COORDINATE REMOVAL OF ANY SOFT AREAS.
DISPOSAL: CLEARED, GRUBBED, STRIPPED OR OTHER WASTE MATERIAL SHALL BE

REMOVED FROM SITE AND DISPOSED OF IN A PROPERLY PERMITTED FACILITY.
FILL AND COMPACTION SHOULD COMPLY WITH GEOTECHNICAL REPORT.

N o o»

THE CONTRACTOR SHALL NOTE THAT THE GRADING PLAN MAY NOT REPRESENT A BALANCED
EARTHWORK CONDITION. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CUT AND

FILL QUANTITIES AND COMPLETE INSTALLATION TO SPECIFIED GRADES.
THE CONTRACTOR SHALL FURNISH SUITABLE BORROW MATERIAL FROM AN OFF-SITE

PROPERLY PERMITTED FACILITY AS REQUIRED.
9. THE CONTRACTOR IS RESPONSIBLE FOR THE LOCATION AND PROTECTION OF ALL

EXISTING UTILITIES DURING CONSTRUCTION. BEFORE COMMENCING ANY EXCAVATIONS
IN OR ALONG ROADWAYS OR RIGHT—OF-WAYS, PUBLIC AREAS OR IN PRIVATE

EASEMENTS, THE CONTRACTOR SHALL NOTIFY ALL APPROPRIATE PERSONNEL OF
THEIR INTENT TO EXCAVATE, IN WRITING, NOT LESS THAN 10 DAYS PRIOR TO EXCAVATING.

. THE CONTRACTOR SHALL BE RESPONSIBLE TO COORDINATE DISCONNECTION/
RECONNECTION AND/OR THE RELOCATION OF ALL EXISTING UTILITIES WITH

APPROPRIATE PERSONNEL.

EXISTING SURVEYING PERFORMED BY MICHAEL UNDERWOOD AND ASSOC., PA AND SUPPLIED BY THE OWNER.
THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AT THE SITE. FURTHERMORE

THE CONTRACTOR SHALL REPORT ALL DISCREPANCIES OR QUESTIONS TO THE ENGINEER
PRIOR TO INSTALLATION.

THE CONTRACTOR SHALL PROVIDE ANY AND ALL LAYOUT REQUIRED TO CONSTRUCT

HIS WORK UNLESS OTHERWISE DIRECTED BY OWNER,

ALL PVC UTILITY MAINS SHALL BE INSTALLED WITH A MINIMUM OF 36" COVER

AT FINAL GRADE. )

ALL SERVICE CONNECTIONS SHALL BE INSTALLED TO MEET ALL LOCAL AND STATE CODES.
METERS, TAPS, MATERIALS, WORKMANSHIP AND ALL FEES SHALL BE THE RESPONSIBILITY
OF THE CONTRACTOR AND SHALL COMPLY WITH ALL REQUIREMENTS.

. ALL PAVEMENT, BASE AND SUBGRADE SHALL CONFORM TO NCDOT STANDARDS INCLUDING
WORKMANSHIP, MATERIALS AND EQUIPMENT. APPROPRIATE BARRICADES, SIGNS, LIGHTS
OR OTHER TRAFFIC CONTROL DEVICES SHALL BE PROVIDED IN ACCORDANCE WITH NCDOT
TO MAINTAIN SAFETY AND TWO WAY TRAFFIC.

ALL AREAS SHALL BE GRADED FOR POSITIVE DRAINAGE. THE CONTRACTOR SHALL REPORT
ANY DISCREPANCIES TO THE ENGINEER PRIOR TO INSTALLATION. ALL AREAS SHALL BE
SLOPED TO DRAIN AWAY FROM BUILDINGS AT ALL TIMES.

CONCRETE STORM DRAINAGE PIPE SHALL BE CLASS Il WITH RUBBER GASKETED JOINTS
AND INSTALLED IN ACCORDANCE WITH MANUFACTURER'S REQUIREMENTS,

USE WHITE LANE MARKING PAINT FOR ALL PAVEMENT MARKINGS. PAINT SHALL BE A
CHLORINATED RUBBER ALKYD, FS TT—-P-115, TYPE I, FACTORY MIXED, QUICK DRYING,
NON BLEEDING. REFLECTIVE MATERIAL MAY BE ADDED AT OWNER'S OPTION FCR

NIGHT REFLECTING.

DUCTILE IRON SHALL BE CLASS 50.

CONCRETE FOR WALKS, CURBS AND DRIVES SHALL HAVE A MINIMUM COMPRESSIVE
STRENGTH OF 3000 PSI @ 28 DAYS — AIR ENTRAINED.

FIELD TESTING SHALL BE DONE BY AN INDEPENDENT TESTING LABORATORY PAID FOR

BY THE OWNER. FURTHER TESTING REQUIRED DUE TO A FAILED TEST WILL BE

PAID FOR BY THE CONTRACTOR.
23. SEE GEOTECHNICAL REPORT NO.

11.
12.

13.
14.
18.

17.

18.

19.

20,
21

22.

, BY

CONSTRUCTION SEQUENCE
1. NO CUT SLOPE OR FILL SLOPE SHALL EXCEED A RISE OR FALL OF ONE FOOT FOR
EVERY RUN OF 3 FEET (1 VERTICAL TO 3 HORIZONTAL).
2. NO SEDIMENT WILL BE ALLOWED TO EXIT THE SITE. ALL EROSION SHALL BE CONTROLLED
INCLUDING SIDE SLOPES DURING AND AFTER CONSTRUCTION.
3. INSTALL PRIMARY EROSION CONTROL MEASURES BEFORE BEGINNING CONSTRUCTION INCLUDING
BUT NOT LIMITED TO GRAVELED CONSTRUCTION ENTRANCE, SILT FENCE, CHECK DAMS, ETC.
INSTALL ALL SECONDARY EROSION CONTROL MEASURES AS SOON AS POSSIBLE AFTER BEGINNING
CONSTRUCTION.
ALL EROSION CONTROL MEASURES TO BE INSPECTED AFTER EACH RAIN.
SILT FENCE AND INLET PROTECTION ARE TO BE CLEANED WHEN 0.5 FEET OF SEDIMENT HAVE
ACCUMULATED IN FRONT OF THE DEVICE OR WHEN THEY LEAK OR FAIL. SEDIMENT TRAPS ARE
CLEANED OUT AS STATED OR WHEN HALF FULL.

5. IF APPLICABLE, CONSTRUCT PROPOSED RETENTION POND TO ACT AS A SEDIMENT BASIN
DURING CONSTRUCTION. REMOVE ACCUMULATION OF SILT AS REQUIRED TO ALLOW PROPER
FUNCTIONING, RESTORE POND TO DESIGN LEVELS AT THE COMPLETION OF CONSTRUCTION.

6. IF APPLICABLE, INSTALL DROP INLETS WITH INLET PROTECTION TO ACT AS SILT TRAPS

DURING CONSTRUCTION. REMOVE ACCUMULATED SILT AS NEEDED TO PREVENT SILT FROM

ENTERING STORM DRAIN PIPING.

A 4" LAYER OF TOPSOIL SHALL BE APPLIED TO ALL NEW AREAS TO BE GRASSED.

MAINTAIN ALL EROSION CONTROL MEASURES UNTIL PROJECT IS COMPLETE.

MORE STRINGENT MEASURES MAY BE REQUIRED TO HALT EROQSION IF THOSE ON THIS

PLAN PROVE TO BE LESS EFFECTIVE.

REMOVE ALL TEMPORARY EROSION CONTROL MEASURES UPON COMPLETION OF CONSTRUCTION,

ALL PERMANENT MEASURES SHALL BE WELL ESTABLISHED PRIOR TO PROJECT COMPLETION.

MAINTENANCE PLAN

1. ALL EROSION AND SEDIMENT CONTROL PRACTICES WILL BE CHECKED FOR STABILITY AND
OPERATION FOLLOWING EVERY RUNOFF—PRODUCING RAINFALL, BUT IN NO CASE, LESS THAN
ONCE EVERY WEEK AND WITHIN 24 HOURS OF EVERY HALF INCH RAINFALL.

2. ALL POINTS OF EGRESS WILL HAVE CONSTRUCTION ENTRANCES THAT WILL BE PERIODICALLY
TOP—-DRESSED WITH AN ADDITIONAL 2 INCHES OF #4 STONE TO MAINTAIN PROPER DEPTH.

S ©o®

PAWS AND CLAWS

WILMINGTON, NORTH CAROLINA

THEY WILL BE MAINTAINED IN A CONDITION TO PREVENT MUD OR SEDIMENT FROM LEAVING
THE SITE.  IMMEDIATELY REMOVE OBJECTIONABLE MATERIAL SPILLED, WASHED OR TRACKED
ONTO THE CONSTRUCTION ENTRANCE OR ROADWAYS.

3. SEDIMENT WILL BE REMOVED FROM HARDWARE CLOTH AND GRAVEL INLET PROTECTION, BLOCK

AND GRAVEL INLET, ROCK DOUGHNUT INLET PROTECTION AND ROCK PIPE INLET PROTECTION

WHEN THE DESIGNED STORAGE CAPACITY HAS BEEN HALF FILLED WITH SEDIMENT. ROCK WILL

BE CLEANED OR REPLACED WHEN THE SEDIMENT POOL NO LONGER DRAINS AS DESIGNED.

DEBRIS WILL BE REMOVED FROM THE ROCK AND HARDWARE CLOTH TO ALLOW PROPER

DRAINAGE.  SILT SACKS WILL BE EMPTIED ONCE A WEEK AND AFTER EVERY RAIN EVENT.

SEDIMENT WILL BE REMOVED FROM AROUND BEAVER DAMS, DANDY SACKS AND SOCKS

ONCE A WEEK AND AFTER EVERY RAIN EVENT.

DIVERSION DITCHES WILL BE CLEANED OUT IMMEDIATELY TO REMOVE SEDIMENT OR OBSTRUCTIONS

FROM THE FLOW AREA. THE DIVERSION RIDGES WILL ALSO BE REPAIRED. SWALES MUST BE

TEMPORARILY STABILIZED WITHIN 21 CALENDAR DAYS OF CEASE OF ANY PHASE OF

ACTIVITY ASSOCIATED WITH A SWALE.

5. SEDIMENT WILL BE REMOVED FROM BEHIND THE SEDIMENT FENCE WHEN IT BECOMES HALF FILLED.
THE SEDIMENT FENCE WILL BE REPAIRED AS NECESSARY TO MAINTAIN. A BARRIER. STAKES MUST
BE STEEL. STAKE SPACING WILL BE 6 FEET MAX. WITH THE USE OF EXTRA STRENGTH
FABRIC, WITHOUT WIRE BACKING. STAKE SPACING WILL BE 8 FEET MAX. WHEN STANDARD
STRENGTH FABRIC AND WIRE BACKING ARE USED. IF ROCK FILTERS ARE
DESIGNED AT LOW POINTS IN THE IN THE SEDIMENT FENCE THE ROCK WILL BE REPAIRED
OR REPLACED IF IT BECOMES HALF FULL OF SEDIMENT, NO LONGER DRAINS AS DESIGNED
OR IS DAMAGED.

6. SEDIMENT WILL BE REMOVED FROM SEDIMENT TRAPS WHEN THE DESIGNED STORAGE CAPACITY HAS
BEEN HALF FILLED WITH SEDIMENT. THE ROCK WILL BE CLEANED OR REPLACED WHEN
THE SEDIMENT POOL NO LONGER DRAINS OR WHEN THE ROCK IS DISLODGED. BAFFLES
WILL BE REPAIRED OR REPLACED IF THEY COLLAPSE. TEAR, DECOMPOSE OR BECOME
INEFFECTIVE. THEY WILL BE REPLACED PROMPTLY. SEDIMENT WILL BE REMOVED WHEN
DEPOSITS REACH HALF THE HEIGHT OF THE 1ST BAFFLE. FLOATING SKIMMERS WILL BE
INSPECTED WEEKLY AND WILL BE KEPT CLEAN.

7. SEDIMENT WILL BE REMOVED FROM THE SEDIMENT BASIN WHEN THE DESIGN STORAGE CAPACITY HAS
BEEN HALF FILLED WITH SEDIMENT. ROCK WILL BE CLEANED OR REPLACED WHEN THE SEDIMENT
POOL NO LONGER DRAINS OR IF THE ROCK IS DISLODGED. BAFFLES WILL BE REPAIRED OR
REPLACED IF THEY TEAR, DECOMPOSE OR BECOME INEFFECTIVE. THEY WILL BE REPLACED
PROMPTLY. SEDIMENT WILL BE REMOVED FROM BAFFLES WHEN DEPOSITS REACH HALF
THE HEIGHT OF THE 1ST BAFFLE. FLOATING SKIMMERS WILL BE INSPECTED WEEKLY AND
WILL BE KEPT CLEAN,

8. ALL SEEDED AREAS WILL BE FERTILIZED, RESEEDED AS NECESSARY, AND MULCHED ACCORDING
TO SPECIFICATIONS IN THE VEGETATIVE PLAN TO MAINTAIN A VIGOROUS, DENSE
VEGETATIVE COVER, ALL SLOPES WILL BE STABILIZED WITHIN 21 CALENDAR DAYS.
OTHER AREAS WILL BE STABILIZED WITHIN 15 WORKING DAYS.

9. FLOCCULATES WILL BE USED TO ADDRESS TURBIDITY ISSUES. THE PUMPS, TANKS, HOSES AND

ALL

INJECTION SYSTEMS WILL BE CHECKED FOR PROBLEMS OR TURBID DISCHARGES DAILY. “‘:‘“
Y
SITE_POLLUTANTS NOTES N

TRIPP ENGINEERING, P.C.|DETAILS AND NOTES

419 Chestnut Street

Wilmington, North Carolina 28401
Phone 910-763-5100

Fax

C—1427

910-763—-5631

2016 TRIPP ENGINEERING, P.C.
© KNC TICENSE No.

1. LOCATE AREAS DEDICATED FOR MANAGEMENT OF LAND CLEARING AND DEMOLITION DEBRIS, CONSTRUCTION AND DOMESTIC WASTE, .
AND HAZARDOUS OR TOXIC WASTE. THIS LOCATION SHALL BE AT LEAST 50° AWAY FROM STORM DRAIN INLETS AND SURFACE .
WATERS UNLESS IT CAN BE SHOWN THAT NO OTHER ALTERNATIVES ARE REASONABLY AVAILABLE. w
2. DUMPING OF PAINT OR OTHER LIQUID BUILDING MATERIAL WASTES IN STORM DRAINS IS PROHIBITED.

3. LITTER AND SANITARY WASTE—-THE PERMITTEE SHALL CONTROL THE MANAGEMENT AND DISPOSAL OF LITTER AND SANITARY WASTE
FROM THE SITE. 2
4. LOCATE EARTHEN-MATERIAL STOCK PILE AREAS AT LEAST 50’ AWAY FROM STORM DRAIN INLETS AND SURFACE WATERS UNLESS
IT CAN BE SHOWN THAT NO OTHER ALTERNATIVES ARE REASONABLY AVAILABLE. -l
5. CONCRETE MATERIALS ONSITE, INCLUDING EXCESS CONCRETE, MUST BE CONTROLLED AND MANAGED TO AVOID CONTACT Wi#f.,
SURFACE WATERS, WETLANDS OR BUFFERS. NO CONCRETE OR CEMENT SLURRY SHALL BE DISCHARGED FROM THE SITE.
6. ANY HARDENED CONCRETE RESIDUE WILL BE DISPOSED OF, OR RECYCLED ON SITE, IN ACCORDANCE WITH LOCAL AND STATE
SOLID WASTE REGULATIONS,

7. SOIL STABILIZATION SHALL BE ACHEIVED ON ANY AREA OF A SITE WHERE LAND-DISTURBING ACTIVITIES HAVE TEMPORARILY OR
PERMANENTLY CEASED ACCORDING TO THE FOLLOWING SCHEDULE:

i. ALL PERIMETER DIKES, SWALES, DITCHES, PERIMETER SLOPES AND ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTH
(3:1) SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON AS PRACTICABLE BUT IN
EVENT WITHIN 7 CALENDAR DAYS FROM THE LAST LAND DISTURBING ACTIVITY.

ii. ALL OTHER DISTURBED AREAS SHALL BE PROVIDED TEMPORARY OR PERMANENT STABILIZATION WITH GROUND COVER AS SOON
AS PRACTICABLE BUT IN ANY EVENT WITHIN 14 CALENDAR DAYS FROM THE LAST LAND-DISTURBING ACTIVITY.
8. CONDITIONS—IN MEETING THE STABILIZATION REQUIREMENTS ABOVE, THE FOLLOWING CONDITIONS OR EXEMPTIONS SHALLA

i. EXTENSIONS OF TIME MAY BE APPROVED BY THE PERMITTING AUTHORITY BASED ON WEATHER OR OTHER SITE—SPECIF
CONDITIONS THAT MAKE COMPLIANCE IMPRACTICABLE.

ii. ALL SLOPES 50" IN LENGTH OR GREATER SHALL APPLY TO GROUND COVER WITHIN 7 DAYS EXCEPT WHEN THE SLOPE IS™taumsln s
FLATTER THAN 4:1. SLOPES LESS THAN 50’ SHALL APPLY GROUND COVER WITHIN 14 DAYS EXCEPT WHEN SLOPES ARE STEEPER
THAN 3:1, THE 7-DAY REQUIREMENT APPLIES.

iii. ANY SLOPED AREA FLATTER THAN 4:1 SHALL BE EXEMPT FROM THE 7-DAY GROUND COVER REQUIREMENT.
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iv. SLOPES 10’ OR LESS IN LENGTH SHALL BE EXEMPT FROM THE 7-DAY GROUND COVER REQUIREMENT EXCEPT WHEN THE
SLOPE IS STEEPER THAN 2:1.

v. ALTHOUGH STABILIZATION IS USUALLY SPECIFIED AS GROUND COVER, OTHER METHODS, SUCH AS CHEMICAL STABILIZATION, MAY
BE ALLOWED ON A CASE-BY-CASE BASIS.

vi. FOR PORTIONS OF PROJECTS WITHIN THE SEDIMENT CONTROL COMMISSION—DEFINED "HIGH QUALITY WATER ZONE” (15A NCAC
04A. 0105), STABILIZATION WITH GROUND COVER SHALL BE ACHIEVED AS SOON AS PRACTICABLE BUT IN ANY EVENT ON ALL AREAS
OF THE SITE WITHIN 7 CALENDAR DAYS FROM THE LAST LAND-DISTURBING ACT.
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BAFFLE CONSTRUCTION SPECIFICATION:

MATERIALS

1. USE MATTING MADE OF 100% COCONUT FIBER (COIR) TWINE WOVEN INTO HIGH STRENGTH MATRIX.

2. STAPLES SHOULD BE MADE OF 0.125 INCH DIAMETER NEW STEEL WIRE FORMED INTO A 'U’ SHAPE NOT
LESS THAN 12 INCHES IN LENGTH WITH A THROAT OF 1 INCH IN WIDTH. THE STAPLES ANCHOR THE
POROUS BAFFLES INTO THE SIDES AND BOTTOM OF THE BASIN.

3. ENSURE THE STEEL POSTS FOR POROUS BAFFLES ARE OF A SUFFICIENT HEIGHT TO SUPPORT BAFFLES AT
DESIRED HEIGHT. POSTS SHOULD BE APPROXIMATELY 1-3/8" WIDE MEASURED PARALLEL TO THE FENCE,
AND HAVE A MINIMUM WIGHT OF 1.25 LF/LINEAR FT. THE POSTS MUST BE EQUIPPED WITH AN ANCHOR
PLATE HAVING A MINIMUM AREA OF 14.0 SQUARE INCHES AND BE OF THE SELF—FASTENER ANGLE STEEL
TYPE TO HAVE A MEANS OF RETAINING WIRE AND COIR FIBER MAT IN THE DESIRED POSITION WITHOUT
DISPLACEMENT.

4. USE 9—-GAUGE HIGH TENSION WIRE FOR SUPPORT WIRE.

CONSTRUCTION

GRADE THE BASIN SO THAT THE BOTTOM IS LEVEL FRONT TO BACK AND SIDE TO SIDE.

INSTALL THE COIR FIBER BAFFLES IMMEDIATELY UPON EXCAVATION OF THE BASINS.

INSTALL POSTS ACROSS THE WIDTH OF THE SEDIMENT TRAP.

STEEL POSTS SHOULD BE DRIVEN TO A DEPTH OF 24 INCHES AND SPACED A MAXIMUM OF 4 FEET APART.

THE TOP OF THE FABRIC SHOULD BE 6 INCHES HIGHER THAN THE INVERT OF THE SPILLWAY. TOPS OF

BAFFLES SHOULD BE 2 INCHES LOWER THAN THE TOP OF THE EARTHEN EMBANKMENT.

INSTALL AT LEAST THREE ROWS OF BAFFLES BETWEEN THE INLET AND OQUTLET DISCHARGE POINT. BASINS

LESS THAN 20 FEET IN LENGTH MAY USE 2 BAFFLES.

6. ATTACH A 9 GAUGE HIGH TENSION WIRE STRAND TO THE STEEL POSTS AT A HEIGHT OF 6 INCHES ABOVE
THE SPILLWAY ELEVATION WITH PLASTIC TIES OR WIRE FASTENERS TO PREVENT SAGGING. IF THE
TEMPORARY SEDIMENT BASIN WILL BE CONVERTED TO A PERMANENT STORMWATER BASIN OF A GREATER
DEPTH, THE BAFFLE HEIGHT SHOULD BE BASED ON THE POOL DEPTH DURING USE AS A TEMPORARY
SEDIMENT BASIN.

7. EXTEND 9 GAUGE MINIMUM HIGH TENSION WIRE STRAND TO SIDE OF BASIN OR INSTALL STEEL T-POSTS TO
ANCHOR BAFFLE TO SIDE OF BASIN AND SECURE TO VERTICAL END POSTS.

8. DRAPE THE COIR FIBER MAT OVER THE WIRE STRAND MOUNTED AT A HEIGHT OF 6 INCHES ABOVE THE
SPILLWAY ELEVATION. SECURE THE COIR FIBER MAT TO THE WIRE STRAND WITH PLASTIC TIES OR WIRE
FASTENERS. ANCHOR THE MATTING TO THE SIDES AND FLOOR OF THE BASIN WITH 12 INCH WIRE STAPLES,
APPROXIMATELY 1 FT APART, ALONG THE BOTTOM AND SIDE SLOPES OF THE BASIN.

9. DO NO SPLICE THE FABRIC, BUT USE A CONTINUOUS PIECE ACROSS THE BASIN.

10. ADJUSTMENTS MAY BE REQUIRED IN THE STAPLING REQUIREMENTS TO FIT INDIVIDUAL SITE CONDITIONS.

nal S

o

DRAPE BAFFLE MATERIAL
OVER WIRE STRAND AND
SECURE WITH PLASTIC
TIES AT POSTS AND ON

WIRE EVERY 12"

9 GAUGE MIN. HIGH TENSION
WIRE STRAND SHALL BE
SECURED TO POST TO
SUPPORT BAFFLE MATERIAL

EXTEND 9 GAUGE WIRE TO BASIN
SIDE OR INSTALL T—POST TO
ANCHOR BAFFLE TO SIDE OF BASIN
AND SECURE TO VERTICAL POST

BAFFLE MATERIAL

*|F THE TEMPORARY SEDIMENT BASIN
WILL BE CONVERTED TO A
PERMANENT STORMWATER BASIN OF
GREATER DEPTH, THE BAFFLE HEIGHT
SHOULD BE BASED ON THE POOL
DEPTH DURING USE AS A
TEMPORARY SEDIMENT BASIN

\ 4 MAX J
SECURE BOTTOM OF BAFFLE

TO GROUND WITH 12" STAPLES
AT 12" MAX. SPACING

NTS

USE CANOPY TREE
FOR A FOCAL POINT
ex. WEEPING WILLOW, ¢~
LIVE OAK

Second Chamber
25% of surface area

First Chamber
25% of surface area

Outlet zone
¢ 259 of surface area

Inlet zone
25% of surface area

5'Crest Width

155 0.5 T 5 R T

Inflow

Stmc‘(ure\

Riprap
or Slope Drain

Earthen /

embankment
with stabilized
side slopes

Emergency
Spillway

Baffles

BAFFLE SPACING DETAIL

NTS

CLUSTER SHRUBS FOR

LOW MAINTENANCE CLUSTER TREES TO

ALLOW FOR
MAINTENANCE
EQUIPMENT EASY
ACCESSIBILITY

D

Notes:

vegetation exists.

SEED OR SOD |
SIDESLOPES |-

plant vegetation.

ARM ASSEMBLY

"C” ENCLOSURE

(@

TOP VIEW WATER ENTRY UNIT
SCEHDULE 40
PVC PIPE VENT PVC PIPE
PVC END CAP PVC ELBOW
‘rrr—z WATER SURFACE
IR BEL
SCHEDULE 40
PVC TEE PVC END CAP PVC PIPE ORIFICE. PLATE
PVC PIPE §” HOLES
IN UNDERSIDE PVC TEE
FLEXIBLE HOSE
| | CONNECTED TO ORIFICE
% e
END VIEW FRONT VIEW

1. If possible, locate pond where

2. Suggest minimal clearing to
conserve visual quality of site and
minimize the additional of tree
planting. An irregular shape provides
a more natural appearance.

3. Landscape strip shall be a
maximum slope of 7:1 in order to

4. Provide @ minimum of 3 inches

FAIRCLOTH SKIMMER DETAIL

NTS

BASIN #1: 2.5" SKIMMER W/2.3” ORIFICE

TEMPORARY GRAVELLED

PROP. 24" CONC.
VERTICAL
CURB & GUTTER

2x6x2’ CAP

/ 4x6 WHALER

ELEV. 21.0

12’ CMI CL9900

VINYL SHEET PILING

BASIN BOTTOM
ELEV. 18.0

ELEV. 12.0

VINYL WALL ELEVATION

NTS

9.50' (FACE OF CURB TO CE

NTERLINE)

2x6x2’ CAP

4x6 WHALER ELEV. 21.0
BASIN BOTTOM
ELEV. 18.0

£l

=]

i
12" CMI CL9900 VINYL

SHEET PILING

ELEV. 12.0

VINYL WALL SECTION

WHERE RUNOFF IS DIRECTED
AWAY FROM CURB, GUTTER

8!

, GU
SHALL SLOPE AWAY AS SHOWN-—

SAWCUT 0.5’ OF EXIST. ASPHALT

1.50" (FACE OF CURB TO EDGE OF PAVEMENT)
ASPHALT 5-1/4" BELOW TOP OF CURB

TO PROVIDE

SMOOTH EDGE PRIOR TO CURB INSTALLATION

CONSTRUCTION ENTRANCE

OUTLET STRUCTURE DATA of mulch around all vegetation.
INLET OUTLET ACCORDING T0 SIZE OF POND ) -
TOP |BOTTOM WEIR OUTLET SEE PART D & G OF A A
BASIN ORIFICE CHAPTER VI 100’ z
#l etev. | ELEv. | L ORIFICE) 76 inverT | size | INV- IN/ A | —h ‘ E
AT A
1 23.30 20.80 0.75”/21.50 9" /22.25 18 inch | 21.5/20.0 100" INTERVALS AROUND POND 0 . %
TYPICAL CITY OF WILMINGTON 5 "
WHILE SKIMMER IS FUNCTIONING, NTS (SD 15—16
CLOSE ALL OPENINGS OF THE % /f ( ) Qo SEE PN
OUTLET STRUCTURE EXCEPT THE NORMAL POOL TO SHELF BOTTOM = 1000 SF NORMAL POOL TO SHELF TOP = 1,080 SF
TOP AND THE INLET (ORIFICE). _A A @ 50 PLANTS PER 200 SF = 250 PLANTS | © 50 PLANTS PER 200 SF = Z70 PLANTS |
?I T\é 1 PLANT TYPE | QTY | BOTANICAL NAME_ | COMMON NAME | ROOT | CALIPER PLANT TYPE | QTY | BOTANICAL NAME | COMMON NAME | ROOT | CALIPER
OUTLET | 1 2 LereacEoLs 125 | SAGITTARIA LATIFOLIA | DUCK POTATO | CONT. | 4” POT HERBACEOLS |13 HIBISCUS LAEVis | FACBERDLERE ROSET conT. | 47 poT =" T R SEE PLAN
N INLET (ORIFICE) 125 | PONTEDARIA CORDATA| PICKEREL WEED |CONT. |4" POT 135 | EUPRIORADELPHUS | JoE PYE WEED |CONT. |4~ poT I |
© NO PLANTINGS SECTION A — A FP\IALi]F—(’,E&?l F1AOBC'>?]?( OR
NOTES:
6", 4'-0" |6"], S WITHIN 10" OF 1) NO PLANTINGS WITHIN 10’ OF OUTLET PPROVED EQUAL)
A A R KRS KR TR T W7
PLAN x eum%é}%%&& Yt STRUGT Sy TURE —EN ERGY D l SSl PATO R
= SR AR R OO 2) ALL LANDSCAPE MATERIAL, INCLUDING GRASS, S
GALV. BAR GRATING — 1"x1/8” BEARING BARS Zicasttstocssotocatoesions SHOULD BE PLANTED IN GOOD TOPSOIL. NATIVE
o

(MAX OPENING 47). FASTEN WITH TYPE J

TOP OF BANK 3 CLIPS. ATTACH TO 1-=1/4"x1—1/4"x1/4"

m=—~~_]1 GALVANIZED ANGLE FRAME. MORTAR FRAME TO
: iy TOP OF OUTLET STRUCTURE.
PVC ORIFICE STUBBED INTO : _ETOP
OUTLET STRUCTURE
(1) PVC SCREW TYPE PLUG (TOP) "
(1) PVC TEE
OUTLET ——— ¥ = WEIR
INLET ~
— | (ORIFICE) -
BOTTOM e p

HALBERDLEAF ROSE
MALLOW & JOE PYE

.. \DUCK *POTATO' & PICKEREL K&/
WEED -PLANTED, + - = » ~ -

wwwwww

COMPOST TILLED INTO

wwwwwwwwwwww
wwwwww

COMPOST QUALITY.

wwwwwwwwwwww

RN
RN

T
.‘.& o™

wwwwwwwwwwwwww

X35

NXX

30
S
!

UNDERLYING SOILS MAY BE SUITABLE FOR
PLANTING IF AMENDED WITH 4" OF WELL—AGED
COMPOST
SHOULD MEET SPECIFICATIONS FOR GRADE A

THE SUBGRADE.

3) A MINIMUM TWO-YEAR WARRANTY PERIOD
STIPULATING REQUIREMENTS FOR PLANT

4) PERMANENT VEGETATED STABILIZATION OF THE
POND SIDESLOPES WILL BE REQUIRED PRIOR TO

SHALLOW WATER

SURVIVAL/REPLACEMENT.
RECTUEIN » v v v e e v e e e e e e
N T FINAL INSPECTION.
TOP OF

VEGETATED SHEL
PERMANENT POOL

WEED

SHALLOW LAND

23"

WET DETENTION

79"

S
N

“

.

6", 4-0" |&"
7 7 Ste et FOR ¢ TYPICAL VEGETATED SHELF LANDSCAPING DETAIL
NTS
*SEE WET DETENTION BASIN & FOREBAY SECTION FOR SLOPE : TMERGENCY SPILLWAY Data
SECTION A — A
WET DETENTION BASIN OUTLET STRUCTURE TOP OF BANK| °gg W0, | WIDTH
Wel belt 9 DA JUILET SIRUCIURE BASIN # ELEV SPILLWAY | (ceey
NTS ) FLEV.
WET DETENTION BASIN DATA ! 25.50 24.75 10
BASIN # TOP OF BANK | TEMPORARY | PERMANENT SHWT EMERGENCY BOTTOM SEDIMENT BOTTOM WIDTH —ennl
ELEV. POOL ELEV. | POOL ELEWV. SPILLWAY EL. MAIN/FOREBAY MAlN/FOREBAY 107
1 25.50 22.25 21.50 23.92 24.75 18.0,/18.5 17.0/17.5 0P OF BANK 2
10° VEG, 10" VEG. ! ————BOTTOM OF SPILLWAY
HELF SHELF.
TOP OF BANK TOP OF BANK <
1] J——TOP OF SHELF ) ol R— FEMEORARY FO0L
3 15| BOTTOM OF SHELF ; ) //——Top OF BANK
MAIN POOL 11N FOREBAY —! RIPRAP LINED ST T . BOTTOM OF SPILLWAY
3 7 W
BOTTOM Zoleee%e %% %020 % e,
. VINYL SHEET PILE BOTTOM N s 0w 3
SEDIMENT BOTTOM (SEE DETAIL) SEDIMENT BOTTOM m‘%m%u—f%m%m%m”:'m%ﬁ%m%m&m 1
I =i

* POND SLOPE TO BE SEEDED IN ACCORDANCE TO SEEDING SPECIFICATIONS

* 10:1 VEGETATED SHELF TO BE PLANTED WITH WETLAND SPECIES |.E. PICKEREL WEED, DUCK POTATO, SWAMP ROSE, BLUE FLAG

AND CARDINAL FLOWER
* A PUMP WILL BE PROVIDED TO DRAIN THE BASIN FOR MAINTENANCE AND EMERGENCIES

COMPACTED SUBGRADE

EMERGENCY SPILLWAY DETAIL

WET DETENTION BASIN & FOREBAY SECTION

NTS

STORMWATER MANAGEMENT PLAN

APPROVED

Approved Construction Plan
CITY OF WILMINGTON

Name Date
) ENGINEERING DEPARTMENT
Planning DATE PERMIT #
Traffic
Fi SIGNED
ire

For each open utility cut
of
City streets, a $325
permit
shall be required from the
City prior to occupancy
and/or project
acceptance.

1”230’
6" PERVIOUS CONCRETE
9” WASHED #57 STONE

NOTES:
1. CONTRACTOR TO SCARIFY UPPER 6” SUBGRADE
JUST PRIOR TO INSTALLATION OF STONE.

PERVIOUS CONCRETE
PAVEMENT SECTION

2" TYPE SF 9.5A (NCDOT)
8” ABC STONE (NCDOT)

Lo

I(|>I—II!—1 : |

L

NOTE: PAVEMENT SECTION MAY VARY
DEPENDING UPON FIELD CONDITIONS.

CONTRACTOR SHALL COORDINATE

w/OWNER & GEOTECHNICAL

ENGINEER TO DETERMINE
ACTUAL PAVEMENT SECTION.

CITY OF WILMINGTON

PAVEMENT SECTION

NTS

MINOR S

m

[ WITH

EXIST. ASPHALT ROADWAY

TOP OF
CURB \—Q’ CROWN
DI s st et etetatat
po Voo %i
! , PROP. AGGREGATE BASE COURSE
| 1 2 T |

CAL CURB DETAIL

BASIN PERMANENT POOL DIMENSIONS

CITY OF

>
O
[a4]
m
oL
o0
e
Lo
o%
o
(aa]9p]
z
NCDOT STD. NO. CRAGE
840.15.C OR
APPROVED “EQUAL ASPHALT PAVEMENT
GRO
T ELEV. VARIES
PRE—CAST CONC.—— 1 "
T8 ]
=
/ 4"
3000 PSI CONC.—f -« || . 7 %
SEE_PLAN FOR PIPE
BRIENTATION & SIZES
SECTION

VE
TS

N

D
EOS. MODEL CH—-BN-2001

CLASS A CONC—|

DRAINAGE TOWARD CURB

SE
ORIENTATION

| I
e il

CONC. COLLAR———]

CASTING
CH—BN

BASINS
FOR YARD INLETS

INLET

DETAIL

CURB

PERVIOUS CONCR

PERVIOUS
CONCRETE
.

8" Concrete curb
extending to
bottom of
permeable

base

CONVENTIONAL
ASPHALT

ETE /ASPHALT

TRANSITION DETAIL

SIDEWALK

L WARNING DOMES

|

FLARE

[—T

LANDING

16-2.4" (TYP)

MIN. LANDING WIDTH = RAME WIRTH
MAX SLOPE 27 IN ANY DIRECTION

i

-
[STcTeTsTeret

WARNING DOME NOTES:

CURB AND GUTIER

ONLY) e

10% MAX (X=36"MIN}
8.3% MAX (X<36") (FOR ALTERATIONS

SECTION A—A [

]

Flare

WARNING DOMES

6.2
[

[eje]o]sle]e]

C )
DO00CO

PERMITTED FOR RETROFITS,

E——

4" min

SECTION B-B

|
q
1 TRUNCATED DOMES

T BA

. 4
2" MIN ﬁ TOP DIAMETER 50-80%
oF

TING COLORS, RED OR BLACK ON WHITE PAVEMENT.
PAVERS FOR NEW CONSTRUCTION.

. LAND WIDTH MAY BE REDUCED TO 3° WHERE SPACE
IS UMITED AND DESIGN 1S APPROVED BY THE CITY

SE DIAMETER 0.9-1.4"

BASE (TYP}

ENGINEER.

WILMINGTON CURB RAMP SD 3-07 .

BRICK MASONRY—

: %

[Ce]

FLOW

ASPHALT PAVEMENT
ELEV. VARIES

VARIES

3000 PSI CONC——{ = .|l .-

< “ “

8”

LLOE

SECTION

NOTE:
DROP INLET TO HAVE SAND

- CURB SECTION

NOTE: USE DEWEY BROS.
SA FOR CATCH
AND CH—-BN-47

TRAP, DROP FOOTING 12" &

LEAVE OPENING AS SHOWN

DROP INLET DETAIL

REVISIONS

B‘g{e Description | By

PAWS AND CLAWS

WILMINGTON, NORTH CAROLINA

TRIPP ENGINEERING, P.C.|DETALS AND NOTES

L |
o
<t
o
o2
©
k=
—]
@)
S~
@
= O
g O
Lo oem
n &5 '§ 0
o | |«
) Z M Mo
3 2 O
o o o Doiy
FILLED EXPANSION JOINT FILLED EXPANSION JOINT n _8 2 ozs
i
30’ Qo > »ey
S g e
1 O .é g &D(j)
o0
A A 3 @ ] o NNZ
| < E o
5 -
CONTROL JOINT
FILLED EXPANSION JOINT
SCORE
” » \\\\HH/’////
} ‘7
,l” _’”<v 1 /4 ,Z\RO< ///
SeEST s
FE /%._’%72
SEAL = =
SECTION A—A SECTION B-B 17374 QL=
RS
NS
NOTES: 1. JOINT MATERIAL TO COMPLY WITH CURRENT NCDOT STANDARDS. Q f';"é()?:k &
\\
2. SANITARY SEWER CLEAN—OUTS, WATER METERS, MANHOLES, AND VALVE LIDS TO BE i
LOCATED OUTSIDE SIDEWALK WHERE FEASIBLE. »
3. MINIMUM SIDEWALK WIDTH TO BE & MINIMUM IF PLACED AT BACK OF CURB. DATE 04-28-16
4. CONCRETE FOR ALL SIDEWALKS (EXCEPT ANY PORTION CONTAIN WITHIN A DRIVEWAY DESIGN PGT
APRON) SHALL BE CLASS "A” — 3,000 PSI,
5. MINIMUM REPLACEMENT FOR REPAIRS IS A 5' X 5 PANEL DRAWN MLV
6. 4" STONE BASE MAY BE REQUIRED FOR POOR SOIL CONDITIONS
7. MINIMUM DEPTH FOR TUNNELING BELOW SIDEWALK IS 12"
8. MAX ADJACENT GROUND SLOPE WITHOUT RAILING IS 2: 1
MIN GRADE FOR PROPER DRAINAGE IS 1% IN AT LEAST 1 DIRECTION. MAX CROSS
SLOPE IS 2% MAX LONGITUDINAL SLOPE IS 8.3% 10% IF LIMITED BY EXISTING
CONDITIONS, OR NO GREATER THAN THE SLOPE OF THE EXISTING ADJACENT ROAD.
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