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LOCATION MAP

1'=200'

WILMINGTON, NC

AMENITY CENTER

DEL WEBB AT RIVERLIGHTS

NOVEMBER 02, 2016

VICINITY MAP

NOT TO SCALE

TECHNICAL REVIEW COMMITTEE

RIVERLIGHTS

LAKE

Know what's

PROJECT DATA

NAME OF PROJECT:
DEL WEBB AT RIVERLIGHTS AMENITY CENTER
MASONBORO TOWNSHIP, WILMINGTON
NEW HANOVER COUNTY, NORTH CAROLINA

OWNER/DEVELOPER:
PULTE HOMES CORPORATION
4000 FABER PLACE DRIVE, SUITE 110
NORTH CHARLESTON, SC 29405

PREPARED BY:
MCKIM & CREED, INC
243 NORTH FRONT ST
WILMINGTON, NC 28401
PHONE: (910)343-1048
FAX: (910)251-8282
CONTACT: NICK LAURETTA, PE, LEED AP
EMAIL: NLAURETTA@MCKIMCREED.COM

ZONING:
R7/CD
MINIMUM LOT SIZE: N/A
MINIMUM LOT WIDTH: N/A
FRONT SETBACK: 10 FEET
MINIMUM ROAD FRONTAGE: 30 FEET
MINIMUM DISTANCE BETWEEN
STRUCTURES: 10 FEET

AQ-1

SHEET INDEX
SHEET NUMBER SHEET TITLE SHEET DESCRIPTION

AQ-2

PULTE HOMES CORPORATION

DEL WEBB COMMUNITIES, INC.

4000 FABER PLACE DRIVE, SUITE 110

NORTH CHARLESTON, SC 29405
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Name Date

Planning

Traffic

Fire

Approved Construction Plan

1 inch

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.
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TEST TYPE: LOCATION FOR: TEST TARGET: SPEC:

FREQUENCY AND TEST SECTIONS:

DOCUMENTATION:

SOIL PROCTORS FOR USE WITH SOIL DENSITY TESTS

OPTIMUM MOISTURE AND MAIXIMUM

DRY DENSITY RESULTS

STANDARD PROCTOR - ASTM

D698-A

EACH PROJECT; WHERE SOILS CHANGE

SOIL PROFILE TESTS (LAB)

DENSITY - NUCLEAR GAUGE

EMBANKMENTS

> 95% COMPACTION

NUCLEAR GAUGE

1 / BLOCK OR EVERY 500'

PIPE TRENCH AND OVERFILL

> 95% COMPACTION

ASTM D6938

PER LIFT (12" MAX) EVERY 100'

ON DELIVERY - COLLECT TICKETS

SUBBASE (FINAL 12" FILL)

> 98% COMPACTION

"4 / BLOCK OR EVERY 500' WHERE PVMT

< 32' WIDTH

OR 8 / BLOCK OR EVERY 500' WHERE

PVMT > 32' WIDTH"

DENSITY REPORTS.

DENSITY - ALTERNATES

FOR ALL, SEE ABOVE

SEE ABOVE

SAND CONE METHOD -ASTM D1556

OR;

SEE ABOVE

DENSITY REPORTS.

PROOFROLL SUBBASE AT GRADE

VISUAL CHECK OF STABILITY /

MOISTURE

LOADED TANDEM TRUCK ALL AREAS UNDER ROAD PROOFROLL REPORT.

DYNAMIC CONE PENETROMETER EXCAVATION BACKFILLS

# BLOWS PER 1.75" (TYP. 25-30)

ASTM D6951

ANY AREA TO CHECK FOR RELATIVE

COMPACTION

REPORT.

DENSITY - NUCLEAR GAUGE

ROAD BASE (ABC)

EACH > 95% WITH AVG. > 98%

NUCLEAR GAUGE - ASTM D6938

"4 / BLOCK OR EVERY 500' WHERE PVMT

< 32' WIDTH

OR 8 / BLOCK OR EVERY 500' WHERE

PVMT > 32' WIDTH"

DENSITY REPORTS.

CURBLINES (ABC)

EACH > 95% WITH AVG. > 98%

4 / BLOCK OR EVERY 500'

PROOFROLL STONE BASE AT GRADE

VISUAL CHECK OF STABILITY /

MOISTURE

LOADED TANDEM TRUCK ALL AREAS UNDER ROAD PROOFROLL REPORT.

SAMPLING, MAKING & CURING TEST

SPECIMENS

CURBING, SIDEWALKS, DRIVEWAYS

PROPER COLLECTION AND CURING IN

FIELD AND LABORATORY

SAMPLING CONCRETE - ASTM C172;

ASTM C31; ASTM C39

4 CYLINDERS PER DAY/BATCH FOR EVERY

50 CUBIC YARDS

"FORM 312U MIX DESIGN.

VERIFY JMF ON-SITE. "

AIR TEST SEE ABOVE

UP TO 8%,  PER MIX DESIGN

PRESSURE AIR METER -  ASTM C231

TRUCK #1; AIR, SLUMP, TEMP, CYLINDERS

NCDOT M&T 903 (BATCH TIX)

SLUMP TEST SEE ABOVE

UP TO 5", PER MIX DESIGN

SLUMP TEST - ASTM C143

TRUCKS #2-4; AIR

250 DAILY PLANT REPORT WHEN

NEEDED

COMPRESSIVE STRENGTH

CURBING, SIDEWALKS, DRIVEWAYS

BREAKS RESULTS @ REQUIRED

STRENGTH (I.E 3000PSI)

ASTM C39

"7 DAY BREAK (TYP @ 75% OF STRENGTH),

28 DAY BREAK @ DESIGN STRENGTH "

CONCRETE BREAK REPORTS.

ASPHALT MIX

ROADWAY/PATH

SURFACE UP TO 3" DEPTH PVMT DESIGN OR VERIFY JMF ON-SITE.

(JOB MIX FORMULAE)

INTERMEDIATE UP TO 4" DEPTH

CITY POLICY

FOR CONTROL STRIP WHEN NEEDED, REF.

NCDOT 2012 STANDARD SPECIFICATIONS

SECTION 609-7

ON DELIVERY - COLLECT TICKETS

BASE UP TO 8" DEPTH

ASPHALT ROADWAY DAILY REPORT -

(NCDOT M&T 605 FORM)

ASPHALT TEMPERATURE AIR TEMPARTURE

40° IN THE SHADE AND RISING

NCDOT TEST BEFORE PLACEMENT

SURFACE TEMPARTURE 50° SECTION 610-4

ALSO, NO WET PAVEMENT AFFECTING

BONDING

DENSITY - NUCLEAR GAUGE

CONTROL WITH CORE CHECKS

ROADWAY/PATH

90% COMPACTION -  9.5A

NUCLEAR DENSITY TESTS - ASTM

D2950

"QC = 5 NUCLEAR GAUGE SHOTS PER

500'/EACH PAVER LAYDOWN WIDTH / LOT

QA = VERIFICATION, TEST REQUESTS AND

LOCATION"

FORMS - CITY OR NCDOT QC-5,

516QC, QA-515, ETC

(CORE CONTROL AND CONTROL

STRIPS WHEN NEEDED)

92% COMPACTION-SURFACE OTHER,

INTERMDIATE, BASE

BULK DENSITY (CORES) - ASTM

D2726

QC = 1 CORE CHECK PER 500'/EACH

PAVER LAYDOWN WIDTH. PRIMARILY IN BASE

LAYERS.

"CERTIFICATIONS: GAUGE

CALIBRATION

QMS ROADWAYTECHNICIAN, NUCLEAR

GAUGE OPERATOR, ETC"
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Name Date

Planning

Traffic

Fire

Approved Construction Plan

1 inch

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

EXISTING LEGEND

     WATER LINE

     WATER SERVICE

     FIRE HYDRANT

     WATER VALVE

     SEWER LINE

     SEWER SERVICE

     SEWER MANHOLE

     DRAINAGE BASIN

     DRAINAGE PIPE

     UTILITY EASEMENT

     POWER PEDESTAL

     POWER TRANSFORMER

     STREET LIGHT
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PINE

TREE LEGEND

SEDIMENT & EROSION CONTROL LEGEND

     LIMITS OF DISTURBANCE

     SILT FENCE

     TREE PROTECTION FENCE

     EXISTING MAJOR CONTOUR

     EXISTING MINOR CONTOUR

     INLET PROTECTION

     CONSTRUCTION ENTRANCE

    SEDIMENT BASIN WITH

    FAIRCLOTH SKIMMER
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Name Date

Planning

Traffic

Fire

Approved Construction Plan

1 inch

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

KEYNOTES

POOL AREA:

POOL COPING AND WATER LINE TILE – PRECAST CONCRETE COPING

WITH 6” CERAMIC WATER LINE TILE, COLORS TO BE DETERMINED BY

LANDSCAPE ARCHITECT/OWNER.

POOL DECK PAVEMENT – 4" THICK CONCRETE BASE WITH KOOL DECK

TOPPING OR APPROVED EQUAL WITH COLOR ADDITIVE. COLOR TO BE

DETERMINED BY LANDSCAPE ARCHITECT/OWNER.

LOWER LEVEL DECK PAVEMENT – SEE CONCRETE UNIT PAVERS

DETAIL

POOL ENCLOSURE FENCE AND GATE – 4’ TALL PREFABRICATED

COMMERCIAL RATED ALUMINUM PICKET FENCING AND GATES. POSTS

SPACED +/-6’ ON CENTER AND GATE +/-4’ WIDE. GATES TO BE

EQUIPPED WITH SELF-CLOSING HINGES AND SELF-LOCKING GATE

LATCH AND TO MEET ALL SAFETY REGULATIONS. COLOR TO BE

DETERMINED BY LANDSCAPE ARCHITECT/OWNER. KEY CARD OR

SIMILAR ENTRY SYSTEM TO BE DETERMINED BY OWNER.

POOL DECK PLANTER – PLANTERS TO BE LINED WITH A LOW

DECORATIVE CONCRETE LANDSCAPE CURB. APPROPRIATE PLANT

MATERIAL TO BE SELECTED TO TOLERATE POOL AREA CONDITIONS).

PLANTING BED TO BE COVERED IN 1" - 2" RIVER ROCK MULCH (NO

SHREDDED BARK OR PINE STRAW).

POOL DECK DEL WEBB LOGO – 13’ DIAMETER X 6” THICK COLOR

CONCRETE PAVEMENT LOGO ICON. TO BE DETAILED BY LANDSCAPE

ARCHITECT.

OUTDOOR KITCHEN – TO INCLUDE A STAINLESS STEEL OUTDOOR

GRILL, REFRIGERATOR, SINK, SNORKEL LIGHT AND STORAGE

CABINETS WITH GRANITE COUNTERTOPS. STRUCTURE MATERIALS TO

MATCH ARCHITECTURE. TO BE DESIGNED AND DETAILED BY

ARCHITECT WITH LANDSCAPE ARCHITECT/OWNER INPUT

FIRE PIT – PRECAST CONCRETE CAP. FIRE PIT WALL FINISH TO MATCH

SITE WALLS. INFILL MATERIAL TO BE ROCK OR GLASS BEAD, COLOR TO

BE DETERMINED. GAS LINES, BURNER, IGNITER AND EMERGENCY

SHUTOFF PER CONTRACTOR.

FIRE PIT PAVEMENT – COLOR CONCRETE BAND AND INFILL PATTERN

SURROUNDING FIRE PIT. CONCRETE TO BE 4” THICK, COLOR AND

PATTERN TO BE DETERMINED BY LANDSCAPE ARCHITECT/OWNER.

POOL STAIRS – +/-20” WIDE TREADS, +/-9" TALL RISERS, PLASTER

FINISH WITH CERAMIC CONTRASTING STEP NOSING TILE. HANDRAIL TO

BE 2” DIAMETER BRUSHED ALUMINUM. DETAIL PER POOL

CONSULTANT,  LANDSCAPE ARCHITECT/OWNER TO APPROVE.

POOL BENCHES – BENCH TO INCLUDE BACKREST AND 4” WIDE

ARMREST. PLASTER FINISH WITH CERAMIC CONTRASTING NOSING

TILE AT BENCH AND ARMREST. DETAIL PER POOL CONSULTANT,

LANDSCAPE ARCHITECT/OWNER TO APPROVE.

WET-DECK – PLASTER FINISH WITH CERAMIC CONTRASTING TILE AT

GRADE DROP. DETAIL PER POOL CONSULTANT,  LANDSCAPE

ARCHITECT/OWNER TO APPROVE.

SPA - BENCH TO INCLUDE BACKREST AND 4” WIDE ARMREST. PLASTER

FINISH WITH CERAMIC CONTRASTING NOSING TILE AT BENCH AND

ARMREST. STAIRS AND HANDRAIL TO MATCH POOL. DETAIL PER POOL

CONSULTANT,  LANDSCAPE ARCHITECT/OWNER TO APPROVE.

ROLL-OVER EDGE – EDGE AT POOL INTERFACE SET AT SPA ARMREST

LEVEL WITH TILE FINISH FROM POOL WATERLINE TILE TO SPA

WATERLINE TILE. DETAIL PER POOL CONSULTANT,  LANDSCAPE

ARCHITECT/OWNER TO APPROVE.

INFINITY EDGE WALL – PLASTER FINISH INTERIOR WALL UP TO THE

WATER LINE TILE WITH TILE FINISHED TOP AND OUTER WALL DOWN TO

COLLECTION TROUGH WATERLINE TILE. OUTER WALL TO INCLUDE

“DEL WEBB” LOGO IN LARGE 36” TO 48” TALL LETTERING SET OFF OF

WALL, WATER PASSING BEHIND. WALL MAY REQUIRE BATTER FOR

WATER TO RUN SMOOTHLY BEHIND LETTERING. WALL DETAIL PER

POOL CONSULTANT, SIGN DETAIL PER SIGN CONSULTANT,

LANDSCAPE ARCHITECT/OWNER TO APPROVE.

WATER COLLECTION TROUGH – PLASTER FINISH WITH WATER LINE

TILE INTERIOR, WALL VENEER MATERIAL TO MATCH SITE WALLS WITH

CAP STONE MATCHING POOL COPING MATERIAL. DETAIL PER POOL

CONSULTANT,  LANDSCAPE ARCHITECT/OWNER TO APPROVE.

POOL SHELL – PLASTER FINISH TYPICAL WITH TEXTURED DECORATIVE

CONCRETE AT ZERO ENTRY.  DETAIL PER POOL CONSULTANT,

LANDSCAPE ARCHITECT/OWNER TO APPROVE.

STAIRS – SEE CONCRETE STAIR AND RAIL SECTION

IN- POOL LOUNGE CHAIR – CAST-IN-PLACE IN-POOL LOUNGE CHAIRS,

TILE FINISH WITH CONTRASTING NOSING TILE. DETAIL PER POOL

CONSULTANT,  LANDSCAPE ARCHITECT/OWNER TO APPROVE.

VEHICULAR USE AREA:

DUMPSTER ENCLOSURE – SEE DUMPSTER ENCLOSURE DETAIL.

CURB AND GUTTER – SEE CURBING DETAIL

PARKING LOT PAVEMENT – SEE ASPHALT PAVEMENT DRIVE ISLE AND

PARKING SPACE DETAIL

DROP-OFF SPECIALTY PAVEMENT – SEE CONCRETE UNIT PAVERS

DETAIL

MAIN ENTRY PAVEMENT – SEE CONCRETE UNIT PAVERS DETAIL

DEPRESSED CURB AND/OR HANDICAP RAMPS – SEE HANDICAP RAMP

DETAIL AND DEPRESSED CURBS TYPES 1 & 2 DETAIL

WHEEL STOP - 4" HIGH PREFORMED CONCRETE WHEEL STOP

MOUNTED WITH REBAR IN PAVEMENT.

HANDICAP SIGNAGE - SEE HANDICAP PARKING SIGN AND SPACE

LAYOUT DETAIL

SPORTS FACILITIES:

TENNIS COURT – SEE HYDRO-COURT CLAY TENNIS COURT DETAIL

TENNIS FENCING AND GATES – POWDER COATED CHAIN LINK FENCING

AND GATES, 10’ HEIGHT TYPICAL, DROP TO 3’ HEIGHT IN MIDDLE FOR

VIEWING WITH TRANSITION PANELS.  4' WIDE GATES.

SEMI-TRANSPARENT WINDSCREEN WITH DEL WEBB LOGE ON 10’ HIGH

FENCE PANELS ONLY. POST SET IN 12" WIDE RIBBON CURB EDGE

FLUSH WITH COURT.

PICKLE BALL COURT –  SEE PICKLE BALL COURT PAVEMENT DETAIL

PICKLE BALL FENCING AND GATES – TO MATCH TENNIS COURT.

BOCCE BALL COURT – SYNTHETIC GRASS SURFACE OVER FINISH

STONE BASE OVER POROUS AGGREGATE STONE WITH SUBSURFACE

PERFORATED DRAIN PIPES. EDGING TO BE 6” TALL AND WIDE

CONCRETE CURB WITH PRESSURE TREATED WOOD INTERIOR BUMPER

BOARDS.

MISCELLANEOUS:

SIDEWALKS – SEE CONCRETE SIDEWALK DETAIL

SITE WALLS – POURED IN PLACE CONCRETE WALLS WITH ENGINEERED

STONE VENEER AND PRECAST CONCRETE CAPS TO MATCH POOL

COPING.

DOG PARK:

FENCING – BLACK POWDER COATED CHAIN LINK FENCING AND GATES,

5’ HEIGHT TYPICAL WITH 4' WIDE GATES.

DOG PARK SURFACE – NATIVE SAND

FURNITURE, FIXTURES AND EQUIPMENT:

POOL DECK LOUNGE CHAIR – SELECTION PER INTERIOR DESIGNER.

BIKE RACK - SEE BICK RACK DETAIL

FOUR-TOP TABLE AND CHAIRS WITH AND WITHOUT UMBRELLA –

SELECTION PER INTERIOR DESIGNER.

FLAG DISPLAY – 3 FLAG POLES SET IN CONCRETE FOOTING,

TRIANGULAR SPACED WITH VARYING HEIGHTS. FLAGS TO INCLUDE AN

AMERICAN FLAG, STATE FLAG AND A RIVERLIGHTS OR DEL WEBB

FLAG.

POOL CABANA WITH SOFA CHAIR, ARM CHAIRS AND DRINK TABLE –

SELECTION PER INTERIOR DESIGNER.

FIRE PIT CHAIR – SELECTION PER INTERIOR DESIGNER.

BAR STOOL – SELECTION PER INTERIOR DESIGNER.

LARGE LOW BOWL PLANTER – SELECTION PER LANDSCAPE

ARCHITECT, SELECTION TO BE DETERMINED.

LARGE PLANTER POT – SELECTION PER LANDSCAPE ARCHITECT,

SELECTION TO BE DETERMINED.

SMALL PLANTER POT – SELECTION PER LANDSCAPE ARCHITECT,

SELECTION TO BE DETERMINED.

TENNIS PLAYER’S SHADE STRUCTURE AND BENCH – SEE TENNIS

COURT SHADE STRUCTURE DETAIL. ALUMINUM BENCH PER

LANDSCAPE ARCHITECT, SELECTIONS TO BE DETERMINED

TENNIS SPECTATOR’S SHADE STRUCTURE AND BLEACHERS – SEE

TENNIS AND PICKLE BALL SPECTATOR'S SHADE STRUCTURE DETAIL.

ALUMINUM BLEACHERS PER LANDSCAPE ARCHITECT, SELECTIONS TO

BE DETERMINED.

TENNIS NET AND POSTS – SELECTION PER CONTRACTOR, LANDSCAPE

ARCHITECT/OWNER TO APPROVE.

PICKLE BALL PLAYER’S SHADE STRUCTURE AND BENCH – SEE PICKLE

BALL AND DOG PARK SHADE STRUCTURE DETAIL. METAL BENCH PER

LANDSCAPE ARCHITECT, SELECTIONS TO BE DETERMINED.

PICKLE BALL SPECTATOR’S SHADE STRUCTURE AND BLEACHERS –

SEE TENNIS AND PICKLE BALL SHADE STRUCTURE DETAIL. ALUMINUM

BLEACHERS PER LANDSCAPE ARCHITECT, SELECTIONS TO BE

DETERMINED.

PICKLE BALL NET AND POSTS – SELECTION PER CONTRACTOR,

LANDSCAPE ARCHITECT/OWNER TO APPROVE.

BOCCE BALL COURT SHADE STRUCTURE – SEE BOCCE BALL COURT

SHADE STRUCTURE DETAIL

BOCCE BALL CHAIR AND DRINK TABLE – SELECTION PER INTERIOR

DESIGNER.

TENNIS, PICKLEBALL AND BOCCE COURT

LIGHTING – BOX LIGHT FIXTURES, PHOTOCELL ON, TIMER OFF WITH

MANUAL ON/OFF SWITCH. TO BE SELECTED BY THE CONTRACTOR AND

APPROVED BY LANDSCAPE ARCHITECT/OWNER.

GENERAL SITE LIGHTING – BOX LIGHT FIXTURES, PHOTOCELL ON,

TIMER OFF. TO BE SELECTED BY THE CONTRACTOR AND APPROVED

BY LANDSCAPE ARCHITECT/OWNER.

OUTDOOR SHOWER - WOOD POST MOUNTED SHOWER FIXTURE WITH

STAINLESS STEEL FINISH, DRAINAGE GRATE BELOW TO MATCH.

DOG PARK FOUNTAIN - DUAL WATER FOUNTAIN FOR BOTH HUMAN AND

CANINE CONSUMPTION.

DOG PARK TRASH RECEPTACLE - SEE DETAIL

DOG WASTE BAG HOLDER - SEE DETAIL

DOG PARK SHADE STRUCTURE – SEE PICKLE BALL AND DOG PARK

SHADE STRUCTURE DETAIL.

LOW VOLTAGE LANDSCAPE LIGHTS - STAKE MOUNTED UP-LIGHTS ON

PALMS ONLY, 3 EACH SPACE TRIANGULARLY. LOW VOLTAGE

TRANSFORMER TO BE LOCATED IN DISCREET LOCATION. DESIGN PER

CONTRACTOR.

KAYAK LAUNCH - PRE FABRICATED METAL/PLASTING FLOAT DOCK AND

GANGWAY SYSTEM COMPLIANT WITH ADA STANDARDS FOR USE.
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     PROP. CONTOUR MINOR
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DEL WEBB COMMUNITIES, INC.

4000 FABER PLACE DRIVE, SUITE 110

NORTH CHARLESTON, SC 29405
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NOTES:

1. CONTROL JOINTS SHALL BE LOCATED AS INDICATED ON THE

LAYOUT PLANS.

2. EXTEND JOINT GROOVE 1" BELOW FINISH GRADE OR 25% OF

PAVEMENT THICKNESS WHICHEVER IS GREATER.

3. WELDED WIRE MESH TO PASS THROUGH ALL CONTROL JOINTS.

LAP MESH ONE CELL AT ROLL/PANEL SIDES AND ENDS.

4. SEE  EXPANSION/ISOLATION JOINT  AND CONSTRUCTION JOINT

DETAIL.

DECORATIVE CONCRETE

PAVEMENT, SEE DETAIL

JOINT GROOVE

1
"

1

8

"

R

1

8

"

COMPACTED SUBGRADE

AND/OR AGGREGATE BASE

PER GEOTECHNICAL

REPORT

WELDED WIRE MESH, SEE

DECORATIVE CONCRETE

PAVEMENT DETAIL

CONTROL JOINT

3" = 1'-0"

1

8

"

1
"

COMPACTED SUBGRADE

AND/OR AGGREGATE BASE

PER GEOTECHNICAL

REPORT

DECORATIVE

CONCRETE PAVEMENT,

SEE DETAIL

JOINT GROOVE

R

1

8

"

NOTES:

1. CONSTRUCTION JOINTS AS NEEDED AT CONTROL JOINT

LOCATIONS AS INDICATED ON THE LAYOUT PLANS.

2. EXTEND JOINT GROOVE 1" BELOW FINISH GRADE OR 25% OF

PAVEMENT THICKNESS WHICHEVER IS GREATER

3. SEE EXPANSION/ISOLATION JOINT AND CONTROL JOINT DETAIL.

DEFORMED REINFORCING

BAR PER STRUCTURAL

ENGINEER OR

GEOTECHNICAL REPORT

WELDED WIRE MESH, SEE

DECORATIVE CONCRETE

PAVEMENT DETAIL

1ST POUR 2ND POUR

CONSTRUCTION JOINT

3" = 1'-0"

NON-DOWELED EXPANSION/

ISOLATION JOINT

DOWELED ISOLATION

JOINT/EXPANSION JOINT

DECORATIVE

CONCRETE PAVEMENT,

SEE DETAIL

SMOOTH REINFORCING BAR

AND SLEEVE PER

STRUCTURAL ENGINEER OR

GEOTECHNICAL REPORT

WELDED WIRE MESH,

SEE DECORATIVE

CONCRETE PAVEMENT

DETAIL

1ST POUR 2ND POUR

5/8" BACKER ROD

SILICONE CAULK, COLOR TO

MATCH CONCRETE

1

2

"

R

1

8

"

1/2" PRE-FORMED

BITUMINOUS JOINT MATERIAL

5/8" BACKER ROD

SILICONE CAULK, COLOR TO

MATCH CONCRETE

1

2

"

DECORATIVE

CONCRETE PAVEMENT,

SEE DETAIL

WELDED WIRE MESH, SEE

DECORATIVE CONCRETE

PAVEMENT DETAIL

R

1

8

"

RIGID STRUCTURE SUCH AS

BUILDING FOUNDATION OR

RETAINING WALL

NOTES:

1. EXPANSION JOINTS SHALL BE LOCATED AS INDICATED ON THE LAYOUT PLANS.

2. EXTEND EXPANSION JOINT 100% THROUGH PAVEMENT SURFACE.

3. ENSURE JOINTS ARE FREE OF NON-COMPRESSABLE MATERIALS DURING INSTALLATION AND

AFTER INSTALLATION.

4. WELDED WIRE MESH SHALL NOT PASS THROUGH ISOLATION/EXPANSION JOINTS.

5. SEE CONTROL JOINT AND CONSTRUCTION JOINT DETAIL.

COMPACTED SUBGRADE

AND/OR AGGREGATE BASE

PER GEOTECHNICAL

REPORT

1/2" PRE-FORMED

BITUMINOUS JOINT

MATERIAL

EXPANSION JOINT/ISOLATION JOINT

3" = 1'-0"

NOTES:

1. FOOTING AND POSTS AS

REQUIRED BY SITE

CONDITIONS & CODES.

2. TOP RAIL/TRUSSED BRACE

RAIL, BOTTOM TENSION WIRE

3. ALL FENCING COMPONENTS

TO HAVE BLACK POWDER

COATED FINISH

C
O

R
N

E
R

 
P

O
S

T
 
L

E
N

G
T

H

L
I
N

E
 
P

O
S

T
 
L

E
N

G
T

H

4
'
 
-
 
0

"

C
L

E
A

R
A

N
C

E

ADJUSTABLE

TRUSS ROD

BOTTOM SELVAGE

RAIL TIE

KNUCKLED

HOG RING

FABRIC SEE SPECIFICATION

TOP KNUCKLE

TOP RAIL

(1 5/8") OD

1.66" [42.2MM]LINE POST

CORNER POST

ROUND END &

10'-0" MAX SPACING

1.66" [42.2MM] (1 5/8") OD

BRACE RAIL

TENSION WIRE

TRUSS ROD

ADJUSTING UNIT

LINE POST CAP

TENSION BAR

WIRE TIE

TERMINAL / GATE POST

OPENING

TENSION BAND

BOTTOM TENSION WIRE

PER SPECIFICATIONS

CHAIN LINK FABRIC

1 7/8" O.D. [48.3MM] FRAME

TRUSS ROD

LATCH

4'-0"

TENSION BAR

HINGE

TOP RAIL

BRACE RAIL

DOG PARK FENCE AND GATE

3/4" = 1'-0"

HANDICAP PARKING SIGN AND

SPACE LAYOUT

NOT TO SCALE

ADJACENT CONCRETE

SIDEWALK, WALL, CURB

OR BANDING (SHOWN),

SEE DETAIL

PERIMETER BANDING

COURSE

INFILL PATTERN  TO BE

DETERMINED

MITERED EDGE COURSE

1/8" SAND SWEPT JOINTS

(TYP.)

ADJACENT CONCRETE

SIDEWALK, WALL, CURB

(SHOWN) OR BANDING ,

SEE DETAIL

COMPACTED SUBGRADE

PER GEOTECHNICAL

REPORT

4" THICK POURED IN

PLACE 3,000 PSI @ 28

DAYS CONCRETE

1" SAND SETTING BED

CONCRETE UNIT PAVERS,

SEE NOTES

NOTES:

A. PAVERS: TO BE DETERMINED

B. PAVERS SHALL BE INSTALL IN COMPLIANCE WITH ADA GUIDELINES

PLAN

SECTION

ADJACENT CONCRETE

SIDEWALK (SHOWN), WALL,

CURB OR BANDING, SEE DETAIL

1/8" SAND SWEPT JOINTS

(TYP.)

ALIGN

(TYP.)

CONCRETE UNIT PAVERS

1 1/2" = 1'-0"

LIGHT BROOM

FINISH, SWEEP

PERPENDICULAR TO

PATH OF TRAVEL

3
"

3"

SMOOTH TROWEL

EDGE

PAVEMENT JOINT, SEE

LAYOUT PLANS FOR

LOCATION AND TYPE

W
I
D

T
H

 
V

A
R

I
E

S
,
 
R

E
F

E
R

T
O

 
L

A
Y

O
U

T
 
P

L
A

N

NOTES:

1. ALL WALKWAYS SHALL MEET OR EXCEED GOVERNING MUNICIPALITIES

REQUIREMENTS.

2. SUBGRADE SHALL NOT CONTAIN ANY ORGANIC MATTER.

3. REFER TO LAYOUT PLAN FOR PAVEMENT JOINT TYPES AND LOCATIONS

4. PER ADA REQUIREMENTS: MAXIMUM CROSS SLOPE OF WALKING SURFACE SHALL

NOT BE STEEPER THAN 1:48, MAXIMUM RUNNING SLOPE OF WALKING SURFACE

SHALL NOT BE STEEPER THAN 1:20, WALKING SURFACES ALONG AN ACCESSIBLE

ROUTE STEEPER THAN 1:20 REQUIRE RAMPS, RAMP RUNS WITH A RISE GREATER

THAN 6" SHALL HAVE HANDRAILS, RAMP RUNS SHALL HAVE A RUNNING SLOPE

NOT STEEPER THAN 1:12, MAXIMUM RISE PER RAMP IS 30", LANDINGS MUST BE

PROVIDED WHERE NECESSARY. CONTRACTOR SHALL NOTIFY ENGINEER OF ANY

DISCREPANCIES.

PLAN

3/8" = 1'-0"

4
"

COMPACTED SUBGRADE AND/OR AGGREGATE

BASE PER GEOTECHNICAL REPORT

3000 PSI CONCRETE, SEE PLAN ABOVE FOR

FINISHES

1" AT ADJACENT PLANTING AREA (SHOWN) OR

FLUSH AT ADJACENT LAWN OR HARDSCAPE

SECTION

1 1/2" = 1'-0"

WELDED WIRE MESH PER STRUCTURE

ENGINEER OR GEOTECHNICAL REPORT

R

1

2

"

1
"

2"

CONCRETE SIDEWALK

AS SHOWN

Name Date

Planning

Traffic

Fire

Approved Construction Plan

1 inch

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

PULTE HOMES CORPORATION

DEL WEBB COMMUNITIES, INC.

4000 FABER PLACE DRIVE, SUITE 110

NORTH CHARLESTON, SC 29405
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MIN. 6" COMPACTED

SUBGRADE

6" CABC

1.5" SF9.5A

SURFACE COURSE

ACRYLIC

SURFACE SYSTEM

AS SPECIFIED

PICKLE BALL COURT PAVEMENT

1" = 1'-0"

COMPACTED SUBGRADE

PER GEOTECHNICAL

REPORT

COMPACTED FILL

MATERIAL

NEW STONE SCREENINGS

20 MIL. LINER

MOISTURE BARRIER

3" DIAMETER PIPE WITH

PERMEABLE MEMBRANE

BARRIER

NOTE:

 THE COURTS SHALL BE IRRIGATED WITH A BELOW GRADE

HYDROCOURT SELF-REGULATING IRRIGATION SYSTEM

AS INDICATED BELOW

 REFER TO SITE PLAN FOR WATER LEVEL CONTROL BOX

LOCATION

 DETAIL BELOW IS CONCEPTUAL IN NATURE ONLY,

CONTRACTOR TO SUBMIT SHOP DRAWINGS FOR REVIEW

BY LANDSCAPE ARCHITECT/OWNER

HAR-TRU GREEN CLAY

TENNIS COURT SURFACE

HYDRO-COURT CLAY TENNIS COURT

NOT TO SCALE

6

'

-

0

"

S

E

E

 

P

L

A

N

6

'

-

0

"

A

A

CONCRETE RAMP LANDING,

SIMILAR TO DECORATIVE

CONCRETE PAVEMENT, SEE

DETAIL, 1:48 SLOPE MAX. ANY

DIRECTION

DETECTABLE WARNING SURFACE, "ULINE" OR

APPROVED EQUIVALENT, 2' X 4'  TRUNCATED

DOME PAD,  WET SET  AND FASTEN PER

MANUFACTURE RECOMMENDATION, COLOR

TO BE CHOSEN BY LANDSCAPE ARCHITECT

INTEGRAL CURB SIMILAR

TO CONCRETE CURB AND

GUTTER

CONCRETE RAMP

ASPHALT PAVEMENT, SEE

DETAIL

NON-DOWELED

EXPANSION JOINT, SEE

DETAIL

CONCRETE RAMP

TRANSITION CURB, SEE

DETAIL

INTEGRAL TRANSITION CURB

SIMILAR TO TRANSITION

CONCRETE CURB, SEE

DETAIL

PAVEMENT JOINT, SEE

LAYOUT PLANS FOR

LOCATION AND TYPE

4

'

-

0

"

 

M

I

N

,

S

E

E

 

P

L

A

N

ISOMETRIC

NOT TO SCALE

NOTE: MAXIMUM RAMP RISE NOT

TO EXCEED 6".

CONCRETE CURB

AND GUTTER, SEE

DETAIL

HANDICAP RAMP

AS SHOWN

DETECTABLE WARNING SURFACE,

"ULINE" OR APPROVED EQUIVALENT,

2' X 4'  TRUNCATED DOME PAD,  WET

SET  AND FASTEN PER

MANUFACTURE RECOMMENDATION,

COLOR TO BE CHOSEN BY

LANDSCAPE ARCHITECT

2% MAX. SLOPE

COMPACTED SUBGRADE

AND/OR AGGREGATE BASE

PER GEOTECHNICAL

REPORT

CONCRETE RAMP LANDING,

SIMILAR TO DECORATIVE

CONCRETE PAVEMENT, SEE

DETAIL

INTEGRAL CURB SIMILAR

TO CONCRETE CURB AND

GUTTER

SECTION A

3/4" = 1'-0"

CONCRETE RAMP BEYOND, SEE

ISOMETRIC

ASPHALT PAVEMENT, SEE

DETAIL

CONCRETE CURB AND

GUTTER, SEE DETAIL

COMPACTED SUBGRADE

AND/OR AGGREGATE BASE

PER GEOTECHNICAL

REPORT

PAVEMENT JOINT,

SEE LAYOUT PLANS

FOR LOCATION AND

TYPE

CONCRETE RAMP, SIMILAR

TO DECORATIVE

CONCRETE PAVEMENT,

SEE DETAIL

ASPHALT PAVEMENT, SEE

DETAIL

CONCRETE CURB AND

GUTTER, SEE DETAIL

NON-DOWELED

EXPANSION JOINT, SEE

DETAIL

SECTION A

3/4" = 1'-0"

PLANTING AREA OR LAWN

AREA BEYOND, SEE ISOMETRIC

PAVEMENT JOINT, SEE

LAYOUT PLANS FOR

LOCATION AND TYPE

DECORATIVE CONCRETE

PAVEMENT, SEE DETAIL

CONCRETE CURB AND

GUTTER, SEE DETAIL

TRANSITION CURB,

SEE DETAIL

PLANTING AREA OR

LAWN AREA, SEE

LANDSCAPE PLANS

ISOMETRIC

NOT TO SCALE

NOTE: SEE DECORATIVE CONCRETE

PAVEMENT DETAIL FOR MAX.

SLOPES, SEE ALSO THE GRADING

PLAN

6

'

-

0

"

S

E

E

 

L

A

Y

O

U

T

P

L

A

N

 

C

S

-

1

.

0

0

6

'

-

0

"

NON-DOWELED

EXPANSION JOINT, SEE

DETAIL

A

A

ASPHALT PAVEMENT, SEE

DETAIL

DEPRESSED CURB TYPE 1

AS SHOWN

COMPACTED SUBGRADE

AND/OR AGGREGATE BASE

PER GEOTECHNICAL

REPORT

1
:1

2
 M

A
X

. S
L
O

P
E

PAVEMENT JOINT,

SEE LAYOUT PLANS

FOR LOCATION AND

TYPE

CONCRETE RAMP, SIMILAR

TO DECORATIVE

CONCRETE PAVEMENT,

SEE DETAIL X/CS.5.0X

ASPHALT PAVEMENT, SEE

DETAIL X/CS.5.0X

CONCRETE CURB AND

GUTTER, SEE DETAIL

X/CS.5.0X

NON-DOWELED

EXPANSION JOINT, SEE

DETAIL X/CS.5.0X

SECTION A

3/4" = 1'-0"

PLANTING AREA OR LAWN

AREA BEYOND, SEE ISOMETRIC

FLAT AREA

TRANSITIONING CURB

TO SLOPED WALKWAY

PAVEMENT JOINT, SEE

LAYOUT PLANS FOR

LOCATION AND TYPE

DECORATIVE CONCRETE

PAVEMENT, SEE DETAIL

X/CS.5.0X

CONCRETE CURB

AND GUTTER, SEE

DETAIL X/CS.5.0X

ASPHALT PAVEMENT,

SEE DETAIL X/CS.5.0X

PLANTING AREA OR

LAWN AREA, SEE

LANDSCAPE PLANS

A

A

NON-DOWELED

EXPANSION JOINT, SEE

DETAIL X/CS.5.0X

ISOMETRIC

NOT TO SCALE

4

'

-

0

"

 

M

I

N

,

S

E

E

 

P

L

A

N

TRANSITION CURB,

SEE DETAIL X/CS.5.0X

3

'

-

0

"

 

M

I

N

.

F

L

U

S

H

 

W

I

T

H

C

U

R

B

V

A

R

I

E

S

FLAT AREA

TRANSITIONING CURB

TO SLOPED WALKWAY

6

'

-

0

"

NOTE: MAXIMUM RAMP RISE NOT

TO EXCEED 6".

DEPRESSED CURB TYPE 2

AS SHOWN

POLY DOGIPOT® DOGVALET® - SAND BEIGE (#1006-2)

Dogipot DogValet OR APPROVED EQUIVALENT

 H 32.0" x W 19.0" x D 14.0"

 .192 mm sand beige rotational molded polyethylene

 Weight:  30lbs

 400-bag capacity (includes two (2) rolls of 200 count DOGIPOT®

SMART Litter Pick Up Bags™)

 Two diamond bag dispenser slots

 12-gauge 2" x 2" x 4' square galvanized steel mounting post

 Front locking access panel

 Includes box of 50 count DOGIPOT® SMART Liner Trash Bags™

 Clearly posted instructions

 Installation instructions and mounting hardware included

PET WASTE BAG STATION

NOT TO SCALE

TRASH RECEPTACLE

NOT TO SCALE

DOG PARK BENCH

NOT TO SCALE

Name Date

Planning

Traffic

Fire

Approved Construction Plan

1 inch

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

PULTE HOMES CORPORATION

DEL WEBB COMMUNITIES, INC.

4000 FABER PLACE DRIVE, SUITE 110

NORTH CHARLESTON, SC 29405
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FENCE POST CAP

6"Ø STEEL PIPE, FILL WITH

CONCRETE, PAINT OSHA

YELLOW

ANCHOR PIPE IN CONCRETE

FOOTING 2'-0"x2'-0"x2'-6"

DEEP

HEAVY DUTY CONCRETE

PAVEMENT, SEE DETAIL

CS-5.0X

5
'
-
0

"

COMPACTED SUBGRADE

AND/OR AGGREGATE BASE

PER GEOTECHNICAL

REPORT

FINISH GRADE

BOLLARD

1/2" = 1'-0"

PLAN

3/8" = 1'-0"

6" DIA. TUBULAR STEEL

GATE POST SET IN

CONCRETE CURB (TYP.),

SEE DETAIL AT LEFT

CONCRETE CURB AND

GUTTER (TYP.), SEE

DETAIL CS-5.0X

4X4 P.T. WOOD POST  SET

IN CONCRETE CURB (TYP.),

SIMILAR TO SECTION BB

6X6 METAL

DUMPSTER

(TYP.)

BOLLARD

(TYP.), SEE

DETAIL CS-5.0X

6'-4" O.C.6'-4" O.C.

6
'
-
0

"
 
O

.
C

.
6

'
-
0

"
 
O

.
C

.

C C

A A

ISOLATION JOINT, SEE

DETAIL CS-5.0X

DRILL HOLE 1" - 2" DEEP

INTO CONCRETE FOR

CANE BOLT REST, (4)

TOTAL, (1) PER CAN BOLT

1X6 P.T. WOOD FENCE

PICKETS AND 2X4 P.T.

SUPPORT RAILS, SEE

SECTION BB

6
"

(
T

Y
P

.
)

12'-8"

BOLLARD IN CONCRETE

CURB SIMILAR TO

DETAIL CS-5.0X,

PAINTED BLACK (TYP.)

6" DIA. TUBULAR STEEL

GATE POST SET IN

CONCRETE CURB (TYP.),

SEE DETAIL AT LEFT

TUBULAR ALUMINUM

AND P.T. WOOD GATE

(TYP.), (4) TOTAL

EXPANSION JOINT

(TYP.), SEE DETAIL

CS-5.0X

CONTROL JOINT (TYP.),

SEE DETAIL CS-5.0X

NOTE: SEE LAYOUT PLAN

SHEET CS-101 FOR

ORIENTATION AND

CONNECTION TO ADJACENT

DRIVE ISLE

SEE HINGE

ENLARGEMENT, AT

LEFT

HEAVY DUTY CONCRETE PAD

5" 4,000 PSI COMPRESSIVE

STRENGTH CONCRETE

DUMPSTER ENCLOSURE

AS SHOWN

B
B

SECTION AA

1/2" = 1'-0"

4
'
-
0

"

6
'
-
0

"

1" MAX.

BOLLARD IN CONCRETE

CURB SIMILAR TO DETAIL

CS-5.0X, PAINTED BLACK

(TYP.)

SNUG COTTAGE 4096-36SS

BLACK STAINLESS STEEL

CANE BOLT 36" OR EQUAL,

(4) TOTAL, (1) PER GATE

6" DIA. TUBULAR STEEL

GATE POST SET IN

CONCRETE CURB (TYP.),

(3) TOTAL, SEE DETAIL AT

MIDDLE LEFT

"U" BOLT GATE HINGES

OR EQUAL, (2) PER GATE,

(4) TOTAL, SIZED TO GATE

WEIGHT

DOG EARED 1X6 P.T.

WOOD FENCE PICKETS

TUBULAR ALUMINUM

GATE FRAME (BEYOND),

SIZED PER STRUCTURAL

ENGINEER

GALVANIZED WOOD SCREWS,

(2) AT TOP, MIDDLE AND

BOTTOM, STRIKE LINE PRIOR

TO FASTENING

DRILL HOLE 1" - 2" DEEP

INTO CONCRETE FOR

CANE BOLT REST, (4)

TOTAL, (1) PER CAN BOLT

1X6 WOOD NAILER

(BEYOND) LAG BOLTED

TO TUBULAR

ALUMINUM FRAME

FENCE POST CAP

12'-8" (TYP.)

3" MAX.

3
"
 
M

A
X

.

FINISH GRADE

SECTION BB

1/2" = 1'-0"

2X4 P.T. SUPPORT

RAILS (BEYOND), (3)

TOTAL AT TOP

MIDDLE AND

BOTTOM

VARIES, SEE PLAN

3" MAX.6"

BOLLARD IN CONCRETE

CURB SIMILAR TO DETAIL

CS-5.0X, PAINTED BLACK

(TYP.)

6" DIA. TUBULAR STEEL

GATE POST SET IN

CONCRETE CURB (TYP.), (3)

TOTAL, SEE DETAIL ABOVE

"U" BOLT GATE HINGES

OR EQUAL, (2) PER GATE,

(4) TOTAL, SIZED TO

GATE WEIGHT

DOG EARED 1X6

P.T. WOOD FENCE

PICKETS, 1/2"

MAX. GAPS

GALVANIZED WOOD

SCREWS,  (2) AT TOP,

MIDDLE AND BOTTOM,

STRIKE LINE PRIOR TO

FASTENING

FENCE POST CAP

GATE (BEYOND)

4X4 P.T. WOOD

POSTS (TYP.)

3
"
 
M

A
X

.

3
"
 
M

A
X

.

FINISH GRADE

CONCRETE CURB, SEE

DETAIL CS-5.0X

HEAVY DUTY

CONCRETE PAVEMENT,

SEE DETAIL CS-5.0X

1/2" PRE-FORMED

BITUMINOUS JOINT

MATERIAL

NON-DOWEL EXPANSION

JOINT, SEE DETAIL

CS-5.0X

FINISH GRADE

GATE OR FENCE

POST, SEE PLAN

CONCRETE POST

FOOTING SIZED PER

STRUCTURAL

ENGINEER

COMPACTED

SUBGRADE AND/OR

AGGREGATE BASE

PER GEOTECHNICAL

REPORT

NOTE: MULTIPLE POST

TYPES AND INTERFACES

WITH GROUND PLANE

ELEMENTS OCCUR. THIS

DETAIL ILLUSTRATES THE

COMMON COMPONENTS AT

SAID INTERFACES. SEE PLAN

FOR LOCATIONS.

EQUAL EQUAL

GATE TO BE CLEAR OF

CONTACT WITH POST IN

MAX. OPEN POSITION

GATE IN CLOSED POSITION

GATE HINGE

ENLARGEMENT

3" = 1'-0"

6" DIA TUBULAR STEEL

POST SIZE PER

STRUCTURAL ENGINEER

"U" BOLT GATE HINGES

OR EQUAL, (2) PER GATE,

(4) TOTAL, SIZED TO

GATE WEIGHT

TUBULAR ALUMINUM

GATE FRAME

1X6 WOOD NAILER

LAG BOLTED TO

TUBULAR ALUMINUM

FRAME

1X6 WOODEN FENCE

PICKETS FASTENED

TO WOODEN NAILER

G
A

T
E

 
I
N

 
O

P
E

N
 
P

O
S

I
T

I
O

N

Name Date

Planning

Traffic

Fire

Approved Construction Plan

1 inch

For each open utility cut of

City streets, a $325 permit

shall be required from the

City prior to occupancy

and/or project acceptance.

PULTE HOMES CORPORATION

DEL WEBB COMMUNITIES, INC.

4000 FABER PLACE DRIVE, SUITE 110

NORTH CHARLESTON, SC 29405
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