Holly, Dwarf Burford

28"ht x 24"w
4'o.c.

Ligustrum 'Recurvifolia'

36"ht x 24"w
5.75' o.c.
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PROPOSED PERVIOUS CONCRETE
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PROPOSED ASPHALT PAVING
PROPOSED PERVIOUS CONCRETE

Holly, Carissa
18"ht x 24"w
4' o.c.

Bald Cypress

3"cal,12'hx 35w
7' o.c.

Cleyera
36"ht x 24"w

4'o.c.

Hornbeam 'Fastigiata’

3"cal,12'hx 35w
7' o.c.
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Grass, Muhly
24"h x 18"w

3.5 0.c.

PROPOSED 3-STORY BUILDING
(FOOTPRINT=66"'X 112"
(GROSS AREA = 22,905 SQ FT)
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Crape Myrtle 'Natchez'
3"cal,12'hx3.5'w
11" o.c.

Boxwood 'Wintergreen'
24"h x 18"w
3'o.c.

Wooster Street

Oak, Nutall

3"cal,12'hx 35w
20'o.c.

Jasmine, Asiatic
6"htx4"w
15'0o.c.

EXISTING B* SEWER MAIN

EXISTING B* SEWER MAIN

Fig, Creeping

12" ht x 6" w

SOUTH 4TH AVENUE

EXISTING 12" WATER MAIN .

EXISTING B* SEWER MAIN

PLANTING PLAN

1"=10'
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QOak, Live

3"cal,12'hx 35w
12'o.c.

Plant Legend

Botanical

Symbol

Qty

Common

Size

2

Bald Cypress

Taxodium distichum

B&B, 3" cal.

34

Boxwood 'Wintergreen'

Buxus microphylla 'Wintergreen'

3 gal.
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Cleyera

Ternstroemia gymnanthera

7 gal., 36" ht.

Crape Myrtle 'NatcheZz'

Lagerstroemia indica 'Natchez'

B&B, 3" cal.

18

Fig, Creeping

Ficus pumila

1 gal.

Holly, Dwarf Burford

llex cornuta 'Burfordii Nana'

;“ﬁ\k 20 | Grass, Muhly Muhlenbergia capillaris 3 gal.
I\

. 3 12 | Holly, Carissa llex cornuta 'Carissa’ 3 gal.
n

7 gal.

12

Hornbeam 'Fastigiata’

Carpinus betulus 'Fastigiata’

B&B, 3" cal.

407

Jasmine, Asiatic

Trachelospermum asiaticum

4 in.

HEIGHT OF THE TREE.

THE CRITICAL ROOT ZONE (CRZ) OF A TREE
IS WHERE THE MAJORITY OF A TREE'S ROOTS
LAY, 85% OF MOST TREE ROOTS ARE FOUND
IN THE TOP 24" OF THE SOIL AND SUPPLY
THE MAJORITY OF NUTRIENTS AND WATER.
GENERALLY, ROOTS SPREAD OUT 2-3X THE

DO NOT DISFIGURE CROWN WITH
INTENSIVE PRUNING.

ORANGE SAFETY FENCE
OR ORANGE SILT FENCE

CROWN OF THE TREE IS NEEDED FOR LEAF
GROWTH TO PRODUCE OXYGEN, FILTER
THE AIR, REDUCE WIND AND SOFTEN NOISE.

STEEL POST

WARNING SIGN

8 Ligustrum 'Recurvifolia' | Ligustrum japonica 'Recurvifolia' | 7 gal., 36" ht.

T e

;__} 6 Oak, Live Quercus virginiana B&B, 3" cal.

% 7 | 0ak, Nutall Quercus nutalii B&B, 3" cal.
B MAX.

VARIABLE AS DIRECTED BY THE ENGINEER
1

PLASTIC OR

ORANGE, UV RESISTANT ‘

HIGH — TENSILE STRENGTH

POLY BARRICADE FABRIC (TYPICAL)
FRONT WVIEW

ORANGE, UV RESISTANT
HIGH — TENSILE STRENGTH
POLY BARRICADE FABRIC (TYPICAL)

I-0"
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NOTES:
. PROTECT CRITICAL ROOT ZONE (CRZ) OF TREES PRIOR TO CONSTRUCTION. CLEARLY ! VIEW
MARK THE TREES AND ERECT A PROTECTVE BARRIER AT THE CRZ. BARRIER
SHALL BE MAINTAINED UNTIL CONSTRUCTION IS COMPLETE.
2. CRZ RADIUS IS 1 FT PER INCH OF TREE DIAMETER AT BREAST HEIGHT (DBH). NOTES:
3. IF CONSTRUCTION OCCURS WITHIN THE CRZ, AT LEAST 12" OF MULCH AND/OR )
LOGGING MATTS SHALL BE PLACED WHERE MACHINERY MANEUVERS TO REDUCE SOIL 1
COMPACTION IN THIS ZONE.

TO AVOID DAMAGE TO THE ROOTS. ALTERNATE CONSTRUCTION METHODS, SUCH AS A
REINFORCED SIDEWALK, SHALL BE IMPLEMENTED AS NECESSARY.

OF THE TRUNK IS PROHIBITED. DO NOT COMPACT SOIL BENEATH TREES. NO
VEHICLE SHALL BE ALLOWED TO PARK UNDER TREES. NO MATERIALS OR
EQUIPMENT SHALL BE STORED BENEATH TREES. DAMAGING THE BARK WITH
LAWNMOWERS, CONSTRUCTION EQUIPMENT, OR ANYTHING ELSE IS PROHIBITED.
CONTRACTOR SHALL REPAIR DAMAGE TO TREES.

. FAILING TO INSTALL OR MAINTAIN PROTECTION MEASURES SHALL RESULT IN A STOP
WORK ORDER AND FINE OF $500/DAY. DISTURBANCE OTHER THAN THAT ALLOWED
ON THE APPROVED PLAN WILL REQUIRE OWNER TO POST A LETTER OF CREDIT FOR
3 YRS FOR TREE MITIGATION.

.

o
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FIELD CONDITIONS,

3. SIGNS SHALL BE PLACED AT 50° MAXIMUM INTERVALS.
S FOR ALL-TREFS, GUITRIG OF LARCE. STRUCIURAL ROOTS LOCATED. NEAR THE BAE END OF LINEAR TREE PROTECTION AND 50° ON CENTER THEREAFTER. FOR TREE
PROTECTION AREAS LESS THAN 100 IN PERIMETER, PROVIDE NO LESS
THAN TWO SIGNS PER PROTECTION AREA.
. ATTACH SIGNS SECURELY TO FENCE POSTS AND FABRIC.
PROTECTION FENCE AND SIGNS THROUGHOUT DURATION OF PROJECT.
. TREE PROTECTION FENCING AND SIGNAGE SHALL BE REMOVED AFTER CONSTRUCTION,
. ADDITIONAL SIGNS MAY BE REQUIRED BY CITY OF WILMINGTON, BASED ON ACTUAL

DO NOT ENTER

TREE PROTECTION AREA

LOS ARBOLES
PROHIBIDO ENTRAR

ZONA PROTECTORA PARA| 18

WARNING SIGN DETAIL

. THE TREE PROTECTION FENCING SHALL NOT BE VIOLATED FOR THE ENTIRE
DURATION OF THE PROJECT WITHOUT APPROVAL FROM URBAMN FORESTRY STAFF.

4, WHERE SIDEWALKS AND PATHWAYS PASS WITHIN CRZ, EXTRA CARE SHALL BE TAKEN 2, WARNING SIGNS TO BE MADE OF DURABLE, WEATHERPROOF MATERIAL. LETTERS TO

BE 3" HIGH, MINIMUM, CLEARLY LEGIBLE AND SPACED AS DETAILED.

PLACE A SIGN AT EACH

MAINTAIN TREE
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Site Data:

Project Name: The Mini Pearl

Proposed Land Use: Residential

Project Owner: PBW Development, LLC

Mailing Address: 314 Walnut Street; Wilmington, NC 28401

Notes:

Prior to any clearing, grading, or construction activity, tree
protection fencing will be installed around protected trees or
groves of trees. No construction worker, tools, materials, or
vehicles are permitted within the tree protection fencing.

All landscape beds in parking areas to be at least 216 square feet.

STREET TREE TABLE

STREET NUMBER OF TREES REQUIRED |NUMBER OF TREES PROVIDED
S, 4th AVENUE 3 6
WOOSTER STREET 4.4 7
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DATE: 24 Sep 2019
REV:26 Sep 2019
REV2: 28 Oct 2019
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These drawings and the design thereon
are the property of Flora Landscapes, LLC

DESIGN

Landscape Plan For:

REV3: 30 Oct 2019
DESIGN: NT

and may not be used in whole or in part
without written consent of Flora Landcapes, LLC.

BUILD

Pearl

Any infringement will be subject to legal action.
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The M

1313 Old Lamplighter Way

407 Wooster Street

Wilmington, NC

Wilmington, NC 28403

(910) 350-3297




